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(57) ABSTRACT

An example supporting device supports two game control-
lers. The supporting device includes a support section and a
main section connected to the support section. The support
section includes a first slide member and a second slide
member. The first slide member is provided in an area of the
support section toward a first side in a predetermined
direction, and the second slide member is provided in an
area toward a second side. The slide members are capable of
slidably engaging with rail members of the respective game
controllers in a predetermined slide direction. The first slide
member includes a first terminal provided on a first opposing
surface. The second slide member includes a second termi-
nal provided on a second opposing surface. The main section
includes a first grip portion for being gripped by a user, and
a second grip portion for being gripped by the user.
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SUPPORTING DEVICE, CHARGING DEVICE
AND CONTROLLER SYSTEM

CROSS REFERENCE TO RELATED
APPLICATION

[0001] The disclosure of Japanese Patent Application No.
2016-114669 filed on Jun. 8, 2016 is incorporated herein by
reference.

FIELD

[0002] The present technique relates to a supporting
device for supporting a game controller, a charging device
and a controller system.

BACKGROUND AND SUMMARY

[0003] There are conventional controllers capable of
accommodating an information processing device therein.
For example, there is a controller capable of accommodating
a mobile telephone by means of a left key plate and a right
key plate. Specifically, the controller includes a spring for
sliding one key plate toward the other key plate so that the
mobile telephone is sandwiched between the left and right
key plates, thereby accommodating the mobile telephone.
[0004] It is only the controller that includes a holding
mechanism (i.e., the key plates), but the mobile telephone
does not include a holding mechanism. Therefore, the con-
troller can easily come off the mobile telephone.

[0005] Thus, the present application discloses a supporting
device with which it is possible to reduce the possibility of
the supporting device coming off the information processing
device.

[0006] An example supporting device described herein is
a device for supporting a first game controller and a second
game controller. The first game controller includes a first rail
member configured for allowing the first game controller to
be attached to the supporting device. The second game
controller includes a second rail member configured for
allowing the second game controller to be attached to the
supporting device.

[0007] The supporting device includes a support section
and a main section connected to the support section.
[0008] The support section includes a first slide member
and a second slide member. The first slide member is in an
area of the support section toward a first side in a predeter-
mined direction, the first slide member being configured to
slidably engage with the first rail member of the first game
controller in a first slide direction. The second slide member
is in an area of the support section toward a second side in
the predetermined direction, the second slide member being
configured to slidably engage with the second rail member
of the second game controller in a second slide direction.
[0009] The first slide member includes a first groove, a
first facing surface and a first terminal. The first groove has
a bottom surface formed along the first slide direction. The
first slide member has a first side and a second side in the
first slide direction, and the first facing surface is in an end
portion on the first side of the first slide member so as to face
a portion of the bottom surface of the first groove. The first
terminal is on the first facing surface, which first terminal is
configured to be electrically connected to the first game
controller.

[0010] The second slide member includes a second
groove, a second facing surface and a second terminal. The

Dec. 15,2016

second groove has a bottom surface formed along the second
slide direction. The second slide member has a first side and
a second side in the second slide direction, and the second
facing surface is in an end portion on the first side of the
second slide member so as to face a portion of the bottom
surface of the second groove. The second terminal is on the
second facing surface, which second terminal is configured
to be electrically connected to the second game controller.
[0011] The main section includes a first grip portion
configured for being gripped by a user and a second grip
portion configured for being gripped by the user. The first
grip portion is on a first side of the main section in the
predetermined direction. The second grip portion is on a
second side of the main section in the predetermined direc-
tion.

[0012] The support section includes a connector, a power
supply and a light-emitter. The power supply is configured
to supply power, via the connector, to the first game con-
troller via the first terminal, and to the second game con-
troller via the second terminal. The light-emitter emits light
indicating that the power supply is supplying power to at
least one of the first game controller and the second game
controller.

[0013] The first game controller includes a first stop
member. The first stop member is configured so that when
the first rail member has been inserted up to a predetermined
first position into the first slide member, the first stop
member resists a slide movement, in an opposite direction,
of the first rail member against the first slide member, the
opposite direction being a direction opposite to a direction in
which the first slide member is insertable into the first rail
member. The first slide member includes a first stop-receiv-
ing portion. The first stop member is further configured so
that when the first rail member of the first game controller
has been inserted up to the first position into the first slide
member, the first stop member engages with the first stop-
receiving portion.

[0014] The second game controller includes a second stop
member. The second stop member is configured so that
when the second rail member has been inserted up to a
predetermined second position into the second slide mem-
ber, the second stop member resists a slide movement, in an
opposite direction, of the second rail member against the
second slide member, the opposite direction being a direc-
tion opposite to a direction in which the second slide
member is insertable into the first rail member; and. The
second slide member includes a second stop-receiving por-
tion. The second stop member is further configured so that
when the second rail member of the second game controller
has been inserted up to the second position into the second
slide member, the second stop member engages with the
second stop-receiving portion.

[0015] Another example supporting device described
herein is a device for supporting a first game controller and
a second game controller. The first game controller includes
a first rail member configured for allowing the first game
controller to be attached to the supporting device. The
second game controller includes a second rail member
configured for allowing the second game controller to be
attached to the supporting device.

[0016] The supporting device includes a support section
and a main section connected to the support section.
[0017] The support section includes a first slide member
and a second slide member. The first slide member is in an



US 2016/0361640 Al

area of the support section toward a first side in a predeter-
mined direction, the first slide member being configured to
slidably engage with the first rail member of the first game
controller in a first slide direction. The second slide member
is in an area of the support section toward a second side in
the predetermined direction, the second slide member being
configured to slidably engage with the second rail member
of the second game controller in a second slide direction.
[0018] The first slide member includes a first facing por-
tion and a first terminal. The first facing portion is in the area
of'the support section toward the first side or on the first slide
member, the first facing portion having a first facing surface
facing the second side. The first terminal is on the first facing
surface, which first terminal is configured to be electrically
connected to the first game controller.

[0019] The second slide member includes a second facing
portion and a second terminal. The second facing portion is
in the area of the support section toward the second side or
on the second slide member, the second facing portion
having a second facing surface facing the first side. The
second terminal is on the second facing surface, which
second terminal is configured to be electrically connected to
the second game controller.

[0020] The main section includes a first grip portion
configured for being gripped by a user and a second grip
portion configured for being gripped by the user. The first
grip portion is on a first side of the support section in the
predetermined direction. The second grip portion is on a
second side of the support section in the predetermined
direction.

[0021] Another example supporting device described
herein is a device for supporting a first game controller and
a second game controller. The first game controller includes
a first rail member configured for allowing the first game
controller to be attached to the supporting device. The
second game controller includes a second rail member
configured for allowing the second game controller to be
attached to the supporting device.

[0022] The supporting device includes a support section.
[0023] The support section includes a first slide member
and a second slide member. The first slide member is in an
area of the support section toward a first side in a predeter-
mined direction, the first slide member being configured to
slidably engage with the first rail member of the first game
controller in a first slide direction. The second slide member
is in an area of the support section toward a second side in
the predetermined direction, the second slide member being
configured to slidably engage with the second rail member
of the second game controller in a second slide direction.
[0024] The first slide member includes a first facing por-
tion and a first terminal. The first facing portion is in the area
of'the support section toward the first side or on the first slide
member, the first facing portion having a first facing surface
facing the second side. The first terminal is on the first facing
surface, which first terminal is configured to be electrically
connected to the first game controller.

[0025] The second slide member includes a second facing
portion and a second terminal. The second facing portion is
in the area of the support section toward the second side or
on the second slide member, the second facing portion
having a second facing surface facing the first side. The
second terminal is on the second facing surface, which
second terminal is configured to be electrically connected to
the second game controller.
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[0026] Another example supporting device described
herein is a device for supporting a first game controller and
a second game controller. The first game controller includes
a first rail member configured for allowing the first game
controller to be attached to the supporting device. The
second game controller includes a second rail member
configured for allowing the second game controller to be
attached to the supporting device.

[0027] The supporting device includes a support section
and a main section connected to the support section.
[0028] The support section includes a first slide member
and a second slide member. The first slide member is in an
area of the support section toward a first side in a predeter-
mined direction, the first slide member being configured to
slidably engage with the first rail member of the first game
controller in a first slide direction. The second slide member
is in an area of the support section toward a second side in
the predetermined direction, the second slide member being
configured to slidably engaging with the second rail member
of the second game controller in a second slide direction.
[0029] The first slide member includes a first facing por-
tion. The first facing portion is at one end portion of the first
slide member in the first slide direction, the first facing
portion having a first facing surface facing the second side
in the predetermined direction.

[0030] The second slide member includes a second facing
portion. The second facing portion is at the other end portion
of the second slide member in the second slide direction, the
second facing portion having a second facing portion having
a second facing surface facing the first side in the predeter-
mined direction.

[0031] The main section includes a first grip portion
configured for being gripped by a user and a second grip
portion configured for being gripped by the user. The first
grip portion is on a first side of the support section in the
predetermined direction. The second grip portion is on a
second side of the support section in the predetermined
direction.

[0032] The support section includes a connector and a
power supply. The power supply is configured to supply
power, via the connector, to be the first game controller via
the first terminal, and to the second game controller via the
second terminal.

[0033] The support section may further include a light-
emitter. The light-emitter emits light to indicate that the
power supply is supplying power to at least one of the first
game controller and the second game controller.

[0034] The light-emitter may indicate that the first game
controller and the second game controller are being charged,
until the charging of both of the first game controller and the
second game controller is finished.

[0035] The main section may include a third facing sur-
face. The third facing surface may face the bottom surface
of the first slide member and extends along a portion of one
of surfaces of the first game controller of which the first rail
member is in engagement with the first slide member, the
one surface being on an opposite side from the surface on
which the first rail member is disposed.

[0036] The supporting device may further include a first
elastic member. The first elastic member is on the third
facing surface configured for applying a force in a direction
of'the support section upon the first game controller of which
the first rail member is in engagement with the first slide
member.
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[0037] The main section may include a connecting portion
connecting between the first grip portion and the second grip
portion.

[0038] The first game controller may include a front
surface, a side surface relative to the front surface, wherein
the first rail member is on the side surface, and a reverse
surface opposite from the front surface. The main section
may include a surface configured to extend along at least a
portion of the reverse surface of the first game controller of
which the first rail member is in engagement with the first
slide member.

[0039] The first game controller may include a front
surface, a side surface relative to the front surface, wherein
the first rail member is on the side surface, a reverse surface
opposite from the front surface, and an operation section
protruding past the reverse surface. The main section may
include a cut-out configured for avoiding the operation
section of the first game controller of which the first rail
member has been inserted up to the first position into the first
slide member, wherein the cut-out is in an end portion of the
main section on the side from which the first game controller
is inserted in the slide direction of the first slide member.
[0040] The first game controller may include a front
surface, a first side surface which is a side surface relative
to the front surface, wherein the first rail member is on the
first side surface, a second side surface opposite from the
first side surface, and a reverse surface opposite from the
front surface. A connecting portion between the second side
surface and the reverse surface may be formed by a rounded
curved surface. The main section may include a first surface,
a second surface and a third surface. The first surface is
configured to extend along the second side surface of the
first game controller of which the first rail member is in
engagement with the first slide member. The second surface
is continuous with the first surface and is configured to
extend along the curved surface of the connecting portion of
the first game controller of which the first rail member is in
engagement with the first slide member. The third surface is
continuous with the second surface and is configured to
extend along the reverse surface of the first game controller
of which the first rail member is in engagement with the first
slide member.

[0041] The first facing portion may be in an end portion on
a first side in the first slide direction, wherein the first facing
portion limits a slide movement of the first rail member by
being in contact with the first rail member inserted from a
second side in the first slide direction. The second facing
portion may be in an end portion on a first side in the second
slide direction, wherein the second facing portion limits a
slide movement of the second rail member by being in
contact with the second rail member inserted from a second
side in the second slide direction.

[0042] The first slide member may include a groove and
two protruding portions. The groove is formed by a bottom
surface of the first slide member and side surfaces that are
connected respectively to opposite sides of the bottom
surface. The protruding portions are configured to protrude
from the respective side surfaces and each having a surface
facing the bottom surface of the first slide member.

[0043] The first game controller may include a stop mem-
ber configured so that when the first rail member has been
inserted up to a predetermined position into the first slide
member, the stop member resists a slide movement, in an
opposite direction, of the first rail member against the first

Dec. 15,2016

slide member, the opposite direction being a direction oppo-
site to a direction in which the first slide member is inserted
into the first rail member. The first slide member may
include a stop-receiving portion configured so that when the
first rail member of the first game controller has been
inserted up to the predetermined position into the first slide
member, the stop-receiving portion engages with the stop
member.

[0044] The first slide member may have an end portion on
a first side and an end portion on a second side opposite to
the first side in the slide direction. The first terminal may be
in an area on the first side of a center of the first slide
member in the slide direction of the first slide member. The
stop-receiving portion may be in an area on the second side
of the center of the first slide member in the slide direction
of the first slide member.

[0045] The first slide member may have an end portion on
a first side and an end portion on a second side opposite to
the first side in the slide direction. The first game controller
may be removably attachable to the supporting device by
inserting the first rail member into the first slide member
through the end portion on the second side in the first slide
direction. The stop-receiving portion may be in an area on
the second side of the center of the first slide member.
[0046] The first slide member may include a groove and
two protruding portions. The groove is formed by a bottom
surface of the first slide member and side surfaces that are
connected respectively to opposite sides of the bottom
surface. The protruding portions are configured to protrude
from the respective side surfaces and each having a surface
facing the bottom surface of the first slide member. The
stop-receiving portion may be on each of the two protruding
portions.

[0047] A light-receiving port may be on the bottom sur-
face of the first slide member. A light-exiting port may be on
another surface of the support section that is different from
the bottom surface of the first slide member. The support
section may further include a light guide configured for
guiding light incident on the light-receiving port to the
light-exiting port.

[0048] The first game controller may include a front
surface and a side surface relative to the front surface,
wherein the first rail member is on the side surface. The
light-exiting port may be on a surface of the support section
that faces the same direction as the front surface of the first
game controller of which the first rail member is in engage-
ment with the first slide member.

[0049] The light guide may include a light-receiving sur-
face at a position sunken from the bottom surface of the first
slide member.

[0050] In the first slide member, at least a portion of a
member to be engaged with the first rail member and the first
facing portion may be formed as an integral unit.

[0051] The first slide member and the second slide mem-
ber may comprise metal.

[0052] The second slide member may be oriented so that
the second slide direction is substantially parallel to the first
slide direction.

[0053] The first facing portion and the second facing
portion may be in end portions on the same side in the first
slide direction and the second slide direction.

[0054] The supporting device may further include a sec-
ond elastic member. The second elastic member is on the
bottom surface of the first slide member configured for
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applying a force in a direction away from the support section
upon the first rail member in engagement with the first slide
member.

[0055] The present specification also discloses a controller
system including the first game controller, the second game
controller and the supporting device. The present specifica-
tion also discloses a controller device (e.g., a game control-
ler) that can be attached to the supporting device or the
charging device described above, and discloses a controller
system including a supporting device and a game controller.
The present specification also discloses a charging device to
which a controller can be attached. The present specification
also discloses a method to be carried out in the controller
system.

[0056] With the supporting device, the charging device
and the controller system set forth above, it is possible to
reduce the possibility that the supporting device comes off
the information processing device.

[0057] These and other objects, features, aspects and
advantages will become more apparent from the following
detailed description when taken in conjunction with the
accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0058] FIG. 1 is a diagram showing an example informa-
tion processing device according to the present embodiment;
[0059] FIG. 2 is a diagram showing an example where
controllers are detached from a main unit;

[0060] FIG. 3 is a six-sided view showing an example
main unit;
[0061] FIG. 4 is a diagram showing an example where the

main unit is placed upright;

[0062] FIG. 5 is a six-sided view showing an example left
controller;

[0063] FIG. 6 is a six-sided view showing an example
right controller;

[0064] FIG. 7 is a diagram showing an example of how a
left rail member and a slider engage with each other;
[0065] FIGS. 8(a) and 8(b) are diagrams showing an
example of how the slider is locked to the left rail member;
[0066] FIG.9 is aleft side view showing an example main
unit according to a non-limiting second configuration
example;

[0067] FIG. 10 is a perspective view showing an example
left side surface portion of a main unit according to a
non-limiting second configuration example;

[0068] FIG. 11 is a diagram schematically showing an
example cross section of the left rail member taken along
line A-A' shown in FIG. 9;

[0069] FIG. 12 is a diagram schematically showing an
example cross section of the left rail member taken along
line B-B' shown in FIG. 9;

[0070] FIG. 13 is a perspective view showing an example
terminal provided on a non-limiting main unit;

[0071] FIG. 14 is a six-sided view showing an example
left controller according to a non-limiting second configu-
ration example;

[0072] FIG. 15 is a diagram schematically showing an
example cross section near a lower end portion of a slider
according to a non-limiting second configuration example;
[0073] FIG. 16 is a perspective view showing an example
protruding portion of a slider according to a non-limiting
second configuration example;
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[0074] FIG. 17 is an exploded view showing an example
of a reinforcement member and an insulation sheet provided
on a slider;

[0075] FIGS. 18(a) and 18(b) are diagrams showing an
example of how a hook portion is inserted into a slit;
[0076] FIG. 19 is a diagram schematically showing an
example arrangement of elements inside a non-limiting left
controller;

[0077] FIG. 20 is a diagram showing an example of how
a terminal and a ground connection portion are connected to
an electronic circuit;

[0078] FIGS. 21(a) and 21(b) are diagrams schematically
showing an example positional relationship between a slider
and a stop member according to a non-limiting second
configuration example;

[0079] FIG. 22 is a diagram schematically showing an
example positional relationship between a slider and a stop
member according to another embodiment;

[0080] FIG. 23 is a perspective view schematically show-
ing an example of a stop member and a release button;
[0081] FIG. 24 is a diagram schematically showing an
example configuration of a slider near a second L button
according to a non-limiting second configuration example;
[0082] FIG. 25 is a six-sided view showing an example
right controller according to a non-limiting second configu-
ration example;

[0083] FIGS. 26(a) and 26(b) are diagrams schematically
showing an example of the mechanism around left-side
terminals before and after a slider is attached to a left rail
member;

[0084] FIGS. 27(a), 27(b) and 27(c¢) are diagrams sche-
matically showing an example of the mechanism around a
stop member before and after a slider is attached to a left rail
member;

[0085] FIG. 28 is a diagram showing an overall configu-
ration of an example information processing system accord-
ing to the present embodiment;

[0086] FIG. 29 is a diagram showing an external configu-
ration of an example cradle;

[0087] FIG. 30 is a block diagram showing an example
internal configuration of the main unit;

[0088] FIG. 31 is a block diagram showing an example
internal configuration of the information processing device;
[0089] FIG. 32 is a block diagram showing an example
internal configuration of the cradle;

[0090] FIG. 33 is a diagram showing an example of how
the information processing device is used with the control-
lers attached to the main unit;

[0091] FIG. 34 is a diagram showing an example of a
single user holding two controllers to use the information
processing device in a detached state;

[0092] FIG. 35 is a diagram showing an example of two
users each holding one controller to use the information
processing device in a detached state;

[0093] FIG. 36 is a diagram showing an example of how
a non-limiting right controller is held in one hand;

[0094] FIGS. 37(a) and 37(b) are diagrams showing
example modes of use where three or more controllers are
used;

[0095] FIG. 38 is a diagram showing an example mode of
use where the image is displayed on a TV;

[0096] FIGS. 39(a), 39(b), 39(c), and 39(d) are diagrams
showing an example operation flow where the image is
displayed on a TV;



US 2016/0361640 Al

[0097] FIG. 40 is a flow chart showing an example flow of
a registration process executed on the main unit;

[0098] FIG. 41 is a diagram showing an example of
registration information;

[0099] FIG. 42 is a diagram showing an example of
pairing information;

[0100] FIG. 43 is a flow chart showing an example flow of
a wireless setting process executed on the main unit;
[0101] FIG. 44 is a flow chart showing an example flow of
a mode setting process executed on the main unit;

[0102] FIG. 45 is a flow chart showing an example flow of
an information process executed on the main unit;

[0103] FIG. 46 is a flow chart showing an example flow of
an information process executed on the main unit;

[0104] FIG. 47 is a flow chart showing an example flow of
an information process executed on the main unit;

[0105] FIG. 48 is a diagram showing another example left
controller;

[0106] FIG. 49 is a diagram showing another example left
controller;

[0107] FIG. 50 is a diagram showing an example infor-
mation processing device with a right controller different
from that of FIG. 1 attached thereto;

[0108] FIG. 51 is a diagram showing another example
non-limiting left controller;

[0109] FIG. 52 is a diagram showing an example acces-
sory to which controllers can be attached;

[0110] FIG. 53 is a diagram showing another example
accessory,
[0111] FIG. 54 is a six-sided view showing another non-

limiting example extension grip;

[0112] FIG. 55 is a perspective view showing an example
of the extension grip shown in FIG. 54;

[0113] FIG. 56 is a diagram showing an example where
two controllers are attached to the extension grip shown in
FIG. 54;

[0114] FIG. 57 is a block diagram showing an example
internal configuration of the extension grip shown in FIG.
54,

[0115] FIG. 58 is a diagram showing an example configu-
ration of an extension grip of which a main section is
movable;

[0116] FIG. 59 is a diagram showing an example configu-
ration of an extension grip in which the distance between a
grip portion and a controller is variable;

[0117] FIG. 60 is a diagram showing an example acces-
sory to which the main unit can be attached;

[0118] FIG. 61 is a diagram showing another example
slide member provided on the non-limiting main unit;
[0119] FIG. 62 is a diagram showing another example
slide member provided on the non-limiting right controller;
and

[0120] FIG. 63 is a diagram showing an example terminal
arrangement according to another embodiment.

DETAILED DESCRIPTION OF NON-LIMITING
EXAMPLE EMBODIMENTS

[0121] An information processing system, an information
processing device, a controller device and an accessory
according to an example of the present embodiment will
now be described. In the present embodiment, the informa-
tion processing system includes an information processing
device 1 and a cradle 5 (see FIG. 28). The information
processing device 1 of the present embodiment includes a
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main unit 2 and controllers 3 and 4, which can be attached
to and detached from each other, and the controllers 3 and
4 can be used separately from the main unit 2 (see FIG. 2).
The information processing device 1 can be used both in a
mode of use in which images are displayed on the main unit
2 and in another mode of use in which images are displayed
on a separate display device such as a TV. The information
processing device 1 is used as a portable device (e.g., a
portable game device) in the former mode, and the infor-
mation processing device 1 is used as a console-type device
(e.g., a console-type game device) in the latter mode.

[0122] [1. External Configuration of System]|

[0123] [1-1. Configuration of Information Processing
Device]
[0124] FIG. 1 is a diagram showing an example informa-

tion processing device 1 according to the present embodi-
ment. As shown in FIG. 1, the information processing device
1 includes a main unit 2, a left controller 3 and a right
controller 4. The main unit 2, including a display 12,
executes various processes of the information processing
device 1. The controllers 3 and 4 each include an operation
section allowing a user to provide an input(s). The example
left-right orientation shown in FIG. 1 is non-limiting.

[0125] As shown in FIG. 1 and FIG. 2, the controllers 3
and 4 can be attached to and detached from the main unit 2.
FIG. 2 is a diagram showing an example where the control-
lers 3 and 4 are detached from the main unit 2. The left
controller 3 can be attached to the left side of the main unit
2 (the x-axis positive direction side shown in FIG. 1) and can
also be detached therefrom. The right controller 4 can be
attached to the right side of the main unit 2 (the x-axis
negative direction side shown in FIG. 1) and can also be
detached therefrom. Note that the left controller and the right
controller may be referred to generally as “controllers”. A
specific example configuration of the main unit 2 and the
controllers 3 and 4 will now be described.

[0126] [1-1-1. Configuration of Main Unit]

[0127] FIG. 3 is a six-sided view showing an example
main unit. As shown in FIG. 3, the main unit 2 includes a
generally plate-shaped or planar housing 11. In the present
embodiment, the primary surface (in other words, the front-
side surface, i.e., the surface on which the display 12 is
provided) of the housing 11 has a generally rectangular
shape. In the present embodiment, the housing 11 has a
horizontally-elongated shape. That is, in the present embodi-
ment, the longitudinal direction of the primary surface of the
housing 11 (i.e., the x-axis direction shown in FIG. 1) is
denoted as the horizontal direction (also referred to as the
left-right direction), the width direction of the primary
surface (i.e., the y-axis direction shown in FIG. 1) is denoted
as the vertical direction (also referred to as the up-down
direction), and the direction perpendicular to the primary
surface (i.e., the z-axis direction shown in FIG. 1) is denoted
as the depth direction (also referred to as the front-rear
direction). Note that the main unit 2 may be used in a
landscape orientation or may be used in a portrait orienta-
tion.

[0128] Note that there is no particular limitation on the
shape and the size of the housing 11. For example, in other
embodiments, the housing 11 may include a projection or a
grip portion for making it easier for a user to hold the device.

[0129]
ing 11)

(Elements Provided on Primary Surface of Hous-
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[0130] As shown in FIG. 3, the main unit 2 includes the
display 12 provided on the primary surface of the housing
11. The display 12 displays an image (which may be a still
image or a video or other moving image) obtained or
produced by the main unit 2. While the display 12 is
assumed to be a liquid crystal display device (LCD) in the
present embodiment, it may be any type of a display device.
[0131] The main unit 2 includes a touch panel 13 on the
screen of the display 12 such that display 12 functions as a
touch screen. The touch panel may sense position, pressure
or other characteristics of touch. In the present embodiment,
the touch panel 13 is of a type (e.g., the capacitive type) that
enables a multi-touch input. Note however that there is no
particular limitation on the type of the touch panel 13, and
the touch panel 13 may be of a type (e.g., the resistive type)
that enables a single-touch input, for example.

[0132] The main unit 2 includes a speaker (i.e., a speaker
88 shown in FIG. 30) inside the housing 11. As shown in
FIG. 3, speaker holes 11a and 115 are formed in the primary
surface of the housing 11. Output sounds from the speaker
88 are output through these speaker holes 11a and 115. In the
present embodiment, the main unit 2 includes two speakers,
and speaker holes are located respectively for the left
speaker and the right speaker. The speaker hole 114 for the
left speaker is formed in a left portion of the display 12. The
speaker hole 115 for the right speaker is formed in a right
portion of the display 12.

[0133] The main unit 2 also includes an ambient light
sensor (i.e., an ambient light sensor 94 shown in FIG. 30)
inside the housing 11. As shown in FIG. 3, a window portion
14 is provided in the primary surface of the housing 11 so as
to allow light from outside the housing 11 to be received by
the ambient light sensor 94. The window portion 14 is
provided for example as a transparent member that allows
light to pass therethrough, or a filter member that allows
light of a predetermined wavelength(s) that can be sensed by
the ambient light sensor 94 to pass therethrough.

[0134] Note that there is no particular limitation on the
position, the shape and the number of the speaker holes 11a
and 115 and the window portion 14. For example, in other
embodiments, the speaker holes 11a¢ and 115 may be pro-
vided on the side surface or the back surface of the housing
11. While the window portion 14 is provided on the lower
left side of the display 12 in the present embodiment, it may
be provided in any other position on the primary surface of
the housing 11 or may be provided on the side surface of the
housing 11.

[0135] (Elements Provided on Left Side Surface of Hous-
ing 11)
[0136] As shown in FIG. 3, the main unit 2 includes a left

rail member 15 on the left side surface of the housing 11.
The left rail member 15 is a member that allows the left
controller 3 to be detachably attached to the main unit 2 so
that a user can easily attach the left controller to the main
unit 2 to mechanically and electrically join the two pieces
together so that the pieces function as a single integrated
unit, and yet the user can also easily detach the left controller
from the main unit to allow the main unit and the left
controller to operate while mechanically separated from one
another. The left rail member 15 is provided so as to extend
in the up-down direction on the left side surface of the
housing 11. The left rail member 15 has such a shape that
can engage with a slider of the left controller 3 (i.e., a slider
40 shown in FIG. 5). The left rail member 15 and the slider
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40 together form a slide mechanism, the details of which
will be described later. This slide mechanism allows the left
controller 3 to be slidably and detachably attached to the
main unit 2.

[0137] In the present embodiment, the left rail member 15
has a shape with a groove. In other words, the cross section
(specifically, the cross section perpendicular to the up-down
direction) of the left rail member 15 is C-shaped. More
specifically, the cross section of the left rail member 15 is
such that the end portions of the cross section extend in the
outside-to-center direction. Therefore, the slider 40 in
engagement with the left rail member 15 is securely locked
so as not to come off in the direction perpendicular to the
sliding direction (in other words, the direction in which the
left rail member 15 extends) (see FIG. 7 to be discussed
below).

[0138] As shown in FIG. 3, the left rail member 15 is
provided with an engagement hole 16. The engagement hole
16 is located so as to face a projection 41 provided on the
slider 40 when the left controller 3 is attached to the main
unit 2. There is no particular limitation on the specific
position of the engagement hole 16. In the present embodi-
ment, the engagement hole 16 is provided on the bottom
surface of the left rail member 15 (in other words, the bottom
surface of the groove of the left rail member 15). The
engagement hole 16 is shaped so that the projection (i.e., the
projection 41 shown in FIG. 5) can engage with the engage-
ment hole 16. When the left controller 3 is attached to the
main unit 2, the projection 41 is inserted into and engages
with the engagement hole 16, thereby locking the left
controller 3 to the main unit 2, the details of which will be
described later. Note that in other embodiments, the left rail
member 15 may be provided with a projection and the slider
40 may be provided with an engagement hole.

[0139] The main unit 2 includes a left-side terminal 17.
The left-side terminal 17 allows the main unit 2 to commu-
nicate with the left controller 3 in wired communication—in
other words, when the left controller and the main unit are
attached to one another, they can electrically communicate
via the left side terminal. The left-side terminal 17 is located
so as to be in contact with the terminal of the left controller
3 (a terminal 42 shown in FIG. 5) when the left controller 3
is attached to the main unit 2. There is no particular
limitation on the specific position of the left-side terminal
17. In the present embodiment, as shown in FIG. 3, the
left-side terminal 17 is provided on the bottom surface of the
left rail member 15. In the present embodiment, the left-side
terminal 17 is provided near the lower end on the bottom
surface of the left rail member 15. The left-side terminal 17
is provided below the engagement hole 16 (in other words,
on the far side with respect to the direction in which the
slider 40 is inserted into the left rail member 15).

[0140] A stopper 18 is provided on the left side surface of
the housing 11. As shown in FIG. 3, the stopper 18 is
provided near the end (in the present embodiment, near the
lower end) of the left rail member 15. The stopper 18 is
provided inside the groove of the left rail member 15. The
stopper 18 is provided in order to limit the slide of the slider
40 in engagement with the left rail member 15, the details of
which will be described later.

[0141] (Elements Provided on Right Side Surface of
Housing 11)
[0142] As shown in FIG. 3, similar elements to those

provided on the left side surface of the housing 11 are
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provided on the right side surface of the housing 11. That is,
the main unit 2 includes a right rail member 19 on the right
side surface of the housing 11. The right rail member 19 is
provided so as to extend in the up-down direction on the
right side surface of the housing 11. The right rail member
19 has such a shape that it can engage with a slider of the
right controller 4 (i.e., a slider 62 shown in FIG. 6). The right
rail member 19 and the slider 62 together form a slide
mechanism, the details of which will be described later. This
slide mechanism allows the right controller 4 to be slidably
and detachably attached to the main unit 2.

[0143] In the present embodiment, the right rail member
19 has a similar shape to that of the left rail member 15. That
is, the right rail member 19 has a shape with a groove whose
cross-sectional shape is similar to that of the left rail member
15. Note however that the right rail member 19 does not
need to have exactly the same shape as that of the left rail
member 15. For example, in other embodiments, the groove
of the left rail member 15 and the groove of the right rail
member 19 may differ from each other in terms of the size
and/or the shape so that the slider 62 of the right controller
4 cannot engage with the left rail member 15 (and/or so that
the slider 40 of the left controller 3 cannot engage with the
right rail member 19).

[0144] As shown in FIG. 3, the right rail member 19 is
provided with an engagement hole 20. The engagement hole
20 is located so as to face a projection 63 provided on the
slider 62 when the right controller 4 is attached to the main
unit 2. There is no particular limitation on the specific
position of the engagement hole 20. In the present embodi-
ment, the engagement hole 20 is provided on the bottom
surface of the right rail member 19 (in other words, the
bottom surface of the groove of the right rail member 19).
The engagement hole 20 is shaped so that the projection
(i.e., the projection 63 shown in FIG. 6) can engage with the
engagement hole 20. When the right controller 4 is attached
to the main unit 2, the projection 63 is inserted into and
engages with the engagement hole 20, thereby locking the
right controller 4 to the main unit 2, the details of which will
be described later. Note that in other embodiments, the right
rail member 19 may be provided with a projection and the
slider 62 with an engagement hole.

[0145] The main unit 2 includes a right-side terminal 21.
The right-side terminal 21 allows the main unit 2 to com-
municate with the right controller 4 in wired communica-
tion. The right-side terminal 21 is located so as to be in
contact with the terminal of the right controller 4 (a terminal
64 shown in FIG. 6) when the right controller 4 is attached
to the main unit 2. There is no particular limitation on the
specific position of the right-side terminal 21. In the present
embodiment, as shown in FIG. 3, the right-side terminal 21
is provided on the bottom surface of the right rail member
19. In the present embodiment, the right-side terminal 21 is
provided near the lower end on the bottom surface of the
right rail member 19. The right-side terminal 21 is provided
below the engagement hole 20 (in other words, on the far
side with respect to the direction in which the slider 62 is
inserted into the right rail member 19).

[0146] A stopper 22 is provided on the right side surface
of the housing 11. As shown in FIG. 3, the stopper 22 is
provided near the end (in the present embodiment, near the
lower end) of the right rail member 19. The stopper 22 is
provided inside the groove of the right rail member 19. The
stopper 22 is provided in order to limit the slide of the slider
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62 in engagement with the right rail member 19, the details
of which will be described later.

[0147] As described above, in the present embodiment, the
housing 11 of the main unit 2 is provided with the left rail
member 15 and the right rail member 19. Thus, the housing
11 is configured on the assumption that controllers are
attached thereto. Note that there is no particular limitation on
the position, the shape and the size of the rail members 15
and 19. For example, in other embodiments, the rail mem-
bers 15 and 19 may be provided on the left and right end
portions, respectively, on the primary surface and/or the
reverse surface of the housing 11. There is no particular
limitation on the mechanism for allowing the controllers 3
and 4 to be detachably attached to the main unit 2, and a
slider mechanism different from that of the present embodi-
ment may be used, or a mechanism different from a slider
mechanism may be used.

[0148] (Elements Provided on Upper Side Surface of
Housing 11)
[0149] As shown in FIG. 3, the main unit 2 includes a first

slot 23. The first slot 23 is provided on the upper side surface
of the housing 11. The first slot 23 is shaped so as to
accommodate a storage medium of a first type. Note that in
the present embodiment, a cover that can be opened/closed
is provided for the opening of the first slot 23, and a storage
medium of the first type can be inserted into the first slot 23
with the cover being open. A storage medium of the first type
is, for example, a dedicated storage medium (e.g., a dedi-
cated memory card) for the information processing device 1
or other information processing devices of the same type.
The storage medium of the first type is used, for example, for
storing data used in the main unit 2 (e.g., application save
data, etc.) and/or for storing programs to be executed on the
main unit 2 (e.g., application programs, etc.).

[0150] The main unit 2 also includes a power button 28.
As shown in FIG. 3, the power button 28 is provided on the
upper side surface of the housing 11. The power button 28
is a button for turning ON/OFF the power of the main unit
2. Note that in the present embodiment, the power button 28
can be used to switch between the ON mode and the sleep
mode. The ON mode is a mode in which the screen display
of the display 12 is turned on, for example, and the sleep
mode is a mode in which the screen display of the display
12 is turned off, for example. In the sleep mode, in addition
to (or instead of) turning off the screen display of the display
12, a predetermined process of the application (e.g., a game
process of a game application) may be stopped. When a
long-press operation is performed on a power button 28
(specifically, when the power button 28 is held down for a
predetermined period of time or longer), the main unit 2
executes a process of turning ON/OFF the power of the main
unit 2. On the other hand, when a short-press operation is
performed on the power button 28 (specifically, when the
power button 28 is held down for a period of time that is
shorter than the predetermined period of time), the main unit
2 executes a process of switching between the ON mode and
the sleep mode.

[0151] As described above, in the present embodiment, the
power button 28 can be used to turn the power ON/OFF and
to switch between the ON mode and the sleep mode. Note
that in other embodiments, the main unit 2 may be provided
with a button only for the function of turning the power
ON/OFF or only for the function of switching between the
ON mode and the sleep mode.
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[0152] The main unit 2 includes a sound input/output
terminal (specifically, an earphone jack) 25. That is, the
main unit 2 allows a microphone or an earphone to be
attached to the sound input/output terminal 25. As shown in
FIG. 3, the sound input/output terminal 25 is provided on the
upper side surface of the housing 11.

[0153] The main unit 2 includes sound volume buttons
26a and 26b. As shown in FIG. 3, the sound volume buttons
26a and 265 are provided on the upper side surface of the
housing 11. The sound volume buttons 26a and 265 are
buttons for giving instructions to adjust the volume of the
sound output from the main unit 2. That is, the sound volume
button 26« is a button for giving an instruction to lower the
sound volume, and the sound volume button 2654 is a button
for giving an instruction to raise the sound volume.

[0154] The housing 11 is provided with an air outlet hole
11c. As shown in FIG. 3, the air outlet hole 11c is provided
on the upper side surface of the housing 11. The air outlet
hole 11c¢ is provided so as to radiate (in other words,
discharge) the heat generated inside the housing 11 to the
outside of the housing 11 for cooling purposes.

[0155] (Elements Provided on Lower Side Surface of
Housing 11)
[0156] The main unit 2 includes a lower terminal 27. The

lower terminal 27 is a terminal for allowing the main unit 2
to communicate with the cradle 5 to be described later. As
shown in FIG. 3, the lower terminal 27 is provided on the
lower side surface of the housing 11. The lower terminal 27
is connected to a terminal of the cradle 5 (a main body
terminal 73 shown in FIG. 29) when the main unit 2 is
attached to the cradle 5, the details of which will be
described later. In the present embodiment, the lower ter-
minal 27 is a USB connector (more specifically, a female-
side connector).

[0157] The main unit 2 also includes a second slot 24. In
the present embodiment, the second slot 24 is provided on
the lower side surface of the housing 11. Note however that
in other embodiments, the second slot 24 may be provided
on the same surface as the first slot 23. The second slot 24
is shaped so as to accommodate a storage medium of a
second type, which is different from the first type. Note that
in the present embodiment, a cover that can be opened/
closed is provided for the opening of the second slot 24, and
a storage medium of the second type can be inserted into the
second slot 24 with the cover being open. A storage medium
of the second type may be, for example, a general-purpose
storage medium, e.g., an SD card. As is the storage medium
of the first type, the storage medium of the second type is
used for storing data used in the main unit 2 (e.g., application
save data, etc.) and/or for storing programs to be executed on
the main unit 2 (e.g., application programs, etc.).

[0158] The housing 11 is provided with an air inlet hole
11d. As shown in FIG. 3, the air inlet hole 114 is provided
on the lower side surface of the housing 11. The air inlet hole
11d is provided so as to take in (in other words, introduce)
the air from the outside of the housing 11 to the inside of the
housing 11. In the present embodiment, the air inlet hole 114
is provided on the surface opposite from the surface where
the air outlet hole 11c¢ is provided, thereby allowing for
efficient discharge of the heat from inside the housing 11.
[0159] The main unit 2 also includes a stand member 29
used when placing the housing upright. As shown in FIG. 3,
the stand member 29 is provided on the lower side surface
of the housing 11. The stand member 29 is rotatably con-
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nected to the housing 11 via a pivot 29a. In FIG. 3, the stand
member 29 is accommodated in the housing 11.

[0160] FIG. 4 is a diagram showing an example in which
the main unit 2 is placed upright. Note that in order to
facilitate understanding of elements of interest to be dis-
cussed in conjunction with the figure, some of the other
elements of the main unit 2 are not shown in FIG. 4. The
rod-shaped portion of the stand member 29 protrudes from
the housing 11 after being rotated about the pivot 29a. Thus,
the stand member 29 is brought into a position protruding
from the housing 11, allowing the main unit 2 to be placed
upright as shown in FIG. 4. Note that the mechanism for
placing the main unit 2 upright is not limited to the stand
member 29 shown in FIG. 3, but may be any other mecha-
nism.

[0161] There is no particular limitation on the shape, the
number and the arrangement of the various elements (spe-
cifically, the buttons, the slots, the terminals, etc.) provided
on the housing 11 described above. For example, in other
embodiments, some of the power button 28 and the slots 23
and 24 may be provided on another side surface or the back
surface of the housing 11. In other embodiments, some of the
elements described above may be absent on the main unit 2.
[0162] [1-1-2. Configuration of Left Controller|

[0163] FIG. 5 is a six-sided view showing an example of
the left controller 3. As shown in FIG. 5, the left controller
3 includes a generally plate-shaped housing 31. In the
present embodiment, the primary surface (in other words,
the front-side surface, i.e., the surface on the z-axis negative
direction side shown in FIG. 1) of the housing 31 has a
generally rectangular shape. In the present embodiment, the
housing 31 has a vertically-clongated shape, i.e., a shape that
is elongated in the up-down direction (i.e., the y-axis direc-
tion shown in FIG. 1). Note that when detached from the
main unit 2, the left controller 3 may be held in a portrait
position (see FIG. 38) or may be held in a landscape position
(see FIG. 35). Note that there is no particular limitation on
the shape of the housing 31, and the housing 31 does not
need to be generally plate-shaped in other embodiments. The
housing 31 does not need to have a rectangular shape, but
may have a semi-circular shape, or the like, for example. The
housing 31 does not need to have a vertically-elongated
shape.

[0164] The length of the housing 31 in the up-down
direction is generally equal to the length of the housing 11
of the main unit 2 in the up-down direction. The thickness
of the housing 31 (i.e., the length thereof in the front-rear
direction; in other words, the length thereof in the z-axis
direction shown in FIG. 1) is generally equal to the thickness
of'the housing 11 of the main unit 2. Therefore, when the left
controller 3 is attached to the main unit 2 (see FIG. 1), a user
can hold the main unit 2 and the left controller 3 as if they
were an integral unit.

[0165] As shown in FIG. 5, the left-side corner portion of
the primary surface of the housing 31 has a more rounded
shape than the right-side corner portion thereof. That is, the
connecting portion between the upper side surface and the
left side surface of the housing 31 and the connecting portion
between the lower side surface and the left side surface of
the housing 31 are more rounded (in other words, round-
cornered with a greater radius) than the connecting portion
between the upper side surface and the right side surface and
the connecting portion between the lower side surface and
the right side surface. Therefore, when the left controller 3
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is attached to the main unit 2 (see FIG. 1), the left side of the
information processing device 1 will have a rounded shape,
making it easier for a user to hold the device.

[0166] The left controller 3 includes an analog stick 32. As
shown in FIG. 5, the analog stick 32 is provided on the
primary surface of the housing 31. The analog stick 32 is an
example of a directional input section allowing a user to
input a direction. The analog stick 32 includes a stick
member that can be tilted in any direction (i.e., 360°
directions including the upper, lower, left, right and diagonal
directions) parallel to the primary surface of the housing 31.
A user can tilt the stick member to make a direction input
based on the tilt direction (and a magnitude input based on
the tilt angle). Note that the directional input section may
also be a cross-shaped key, a slide stick, or the like. A slide
stick is an input section including a stick member that can be
slid in any direction parallel to the primary surface of the
housing 31, and a user can slide the stick member to make
an input based on the slide direction (and a magnitude input
based on the slide amount). In the present embodiment, a
user can also make an input by pressing down the stick
member (in a direction vertical to the housing 31). That is,
the analog stick 32 is an input section that allows a user to
make a direction input and a magnitude input based on the
tilt direction and the tilt amount, respectively, of the stick
member, and also to make a push input by pressing down the
stick member.

[0167] The left controller 3 includes four operation but-
tons 33 to 36 (specifically, a right direction button 33, a
lower direction button 34, an upper direction button 35 and
a left direction button 36). As shown in FIG. 5, these four
operation buttons 33 to 36 are provided below the analog
stick 32 on the primary surface of the housing 31. Note that
while four operation buttons are provided on the primary
surface of the left controller 3 in the present embodiment,
there is no particular limitation on the number of operation
buttons. These operation buttons 33 to 36 are used to give
instructions in accordance with various programs executed
on the main unit 2 (e.g., the OS program and application
programs). Note that in the present embodiment, the opera-
tion buttons 33 to 36 can be used to make directional inputs,
and the operation buttons 33 to 36 are therefore referred to
as the right direction button 33, the lower direction button
34, the upper direction button 35 and the left direction button
36. Note however that the operation buttons 33 to 36 may be
used to give instructions other than directional inputs.

[0168] The left controller 3 also includes a record button
37. As shown in FIG. 5, the record button 37 is provided on
the primary surface of the housing 31, more specifically, in
a lower right area of the primary surface. The record button
37 is a button for giving an instruction to save the image
displayed on the display 12 of the main unit 2. For example,
when a game image is displayed on the display 12, a user can
press the record button 37 to save the game image that is
displayed at the point in time when the button is pressed in
a storage section of the main unit 2, for example.

[0169] The left controller 3 also includes a minus (-)
button 47. As shown in FIG. 5, the minus button 47 is
provided on the primary surface of the housing 31, more
specifically, in an upper right area of the primary surface.
The minus button 47 is used to give instructions in accor-
dance with various programs executed on the main unit 2
(e.g., the OS program and application programs). The minus
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button 47 is used, for example, as a select button (e.g., a
button used to move the selection through different selection
items) in game applications.

[0170] When the left controller 3 is attached to the main
unit 2, the operation sections provided on the primary
surface of the left controller 3 (specifically, the analog stick
32 and the buttons 33 to 37 and 47) are operated with the
thumb of the left hand, for example, of a user holding the
information processing device 1 (see FIG. 33). When the left
controller 3 is used detached from the main unit 2, the
operation sections are operated with the left and right
thumbs, for example, of a user holding the left controller 3
(see FIG. 34). Specifically, in such a case, the analog stick
32 is operated by the thumb of the left hand of the user, and
the operation buttons 33 to 36 are operated with the thumb
of the right hand of the user.

[0171] The left controller 3 includes a first L. button 38.
The left controller 3 also includes a ZL button 39. As are the
operation buttons 33 to 36, these operation buttons 38 and 39
are used to give instructions in accordance with various
programs executed on the main unit 2. As shown in FIG. 5,
the first L button 38 is provided over a corner portion
between the left side surface and the upper side surface of
the housing 31. The ZL button 39 is provided to extend over
a corner portion between the left side surface and the upper
side surface of the housing 31 (strictly speaking, between the
left side surface and the upper side surface as seen from the
front side of the housing 31) while extending into the reverse
surface of the housing 31. That is, the ZL button 39 is
provided on the rear side (the z-axis positive direction side
shown in FIG. 1) of the first L button 38. In the present
embodiment, since the upper left corner portion of the
housing 31 has a rounded shape, the first L. button 38 and the
ZL button 39 each have a rounded shape in conformity with
the rounded shape of the upper left corner portion of the
housing 31.

[0172] When the left controller 3 is attached to the main
unit 2, the first L button 38 and the ZL button 39 will be
placed over the upper left portion of the information pro-
cessing device 1 (see FIG. 1). Therefore, a user holding the
information processing device 1 is allowed to operate the
first L. button 38 and the ZL button 39 with the index finger
or the middle finger of the left hand (see FIG. 33).

[0173] Asshown in FIG. 5, a portion of the reverse surface
of the housing 31 where the ZL button 39 is provided (more
specifically, at least a portion of the perimeter of the ZL
button 39) projects past other portions of the housing 31. The
ZL button 39 is provided so as to project past the other
portions of the housing 31 on the reverse surface. Therefore,
when the main unit 2 with the left controller 3 attached
thereto is placed on a flat surface in such an orientation that
the reverse surface of the left controller 3 faces the hori-
zontal flat surface, the projecting portions of the housing 31
are in contact with the flat surface. As a result, the infor-
mation processing device 1 is placed so that the upper side
of the main unit 2 is slightly raised from the lower side
thereof. When the information processing device 1 is so
placed, it is easy for a user to see the display 12.

[0174] Note that in other embodiments, when the main
unit 2 with the left controller 3 attached thereto is placed on
a flat surface in such an orientation that the reverse surface
of the left controller 3 faces the horizontal flat surface, the
ZL button 39 may be in contact with the flat surface. Now,
in the present embodiment, the ZL. button 39 can be pressed
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down primarily in the up-down direction (the y-axis direc-
tion). That is, the ZL button 39 is supported on the housing
31 so as to move primarily in the up-down direction.
Therefore, even if the information processing device 1 is
placed so that the ZL button 39 is in contact with the flat
surface as described above, the ZL button 39 is unlikely to
be pressed down because the ZL. button 39 primarily
receives a force in the front-rear direction (the z-axis direc-
tion). That is, even when the information processing device
1 is placed as described above, the ZL button 39 is unlikely
to be pressed down inadvertently.

[0175] In other embodiments, the ZL. button 39 may be
provided so as not to project from the reverse surface of the
housing 31. For example, the ZL button 39 may be provided
on the side surface of the housing 31. For example, an area
of the reverse surface of the housing 31 where the ZL button
39 is provided may be sunken from the remaining portion
(i.e., the housing is formed to be thinner in this area) so that
the ZL button 39 does not project past the remaining portion
of the reverse surface.

[0176] The left controller 3 includes the slider 40
described above. As shown in FIG. 5, the slider 40 is
provided so as to extend in the up-down direction on the
right side surface of the housing 31. The slider 40 has such
a shape that it can engage with the left rail member 15 (more
specifically, the groove of the left rail member 15) of the
main unit 2. Specifically, the cross section (specifically, the
cross section perpendicular to the up-down direction) of the
slider 40 is T-shaped. More specifically, the cross section of
the slider 40 is T-shaped in conformity with the cross-
sectional shape of the left rail member 15 (see FIG. 7).
Therefore, the slider 40 in engagement with the left rail
member 15 is locked so as not to come off in the direction
perpendicular to the sliding direction (in other words, the
direction in which the left rail member 15 extends) (see FIG.
7 to be discussed below).

[0177] As shown in FIG. 5, the slider 40 is provided with
the projection 41. The projection 41 is arranged at such a
position that allows the projection 41 to be inserted into the
engagement hole 16 when the left controller 3 is attached to
the main unit 2. There is no particular limitation on the
specific position of the projection 41. In the present embodi-
ment, the projection 41 is provided on the engaging surface
of the slider 40. Note that the engaging surface of the slider
40 refers to a surface that faces the bottom surface of the left
rail member 15 when the left controller 3 is attached to the
main unit 2. The projection 41 is shaped so that the projec-
tion 41 can engage with the engagement hole 16 of the left
rail member 15.

[0178] In the present embodiment, the projection 41 is
biased from the inside of the slider 40 toward the outside of
the slider 40. Thus, when a force from the outside of the
slider 40 toward the inside of the slider 40 is applied on the
projection 41, the projection 41 moves toward the inside of
the slider 40 (i.e., retracts into the slider 40). There is no
particular limitation on the configuration for biasing the
projection 41 as described above. For example, in the
present embodiment, the projection 41 is connected to an
elastic member inside the slider 40, and the projection 41 is
placed inside a hole in the slider 40 with a portion thereof
protruding past the engaging surface of the slider 40. Note
that in other embodiments, the projection 41 may be fixed to
the slider 40.
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[0179] The left controller 3 includes the terminal 42 for
allowing the left controller 3 to communicate with the main
unit 2 in wired communication. The terminal 42 is located so
as to be in contact with the left-side terminal 17 of the main
unit 2 (FIG. 3) when the left controller 3 is attached to the
main unit 2. There is no particular limitation on the specific
position of the terminal 42. In the present embodiment, as
shown in FIG. 5, the terminal 42 is provided on the engaging
surface of the slider 40. In the present embodiment, the
terminal 42 is provided near the lower end on the engaging
surface of the slider 40. The terminal 42 is provided below
the projection 41 (in other words, on the front side with
respect to the insertion of the slider 40 into the left rail
member 15).

[0180] The left controller 3 also includes a second L
button 43 and a second R button 44. As are the other
operation buttons 33 to 36, these buttons 43 and 44 are used
to give instructions in accordance with various programs
executed on the main unit 2. As shown in FIG. 5, the second
L button 43 and the second R button 44 are provided on the
engaging surface of the slider 40. The second L button 43 is
provided on the engaging surface of the slider 40 above the
center of the engaging surface with respect to the up-down
direction (the y-axis direction shown in FIG. 1). The second
R button 44 is provided on the engaging surface of the slider
40 below the center of the engaging surface with respect to
the up-down direction. The second L. button 43 and the
second R button 44 are arranged at such positions that they
cannot be pressed down with the left controller 3 attached to
the main unit 2. That is, the second L button 43 and the
second R button 44 are buttons that are used when the left
controller 3 is detached from the main unit 2. For example,
the second L button 43 and the second R button 44 are
operated with the index finger or the middle finger of the left
hand and the right hand of a user holding the left controller
3 detached from the main unit 2 (see FIG. 35).

[0181] The left controller 3 includes an indicator LED 45.
The indicator LED 45 is an indicator section for indicating
predetermined information to the user. There is no particular
limitation on the information to be indicated by the indicator
LED 45. In the present embodiment, the indicator LED 45
shows the user identification information of the controller
when the main unit 2 communicates with a plurality of
controllers. Specifically, as the indicator LED 45, the left
controller 3 includes a number (herein, four) of LEDs equal
to the number of controllers that the main unit 2 can be
simultaneously in communication with. Then, one of the
four LEDs is lit, which is associated with the number
assigned to the controller. Thus, it is possible with the
indicator LED 45 to indicate the number to the user.

[0182] In other embodiments, the indicator LED 45 may
indicate, to the user, the status of communication between
the left controller 3 and the main unit 2. For example, the
indicator LED 45 may be lit while a connection with the
main unit 2 is established. While the number of LEDs (in
other words, the light-emitting portions) serving as the
indicator LED 45 is four in the present embodiment, there is
no particular limitation on the number of LEDs.

[0183] In the present embodiment, the indicator LED 45 is
provided on the engaging surface of the slider 40 as shown
in FIG. 5. Thus, the indicator LED 45 is arranged at such a
position that the indicator LED 45 cannot be seen when the
left controller 3 is attached to the main unit 2. That is, the
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indicator LED 45 is used when the left controller 3 is
detached from the main unit 2.

[0184] The left controller 3 includes a pairing button 46.
In the present embodiment, the pairing button 46 is used to
give an instruction for a setting (referred to also as pairing)
process regarding wireless communication between the left
controller 3 and the main unit 2, and to give an instruction
for a resetting process of resetting the left controller 3. Note
that in other embodiments, the pairing button 46 may only
serve to instruct one of the setting process and the resetting
process.

[0185] That is, when a short-press operation is performed
on the pairing button 46 (specifically, when the pairing
button 46 is pressed down for a shorter period of time than
a predetermined period of time), the left controller 3
executes the setting process. Note that the details of the
setting process will be described later.

[0186] When a long-press operation is performed on the
pairing button 46 (specifically, when the pairing button 46 is
held down for the predetermined period of time or longer),
the left controller 3 executes the resetting process. The
resetting process is a process of resetting the status of the left
controller 3, and is a process that should be executed, for
example, when the left controller 3 freezes (e.g., when the
main unit 2 is no longer able to obtain data from the left
controller 3). Although there is no particular limitation on
the specific details of the resetting process, the resetting
process may include, for example, a process of turning OFF
the power of the left controller 3 and then turning it back
ON, a process of disconnecting with the main unit 2 and then
re-connecting with the main unit 2, a process of re-executing
a process that is executed when starting communication,
and/or the setting process. In the present embodiment, even
when the left controller 3 freezes for some reason, the left
controller 3 can be reset, using the pairing button 46, to an
operative state.

[0187] In the present embodiment, the pairing button 46 is
provided on the engaging surface of the slider 40 as shown
in FIG. 5. Thus, the pairing button 46 is arranged at such a
position that the pairing button 46 cannot be seen when the
left controller 3 is attached to the main unit 2. That is, the
pairing button 46 is used when the left controller 3 is
detached from the main unit 2. In the present embodiment,
it is assumed that the pairing button 46 is pressed down
when the left controller 3 is detached from the main unit 2,
and that the pairing button 46 will unlikely be pressed down
when the left controller 3 is attached to the main unit 2.
Thus, the pairing button 46 is arranged at such a position,
thereby preventing the pairing button 46 from being oper-
ated in error when the left controller 3 is attached to the main
unit 2.

[0188] Note that in the present embodiment, the buttons
provided on the engaging surface of the slider 40 (specifi-
cally, the second [ button 43, the second R button 44 and the
pairing button 46) are provided so as not to protrude past the
engaging surface. That is, the upper surface (in other words,
the surface to be pressed) of these buttons is arranged flush
with the engaging surface of the slider 40 or arranged at a
position sunken from the engaging surface. This allows the
slider 40 to slide smoothly against the left rail member 15
when the slider 40 is engaged with the left rail member 15
of the main unit 2.
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[0189] [1-1-3. Configuration of Right Controller|

[0190] FIG. 6 is a six-sided view showing an example of
the right controller 4. As shown in FIG. 6, the right controller
4 includes a generally plate-shaped housing 51. In the
present embodiment, the primary surface (in other words,
the front-side surface, i.e., the surface on the z-axis negative
direction side shown in FIG. 1) of the housing 51 has a
generally rectangular shape. In the present embodiment, the
housing 51 has a vertically-clongated shape, i.e., a shape that
is elongated in the up-down direction. Note that when
detached from the main unit 2, the right controller 4 may be
held in a portrait position (see FIG. 38) or may be held in a
landscape position (see FIG. 35).

[0191] As with the housing 31 of the left controller 3, the
length of the housing 51 of the right controller 4 in the
up-down direction is generally equal to the length of the
housing 11 of the main unit 2 in the up-down direction, and
the thickness thereof is generally equal to the thickness of
the housing 11 of the main unit 2. Therefore, when the right
controller 4 is attached to the main unit 2 (see FIG. 1), a user
can hold the main unit 2 and the right controller 4 as if they
were an integral unit.

[0192] As shownin FIG. 6, the right-side corner portion of
the primary surface of the housing 51 has a more rounded
shape than the left-side corner portion thereof. That is, the
connecting portion between the upper side surface and the
right side surface of the housing 51 and the connecting
portion between the lower side surface and the right side
surface of the housing 51 are more rounded (in other words,
round-cornered with a greater radius) than the connecting
portion between the upper side surface and the left side
surface and the connecting portion between the lower side
surface and the left side surface. Therefore, when the right
controller 4 is attached to the main unit 2 (see FIG. 1), the
right side of the information processing device 1 will have
a rounded shape, making it easier for a user to hold the
device.

[0193] As does the left controller 3, the right controller 4
includes an analog stick 52 as the directional input section.
In the present embodiment, the analog stick 52 has the same
configuration as the analog stick 32 of the left controller 3.
As does the left controller 3, the right controller 4 includes
four operation buttons 53 to 56 (specifically, the A button 53,
the B button 54, the X button 55 and the Y button 56). In the
present embodiment, these four operation buttons 53 to 56
are of the same mechanism as the four operation buttons 33
to 36 of the left controller 3. As shown in FIG. 6, the analog
stick 52 and the operation buttons 53 to 56 are provided on
the primary surface of the housing 51. Note that while the
number of operation buttons provided on the primary sur-
face of the right controller 4 is four in the present embodi-
ment, there is no particular limitation on the number of
operation buttons.

[0194] In the present embodiment, the positional relation-
ship between the two types of operation sections (the analog
stick and the operation buttons) of the right controller 4 is
opposite from the positional relationship between these two
types of operation sections of the left controller 3. That is,
the analog stick 52 is arranged above the operation buttons
53 to 56 on the right controller 4, whereas the analog stick
32 is arranged below the operation buttons 33 to 36 on the
left controller 3. With such an arrangement, the left and right
controllers 3 and 4, when detached from the main unit 2, can
be operated in a similar fashion, the details of which will be
described later.



US 2016/0361640 Al

[0195] The right controller 4 also includes a plus (+)
button 57. As shown in FIG. 6, the plus button 57 is provided
on the primary surface of the housing 51, more specifically,
in an upper left area of the primary surface. As are the other
operation buttons 53 to 56, the plus button 57 is used to give
instructions in accordance with various programs executed
on the main unit 2 (e.g., the OS program and application
programs). The plus button 57 is used, for example, as a start
button in a game application (e.g., a button used to give an
instruction to start the game).

[0196] The right controller 4 includes a home button 58.
As shown in FIG. 6, the home button 58 is provided on the
primary surface of the housing 51, more specifically, in a
lower left area of the primary surface. The home button 58
is a button for displaying a predetermined menu screen on
the display 12 of the main unit 2. The menu screen is, for
example, a screen where a user can launch an application
specified by the user, from among a plurality of applications
that can be executed on the main unit 2. The menu screen
may be displayed at the start-up of the main unit 2, for
example. In the present embodiment, a predetermined con-
trol screen may be displayed on the display 12 (the menu
screen may be displayed instead of the control screen) when
the home button 58 is pressed while an application is
executed on the main unit 2 (i.e., while images of the
application are displayed on the display 12). Note that the
control screen is, for example, a screen where a user can give
an instruction to end an application and display the menu
screen on the display 12, and an instruction to resume an
application, etc.

[0197] The operation sections provided on the primary
surface of the right controller 4 (specifically, the analog stick
52 and the buttons 53 to 59) are operated with the thumb of
the right hand, for example, of a user holding the informa-
tion processing device 1 when the right controller 4 is
attached to the main unit 2 (see FIG. 33). When the right
controller 4 is used detached from the main unit 2, the
operation sections are operated with the left and right
thumbs, for example, of a user holding the right controller 4
(see FIG. 34). Specifically, in such a case, the analog stick
52 is operated with the thumb of the left hand of the user, and
the operation buttons 53 to 56 are operated with the thumb
of the right hand of the user.

[0198] The right controller 4 includes a first R button 60.
The right controller 4 includes a ZR button 61. As shown in
FIG. 6, the first R button 60 is provided over a corner portion
between the right side surface and the upper side surface of
the housing 51. The ZR button 61 is provided to extend over
a corner portion between the right side surface and the upper
side surface of the housing 51 (strictly speaking, between the
right side surface and the upper side surface as seen from the
front side of the housing 51) while extending into the reverse
surface of the housing 51. That is, the ZR button 61 is
provided on the rear side (the z-axis positive direction side
shown in FIG. 1) of the first R button 60. In the present
embodiment, since the upper right corner portion of the
housing 51 has a rounded shape, the first R button 60 and the
ZR button 61 each have a rounded shape in conformity with
the rounded shape of the upper right portion of the housing
51.

[0199] When the right controller 4 is attached to the main
unit 2, the first R button 60 and the ZR button 61 will be
placed over the upper right portion of the information
processing device 1 (see FIG. 1). Therefore, a user holding
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the information processing device 1 is allowed to operate the
first R button 60 and the ZR button 61 with the index finger
or the middle finger of the right hand (see FIG. 34).
[0200] As shown in FIG. 6, the ZR button 61 of the right
controller 4 is provided so as to project from the housing 51,
as is the ZL button 39 of the left controller 3. That is, a
portion of the reverse surface of the housing 51 where the
ZR button 61 is provided (more specifically, at least a
portion of the perimeter of the ZR button 61) projects past
the remaining portion of the housing 51. The ZR button 61
is provided so as to project past the remaining portion of the
housing 51 on the reverse surface. Therefore, when the right
controller 4 is attached to the main unit 2, as is the case when
the left controller 3 is attached to the main unit 2, when the
main unit 2 is placed on a flat surface in such an orientation
that the reverse surface of the right controller 4 faces the
horizontal flat surface, the projecting portions of the housing
51 are in contact with the flat surface. As a result, the main
unit 2 is placed so that the upper side thereof is slightly
raised from the lower side thereof, and it is therefore easy for
a user to see the display 12.

[0201] Note that in the present embodiment, as with the
ZL button 39 of the left controller 3, the ZR button 61 of the
right controller 4 can be pressed down primarily in the
up-down direction (the y-axis direction). Therefore, as with
the ZL button 39, the ZR button 61 is unlikely to be pressed
down when the information processing device 1 is placed so
that the ZR button 61 is in contact with a flat surface. Thus,
the ZR button 61 is unlikely to be pressed in error. Note that
in other embodiments, the housing 51 may be formed so that
the reverse surface of the housing 51 projects past the ZR
button 61. In other embodiments, as is the ZL button 39 of
the left controller 3, the ZR button 61 may be formed so as
not to project from the reverse surface of the housing 51.
[0202] In the present embodiment, the shape of the first L
button 38 and the shape of the first R button 60 are not in
left-right symmetry, and the shape of the ZL button 39 and
the shape of the ZR button 61 are not in left-right symmetry.
Note however that in other embodiments, the shape of the
first L. button 38 and the shape of the first R button 60 may
be in left-right symmetry, and the shape of the ZL button 39
and the shape of the ZR button 61 may be in left-right
symmetry.

[0203] The right controller 4 includes a similar slider
mechanism to that of the left controller 3. That is, the right
controller 4 includes the slider 62 described above. As
shown in FIG. 6, the slider 62 is provided so as to extend in
the up-down direction on the left side surface of the housing
51. The slider 62 has such a shape that it can engage with the
right rail member 19 (more specifically, the groove of the
right rail member 19) of the main unit 2. Specifically, the
cross section (specifically, the cross section perpendicular to
the up-down direction) of the slider 62 is T-shaped. More
specifically, the cross section of the slider 62 is T-shaped in
conformity with the cross-sectional shape of the right rail
member 19 (see FIG. 7). Therefore, the slider 62 in engage-
ment with the right rail member 19 is locked so as not to
come off in the direction perpendicular to the sliding direc-
tion (in other words, the direction in which the right rail
member 19 extends) (see FIG. 7).

[0204] The slider 62 is provided with the projection 63.
The projection 63 is arranged at such a position that allows
the projection 63 to be inserted into the engagement hole 20
when the right controller 4 is attached to the main unit 2.
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There is no particular limitation on the specific position of
the projection 63. In the present embodiment, the projection
63 is provided on the engaging surface of the slider 62. Note
that the engaging surface of the slider 62 refers to a surface
that faces the bottom surface of the right rail member 19
when the right controller 4 is attached to the main unit 2. The
projection 63 is shaped so that the projection 63 can engage
with the engagement hole 20 of the right rail member 19.
[0205] In the present embodiment, as is the projection 41
of the left controller 3, the projection 63 of the right
controller 4 is biased from the inside of the slider 62 toward
the outside of the slider 62. Thus, when a force from the
outside of the slider 62 toward the inside of the slider 62 is
applied on the projection 63, the projection 63 moves toward
the inside of the slider 62 (i.e., retracts into the slider 62).
Note that there is no particular limitation on the configura-
tion for biasing the projection 63 as described above, and it
may be a similar configuration to the projection 41 of the left
controller 3.

[0206] The right controller 4 includes the terminal 64 for
allowing the right controller 4 to communicate with the main
unit 2 in wired communication. The terminal 64 is located so
as to be in contact with the right-side terminal 21 of the main
unit 2 (FIG. 3) when the right controller 4 is attached to the
main unit 2. There is no particular limitation on the specific
position of the terminal 64. In the present embodiment, as
shown in FIG. 6, the terminal 64 is provided on the engaging
surface of the slider 62. In the present embodiment, the
terminal 64 is provided near the lower end on the engaging
surface of the slider 62. The terminal 64 is provided below
the projection 63 (in other words, on the front side with
respect to the insertion of the slider 62 into the right rail
member 19).

[0207] As does the left controller 3, the right controller 4
also includes a second L button 65 and a second R button 66.
As are the operation buttons 53 to 56, these buttons 65 and
66 are used to give instructions in accordance with various
programs executed on the main unit 2. As shown in FIG. 6,
the second L button 65 and the second R button 66 are
provided on the engaging surface of the slider 62. The
second L button 65 is provided on the engaging surface of
the slider 62 below the center of the engaging surface with
respect to the up-down direction (the y-axis direction shown
in FIG. 1). The second R button 66 is provided on the
engaging surface of the slider 62 above the center of the
engaging surface with respect to the up-down direction. As
are the second L button 43 and the second R button 44 of the
left controller 3, the second L button 65 and the second R
button 66 are arranged at such positions that they cannot be
pressed down with the right controller 4 attached to the main
unit 2, and they are buttons that are used when the right
controller 4 is detached from the main unit 2. For example,
the second L button 65 and the second R button 66 are
operated with the index finger or the middle finger of the left
hand and the right hand of a user holding the right controller
4 detached from the main unit 2 (see FIG. 35).

[0208] The right controller 4 includes an indicator LED
67. As is the indicator LED 45 of the left controller 3, the
indicator LED 67 is an indicator section for indicating
predetermined information to the user. As does the left
controller 3, the right controller 4 includes four LEDs as the
indicator LED 67, and one of the four LEDs is lit, which is
associated with the number assigned to the right controller
4. In the present embodiment, as is the indicator LED 45, the
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indicator LED 67 is provided on the engaging surface of the
slider 62 (FIG. 6). Thus, the indicator LED 67 is arranged at
such a position that the indicator LED 67 cannot be seen
with the right controller 4 attached to the main unit 2, and
the indicator LED 67 is used when the right controller 4 is
detached from the main unit 2.

[0209] The right controller 4 includes a pairing button 69.
As is the pairing button 46 of the left controller 3, the pairing
button 69 is used to give an instruction for a setting (referred
to also as “pairing”) process regarding wireless communi-
cation between the right controller 4 and the main unit 2, and
to give an instruction for a resetting process of resetting the
right controller 4. The setting process and the resetting
process are the same as those for the left controller 3, and
will not therefore be described in detail below. In the present
embodiment, the pairing button 69 is provided on the
engaging surface of the slider 62 as shown in FIG. 6. That
is, for the same reason for the pairing button 46 of the left
controller 3, the pairing button 69 is arranged at such a
position that the pairing button 69 cannot be seen with the
right controller 4 attached to the main unit 2.

[0210] With the right controller 4, as with the left con-
troller 3, the buttons provided on the engaging surface of the
slider 62 (specifically, the second L button 65, the second R
button 66 and the pairing button 69) are provided so as not
to protrude past the engaging surface. This allows the slider
62 to slide smoothly against the right rail member 19 when
the slider 62 is engaged with the right rail member 19 of the
main unit 2.

[0211] A window portion 68 is provided in the lower side
surface of the housing 51. The right controller 4 includes an
infrared image-capturing section (an infrared image-captur-
ing section 123 shown in FIG. 31), the details of which will
be described later, to detect a hand movement and/or the
gesture, etc., of the user by means of the infrared image-
capturing section 123. The window portion 68 is provided so
as to allow the camera of the infrared image-capturing
section 123 arranged inside the housing 51 to capture an
image around the right controller 4. The window portion 68
is provided for protecting the lens of the camera of the
infrared image-capturing section 123, and is made of a
material (e.g., a transparent material) that allows light of a
wavelength to be detected by the camera to pass there-
through. Note that the window portion 68 may be a hole
formed in the housing 51. Note that in the present embodi-
ment, the infrared image-capturing section 123 itself has a
filter member for suppressing the transmission therethrough
of light of wavelengths other than the light (in the present
embodiment, infrared light) to be detected by the camera.
Note however that in other embodiments, the window por-
tion may have a filter function.

[0212] Note that for the controllers 3 and 4, there is no
particular limitation on the shape, the number and the
arrangement of the various elements (specifically, the slider,
the stick, the buttons, the LEDs, etc.) provided on the
housing 31 or 51. For example, in other embodiments, the
controllers 3 and 4 may include a directional input section of
a different type from an analog stick. The slider 40 or 62 may
be arranged at a position that corresponds to the position of
the rail member 15 or 19 provided on the main unit 2, and
may be, for example, arranged on the primary surface or the
reverse surface of the housing 31 or 51. In other embodi-
ments, one or more of the various elements described above
may be absent on the controllers 3 and 4.
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[0213] [1-1-4: Attachment Action]

[0214] Next, referring to FIG. 7 and FIGS. 8(a) and 8(b),
the action of attaching and detaching a controller to and from
the main unit 2 will be described. Note that although the
description below is directed to the action of attaching and
detaching the left controller 3 to and from the main unit 2,
the action of attaching and detaching the right controller 4 to
and from the main unit 2 can be done in the same manner as
the left controller 3.

[0215] When the left controller 3 is attached to the main
unit 2, a user first inserts the lower end of the slider 40 of the
left controller 3 into a groove of the left rail member 15 of
the main unit 2 via the upper end of the left rail member 15.
FIG. 7 is a diagram showing an example of how the left rail
member 15 and the slider 40 engage with each other. Note
that in order to facilitate understanding of the figure, ele-
ments of the main unit 2 are shown in phantom line in FIG.
7. As shown in FIG. 7, the slider 40 is inserted into the left
rail member 15 so that the T-shaped cross section of the
slider 40 engages with (or is fitted to) the C-shaped cross
section of the left rail member 15 (in other words, the groove
of the left rail member 15).

[0216] After inserting the lower end of the slider 40 into
the groove of the left rail member 15, the user further inserts
the slider 40 down the groove of the left rail member 15.
That is, the user slides the left controller 3 downward against
the main unit 2. Then, when the left controller 3 has been slid
until the lower end of the slider 40 reaches the position of the
stopper 18 of the main unit 2, the left controller 3 is locked
to the main unit 2.

[0217] FIGS. 8(a) and 8(b) are diagrams showing an
example of how the slider 40 is locked to the left rail
member 15. Note that FIGS. 8(a) and 8(b) show a cross
section of the left rail member 15 perpendicular to the
front-rear direction (the z-axis direction). In order to facili-
tate understanding of elements of interest to be discussed in
conjunction with the figure, the elements are shown in FIGS.
8(a) and 8(b) with different positional relationships and
different sizes from FIG. 3, etc.

[0218] As shown in FIG. 8(a), when the left controller 3
is not completely attached to the main unit 2 (i.e., when the
lower end of the slider 40 has not reached the stopper 18 of
the main unit 2), the projection 41 of the slider 40 is retracted
inside the slider 40 by being in contact with the bottom
surface of the rail member 15.

[0219] After the state shown in FIG. 8(a), the slider 40 is
slid further down the left rail member 15, the lower end of
the slider 40 reaches the position of the stopper 18 of the
main unit 2 (see FIG. 8(5)). Then, as shown in FIG. 8(b), the
projection 41 of the slider 40 faces the engagement hole 16
of the left rail member 15. Therefore, the projection 41
protrudes from the engaging surface of the slider 40 to be
inserted into the engagement hole 16. Thus, the projection
41 engages with the engagement hole 16, thereby locking
the left controller 3 to the main unit 2 (in other words,
locking the slider 40 to the left rail member 15) to such a
degree that a small force will not cause the left controller 3
to come off.

[0220] When the left controller 3 is locked to the main unit
2, the terminal 42 of the slider 40 is located so as to face the
left-side terminal 17 of the left rail member 15 as shown in
FIG. 8(b). Thus, the terminal 42 and the left-side terminal 17
are connected together. This enables wired communication
(in other words, communication via physical connection
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between terminals) between the left controller 3 and the
main unit 2. This also allows power to be supplied from the
main unit 2 to the left controller 3.

[0221] Note that one or both of the controller-side terminal
(i.e., the terminal 42) and the main unit-side terminal (i.e.,
the left-side terminal 17) protrudes (only slightly) from the
base surface. In the present embodiment, as shown in FIG.
8(a), the left-side terminal 17 on the main unit side is
provided to slightly protrude from the base surface (i.e., the
bottom surface of the left rail member 15). A metal portion
17a is the contact point of the terminal, is provided to
protrude, and is able to deform toward its base surface.
Therefore, when the terminals come into contact with each
other, each terminal receives a pressing force from the other
terminal so as to be biased in the direction in which it
protrudes, as shown in FIG. 8(b). This as a result ensures a
reliable contact between the terminals.

[0222] In the present embodiment, the left-side terminal
17 of the main unit 2 is provided below the engagement hole
16. The terminal 42 of the left controller 3 is provided below
the projection 41. Therefore, when the slider 40 is inserted
into the left rail member 15, the projection 41 will not come
into contact with the left-side terminal 17, thereby lowering
the possibility of the projection 41 damaging the left-side
terminal 17.

[0223] When detaching the left controller 3 from the main
unit 2, a user slides the left controller 3 upward against the
main unit 2. Note that when the left controller 3 is attached
to the main unit 2, the left controller 3 is locked to the main
unit 2 by means of the projection 41 and the engagement
hole 16. Note however that a certain force or more for
sliding the left controller 3 upward will dislocate the pro-
jection 41 off the position of the engagement hole 16,
thereby releasing the lock. After the lock is released, the left
controller 3 can be further slid up to remove the left
controller 3 from the main unit 2.

[0224] Note that in other embodiments, the left controller
3 may include a mechanism capable of retracting the pro-
jection 41 into the slider 40. The left controller 3 may
include a mechanism for retracting the projection 41 into the
slider 40 in response to a user pressing a predetermined
button provided on the left controller 3, for example. Thus,
by performing the operation described above, the user can
easily release the lock of the left controller 3 to the main unit
2 by means of the projection 41.

[0225] As described above, in the present embodiment, the
controllers 3 and 4 can be detachably attached to the main
unit 2 by means of a slide mechanism including a rail
member and a slider. With a slide mechanism, the controllers
3 and 4 can be securely locked to the main unit 2 for
directions other than the slide direction. Therefore, a user
can easily hold the information processing device 1 with the
controllers 3 and 4 attached to the main unit 2, with little
shaking of the controllers 3 and 4. In the present embodi-
ment, also for the slide direction, the projection and the
engagement hole allow the controllers 3 and 4 to be locked
to the main unit 2. This also reduces the shaking of the
controllers 3 and 4 attached to the main unit 2, thereby
allowing a user to easily hold the information processing
device 1.

[0226] [1-2. Another Configuration Example Regarding
Information Processing Device]

[0227] Note that the configuration regarding the attach-
ment of a controller to the main unit 2 may use a second
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configuration example to be described below, instead of the
configuration example (referred to hereinafter as the “first
configuration example”) described above in “[1-1. Configu-
ration of information processing device]”. The second con-
figuration example regarding the main unit 2 and the con-
trollers 3 and 4 will now be described, focusing on
differences from the first configuration example.

[0228] [1-2-1. Second Configuration Example Regarding
Main Unit]
[0229] FIG. 9 is a left side view showing an example main

unit according to the second configuration example. FIG. 10
is a perspective view showing an example left side surface
portion of the main unit according to the second configu-
ration example. In the second configuration example, the
main unit 2 includes a left rail member 300 on the left side
surface of the housing 11. As shown in FIG. 9, the left rail
member 300 is provided so as to extend in the up-down
direction (the y-axis direction shown in FIG. 9). The left rail
member 300, similar to the left rail member 15 of the first
configuration example, is a member for allowing the left
controller 3 to be slidably and detachably attached to the
main unit 2. In the second configuration example, the left rail
member 300 is capable of engaging with a slider 311 of the
left controller 3 to be described later, and the left rail
member 300 and the slider 311 together form a slide
mechanism. The configuration of the left rail member 300
according to the second configuration example will now be
described, focusing on differences from the first configura-
tion example.

[0230] FIG. 11 is a diagram schematically showing an
example cross section of the left rail member taken along
line A-A' shown in FIG. 9. Note that “to schematically
show” as used herein means to show an element of interest
(e.g., the left rail member in FIG. 11) in such a manner that
its size, shape and positional relationship with other ele-
ments may be different from other figures in order to
facilitate understanding of the element of interest.

[0231] As shown in FIG. 9 to FIG. 11, the left rail member
300 includes a bottom surface portion 301, side surface
portions 302a and 3025 and top surface portions 303a and
3035. Note that the side surface portions 3024 and 3025 may
be referred to collectively as “a side surface portion 302”.
The top surface portions 303a and 3035 may be referred to
collectively as “a top surface portion 303”. In the second
configuration example, these portions 301 to 303 are gen-
erally plate-shaped members.

[0232] As shown in FIG. 9 and FIG. 10, the bottom
surface portion 301 is placed on the left side surface of the
housing 11 so as to be substantially parallel to the left side
surface. Note that “substantially (in a certain state)” as used
herein means to include cases in which that state is achieved
in a strict sense and also cases in which that state is generally
achieved. For example, “substantially parallel” means that
they may be parallel to each other in a strict sense, and they
may not be parallel to each other in a strict sense but may be
generally parallel to each other.

[0233] The bottom surface portion 301 includes a bottom
surface 3011 of the left rail member 300. As shown in FIG.
11, the side surface portion 302 includes side surfaces 3021
(specifically, side surfaces 3021a and 30215) substantially
perpendicular to the bottom surface 3011. The side surface
portions 302 extend substantially perpendicular to the bot-
tom surface portion 301 from the opposite ends of the
bottom surface portion 301 in the front-rear direction (i.e.,
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the z-axis direction). Specifically, the side surface portion
302a extends from the rear end side (i.e., the z-axis positive
direction side) of the bottom surface portion 301, and the
side surface portion 3026 extends from the front end side
(i.e., the z-axis negative direction side) of the bottom surface
portion 301. As shown in FIG. 11, the bottom surface portion
301 and the side surface portion 302 together form a groove
portion.

[0234] As shown in FIG. 11, the top surface portion 303
includes a top surface 3031 (specifically, side surfaces 3031a
and 30315) substantially parallel to the bottom surface 3011.
The top surface portion 303 extends in a direction substan-
tially parallel to the bottom surface 3011 from an end of the
side surface portion 302 that is opposite to the end at which
the bottom surface portion 301 is connected to the side
surface portion 302 (i.e., the x-axis positive direction side).
Specifically, the top surface portion 303a extends from an
end portion of the side surface portion 302a on the x-axis
positive direction side, and the top surface portion 3035
extends from an end portion of the side surface portion 3025
on the x-axis positive direction side. The top surface portion
303a and the top surface portion 30356 extend toward each
other from the side surface portion 302. The top surface
portion 303 is arranged so as to face the bottom surface
portion 301. In the second configuration example, the top
surface portion 303 is arranged substantially parallel to the
bottom surface portion 301. The top surface portions 303«
and 30354 are provided so as to protrude from the side surface
portion 302 toward the inside of the left rail member 300 (in
other words, so as to protrude toward each other). The top
surface portion 303a and the top surface portion 3035 are
spaced apart from each other so that the slider 311 of the left
controller 3 can be inserted into the groove formed by the
bottom surface portion 301 and the side surface portion 302
(FIG. 9 to FIG. 11).

[0235] Thus, as in the first configuration example, when
the left controller 3 is attached to the main unit 2, the slider
311 of the left controller 3 is inserted into the groove, and the
left rail member 300 and the slider 311 engage with each
other (see FIG. 7 in the first configuration example). Then,
the slider 311 in engagement with the left rail member 300
is securely locked by the top surface portion 303 so as not
to come off in the direction perpendicular to the slide
direction (in other words, the direction in which the left rail
member 300 extends).

[0236] As described above, the slide mechanism in the
second configuration example (in other words, the mecha-
nism for allowing the controllers 3 and 4 to be slidably
attached to the main unit 2) is generally similar to that of the
first configuration example.

[0237] In the second configuration example, a part of the
upper end portion of the top surface portion 303 includes a
cut-out portion C1, as shown in FIG. 9 and FIG. 10. The
cut-out portion C1 is provided so that a stop member 319 of
the left controller 3 engages with the cut-out portion C1
(strictly speaking, the top surface portion 303 around the
cut-out portion C1) in a state in which the left controller 3
is attached to the main unit 2, the details of which will be
described later.

[0238] Herein, the “state in which a controller is attached
to the main unit 2” refers to a state in which a portion of the
controller, which has been inserted into, moved down along,
the rail member of the main unit 2 (e.g., a portion of the
slider, or more specifically, the lower end of the slider) can
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no longer move by being in contact with a portion of the
main unit 2 (e.g., a portion of the rail member). Such a state
in which a controller is completely attached to the main unit
2 may be referred to hereinafter as the “attached state”. The
attached state may also be said to be a state in which a
controller is connected to the main unit 2 (i.e., the connected
state). When the main unit 2 and the controllers have
terminals as in the present embodiment, the attached state
may also be said to be “a state in which the terminals are
connected to each other”.

[0239] As described above, in the second configuration
example, a portion of the top surface portion 303 that forms
the cut-out portion C1 (in other words, a portion around the
cut-out portion C1) functions as a stop-receiving portion
with which the stop member is to engage. In the second
configuration example, the slide movement of the left con-
troller 3 attached to the main unit 2 is limited (or “locked”)
by the stop-receiving portion and the stop member 319,
instead of the engagement hole 16 and the projection 41 in
the first configuration example, the details of which will be
described later. Note that a state in which the slide move-
ment is limited (in other words, “locked”) is a state in which
the stop member 319 is interfered by the stop-receiving
portion, thereby preventing the slide movement. Note that
“to limit (or lock)” the slide movement means to prevent the
slide movement with a force less than a certain level, and
means that the slide movement may be allowed when a force
greater than a certain level is applied (thereby disengaging
the stop member 319 from the stop-receiving portion).

[0240] In the second configuration example, the stop-
receiving portion is provided near the upper end of the left
rail member 300 (i.e., an end portion on the y-axis positive
direction side) (FIG. 9). Note that in other embodiments, the
stop-receiving portion may be provided at any other posi-
tion. For example, the stop-receiving portion may be pro-
vided near the center of the left rail member 300 in the
up-down direction (i.e., the y-axis direction) or may be
provided near the lower end. Alternatively, the top surface
portion 303 may include no cut-out portion, and the upper
end portion of the top surface portion 303 may function as
the stop-receiving portion. That is, in the attached state, the
stop member 319 of the left controller 3 may engage with the
end portion of the top surface portion 303.

[0241] In other embodiments, the left rail member 300
may be configured without the stop-receiving portion. Note
that also in such a configuration, by the contact between
terminals to be described later and/or by the pressure from
leaf springs 305, it is possible to apply a force to prevent the
slide movement of the left controller 3 attached to the main
unit 2, thereby making it difficult for the left controller 3 to
come off the main unit 2.

[0242] In the second configuration example, the stop-
receiving portion is provided on each of the two top surface
portions 303a and 3035 (FIG. 9). The stop-receiving portion
on the top surface portion 303a and the stop-receiving
portion on the top surface portion 3035 are provided at
substantially the same position with respect to the up-down
direction. Thus, in the second configuration example, the
shape of the left rail member 300 is substantially in left-right
symmetry (FIG. 9). This allows members of the same shape
to be used as the rail member provided on the left side
surface of the main unit 2 and as the rail member provided
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on the right side surface thereof. Thus, it is possible to
simplify the production of the main unit 2 and to reduce the
cost thereof.

[0243] When the stop-receiving portion is provided on
both sides of the top surface portion 303, the left controller
3 may include a stop member that engages with either one
of the two stop-receiving portions. Therefore, according to
the second configuration example, the main unit 2 is able to
accommodate a wider variety of controllers. According to
the second configuration example, it is possible to improve
the freedom in the configuration of a controller that can be
attached to the main unit 2. Note that in other embodiments,
the stop-receiving portion may be provided in either one of
the two top surface portions 303a and 3035.

[0244] As shown in FIG. 9 and FIG. 10, the left rail
member 300 includes a facing portion 304. In the second
configuration example, the facing portion 304 serves as the
stopper 18 in the first configuration example (i.e., serves to
stop the slide movement of the slider 311 of the left
controller 3). That is, the facing portion 304 stops the slide
movement of the slider 311 by being in contact with the
slider 311, which is inserted from the upper side in the slide
direction. In the second configuration example, the facing
portion 304 is provided with the left-side terminals 17. Note
that in other embodiments, the slide movement of the slider
311 may be stopped by the distal end of the slider 311
(specifically, the distal end of a protruding portion 321 to be
described later) being in contact with a wall surface 306
provided on the far end of the facing portion 304 instead of
(or in addition to) the facing portion 304 being in contact
with the slider 311.

[0245] FIG. 12 is a diagram schematically showing an
example cross section of the left rail member taken along
line B-B' shown in FIG. 9. As shown in FIG. 12, the facing
portion 304 is provided, spaced apart from the bottom
surface portion 301, so as to be located to face a portion of
the bottom surface portion 301 (specifically, a portion near
the lower end of the bottom surface portion 301). That is, the
facing portion 304 includes a facing surface 304a facing
toward the bottom surface portion 301. The facing surface
304q is a surface that is facing toward the housing 11 of the
main unit 2. In the second configuration example, when the
left controller 3 is attached to the main unit 2, (the distal end
of) the slider 311 of the left controller 3 is inserted into the
space between the bottom surface portion 301 and the facing
portion 304.

[0246] As shown in FIG. 10 and FIG. 12, the left-side
terminals 17 are provided on the facing surface 304a.
Therefore, the left-side terminals 17 are arranged so that one
side thereof facing the bottom surface portion 301 is
exposed. Thus, in the second configuration example, the
left-side terminals 17 are arranged on the reverse side (i.e.,
the side opposing the bottom surface portion 301) of the
member (i.e., the facing portion 304) arranged spaced apart
from the side surface of the main unit 2 (i.e., the bottom
surface portion 301). Then, it is possible to reduce the
possibility that the left-side terminals 17 come into contact
with a hand of a user or other objects, thereby protecting the
left-side terminals 17. According to the second configuration
example, it is possible for example to reduce the possibility
of a hand of a user inadvertently coming into contact with
the left-side terminals 17 and the possibility of the left-side
terminals 17 being damaged.
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[0247] FIG. 13 is a perspective view showing an example
of the terminals provided on the main unit 2. As shown in
FIG. 13, in the second configuration example, the facing
portion 304 includes a base portion 307 provided on the
facing surface 304qa. The left-side terminals 17 are provided
on the base portion 307. In the present embodiment, the base
portion 307 is provided movably (at least in the direction
perpendicular to the slide direction) to such a degree that the
position thereof can be slightly shifted with respect to the
facing surface 304a. This is for making it easy to adjust the
position of the left-side terminals 17 during the alignment
between the left-side terminals 17 of the main unit 2 and the
terminals 42 of the left controller 3 (the details of the
alignment will be described later). Note that in other
embodiments, the base portion 307 (in other words, the
left-side terminals 17) does not need to be movable with
respect to the facing surface 304q (i.e., it may be fixed to the
facing surface 3044a). Also in this case, the alignment is done
through at least one of the following methods.

[0248] By deformation of any of the members (e.g., the
left rail member 300 itself, the base portion 307, the
left-side terminals 17, etc.) of the left rail member 300
of the main unit 2, by virtue of its elasticity.

[0249] By deformation of any of the members (e.g., the
slider 311 itself, the protruding portion 321 to be
described later, the terminals 42, etc.) of the slider 311
of the left controller 3, by virtue of its elasticity.

[0250] By change in the positional relationship between
the left rail member 300 and the slider 311, in cases in
which the left rail member 300 and the slider 311 in
engagement with each other have a slight gap therebe-
tween.

[0251] In other embodiments, the terminals 42 of the left
controller 3 may be movable, instead of (or in addition to)
the base portion 307 for the positional adjustment during the
alignment.

[0252] As shown in FIG. 13, the base portion 307 includes
the same number of slots 3074 as the number (herein, ten)
of the left-side terminals 17. The slots 3074 are provided so
as to extend in the slide direction (i.e., the y-axis direction).
The slots 307a are arranged next to each other in a direction
(i.e., the z-axis direction) that is substantially parallel to the
facing surface 304a and substantially perpendicular to the
slide direction. Therefore, it can be said that the facing
portion 304 (specifically, the base portion 307) includes a
wall portion 3075 between slots 307a adjacent to each other.
[0253] The left-side terminals 17 are provided in the slots
307a. As shown in FIG. 13, the left-side terminals 17 are
provided within the slots 307a, i.e., so that they do not
protrude out of the slots 307a. Assuming that the direction
perpendicular to the facing surface 304a (i.e., the x-axis
direction) is the height direction, the left-side terminals 17
are provided at a position lower than the wall portion 3075
(in other words, at a position closer to the facing surface
304a). When the left-side terminals 17 and the terminals 42
of the left controller 3 are connected to each other in the
attached state, the terminals 42 of the left controller 3 partly
come into the slots 307a. That is, the terminals 42 of the left
controller 3 are partly located between two wall portions
3075. Note that a portion of a terminal 42 corresponding to
a left-side terminal 17 in a slot 3074 comes into the slot
307a. This reduces the possibility that the terminals 42 of the
left controller 3 are shifted in the direction (i.e., the z-axis
direction) in which the left-side terminals 17 of the main unit
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2 are arranged next to each other. That is, it is possible to
reduce the possibility that a terminal 42 of the left controller
3 contacts any left-side terminal 17 of the main unit 2 other
than the correct left-side terminal 17, which may lead to
errors in communication between the main unit 2 and the left
controller 3 or may lead to electrical troubles due to an
unexpected current flow between terminals inadvertently
contacting each other. By providing the left-side terminals
17 in the slots 307a, it is possible to further reduce the
possibility of the left-side terminals 17 being damaged.
[0254] If a conductive foreign substance sticks between
terminals, it may lead to a short circuit. For this, according
to the present embodiment, the wall portions 3075 are
provided between the left-side terminals 17, thereby reduc-
ing the possibility that a conductive foreign substance may
straddle between terminals, thus reducing the possibility of
a short circuit.

[0255] In the second configuration example, as shown in
FIG. 9 and FIG. 10, the top surface portion 303 and the
facing portion 304 are formed as an integral unit. In other
words, the upper surface (i.e., the surface facing the x-axis
positive direction side) of the facing portion 304 is continu-
ous with the upper surface (i.e., the surface facing the x-axis
positive direction side) of the top surface portion 303. This
makes it possible to simplify the shape of the left rail
member 300, and to facilitate the production of the rail
member.

[0256] Note that in the second configuration example, the
left rail member 300 including the portions 301 to 304 is
formed by a metal. This makes it possible to improve the
mechanical strength of the rail member. Moreover, by
improving the mechanical strength of the rail member, it is
also possible to contribute to improving the mechanical
strength of the main unit 2 to which the rail member is
attached.

[0257] As described above, in the present embodiment, the
facing portion 304 also serves to stop the slide movement of
the slider 311 of the left controller 3. In the second configu-
ration example, as shown in FIG. 9 and FIG. 10 the facing
portion 304 includes a first portion arranged on one side of
an axis (i.e., the y axis) extending along the slide direction
and a second portion arranged on the other side thereof. In
the present embodiment, the first portion and the second
portion are spaced apart from each other. The gap between
the first portion and the second portion is so small that the
slider 311 cannot be inserted therethrough. Therefore, when
the slider 311 is inserted into the left rail member 300, the
slide movement of the slider 311 is stopped with a portion
of the slider 311 near the distal end thereof (specifically, the
distal end of a shaft 325 to be described later) being in
contact with the facing portion 304 (the details will be
described later). Note that in other embodiments, there may
be no gap between the first portion and the second portion.
That is, the first portion and the second portion may be
formed as an integral unit.

[0258] In the second configuration example, as shown in
FIG. 9, the left-side terminals 17 and the stop-receiving
portion (in other words, the cut-out portion C1) are provided
on opposite sides with respect to the slide direction of the
left rail member 300. That is, the left-side terminals 17 are
provided on one side (i.e., on the y-axis negative direction
side) with respect to the slide direction of the left rail
member 300, and the stop-receiving portion is provided on
the other side (i.e., the y-axis positive direction side) with
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respect to the slide direction of the left rail member 300. In
the attached state, the slide movement of the left controller
3 is prevented by means of the stop member 319 and the
stop-receiving portion, and also by means of the terminals
being in contact with each other, the details of which will be
described later. Therefore, in the second configuration
example, it is possible to prevent the slide movement on
both sides with respect to the slide direction of the left rail
member 300, allowing the force for preventing the slide
movement to be applied in a well-balanced manner. That is,
it is possible to disperse the force acting upon the left rail
member 300, thereby reducing the possibility of the left rail
member 300 being damaged. As with the left rail member
300, it is also possible to disperse the force acting upon the
slider 311 of the left controller, thereby reducing the possi-
bility of the slider 311 being damaged.

[0259] As shown in FIG. 9 and FIG. 10, the left rail
member 300 include the leaf spring 305. The leaf spring 305
is provided on the bottom surface portion 301 of the left rail
member 300. The leaf spring 305 is an example of an elastic
member for applying a force in a direction away from the
main unit 2 (the x-axis positive direction) onto the left
controller 3 in a state in which the left controller 3 is attached
to the main unit 2. In other embodiments, an elastic member
of a rubber, or the like, may be used instead of the leaf
spring.

[0260] In the attached state, the leaf spring 305 is in
contact with the slider 311 of the left controller 3, pushing
(in other words, biasing) the left controller 3 in a direction
away from the main unit 2 (i.e., the x-axis positive direc-
tion), the details of which will be described later. Then, it is
possible to reduce the looseness between the main unit 2 and
the left controller 3. Therefore, the main unit 2 and the left
controller 3 can be connected together more firmly. It is also
possible to reduce the noise (so-called “chattering”) pro-
duced when the left controller 3 is vibrated by a vibrator 107
to be described later.

[0261] Note that as shown in FIG. 9, in the second
configuration example, two of the four leaf springs 305 are
arranged on the upper side (i.e., the y-axis positive direction
side) of the center of the bottom surface portion 301, with
the other two arranged on the lower side (i.e., the y-axis
negative direction side) of the center of the bottom surface
portion 301. Two of the four leaf springs 305 are arranged
on the front side (i.e., the z-axis positive direction side) of
the center of the bottom surface portion 301, with the other
two arranged on the rear side (i.e., the z-axis negative
direction side) of the center of the bottom surface portion
301. Thus, a plurality (herein, four) of leaf springs 305 are
provided on both sides of the center of the left rail member
300 with respect to the up-down direction (the y-axis
direction) and/or with respect to the front-rear direction (the
z-axis direction). Then, it is possible to apply a force on the
left controller 3 attached to the main unit 2 in a well-
balanced manner by means of the leaf springs 305, thereby
effectively reducing the looseness between the main unit 2
and the left controller 3 and/or the chattering.

[0262] Note that although the number of leaf springs 305
is four in the second configuration example, there may be
any number of leaf springs in other embodiments. In other
embodiments, the arrangement of the leaf springs 305 may
be any arrangement, and the positions thereof are not limited
to those shown in FIG. 9. Note that in the second configu-
ration example, in the attached state, the leaf springs 305 are
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arranged so as to be in contact with an upper-tier surface
311d (see FIG. 24) of the slider 311 of the left controller 3.

[0263] Although not shown in the figure, the main unit 2
includes a right rail member on the right side surface of the
housing 11. The right rail member is capable of engaging
with a slider 331 of the right controller 4 to be described
later, and the right rail member and the slider 331 together
form a slide mechanism. Similar to the right rail member 19
in the first configuration example, the right rail member in
the second configuration example is a member that allows
the right controller 4 to be slidably and detachably attached
to the main unit 2, and can be said to be a slide member. In
the second configuration example, the mechanism (includ-
ing the right rail member) on the right side surface of the
main unit 2 is in left-right symmetry (though this is not so
in terms of the functions to be assigned to terminals) with the
mechanism on the left side surface including the left rail
member 300.

[0264] In the second configuration example, the right rail
member (including the base portion and the right-side ter-
minals provided on the right rail member) has a similar
configuration to the left rail member 300 described above.
As described above, in the second configuration example,
since the shape of the left rail member 300 is symmetric with
respect to the axis (i.e., the y axis) parallel to the front-rear
direction, the same member can be used for the right rail
member and for the left rail member. That is, in the second
configuration example, a right rail member having the same
shape as the left rail member 300 is provided on the right
side surface of the main unit 2. Thus, it is possible to
simplify the production of the main unit 2 and to reduce the
cost thereof.

[0265] Note that in the second configuration example,
elements of the main unit 2 other than those described above
(e.g., elements to be arranged on the primary surface, the
back surface, the upper surface and the lower surface of the
housing) may be the same as those of the first configuration
example.

[0266] [1-2-2. Second Configuration Example Regarding
Left Controller]

[0267] FIG. 14 is a six-sided view showing an example
left controller according to the second configuration
example. The left controller 3 of the second configuration
example is different from that of the first configuration
example in terms of the slider 311 and various portions
thereof. The configuration of the left controller 3 of the
second configuration example will now be described, focus-
ing on differences from the first configuration example. In
FIG. 14, like elements to those shown in FIG. 5 are denoted
by like reference numerals and will not be described in detail
below. Note that in FIG. 14, some operation sections (e.g.,
the record button 37, the minus button 47, etc.) have
different shapes than those of FIG. 5, but these operation
sections have the same functions as those of like reference
numerals of the first configuration example.

[0268] As shown in FIG. 14, in the second configuration
example, the left controller 3 includes a main section 310
and the slider 311. The main section 310 may have similar
functions to those of the housing 31 of the first configuration
example, and may be the same as the housing 31. As is the
slider 40 of the first configuration example, the slider 311 is
a member that allows the left controller 3 to be slidably and
detachably attached to the main unit 2.
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[0269] As shown in FIG. 14, the slider 311 is provided on
the right side surface (i.e., the side surface on the x-axis
negative direction side) of the main section 310 of the left
controller 3 so as to extend in the up-down direction (i.e., the
y-axis direction). The slider 311 has a shape such that it can
engage with the left rail member 300 of the main unit 2
(more specifically, the portions 301 to 303 of the left rail
member 300). Specifically, a cross section of the slider 311
(specifically, a cross section perpendicular to the up-down
direction) has a shape protruding from the main section 310,
as in the first configuration example, and specifically has a
T shape in conformity with the cross-sectional shape of the
left rail member 300 (see “(ENLARGED VIEW)” shown in
FIG. 14).

[0270] As shown in the “(ENLARGED VIEW)” in FIG.
14, the slider 311 includes the shaft 325 and a top surface
portion 326. The shaft 325 is provided so as to protrude from
the main section 310. The top surface portion 326 is pro-
vided on one side of the shaft 325 that is away from the main
section 310 (i.e., the x-axis negative direction side). As
described above, the cross section of the slider 311 taken
along a direction perpendicular to the y-axis direction is
T-shaped. That is, the width of the top surface portion 326
(i.e., the length with respect to the z-axis direction) is greater
than the width of the shaft 325. The end of the top surface
portion 326 in the z-axis direction is located so as to protrude
past (in other words, located on the outer side of) the end of
the shaft 325 in the z-axis direction.

[0271] Thus, the cross section of the slider 311 taken along
a direction perpendicular to the slide direction has a shape
such that the width of the first portion (the shaft 325)
protruding from the right side surface of the main section
310 (in other words, the first portion adjacent to the right
side surface) is less than the width of the second portion (the
top surface portion 326) farther away from the right side
surface of the main section 310 than the first portion.
Therefore, the slider 311 having been inserted into the
groove of the left rail member 300 engages with the left rail
member 300, as in the engaged state shown in FIG. 7 in the
first configuration example. Then, the slider 311 in engage-
ment with the left rail member 300 is securely locked so as
not to come off the left rail member 300 in the direction
perpendicular to the slide direction (in other words, the
direction in which the left rail member 300 extends).
[0272] (Elements Regarding Terminals)

[0273] As shown in FIG. 14, also in the second configu-
ration example, as in the first configuration example, the
terminals 42 are provided at the lower end of the slider 311.
That is, the terminals 42 are provided at one end of the slider
311 that can be inserted into the main unit 2 (in other words,
the distal end portion in the insertion direction in which the
slider 311 can be inserted into the left rail member 300 of the
main unit 2, i.e., the lower end). Thus, as the slider 311 is
inserted toward the distal end of the left rail member 300
(i.e., the y-axis negative direction), the terminals 42 move
toward the left-side terminals 17 of the left rail member 300.
Therefore, the terminals 42 can be guided toward the left-
side terminals 17 to which the terminals 42 should be
connected, thereby making it possible to easily connect the
terminals to each other. When the slider 311 is completely
(or generally completely) inserted into the left rail member
300 of the main unit 2, the terminals 42 of the slider 311 and
the left-side terminals 17 of the main unit 2 are in contact
with each other. Thus, when the left controller 3 is attached
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to the main unit 2, a user inserts the slider 311 completely
into the left rail member 300 of the main unit 2 to connect
the terminals to each other, thereby allowing the left con-
troller 3 to be attached to the main unit 2 in the correct
manner of attachment.

[0274] The second configuration example is different from
the first configuration example in terms of the arrangement
of'the terminals 42, etc. The details of the arrangement of the
terminals 42 in the second configuration example will be
described.

[0275] FIG. 15 is a diagram schematically showing an
example cross section of the slider 311 near the lower end
thereof according to the second configuration example. FI1G.
15 is a diagram schematically showing an example partial
cross section of the slider 311 taken along line C-C' shown
in FIG. 14. As shown in FIG. 14 and FIG. 15, the slider 311
includes the protruding portion 321 on the lower end side of
the slider 311. The protruding portion 321 is provided on the
lower end side of the slider 311 so as to protrude in the slide
direction (more specifically, in the lower direction, i.e., the
y-axis negative direction). The protruding portion 321 is
provided on the slider 311 on one side away from the main
section 310 (i.e., the x-axis negative direction side). That is,
the protruding portion 321 is provided, spaced apart from the
right side surface of the main section 310. The protruding
portion 321 includes a facing surface 3214 facing toward the
main section 310 of the left controller 3. The facing surface
321a faces a predetermined surface of the left controller 3
(specifically, the right side surface).

[0276] Note that in the second configuration example, the
protruding portion 321 is absent at the upper end portion
(i.e., the end portion on the y-axis positive direction side) of
the slider 311 (see FIG. 14). When the slider 311 is inserted
into the left rail member 300 of the main unit 2, a user may
inadvertently insert the slider 311, from the upper end
thereof, into the left rail member 300. Even in such a case,
according to the second configuration example, the upper
end of the slider 311 cannot reach the left-side terminals 17
of'the left rail member 300, thus reducing the possibility that
the left-side terminals 17 are damaged by the upper end of
the slider 311.

[0277] The terminals 42 are provided on the facing surface
321a of the protruding portion 321. Therefore, the terminals
42 are arranged so that one side thereof facing the main
section 310 is exposed. Thus, in the second configuration
example, the terminals 42 are arranged on the reverse side
of the engaging surface of the slider 311 (specifically, the
protruding portion 321). With the terminals 42 arranged so
that one side thereof facing the main section 310 is exposed,
as described above, it is possible to reduce the possibility
that the terminals 42 come into contact with a hand of a user
or other objects, thereby protecting the terminals 42.
According to the second configuration example, it is pos-
sible for example to reduce the possibility of a hand of a user
inadvertently coming into contact with the terminals 42 and
the possibility of the terminals 42 being damaged. Note that
in other embodiments, the terminals 42 may be provided on
a slope 3234 of a distal end portion 323 to be described later
(FIG. 15). Since the slope 323q is facing toward the main
section 310, as is the facing surface 321a, it is possible to
realize the effect of protecting the terminals 42.

[0278] As shown in FIG. 15, the terminals 42 is provided,
spaced apart from the right side surface of the main section
310. When the left controller 3 is attached to the main unit
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2, the facing portion 304 of the main unit 2 is inserted into
the space between the terminals 42 (in other words, the
protruding portion 321) and the right side surface of the
main section 310 (FIG. 26), the details of which will be
described later. By arranging the terminals 42 and the main
section 310 so as to form the space described above, the
facing portion 304 will be inserted into the space, thus
allowing the terminals 42 of the left controller 3 to be in
contact with the left-side terminals 17 of the main unit 2
when the left controller 3 is attached to the main unit 2.

[0279] FIG. 16 is a perspective view showing an example
of the protruding portion 321 of the slider 311 according to
the second configuration example. FIG. 16 shows the pro-
truding portion 321 as seen from the reverse side (i.e., the
side of the facing surface 321a). As shown in “(EN-
LARGED VIEW)” in FIG. 16, a hole 311a is provided on a
surface of the shaft 325 of the slider 311 on which the
protruding portion 321 is provided (i.e., the end surface on
the y-axis negative direction side). The terminals 42 is
provided so as to protrude from the inside of the slider 311
via the hole 311a. The same number of slots 3215 as the
number (herein, ten) of the terminals 42 are formed on the
facing surface 3214 of the protruding portion 321. The slots
321b are connected to the holes 311a. The slots 3215 are
provided so as to extend in the slide direction (i.e., the y-axis
direction). As shown in FIG. 16, the slots 3215 are arranged
next to each other in a direction (i.e., the z-axis direction)
that is parallel to the facing surface 321a and perpendicular
to the slide direction.

[0280] As shown in FIG. 16, the terminals 42 are provided
on the facing surface 321a along the slots 3216. The
terminals 42 are arranged next to each other in a direction
perpendicular to the slide direction (i.e., the z-axis direc-
tion), as are the slots 3214. In the second configuration
example, the terminals 42 are provided so that a portion
thereof (e.g., a distal end portion) is in the slot 3215 while
the other portion is outside the slot 32156 (FIG. 15 and FIG.
16). When the terminals 42 of the left controller 3 are
connected to the left-side terminals 17 of the main unit 2 in
the attached state, the terminals 42 are pressed and deformed
by the left-side terminals 17 to move in the direction toward
the slots 3215 (i.e., the x-axis negative direction), the details
of which will be described later. That is, at least a part of
each terminal 42 flexes into the slot 32154 in the facing
surface 321a. It can be said that the slots 3215 allow the
terminals 42 being deformed to be retracted so that the
terminals 42 will not be in contact with the facing surface
321a. Thus, although the terminals 42 are not in contact with
the facing surface 321a in the second configuration example,
they are provided at positions corresponding to the slots
3215 provided on the facing surface 321a, and are provided
at such positions that they would be in contact with the
facing surface 321a without the slots 3215. In this sense, in
the second configuration example, it can be said that the
terminals 42 are provided on the facing surface 321a. Note
that in other embodiments, the slots 3215 may be absent on
the facing surface 321a, and the terminals 42 may be
provided so as to be in contact with the facing surface 321a.
As shown in FIG. 16, the terminals 42 extend along the
facing surface 321a.

[0281] As shown in FIG. 15 and FIG. 16, the terminals 42
are provided so as to protrude past the facing surface 321a
(specifically, so as to protrude on the x-axis positive direc-
tion side). As described above, when the terminals 42 of the

Dec. 15,2016

left controller 3 are connected to the left-side terminals 17 of
the main unit 2 in the attached state, a part of each terminal
42 comes into the slot 307a on the main unit 2 side (see FIG.
13) (in other words, between two wall portions 3075). The
terminals 42 are provided so as to protrude past the facing
surface 321a to prevent the facing surface 321a from
contacting the wall portions 3075 to hinder the terminals 42
from coming into the slots 307a.

[0282] As shown in FIG. 15 and FIG. 16, the terminals 42
are bent into an upward angular shape so as to protrude away
from the facing surface 321a (i.e., in the x-axis positive
direction). With such a shape, the apex portion of the angular
shape can easily come into contact with the left-side termi-
nals 17 of the main unit 2. In other words, the surface of the
terminals 42 to be in contact with the left-side terminals 17
of the main unit 2 (i.e., the surface facing toward the main
section 310) can be viewed from the slide direction, and it
can therefore be said that the lower end side (i.e., the y-axis
negative direction side) of the slider 311 is exposed. This
makes it easy for the terminals 42 to be in contact with the
left-side terminals 17 of the main unit 2.

[0283] In the second configuration example, the protrud-
ing portion 321 includes wall portions 322 (see FIG. 16).
The wall portions 322 are provided on the facing surface
321a on opposite sides with respect to the direction (i.e., the
z-axis direction) parallel to the facing surface 321ae and
substantially perpendicular to the slide direction. With the
wall portions 322, it is possible to further reduce the
possibility that the terminals 42 come into contact with a
hand of a user or other objects, thereby more reliably
protecting the terminals 42. As shown in FIG. 16, in the
present embodiment, the wall portions 322 are provided so
as to protrude up to the distal end of the protruding portion
321. That is, the wall portions 322 extend up to a position
that is closer to the distal end of the protruding portion 321
than the terminals 42. Thus, it is possible to more reliably
protect the terminals 42. Note that in other embodiments, the
wall portions 322 do not need to extend up to the distal end
of the protruding portion 321.

[0284] Note that as described above, the terminals 42 are
provided protruding from the facing surface 321a. The wall
portions 322 are provided to extend higher than the height to
which the terminals 42 protrude from the facing surface
321a (see FIG. 15). Thus, the terminals 42 can be more
reliably protected by the wall portions 322. Note that in
other embodiments, the wall portions 322 may be provided
to extend to a height that is less than or equal to the height
to which the terminals 42 protrude from the facing surface
321a. The wall portion 322 may be provided only on one
side of the terminals 42 with respect to the front-rear
direction (i.e., the z-axis direction). Even in such an embodi-
ment, the wall portions 322 provide a certain level of
protection for the terminals 42. In other embodiments, the
protruding portion 321 may have no wall portion 322.
[0285] In the second configuration example, at the distal
end portion of the protruding portion 321 (in other words,
the lower end portion of the slider 311, i.e., the end portion
on the y-axis negative direction side), the wall portions 322
are formed so that the interval between two inner walls 3224
thereof gradually increases toward the distal end of the
protruding portion 321 (FIG. 16). Thus, when the left
controller 3 is attached to the main unit 2, the left-side
terminals 17 of the main unit 2 are guided into correct
position with respect to the terminals 42 of the left controller
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3. That is, when the left controller 3 is attached to the main
unit 2, if the position of the left-side terminals 17 is slightly
shifted from the terminals 42 (with respect to the z-axis
direction), the position of the left-side terminals 17 is
corrected as the base portion 307 of the left-side terminals 17
comes into contact with the inner walls of the wall portions
322. Thus, the left-side terminals 17 are aligned into correct
position with respect to the terminals 42. As described
above, the wall portions 322 have the function of aligning
together the left-side terminals 17 and the terminals 42. Note
that the slope 323a¢ may be a curved surface, and an
intersection between the facing surface 321a and the slope
323a may be a chamfer.

[0286] As shown in FIG. 15 and FIG. 16, the protruding
portion 321 includes the distal end portion 323. The distal
end portion 323 is provided on the distal end side (i.e., the
y-axis negative direction side) of the terminals 42 with
respect to the slide direction of the slider 311 (i.e., the y-axis
direction). Thus, the terminals 42 are arranged slightly on
the proximal side of the distal end (specifically, the distal
end on the y-axis negative direction side) of the slider 311.
Therefore, when the controller 3 is attached to the main unit
2, for example, even if the distal end of the slider 311 comes
into contact with another object, the possibility of the
terminals 42 being in contact with the object can be reduced.
Thus, the terminals 42 can be protected by the distal end
portion 323.

[0287] As shown in FIG. 15, the distal end portion 323 has
a shape such that the thickness thereof decreases toward the
distal end (specifically, the distal end on the lower end side
of the slider 311). More specifically, the distal end portion
323 has the slope 3234, which is sloping from the facing
surface 321a on which the terminals 42 are provided toward
the surface on the reverse side of the facing surface 321a (in
other words, away from the right side surface of the main
section 310) (FIG. 15). Therefore, when the left controller 3
is attached to the main unit 2, the left-side terminals 17 of
the main unit 2 (in other words, the facing portion 304) are
guided into correct position with respect to the terminals 42
of'the left controller 3 (in other words, the protruding portion
321). That is, when the left controller 3 is attached to the
main unit 2, if the position of the left-side terminals 17 is
slightly shifted from the terminals 42 (with respect to the
x-axis direction), the position of the left-side terminals 17 is
corrected as the base portion 307 of the left-side terminals 17
or the facing portion 304 comes into contact with the slope
323a. Thus, the left-side terminals 17 are aligned into correct
position with respect to the terminals 42. As described
above, the slope 323a of the distal end portion 323 has the
function of aligning together the left-side terminals 17 and
the terminals 42.

[0288] As shown in FIG. 14, the slider 311 includes a
reinforcement member 312. The reinforcement member 312
is provided on the engaging surface of the slider 311.
Specifically, the reinforcement member 312 is provided at
least in a portion of the engaging surface that corresponds to
the facing surface 321a on which the terminals 42 are
provided (in other words, a portion on the reverse side from
the facing surface 321a (see FIG. 17). In other words, the
reinforcement member 312 is provided at least in the posi-
tion of the protruding portion 321. That is, a portion of the
protruding portion 321 is formed by the reinforcement
member 312. In the second configuration example, the
member forming the surface of the slider 311 is formed by
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a resin except for the reinforcement member 312. On the
other hand, the reinforcement member 312 is formed by a
metal. Therefore, it is possible, with the reinforcement
member 312, to increase the mechanical strength of a
portion of the slider 311 where the terminals 42 are provided
(i.e., the protruding portion 321). The reinforcement mem-
ber 312 also suppresses the wear of the slider 311 being
rubbed against the left rail member 300 when the slider 311
is inserted into the left rail member 300 of the main unit 2.
Note that in the second configuration example, the protrud-
ing portion 321 is formed to be thin so as to form the slide
mechanism to be thin in order to reduce the size of the
device. Even if the protruding portion 321 is thus formed to
be thin, the mechanical strength of the protruding portion
321 can be maintained by the provision of the reinforcement
member 312. If the protruding portion 321 is formed thin
and of a resin, it may be difficult to mold the protruding
portion 321. In contrast, according to the second configu-
ration example, it is possible to easily produce the protrud-
ing portion 321 including the portion described above.

[0289] FIG. 17 is an exploded view showing an example
of a reinforcement member and an insulation sheet provided
on a slider. As shown in FIG. 17, a sunken portion 3115,
which is sunken from the engaging surface, is formed near
the lower end portion (i.e., the end portion on the y-axis
negative direction side) of the engaging surface of the slider
311. The reinforcement member 312 is attached to the
sunken portion 31154. In the second configuration example,
an insulation sheet 316 is first inserted into the sunken
portion 3115, and the reinforcement member 312 is attached
over the insulation sheet 316, thereby attaching the rein-
forcement member 312 on the slider 311 (more accurately,
a portion of the slider 311 other than the reinforcement
member 312). Note that the sunken portion 3115 is provided
to extend not only over the protruding portion 321 but also
over a portion of the slider 311 that is not the protruding
portion 321. Thus, in the second configuration example, the
reinforcement member 312 is provided over the protruding
portion 321 and over a portion (of the slider 311) that is
continuous with the protruding portion 321. Thus, it is
possible to reinforce the protruding portion 321, and to
reduce the possibility that the protruding portion 321 is
snapped off the main part of the slider 311 (i.e., the portion
other than the protruding portion 321).

[0290] As shown in FIG. 17, the slots 3214 described
above are formed on the bottom surface of the sunken
portion 3114. That is, the slots 3215 provided on the facing
surface 321a are running through to reach the bottom
surface of the sunken portion 3115 on the reverse side of the
facing surface 321a. Note that the terminals 42 extend not
only over the protruding portion 321 but also over the inner
portion of the slider 311. The slots 3215 on the bottom
surface side of the sunken portion 3115 are formed along the
terminals 42. That is, the slots 3215 on the bottom surface
side of the sunken portion 3115 extend not only the reverse
side of the protruding portion 321 but also over the main part
of the slider 311. Thus, when the terminals 42 are pressed
and deformed by the left-side terminals 17 of the main unit
2 in the attached state, it is possible to reduce the possibility
that a large force is applied upon the terminals 42 as the
terminals 42 come into contact with the bottom surface of
the sunken portion 3115 (accurately, what would be the
bottom surface if the slots 3215 were not provided on the
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sunken portion 3115 and if the bottom surface were provided
at the position of the slots 3215).

[0291] As shown in FIG. 17, the reinforcement member
312 includes a top surface portion 312a, side surface por-
tions 3125, a hook portion 312¢ and a ground connection
portion 312d. Note that in the second configuration example,
the reinforcement member 312 having the portions 312a to
312d can be produced by bending a single metal plate, and
it is possible to easily produce the reinforcement member
312.

[0292] The top surface portion 312¢ is a portion having
the top surface to be a part of the engaging surface of the
slider 311 when the reinforcement member 312 is attached
to the slider 311. In the second configuration example, the
top surface portion 312a has a generally rectangular shape.
The reinforcement member 312 has four side surface por-
tions 312H, and the side surface portions 3125 extend,
substantially perpendicular to the top surface, from the four
sides of the top surface portion 312a. The side surface
portions 3125 are in contact with the side surfaces of the
sunken portion 3115 when the reinforcement member 312 is
attached to the sunken portion 3115 of the slider 311.
[0293] The hook portion 312¢ is provided so as to protrude
from the side surface portion 3124. In the second configu-
ration example, the hook portion 312c¢ is provided on three
of the four side surface portions 3124, i.e., two side surface
portions 3126 extending from the long sides of the top
surface portion 312a and one side surface portion 3125
where the ground connection portion 3124 is provided. Note
that as shown in the enlarged view in FIG. 17, the ground
connection portion 3124 is provided so as to protrude from
the hook portion 312¢. There may be any number of hook
portions 312¢, and they may be provided on two side surface
portions 3126 or on four side surface portions 3125. The
bottom surface of the sunken portion 3115 has a rectangular
shape that is substantially the same as that of the top surface
portion 312a, and slots 311¢ are provided along those of the
four sides of the bottom surface that correspond to those side
surface portions 3126 where the hook portions 312¢ are
provided. That is, in the second configuration example, the
slots 311c¢ are provided along three sides of the bottom
surface of the sunken portion 3115. When the reinforcement
member 312 is attached to the slider 311, the hook portions
312c¢ are inserted into the slots 311c, thereby attaching the
reinforcement member 312 to the slider 311.

[0294] FIG. 18 is a diagram showing an example of how
the hook portion 312¢ is inserted into the slot 311c. FIG.
18(a) shows an example before the hook portion 312c¢ is
inserted into the slot 311c¢. As shown in FIG. 18, the hook
portion 312¢ includes claws 312¢ on both sides of a direction
that is perpendicular to the insertion direction (i.e., the x-axis
positive direction) in which the reinforcement member 312
is inserted into the slots 311¢. The first end portion of the
claw 312¢ in the insertion direction is formed so that the
width of the hook portion 312¢ decreases toward the distal
end in the insertion direction. The second end portion of the
claw 312e, opposite from the first end portion, in the
insertion direction is formed to have a side extending
substantially perpendicular to the insertion direction. Note
that in other embodiments, the side of the second end portion
may be formed to extend toward the inner side of the hook
portion 312¢ toward the distal end in the insertion direction
(see the dotted line shown in FIG. 18(a)). Thus, the claw
312¢ has such a shape that the hook portion 312¢ moves
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relatively easily in the insertion direction, and the hook
portion 312¢ moves less easily in the opposite direction to
the insertion direction as the second end portion hooks on
the slot 311c.

[0295] FIG. 18(h) shows an example where the hook
portion 312¢ has been inserted into the slot 311c. As shown
in FIG. 18(5), in this state, the claw 312¢ hooks on a side
portion of the slot 311¢. In FIG. 18(5), a portion of the claw
312e bites into the slider 311 (specifically, the side portion
of the slot 311¢ formed in the slider 311). Thus, with the
hook portion 312¢ inserted into the slot 311¢, the second end
portion of the claw 312¢ hooks on the side portion of the slot
311c, thus making it difficult for the hook portion 312¢ to
come off the slot 311c. That is, the reinforcement member
312 is unlikely to come off the slider 311.

[0296] As described above, in the second configuration
example, the terminals 42 are placed relatively close to the
reinforcement member 312 which is a metal member. If the
terminals 42 and a metal member are placed close to each
other, there may be errors in communication between the left
controller 3 and the main unit 2 via the terminals 42 and
there may be an unexpected current flow, or the like,
therebetween, as the terminals 42 are electrically affected by
inadvertent contact with the metal member. For example, as
described above, in the attached state, the terminals 42 may
be pressed and deformed by the left-side terminals 17 of the
main unit 2 to move into the slot 32154. In such a case, if the
terminals 42 contact the reinforcement member 312, which
is a metal member, there may be errors in communication
between the left controller 3 and the main unit 2 via the
terminals 42 and there may be an unexpected current flow,
or the like, therebetween.

[0297] In order to reduce such a possibility as described
above, in the second configuration example, the insulation
sheet 316 is provided between the terminals 42 and the
reinforcement member 312 (FIG. 17). That is, in the second
configuration example, the reinforcement member 312 is
attached to the slider 311 after the insulation sheet 316 is
inserted into the sunken portion 3115. Then, it is possible to
reduce the possibility that the terminals 42 are affected by
the reinforcement member 312, and it is therefore possible
to improve the accuracy of communication between the left
controller 3 and the main unit 2.

[0298] Note that in the present embodiment, the insulation
sheet 316 also provides a water-resisting function. Specifi-
cally, the insulation sheet 316 can suppress entry into the
slots 3215 of water that has come in through the gap between
the reinforcement member 312 and the slider 311, and can
reduce the possibility that water comes into the slots 3215
and touches the terminals 42. Since the insulation sheet 316
has a water-resisting function, the insulation sheet 316 can
be said to be a water-resisting sheet. Note that the insulation
sheet 316 may be of a water-absorbing material or a water-
repelling material. If the insulation sheet 316 is of a water-
absorbing material, it is possible to absorb moisture by the
insulation sheet 316 and to reduce the possibility that water
touches the terminals 42. When the insulation sheet 316 is of
a water-repelling material, it is possible to cover the slots
3215 with the insulation sheet 316 and to reduce the possi-
bility that water comes into the slots 3215.

[0299] Note that even if the terminals 42 do not come into
contact with the reinforcement member 312 which is a metal
member (due to the provision of the insulation sheet 316),
the reinforcement member 312 may possibly be electrically
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charged due to current flow through the terminals 42, static
electricity from outside, etc. If the reinforcement member
312 is electrically charged, the terminals 42 may be affected
by the reinforcement member 312. Therefore, in the second
configuration example, the reinforcement member 312 is
controlled at the reference potential (ground) by using the
ground connection portion 3124 described above.

[0300] FIG. 19 is a diagram schematically showing an
example arrangement of elements inside the left controller 3.
As shown in FIG. 19, the left controller 3 includes an
electronic circuit 318 therein. The electronic circuit 318 is a
printed board, for example, and may be a flexible printed
circuit board formed by a film substrate. The terminal 42 and
the ground connection portion 312d are connected to the
electronic circuit 318.

[0301] FIG. 20 is a diagram showing an example of how
the terminal 42 and the ground connection portion 3124 are
connected to the electronic circuit 318. Note that FIG. 20
only shows through holes and lands formed around the
through holes of the electronic circuit 318, and printed
wiring, etc., are not shown. As shown in FIG. 20, the
electronic circuit 318 includes terminal land portions 318a
to which the terminal 42 is connected. The terminal 42 is
inserted into the through hole of the terminal land portion
318a and is (electrically) connected to the terminal land
portion 318a by way of soldering, or the like. Note that
although FIG. 20 shows a state in which one terminal 42 is
connected to one terminal land portion 318a, ten terminals
42 are connected to ten terminal land portions 318« in
practice.

[0302] The electronic circuit 318 includes a ground land
portion 3185 to which the ground connection portion 3124
is connected. The ground connection portion 312d is
inserted into the through hole of the ground land portion
3185, and is (electrically) connected to the ground land
portion 3186 by way of soldering, or the like. The ground
land portion 3185 is a ground portion that is connected to the
reference potential (in other words, has the reference poten-
tial). Although not shown in the figure, in the electronic
circuit 318, the terminal land portion 318a, to which the
ground terminal (of the ten terminals 42) is connected, is
electrically connected to the ground land portion 3185 via
printed wiring. That is, the ground terminal is electrically
connected to the ground land portion 3184.

[0303] As described above, in the second configuration
example, since the reinforcement member 312 is electrically
connected to the ground portion, it is possible to reduce the
possibility that the reinforcement member 312 is electrically
charged. Then, it is possible to reduce the possibility that the
terminals 42 are affected by the reinforcement member 312,
and it is therefore possible to improve the accuracy of
communication between the left controller 3 and the main
unit 2.

[0304] (Elements Regarding Stop Member)

[0305] As shown in FIG. 14, in the second configuration
example, the left controller 3 includes the stop member 319.
The stop member 319 is a member for resisting the slide
movement of the slider 311 of the left controller 3 against the
main unit 2 in the attached state. That is, the second
configuration example uses the stop member 319, instead of
the projection 41 in the first configuration example, to resist
(in other words, lock) the slide movement of the slider 311.
[0306] As shown in FIG. 14, the stop member 319 is
provided on the upper side (i.e., the y-axis positive direction

Dec. 15,2016

side) of the center of the slider 311 with respect to slide
direction. More specifically, the stop member 319 is pro-
vided in the upper end portion of the slider 311. Note that the
position of the stop member 319 along the slider 311 is
determined based on the position of the stop-receiving
portion along the left rail member 300 of the main unit 2.
That is, the position of the stop member 319 is determined
so that the stop member 319 is located at the cut-out portion
C1 of the top surface portion 303 of the left rail member 300
in the attached state (FIG. 27). The stop member 319 is
closer to the upper end portion of the slider 311 than the
lower end portion of the slider 311 with respect to slide
direction. For example, when the stop-receiving portion is
arranged at the upper end of the left rail member 300, the
stop member 319 may be provided at the upper end of the
slider 311.

[0307] If the stop member 319 is provided in an upper
portion along the slider 311 as in the second configuration
example, it is possible to shorten the period of time over
which the stop member 319 is in contact with the left rail
member 300 when the slider 311 is inserted into the left rail
member 300. Thus, a user can smoothly slide the slider 311.
Note that there is no particular limitation on the position of
the stop member 319, and the stop member 319 may be
provided in a lower portion along the slider 311 in other
embodiments.

[0308] FIG. 21 is a diagram schematically showing an
example positional relationship between the slider 311 and
the stop member 319 according to the second configuration
example. As shown in FIG. 21(a), the stop member 319 is
provided so as to protrude from the slider 311 (specifically,
from the side surface portion of the slider 311). The stop
member 319 is provided so as to also protrude from the right
side surface of the main section 310. Thus, in the second
configuration example, the stop member 319 is provided so
as to protrude from the side surface portion of the slider 311
and from the right side surface of the main section 310.
[0309] As described above, the slider 311 includes the
shaft 325, and the top surface portion 326 having a greater
width than the shaft 325. In the second configuration
example, the stop member 319 is provided so that at least a
portion thereof protrudes from a hole 325a (see FIG. 23)
formed in the side surface of the shaft 325. The stop member
319 is provided so that at least a portion thereof protrudes
from a hole (not shown) formed in the right side surface of
the main section 310.

[0310] Note that the stop member 319 may be provided at
any position such that the stop member 319 can engage with
the stop-receiving portion of the left rail member 300 in the
attached state. Therefore, instead of protruding from a side
surface portion of the shaft 325, the stop member 319 may
be provided so as to protrude from any position of the left
controller 3 except for the side surface portion. For example,
the stop member 319 may be provided so as to protrude from
a surface defining a depressed portion H (see FIG. 21),
which is defined by the main section 310 and the slider 311
of the left controller 3. Note that the depressed portion H is
a portion whose cross section along a direction perpendicu-
lar to the slide direction the slider 311 is defined in a
depressed shape by one or both of the main section 310 and
the slider 311 of the left controller 3.

[0311] In other embodiments, the stop member 319 may
be provided at the position shown in FIG. 22, for example.
FIG. 22 is a diagram schematically showing an example
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positional relationship between the slider 311 and the stop
member 319 according to another embodiment. As shown in
FIG. 22, the stop member 319 may be provided so as to
protrude (only) from the main section 310. Although not
shown in the figure, the stop member 319 may be provided
so as to protrude (only) from the side surface of the slider
311. The stop member 319 may be provided so as to protrude
from the top surface portion 326 defining the depressed
portion H (more specifically, from the hole provided in the
top surface portion 326). The stop member 319 may be
provided so as to protrude from the side surface of the main
section 310, the side surface of the shaft 325 and the top
surface portion 326. For example, the stop member 319 may
be provided so as to be inside of the top surface portion 326,
in addition to the side surface of the main section 310 and
the side surface of the shaft 325, in the state shown in FIG.
21(a).

[0312] As described above, according to the second con-
figuration example, the stop member 319 is provided so as
to protrude from a surface defining the depressed portion,
and it is therefore possible to reduce the possibility that the
stop member 319 is damaged by being in contact with other
objects. Thus, according to the second configuration
example, it is possible to protect the stop member 319 by the
depressed portion.

[0313] The stop member 319 is provided so as not to
protrude from the space in the depressed portion (the area
surrounded by a one-dot-chain line and hatching in FIG.
21(a)) into the space outside the left controller 3. Then, it is
possible to further reduce the possibility that the stop
member 319 is damaged by being in contact with other
objects, and to more reliably protect the stop member 319.
[0314] In the second configuration example, the stop
member 319 is movable, and can move into a state in which
the stop member 319 is accommodated inside the left
controller 3 (specifically, inside the slider 311 or the main
section 310) as shown in FIG. 21(b). That is, the stop
member 319 can assume two different states, i.e., the pro-
truding state shown in FIG. 21(a) and the accommodated
state shown in FIG. 21(b). When the stop member 319
moves into the accommodated state, while in the attached
state, the stop member 319 is disengaged from the stop-
receiving portion of the left rail member 300 (i.e., no longer
engaged with the stop-receiving portion), the details of
which will be described later. This releases the lock (of the
slider 311 for the slide movement) by means of the stop
member 319.

[0315] In the second configuration example, the stop
member 319 is movable in a direction (i.e., the z-axis
direction) parallel to the right side surface of the left
controller 3 as shown in FIG. 21. Specifically, the stop
member 319 moves into the accommodated state by moving
in the direction (i.e., the z-axis negative direction) toward
the inside of the slider 311. Note that the direction in which
the stop member 319 is movable may be any direction
perpendicular to the slide direction. For example, in other
embodiments, the stop member 319 can be movable in a
direction (i.e., the x-axis direction) perpendicular to the right
side surface of the left controller 3 as shown in FIG. 22.
Then, the stop member 319 moves into the accommodated
state by moving in the direction (i.e., the x-axis positive
direction) toward the inside of the main section 310.
[0316] Note that in the second configuration example, the
stop member 319 is movable into a position where the stop
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member 319 is entirely accommodated inside the left con-
troller 3. That is, in the accommodated state, the entirety of
the stop member 319 is accommodated inside the left
controller 3. In other embodiments, in the accommodated
state, the stop member 319 does not need to be entirely
accommodated inside the left controller 3. That is, the stop
member 319 may be movable between the first position at
which the stop member 319 protrudes from a surface defin-
ing the depressed portion and the second position at which
the stop member 319 is more into the left controller 3 than
at the first position (the second position may be where the
stop member 319 partly protrudes from the left controller 3).
The stop member 319 may be a member that is provided
protruding from a surface defining the depressed portion and
that is capable of being deformed by an external force.

[0317] FIG. 23 is a perspective view schematically show-
ing an example of a stop member and a release button. Note
that FIG. 23 does not show some elements (the main section
310, etc.) in order to facilitate understanding of those
elements to be discussed (i.e., the stop member 319, a
release button 313, the slider 311 and a spring 327). For the
same purpose, a part of the top surface portion 326 of the
slider 311 is not shown.

[0318] The stop member 319 is biased by an elastic
member (specifically, the spring 327) into the protruding
state. Specifically, the left controller 3 includes the spring
327 therein. The spring 327 is provided more into the slider
311 than the stop member 319. The spring 327 is in contact
with the stop member 319, biasing the stop member 319
toward the outer side of the slider 311.

[0319] In the second configuration example, the left con-
troller 3 includes the release button 313 (FIG. 14 and FIG.
23). A user can press the release button 313 to transition the
stop member 319 into the accommodated state, thereby
releasing the lock by the stop member 319. The configura-
tion for transitioning the stop member 319 into the accom-
modated state will now be described.

[0320] As shown in FIG. 23, the release button 313 is
provided so as to be in contact with the stop member 319.
That is, the release button 313 is connected to the stop
member 319. The stop member 319 is coupled to the release
button 313. Note that the stop member 319 and the release
button 313 may be formed as an integral unit. Note that
although not shown in the figure, a groove (in other words,
a space) along which the stop member 319 and the release
button 313 can move is provided in the main section 310 and
the slider 311. The stop member 319 and the release button
313 are provided so as to be movable in the front-rear
direction (i.e., the z-axis direction) along the groove. There-
fore, when the release button 313 is pressed (i.e., moved in
the z-axis negative direction), the stop member 319 also
moves, together with the release button 313, in the button-
pressing direction. As described above, the stop member 319
is biased by the spring 327 in the rear direction (i.e., the
z-axis positive direction). Therefore, in a state in which no
force other than the spring 327 is applied (e.g., a state in
which the release button 313 is not pressed), the stop
member 319 is in the protruding state described above, and
the release button 313 is in a state of being pushed up from
the reverse surface of the main section 310 (specifically, a
state in which it is pushed up in the direction from the inside
toward the outside of the main section 310 so as to protrude
from the reverse surface of the main section 310; referred to
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as the “pushed-up state”). That is, the release button 313 is
biased in the rear direction by the spring 327, as is the stop
member 319.

[0321] A user can push down the release button 313 in the
pushed-up state. In response to the release button 313 being
pushed down, the release button 313 and the stop member
319 move toward the inside of the left controller 3. As a
result, the release button 313 is in the state in which it is
pushed lower than in the pushed-up state (referred to as the
“pushed-down state”). The stop member 319 moves into the
slider 311 through the hole 3254, thereby moving into the
accommodated state. As described above, a user can push
down the release button 313 to bring the stop member 319
into the accommodated state, thereby releasing the lock by
the stop member 319.

[0322] In the second configuration example, the stop
member 319 includes a slope 3194 at the lower end (i.e., the
end portion on the y-axis negative direction side) (FIG. 23).
That is, the lower end of the stop member 319 is tapered
toward the distal end. Specifically, the slope 3194 is sloped
toward the distal end so that the position of the upper surface
thereof gradually changes in the direction in which the stop
member 319 is movable (in other words, in the moving
direction from the protruding state to the accommodated
state, i.e., the z-axis negative direction side). The slope 3194
is provided so that the stop member 319 is unlikely to be
interfered by the top surface portion 303 of the left rail
member 300 when inserting the slider 311 into the left rail
member 300 of the main unit 2, the details of which will be
described later.

[0323] Note that an end surface substantially perpendicu-
lar to the slide direction is provided at the upper end (i.e., the
end portion on the y-axis positive direction side) of the stop
member 319 (FIG. 23). That is, the slope is not provided at
the upper end, as opposed to the lower end, and the upper
end is not as sloped as the lower end. Therefore, the upper
end is shaped so that it can easily be interfered by the top
surface portion 303 of the left rail member 300, as compared
with the lower end.

[0324] Also in the second configuration example, as in the
first configuration example, the ZL button 39 is provided on
the reverse surface of the main section 310 so as to project
from the reverse surface. The left controller 3 includes a
projection portion 314 in the vicinity of the ZL button 39, the
projection portion 314 projecting with respect to other
portions of the reverse surface of the main section 310 (FIG.
14). As shown in FIG. 14, the release button 313 is provided
near the ZL button 39 (in other words, near the projection
portion 314) on the reverse surface of the main section 310.
Note that according to the second configuration example, the
ZL button 39 and the projection portion 314 are provided so
as to extend higher than the release button 313 with respect
to the “other portions of the reverse surface” described
above. Therefore, when the left controller 3 is seen from a
predetermined direction parallel to the reverse surface (e.g.,
when seen from the left side as shown in FIG. 14(b) or when
seen from the upper side as shown in FIG. 14(d)), at least a
portion of the release button 313 can no longer be seen.
Therefore, in the second configuration example, it is pos-
sible to reduce the possibility of inadvertently pressing the
release button 313 or hitting the release button 313 against
another object, resulting in the release button 313 being
pressed. Thus, the ZL button 39 and/or the projection portion
314 function as a projection for protecting the release button
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313. With the provision of the projection, it is possible to
reduce the possibility of inadvertently operating the release
button 313 and releasing the lock, resulting in the left
controller 3 coming off of the main unit 2. Note that in other
embodiments, the ZI button 39 and/or the projection portion
314 may be provided so as to extend lower than the release
button 313 with respect to the other portions of the reverse
surface. Also in such a case, as long as it is projecting from
the reverse surface of the main section 310, it is possible to
realize the effect of protecting the release button 313.

[0325] In the second configuration example, the release
button 313 is provided on the reverse surface of the main
section 310 (FIG. 14). Therefore, when a user holds the
information processing device 1 (with the left controller 3
attached thereto) in such a manner that the operation sec-
tions 32 to 36 on the primary surface (i.e., the surface on the
front side) can be operated using the thumb (see FIG. 33),
the release button 313 can easily be operated using the index
finger. That is, according to the second configuration
example, it is possible to provide the information processing
device 1 having a high usability, in which the release button
313 can easily be operated while holding the information
processing device 1.

[0326] Note that there is no particular limitation on the
arrangement of the release button 313. For example, in other
embodiments, the release button 313 may be provided on the
primary surface of the main section 310. Then, a user can
view the release button 313 while holding the information
processing device 1, and it is therefore possible to provide
a controller with an easy-to-operate release button 313.

[0327] In other embodiments, the release button 313 may
be provided both on the primary surface and on the reverse
surface of the main section 310. Then, the mechanism for
moving the stop member 319 into the accommodated state
in response to the release button 313 being pressed may be
(a) a mechanism for moving the stop member 319 into the
accommodated state in response to pressing of either one of
the two release buttons 313, or (b) a mechanism for moving
the stop member 319 into the accommodated state in
response to pressing of both of the two release buttons 313.
With the configuration (a), a user can operate one of the two
release buttons 313 that the user feels easier to operate, thus
improving the usability of the information processing
device. With the configuration (b), the lock is not released
when one of the two release buttons 313 is inadvertently
operated, and it is therefore possible to reduce the possibility
that the lock is released inadvertently.

[0328] In other embodiments, the left controller 3 may not
include the release button 313. Then, a user is allowed to
release the lock by the stop member 319 to thereby remove
the left controller 3 from the main unit 2 by applying, on the
left controller 3, a certain force or more for sliding the left
controller 3 upward.

[0329]

[0330] As shown in FIG. 14, also in the second configu-
ration example, as in the first configuration example, the
second L button 43, the second R button 44, the indicator
LED 45 and the pairing button 46 are provided on the
engaging surface of the slider 311. In the second configu-
ration example, depressed portions are provided at two
positions on the engaging surface of the slider 311, and the
second L button 43 and the second R button 44 are provided
in the depressed portions, respectively.

(Elements on Engaging Surface of Slider 311)
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[0331] FIG. 24 is a diagram schematically showing an
example configuration of the slider 311 near the second L
button according to the second configuration example. FIG.
24 is a diagram showing the slider 311 as seen from the front
side (i.e., as seen from the z-axis positive direction side
toward the z-axis negative direction side). Note that
although FIG. 24 shows a configuration of the slider 311
near the second L button 43, the configuration of the slider
311 near the second R button 44 is similar to that shown in
FIG. 24.

[0332] As shown in FIG. 24, the engaging surface of the
slider 311 includes the upper-tier surface 3114, a slope 311e
and a lower-tier surface 311/ The upper-tier surface 3114 is
a surface that is farther away from the main section 310 of
the left controller 3 (i.e., than the other surfaces 311e and
311f). The lower-tier surface 311f'is a surface that is closer
to the main section 310 of the left controller 3 (i.e., than the
upper-tier surface 311d). In other words, the lower-tier
surface 311f'is provided at a lower position than the upper-
tier surface 311d. The slope 31le is a surface connecting
between the upper-tier surface 3114 and the lower-tier
surface 3111 In the second configuration example, the slope
angle of the slope 311e is less than 90° (e.g., less than 45°).
[0333] As shown in FIG. 24, the second L button 43 is
arranged on the lower-tier surface 311/ In the second con-
figuration example, (as opposed to the first configuration
example), the lower-tier surface 311f and the slopes 311e
extend from one end to the other end in the width direction
of the slider 311 (i.e., the z-axis direction). In other words,
the depressed portion, which is defined by the lower-tier
surface 311fand the slopes 311e, extends from one end to the
other end in the width direction of the slider 311. Thus, in the
second configuration example, the second L. button 43 can be
seen when the slider 311 is viewed from the width direction.
[0334] Note that in the second configuration example, the
depressed portion, which is defined by the lower-tier surface
311f and the slopes 311e, is provided at a position different
from an end portion of the slider 311 in the slide direction.
In other embodiments, the depressed portion may be pro-
vided at an end of the slider 311 in the slide direction. That
is, an end of the engaging surface in the slide direction may
be formed by the lower-tier surface.

[0335] Also in the second configuration example, as in the
first configuration example, the second L button 43 is
provided so as not to protrude past the upper-tier surface
311d (FIG. 24). For example, the second L button 43 extends
away from the right side surface of the left controller 3 by
a distance greater than a first distance from the right side
surface to the lower-tier surface 311f and less than or equal
to a second distance from the right side surface to the
upper-tier surface 3114. Thus, it is possible to reduce the
possibility that the second L button 43 comes into contact
with the bottom surface of the left rail member 300 when the
slider 311 is attached to the left rail member 300 of the main
unit 2. This allows the slider 311 to be smoothly slid against
the left rail member 300.

[0336] As described above, in the second configuration
example, a slope is provided on both sides of the operation
section (the second L button 43 and the second R button 44),
making it easier to press the operation section. Since the
finger of the user pressing the operation section touches the
slope, it is possible to reduce the awkwardness to be felt by
the user if the finger touched a step between the lower-tier
surface and the upper-tier surface. Thus, according to the
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second configuration example, it is possible to improve the
controllability of the left controller 3.

[0337] Note that the slope 311e may be a flat surface as
shown in FIG. 24, or a curved surface across which the slope
angle varies. The slope angle may smoothly vary at the
boundary portion between the lower-tier surface 311f and
the slope 311e and at the boundary portion between the
upper-tier surface 311d and the slope 311e. Then, it is
possible to further reduce the awkwardness to be felt by the
user.

[0338] As described above, in the second configuration
example, the lower-tier surface of each of the depressed
portions where the second L button 43 and the second R
button 44 are provided extends to the perimeter of the
engaging surface (FIG. 24). In contrast, the pairing button 46
in the second configuration example is formed as in the first
configuration example. That is, for the pairing button 46, the
lower-tier surface is absent along the perimeter of the
engaging surface, and the upper-tier surface is formed along
the entire circumference of the pairing button 46. Note that
also in the second configuration example as in the first
configuration example, the pairing button 46 is provided so
as not to protrude past the upper-tier surface. The pairing
button 46 is a button used to instruct the pairing process
described above, and is not expected to be pressed fre-
quently during use of the information processing device 1
(e.g., during game operations). Therefore, in the second
configuration example, the pairing button 46 is less easy to
press than the second L button 43 and the second R button
44 as described above so as to reduce the possibility that the
pairing button 46 is inadvertently operated during use of the
information processing device 1.

[0339] [1-2-3. Second Configuration Example Regarding
Right Controller]

[0340] FIG. 25 is a six-sided view showing an example of
the right controller 4 according to the second configuration
example. In the second configuration example, the slider of
the right controller 4 and various sections provided thereon
are configured differently from the first configuration
example. The configuration of the right controller 4 accord-
ing to the second configuration example will now be
described, focusing on differences from the first configura-
tion example. In FIG. 25, like elements to those shown in
FIG. 6 are denoted by like reference numerals and will not
be described in detail below. Note that in FIG. 25, some
operation sections (e.g., the plus button 57, etc.) have
different shapes than those of FIG. 6, but these operation
sections have the same functions as those of like reference
numerals of the first configuration example.

[0341] In the second configuration example, the right
controller 4 includes a main section 330. The main section
330 may have similar functions to those of the housing 51
of the first configuration example, and may be the same as
the housing 51. The right controller 4 has a similar configu-
ration to that of the left controller 3 as the configuration for
the attachment to the main unit 2. As shown in FIG. 25, the
right controller 4 includes the slider 331. As is the slider 62
of'the first configuration example, the slider 331 is a member
that allows the right controller 4 to be slidably and detach-
ably attached to the main unit 2.

[0342] The slider 331 is provided so as to extend in the
up-down direction (i.e., the y-axis direction) on the left side
surface (i.e., the side surface on the x-axis positive direction
side) of the main section 330 of the right controller 4. In the
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second configuration example, the configuration of the slider
331 of the right controller 4 (including the shape of the slider
331 and various members provided on the slider 331) is the
same as that of the slider 311 of the left controller 3, except
for the position of the hole for the stop member. The hole
325a is formed in one side surface of the shaft 325 of the
slider 311 of the left controller 3, whereas the hole is formed
in the other side surface of the shaft of the slider 331 of the
right controller 4. Thus, a hole is formed on the reverse
surface side (i.e., the surface on the z-axis positive direction
side) of the controller for both of the controllers 3 and 4.

[0343] Note that the slider 311 used for the left controller
3 and the slider 331 used for the right controller 4 do not
need to completely coincide with each other. For example,
the left controller 3 and the right controller 4 may be
different from each other in terms of the positions of
operation sections (e.g., the second L. button, the second R
button, etc.) provided thereon.

[0344] In other embodiments, the slider 311 used for the
left controller 3 and the slider 331 used for the right
controller 4 may be the same. Then, the same slider can be
commonly used for the left controller 3 and for the right
controller 4, thereby improving the efficiency of the pro-
duction of the controller.

[0345] As shown in FIG. 25, the right controller 4 includes
a stop member 339 and a release button 333, as does the left
controller 3. The shapes of the stop member 339 and the
release button 333 of the right controller 4 are the same as
those of the stop member 319 and the release button 313 of
the left controller 3 (see FIG. 23), except for they are
reversed in the left-right direction. The position of the stop
member 339 of the right controller 4 is similar to that of the
stop member 319 of the left controller 3. That is, the stop
member 339 is provided on the upper side of the center of
the slider 331 (i.e., the y-axis positive direction side) with
respect to the slide direction. The stop member 339 is
provided so as to protrude from a surface defining the
depressed portion, which is defined by the main section 330
(specifically, the left side surface of the main section 330) of
the right controller 4 and the slider 331, and provided so as
not to protrude from the space in the depressed portion into
the space outside the right controller 4.

[0346] The position of the release button 333 on the right
controller 4 is similar to the position of the release button
313 on the left controller 3. That is, the release button 333
is provided near the ZR button 61 (in other words, near a
projection portion 334) formed on the reverse surface of the
main section 330 (FIG. 14). Therefore, for the right con-
troller 4, the ZR button 61 and/or the projection portion 334
function as a projection for protecting the release button 333.

[0347] As described above, the stop member 339 and the
release button 333 of the right controller 4 have a similar
mechanism to that of the stop member 319 and the release
button 313 of the left controller 3. Therefore, when the right
controller 4 is attached to the main unit 2, the stop member
339 engages with the stop-receiving portion of the right rail
member of the main unit 2, thereby locking the slide
movement of the right controller 4 attached to the main unit
2. In this state, in response to the release button 333 being
pressed, the stop member 339 moves into the accommodated
state, thereby releasing the lock by the stop member 339.
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[0348] [1-2-4. Attachment Operation in Second Configu-
ration Example]

[0349] Next, referring to FIG. 26 and FIG. 27, the opera-
tion of attaching a controller to the main unit 2 according to
the second configuration example will be described. Note
that although the following description is directed to an
example operation of attaching the left controller 3 to the
main unit 2, the operation of attaching the right controller 4
to the main unit 2 can be performed in a similar manner.

[0350] (Operation Regarding Connection Between Termi-
nals)
[0351] Also in the second configuration example as in the

first configuration example, in order to attach the left con-
troller 3 to the main unit 2, a user first inserts the lower end
of'the slider 311 of the left controller 3 into the groove of the
left rail member 300 of the main unit 2 via the upper end of
the left rail member 300. Thus, the slider 311 and the left rail
member 300 (slidably) engage with each other. Also in the
second configuration example as in the first configuration
example, the engagement between the slider 311 and the left
rail member 300 is generally as shown in FIG. 7. The user
further moves the slider 311, which has been inserted into
the left rail member 300, toward the distal end of the left rail
member 300 (i.e., downward).

[0352] FIG. 26 is a diagram schematically showing an
example of the mechanism around the left-side terminals 17
and 42 before and after the slider 311 is attached to the left
rail member 300. Note that FIG. 26 is a cross-sectional view
taken along a direction perpendicular to the front-rear direc-
tion (i.e., the z-axis direction) (for the slider 311, a cross-
sectional view taken along the same direction as the C-C'
cross section shown in FIG. 14), and FIG. 26 shows ele-
ments of the left controller 3 hatched for the purpose of
making it easier to distinguish between elements of the main
unit 2 and elements of the left controller 3.

[0353] FIG. 26(a) shows a state in which the left controller
3 has not been attached to the main unit 2 (i.e., a state in
which the lower end of the slider 311 has not reached the
distal end of the left rail member 300 of the main unit 2).
FIG. 26(b) shows a state in which the left controller 3 has
been attached to the main unit 2 (the attached state described
above). The attached state shown in FIG. 26(5) is achieved,
from the state shown in FIG. 26(a), by sliding the slider 311
toward the distal end of the left rail member 300 (i.e.,
downward).

[0354] Note that as described above, the protruding por-
tion 321 includes members (specifically, the wall portions
322 and the distal end portion 323) having the function of
aligning the left-side terminals 17 and the terminals 42 with
each other. Therefore, according to the second configuration
example, in the attached state, the terminals can be in contact
with each other in a correct positional relationship.

[0355] In the attached state, the protruding portion 321 of
the slider 311 is inserted between the bottom surface portion
301 of the left rail member 300 and the facing portion 304.
Then, the terminals 42 of the left controller 3 come into
contact with the left-side terminals 17 of the main unit 2.
Thus, the terminals 42 of the left controller 3 and the
left-side terminals 17 of the main unit 2 are electrically
connected to each other.

[0356] Note that as described above, in the attached state,
the terminals 42 of the left controller 3 partially come
between the wall portions 3075 provided on the left rail
member 300 of the main unit 2. Therefore, according to the
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second configuration example, it is possible to reduce the
possibility that the terminals 42 of the left controller 3 are
shifted in the direction (i.e., the z-axis direction) in which
the left-side terminals 17 of the main unit 2 are arranged next
to each other.

[0357] In the attached state, since the terminals 42 of the
left controller 3 and the left-side terminals 17 of the main
unit 2 are in contact with each other, the frictional force
between the terminals gives a force inhibiting the slide
movement of the slider 311 in the removal direction thereof
(i.e., the direction in which the slider 311 is removed from
the left rail member 300, in other words, the direction
opposite to the direction in which the slider 311 is inserted
into the left rail member 300).

[0358] In the attached state, the leaf spring 305 provided
on the left rail member 300 is in contact with the slider 311
(specifically, the upper-tier surface 3114 of the slider 311),
thereby pressing the left controller 3 in the direction away
from the main unit 2 (i.e., the x-axis positive direction).
Then, it is possible to reduce the looseness between the main
unit 2 and the left controller 3, and it is possible to firmly
connect the main unit 2 and the left controller 3 to each
other. Moreover, the frictional force between the leaf spring
305 and the slider 311 gives a force inhibiting the slide
movement of the slider 311 in the removal direction thereof.
[0359] As described above, in the second configuration
example, the attached state of the left controller 3 to the main
unit 2 can be maintained not only by the stop member 319
to be described later but also by the terminals 17 and 42 and
the leaf spring 305.

[0360] (Operation Regarding Stop Member 319)

[0361] Next, referring to FIG. 27, the operation of the stop
member 319 when attaching the left controller 3 to the main
unit 2 will be described. FIG. 27 is a diagram schematically
showing an example of the mechanism around the stop
member 319 before and after the slider 311 is attached to the
left rail member 300. Note that FIG. 27 only shows those
elements to be discussed, and does not show those elements
not to be discussed, for the purpose of making it easier to
understand the description of the operation of the stop
member 319.

[0362] When the left controller 3 is attached to the main
unit 2, the slider 311 of the left controller 3 is inserted into
the groove of the left rail member 300 of the main unit 2 and
moved toward the distal end of the left rail member 300 (i.e.,
downward). FIG. 27(a) shows a state before the stop mem-
ber 319 provided in an upper end portion of the slider 311
reaches the upper end of the top surface portion 3034 of the
left rail member 300. As described above, the stop member
319 is biased into the protruding state, the stop member 319
is in the protruding state when the top surface portion 303«
is not in contact with the stop member 319.

[0363] When the slider 311 moves toward the distal end of
the left rail member 300, from the state shown in FI1G. 27(a),
the top surface portion 303a comes into contact with the stop
member 319. FIG. 27(b) shows a state in which the top
surface portion 303« is in contact with the stop member 319.
In the state in which the top surface portion 303a is in
contact with the stop member 319, the stop member 319 is
pushed by the top surface portion 303¢ into the accommo-
dated state, in which the stop member 319 is accommodated
in the hole 325a provided in the shaft 325 of the slider 311.
Note that the slope 3194 is provided on the lower end side
of the stop member 319 as described above. Therefore, the
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top surface portion 303a approaching the stop member 319
comes into contact with the slope 3194 of the stop member
319. Thus, when the slider 311 is inserted into the left rail
member 300, the stop member 319 can smoothly move into
the accommodated state without being substantially inter-
fered by the top surface portion 303a.

[0364] When the slider 311 moves toward the distal end of
the left rail member 300 from the state (FIG. 27(b)) in which
the stop member 319 is moved into the accommodated state
or a nearly accommodated state by the top surface portion
3034, the attached state is achieved in which the left
controller 3 is attached to the main unit 2. FIG. 27(¢) shows
the attached state. In the attached state, the stop member 319
is located corresponding to the cut-out portion C1 formed in
the top surface portion 303a. Therefore, the stop member
319 moves back into the protruding state as shown in FIG.
27(c). Then, the end of the stop member 319 on the upper
end side (i.e., the y-axis positive direction side) engages with
(in other words, comes into contact with) the stop-receiving
portion of the top surface portion 303a. That is, the stop
member 319 generally prevents the slide movement of the
slider 311 in the removal direction. Thus, with the stop
member 319, it is possible to secure (in other words, lock)
the controller 3 to the main unit 2.

[0365] Note that as described above, the stop member 319
may be provided so as to protrude at least from the side
surface of the main section 310 and from the top surface
portion 326. That is, in the protruding state, a portion of the
stop member 319 may be in a hole provided in the side
surface of the main section 310 and in a hole provided in the
top surface portion 326. Then, there is no gap between the
stop member 319 and the main section 310 or the top surface
portion 326, and it is possible to reduce the possibility that
the top surface portion 303a of the left rail member 300
passes through the gap. That is, it is possible to reduce the
possibility that even though the stop member 319 is still in
the protruding state, the top surface portion 303a passes
through the gap, and the stop member 319 fails to engage
with the top surface portion 303aq, resulting in the slider 311
coming off of the left rail member 300.

[0366] When removing the left controller 3 from the main
unit 2, a user presses the release button 313 described above.
In response to the release button 313 being pressed, the stop
member 319 moves into the accommodated state, thereby
releasing the state in which the stop member 319 is resisting
the slide movement of the slider 311 in the removal direc-
tion. Therefore, the user can relatively easily (as compared
with a state in which the stop member 319 is resisting the
slide movement) slide the left controller 3 in the removal
direction so as to remove the left controller 3 from the main
unit 2.

[0367] [1-3. Function of Terminals on Main Unit and
Controllers]
[0368] Next, functions of the terminals (in other words,

the content of signals and/or information to be exchanged
using the terminals) of the main unit 2 and the controllers 3
and 4 will be described. Note that the arrangement of the
terminals differs between the first configuration example and
the second configuration example described above. Note
however that the terminals can be assigned different func-
tions as follows even if the configuration of the terminals is
different from either of these two configuration examples.

[0369] In the present embodiment, the left-side terminals
17 on the left rail member 300 of the main unit 2, the



US 2016/0361640 Al

right-side terminals 21 on the right rail member, the termi-
nals 42 on the left controller 3, and the terminals 64 on the
right controller 4 each include ten terminals. These ten
terminals will be referred to as the first to tenth terminals.
The first to tenth terminals are assigned the following
functions.
[0370] Terminal for charging the controller
[0371] Terminal for transferring the data communica-
tion signal from the controller to the main unit 2
[0372] Terminal for transferring the data communica-
tion signal from the main unit 2 to the controller and for
transferring the signal for the main unit 2 to detect the
connection (in other words, attachment) of the control-
ler
[0373] Terminal for transferring the control signal from
the controller to the main unit 2
[0374] Terminal for transferring the control signal from
the main unit 2 to the controller
[0375] Terminal for detecting the signal for the main
unit 2 to detect the connection (in other words, attach-
ment) of the controller
[0376] Terminal for detecting the signal for the control-
ler to identify the extension device (e.g., an extension
grip to be described later)
[0377] Terminal for supplying power from the control-
ler to the extension device
[0378] Ground terminal
[0379] Note that of the nine functions listed above, any
terminal may be assigned any function. In the present
embodiment, two of the first to tenth terminals are assigned
the function as a ground terminal. In other embodiments,
some of these functions may not be assigned to terminals, or
some terminals may be assigned functions other than those
listed above.
[0380] [1-4. Configuration of Cradle]
[0381] FIG. 28 is a diagram showing an overall configu-
ration of an example information processing system accord-
ing to the present embodiment. As described above, the
information processing system includes the information
processing device 1 and the cradle 5. As shown in FIG. 28,
the information processing device 1 can be placed in the
cradle 5. The cradle 5 can communicate (either via wired
communication or wireless communication) with a TV 6,
which is an example of an external display device separate
from the display 12. When the information processing
device 1 is placed in the cradle 5, the information processing
system can display images obtained or produced by the
information processing device 1 on the TV 6, the details of
which will be described later. In the present embodiment, the
cradle 5 has a function of charging the information process-
ing device 1 placed therein and a function as a hub device
(specifically, a USB hub), the details of which will be
described later.
[0382] FIG. 29 is a diagram showing an external configu-
ration of an example of the cradle 5. The cradle 5 has a
housing such that the information processing device 1 can be
placed therein (or attached thereto, in other words). In the
present embodiment, the housing includes a first support 71
provided with a groove 71a, and a generally-planar second
support 72, as shown in FIG. 29.
[0383] As shown in FIG. 29, the groove 71a provided in
the first support 71 is shaped in conformity with the shape
of the lower portion of the information processing device 1.
Specifically, the groove 71a is shaped so as to allow the

Dec. 15,2016

lower portion of the information processing device 1 to be
inserted into the groove 71a, and more specifically is shaped
to generally match the shape of the lower portion of the
information processing device 1. Thus, the information
processing device 1 can be placed in the cradle 5 by inserting
the lower portion of the information processing device 1 into
the groove 71a. The second support 72 supports the surface
(i.e., the surface on which the display 12 is provided) of the
information processing device 1, of which the lower portion
has been inserted into the groove 71a. With the second
support 72, the cradle 5 can more stably support the infor-
mation processing device 1. Note that the shape of the
housing shown in FIG. 29 is merely an example, and the
housing of the cradle 5 may have any other shape in other
embodiments that allows the information processing device
1 to be placed in the cradle 5.

[0384] Note that in FIG. 29, the information processing
device 1 is placed in the cradle 5 so that the primary surface
of the main unit 2 (i.e., the surface of the display 12) faces
the second support 72. Note however that in the present
embodiment, the information processing device 1 may be
placed in the cradle 5 so that the reverse surface of the main
unit 2 faces the second support 72. That is, in the present
embodiment, a user can place the information processing
device 1 in the cradle 5 in the front-facing orientation (i.e.,
an orientation such that the display 12 can be seen), or place
the information processing device 1 in the cradle 5 in the
back-facing orientation (i.e., an orientation such that the
display 12 is hidden).

[0385] As shown in FIG. 29, the cradle 5 also includes the
main body terminal 73 for allowing the cradle 5 to commu-
nicate with the information processing device 1. As shown
in FIG. 29, the main body terminal 73 is provided on the
bottom surface of the groove 71a formed in the first support
71. More specifically, the main body terminal 73 is located
so as to be in contact with the lower terminal 27 of the
information processing device 1 when the information pro-
cessing device 1 is attached to the cradle 5. In the present
embodiment, the main body terminal 73 is a USB connector
(more specifically, a male-side connector). Note that in the
present embodiment, the information processing device 1
can be attached to the cradle 5 either in the front-facing
orientation or in the back-facing orientation, as described
above. Thus, the lower terminal 27 of the information
processing device 1 and the main body terminal 73 of the
cradle 5 are each symmetric with respect to the depth
direction (i.e., the z-axis direction shown in FIG. 1), allow-
ing them to communicate with each other whether they are
connected in one orientation or the other with respect to the
depth direction.

[0386] As shown in FIG. 29, the cradle 5 includes a sleep
button 74. The sleep button 74 is button for switching
between the ON mode and the sleep mode of the main unit
2 attached to the cradle 5. Note that in other embodiments,
the sleep button 74 may have the function of turning
ON/OFF the power of the main unit 2, in addition to (or
instead of) the function of switching between the ON mode
and the sleep mode of the main unit 2.

[0387] Note that in the present embodiment, the sleep
button 74 is provided on the front surface of the first support
71. The sleep button 74 may be provided at any position
such that the sleep button 74 can be pressed down with the
information processing device 1 attached to the cradle 5. For
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example, the sleep button 74 may be provided on the side
surface of the housing of the cradle 5 or on the back surface
of the second support 72.

[0388] In the present embodiment, the sleep button 74
includes a light-emitting portion (specifically, LED). The
light-emitting portion of the sleep button 74 is used to
indicate, to the user, the status of the main unit 2 attached to
the cradle 5. That is, the light-emitting portion varies how
light is emitted (in other words, how it is lit) depending on
the status of the main unit 2 attached to the cradle 5. For
example, in the present embodiment, the light-emitting
portion is lit when the main unit 2 attached to the cradle 5
is in the ON mode, and the light-emitting portion is turned
OFF when the main unit 2 is in the sleep mode or in the
power-off mode. Moreover, when the main unit 2 has
information that should be indicated to the user (e.g., pro-
gram update information, announcement, advertisement,
etc.), the light-emitting portion blinks. Note that the light-
emitting portion does not need to be provided on the sleep
button 74, but it may be provided at any position on the
housing of the cradle 5, for example.

[0389] Although not shown in FIG. 29, the cradle 5
includes a terminal (in the present embodiment, a plurality
of terminals, specifically, a monitor terminal 132, a power
terminal 134 and extension terminals 137 shown in FIG. 32)
provided on the back surface of the housing. The details of
these terminals will be described later.

[0390] There is no particular limitation on the shape, the
number and the arrangement of the various elements pro-
vided on the cradle 5 (specifically, the housing, the terminals
and the button) described above. For example, in other
embodiments, the housing may have any other shape such
that the information processing device 1 can be supported by
the housing. Some of the terminals provided on the housing
may be provided on the front surface of the housing. In other
embodiments, some of the various elements described above
may be absent from the cradle 5.

[0391] [2. Internal Configuration of Various Units]
[0392] [2-1. Internal Configuration of Main Unit 2]
[0393] FIG. 30 is a block diagram showing an example

internal configuration of the main unit 2. In addition to the
elements shown in FIG. 3, the main unit 2 also includes
elements 81 to 98 shown in FIG. 30. Some of these elements
81 to 98 may be mounted, as electronic components, on an
electronic circuit board and accommodated in the housing
11.

[0394] (Elements Regarding Execution of Information
Process)
[0395] The main unit 2 includes a CPU (Central Process-

ing Unit) 81. The CPU 81 is an information processing
section for executing various information processes to be
executed on the main unit 2. The CPU 81 executes various
information processes by executing an information process-
ing program stored in a storage section that can be accessed
by the CPU 81 (specifically, an internal storage medium
such as a flash memory 84 or external storage media
attached to the slots 23 and 24, etc.).

[0396] The main unit 2 includes, as an example internal
storage medium provided in the main unit 2, the flash
memory 84 and a DRAM (Dynamic Random Access
Memory) 85. The flash memory 84 and the DRAM 85 are
connected to the CPU 81. The flash memory 84 is a memory
used primarily for storing various data (which may be
programs) saved on the main unit 2. The DRAM 85 is a
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memory used for temporarily storing various data and
instructions used in information processes.

[0397] The main unit 2 includes a first slot interface
(hereinafter abbreviated as “I/F”’) 91. The main unit 2 also
includes a second slot I/F 92. The slot I/Fs 91 and 92 are
connected to the CPU 81. The first slot I/F 91 is connected
to the first slot 23, and reads and writes data from and to a
storage medium of the first type (e.g., an SD card) inserted
in the first slot 23, in response to an instruction from the
CPU 81. The second slot I/F 92 is connected to the second
slot 24, and reads and writes data from and to a storage
medium of the second type (e.g., a dedicated memory card)
inserted in the second slot 24, in response to an instruction
from the CPU 81.

[0398] The CPU 81 executes the information processes
described above by reading and writing data from and to the
memories 84 and 85 and the storage media.

[0399] (Elements Regarding Communication)

[0400] The main unit 2 includes a network communication
section 82. The network communication section 82 includes,
for example, communication circuitry configured for net-
work communication and is connected to the CPU 81. The
network communication section 82 communicates (specifi-
cally, in wireless communication) with an external device
via a network. In the present embodiment, the network
communication section 82 is a Wi-Fi certified communica-
tion module, for example, and communicates with an exter-
nal device via a wireless LAN. Note that in other embodi-
ments, the main unit 2 may have the function of
implementing communication by connecting to a mobile
communication network (in other words, a mobile telephone
communication network), in addition to (or instead of) the
function of implementing communication by connecting to
a wireless LAN.

[0401] The main unit 2 includes a controller communica-
tion section 83. The controller communication section 83
includes, for example, circuitry configured for communica-
tion with controllers 3 and 4 and is connected to the CPU 81.
The controller communication section 83 communicates
with the controllers 3 and/or 4 in wireless communication.
While there is no particular limitation on the communication
scheme between the main unit 2 and the controllers, the
controller communication section 83 communicates with the
controllers in accordance with the Bluetooth (registered
trademark) standard in the present embodiment.

[0402] The CPU 81 is connected to the left-side terminal
17, the right-side terminal 21 and the lower terminal 27
described above. When communicating with the left con-
troller 3 in wired communication, the CPU 81 transmits data
to the left controller 3 via the lefi-side terminal 17. When
communicating with the right controller 4 in wired commu-
nication, the CPU 81 transmits data to the right controller 4
via the right-side terminal 21. When communicating with
the cradle 5, the CPU 81 transmits data to the cradle 5 via
the lower terminal 27.

[0403] Thus, in the present embodiment, the main unit 2 is
capable of communicating with the left and right controllers
3 and 4 either in wired communication or in wireless
communication. Note that the process of switching between
wired communication and wireless communication will be
described later.

[0404] The main unit 2 can communicate with a plurality
of left controllers simultaneously (in other words, in paral-
lel). The main unit 2 can communicate with a plurality of
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right controllers simultaneously (in other words, in parallel).
Therefore, users can make inputs to the information pro-
cessing device 1 by using a plurality of left controllers and
a plurality of right controllers.

[0405] (Elements Regarding Input/Output to/from Main
Unit 2)
[0406] The main unit 2 includes a touch panel controller

86, which is a circuit for controlling the touch panel 13. The
touch panel controller 86 is connected to the touch panel 13,
and is connected to the CPU 81. Based on a signal from the
touch panel 13, for example, the touch panel controller 86
generates data representing the position at which the touch
input has been performed, and outputs the data to the CPU
81.

[0407] The display 12 described above is connected to the
CPU 81. The CPU 81 displays images generated and/or
images obtained from outside on the display 12 (e.g., by
executing the information processes described above).

[0408] The main unit 2 includes a codec circuit 87 and a
speaker (specifically, a left speaker and a right speaker) 88.
The codec circuit 87 is connected to the speaker 88 and the
sound input/output terminal 25, and is also connected to the
CPU 81. The codec circuit 87 is a circuit for controlling the
input/output of sound data to/from the speaker 88 and the
sound input/output terminal 25. That is, when sound data is
received from the CPU 81, the codec circuit 87 outputs, to
the speaker 88 or the sound input/output terminal 25, a
sound signal obtained by performing a D/A conversion on
the sound data. Thus, sound is output from the speaker 88 or
a sound output section (e.g., an earphone) connected to the
sound input/output terminal 25. When a sound signal is
received from the sound input/output terminal 25, the codec
circuit 87 performs an A/D conversion on the sound signal
and outputs sound data of a predetermined format to the
CPU 81.

[0409] The sound volume button 26 described above (spe-
cifically, the sound volume buttons 26a and 265 shown in
FIG. 3) is connected to the CPU 81. The CPU 81 controls the
sound volume of the output from the speaker 88 or the sound
output section based on an input to the sound volume button
26.

[0410] The main unit 2 includes an inertial sensor such as
an acceleration sensor 89. In the present embodiment, the
acceleration sensor 89 detects the magnitude of the linear
acceleration along directions of three predetermined axes
(e.g., the xyz axes shown in FIG. 1). Note that the accel-
eration sensor 89 may detect acceleration in one axis direc-
tion or two axis directions.

[0411] The main unit 2 includes an angular velocity sensor
90. In the present embodiment, the angular velocity sensor
90 detects the angular velocity about three predetermined
axes (e.g., the xyz axes shown in FIG. 1). Note that the
angular velocity sensor 90 may detect the angular velocity
about one axis or two axes.

[0412] The acceleration sensor 89 and the angular velocity
sensor 90 are connected to the CPU 81, and the detection
results of the acceleration sensor 89 and the angular velocity
sensor 90 are output to the CPU 81. Based on the detection
results of the acceleration sensor 89 and the angular velocity
sensor 90, the CPU 81 can calculate information regarding
movement and/or attitude (e.g., orientation in three dimen-
sions) of the main unit 2.
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[0413]

[0414] The main unit 2 includes a power control section
97 and a battery 98. The power control section 97 includes,
for example, circuitry configured for power control and is
connected to the battery 98 and the CPU 81. Although not
shown in the figure, the power control section 97 is con-
nected to various sections of the main unit 2 (specifically,
various sections receiving power supply from the battery 98,
the left-side terminal 17 and the right-side terminal 21). The
power control section 97 controls the power supply from the
battery 98 to the various sections based on an instruction
from the CPU 81. The power control section 97 is connected
to the power button 28. The power control section 97
controls the power supply to the various sections based on
an input on the power button 28. That is, when the power-
OFF operation is performed on the power button 28, the
power control section 97 stops the power supply to some or
all of the various sections, and when the power-ON opera-
tion is performed on the power button 28, the power control
section 97 starts the power supply to some or all of the
various sections. When an instruction to switch to the sleep
mode is given to the power button 28, the power control
section 97 stops the power supply to some elements, includ-
ing the display 12, and when an instruction to switch to the
ON mode is given to the power button 28, the power control
section 97 starts the power supply to the elements. The
power control section 97 also outputs, to the CPU 81,
information representing the input on the power button 28
(specifically, information indicating whether or not the
power button 28 is being pressed).

[0415] The battery 98 is connected to the lower terminal
27. When an external charging device (e.g., the cradle 5) is
connected to the lower terminal 27, and power is supplied to
the main unit 2 via the lower terminal 27, the battery 98 is
charged with the power supplied thereto. Note that in the
present embodiment, the charging capacity of the battery 98
of the main unit 2 is larger than the charging capacity of the
battery of the controllers 3 and 4 to be described later.

[0416] (Other Elements)

[0417] The main unit 2 includes a magnetic force sensor
(referred to also as a magnetic sensor) 93 for detecting the
intensity and/or the direction of a magnetic field. The
magnetic force sensor 93 is connected to the CPU 81, and
the detection results of the magnetic force sensor 93 are
output to the CPU 81. In the present embodiment, the
magnetic force sensor 93 is used to detect whether a pro-
tection cover (not shown) attached to the information pro-
cessing device 1 is open or closed. For example, the pro-
tection cover is provided with a magnet, and the CPU 81
detects when the primary surface of the main unit 2 is
covered by the protection cover based on the detection
results of the magnetic force sensor 93. Note that when such
a state is detected, the CPU 81 turns OFF the display of the
display 12, for example.

[0418] The main unit 2 includes the ambient light sensor
94 for detecting the intensity of the ambient light around the
main unit 2. The ambient light sensor 94 is connected to the
CPU 81, and the detection results of the ambient light sensor
94 are output to the CPU 81. In the present embodiment, the
ambient light sensor 94 is used to adjust the brightness of the
display 12. That is, the CPU 81 controls the brightness of the
display 12 based on the detection results of the ambient light
sensor 94.

(Elements Regarding Power)
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[0419] The main unit 2 includes a cooling fan 96 for
radiating heat from inside the main unit 2. With the cooling
fan 96 in operation, the air outside the housing 11 is
introduced into the housing 11 through the air inlet hole 114
and the air inside the housing 11 is discharged through the
air outlet hole 11c, thereby discharging heat from inside the
housing 11. The cooling fan 96 is connected to the CPU 81,
and the operation of the cooling fan 96 is controlled by the
CPU 81. The main unit 2 includes a temperature sensor 95
for detecting the temperature inside the main unit 2. The
temperature sensor 95 is connected to the CPU 81, and the
detection results of the temperature sensor 95 are output to
the CPU 81. The CPU 81 controls the operation of the
cooling fan 96 based on the detection results of the tem-
perature sensor 95.

[0420] [2-2. Internal Configuration of Left Controller 3]

[0421] FIG. 31 a block diagram showing an example
internal configuration of the information processing device
1. Note that the details of the internal configuration of the
information processing device 1 that are related to the main
unit 2 are shown in FIG. 30, and are therefore not shown in
FIG. 31.

[0422]

[0423] The left controller 3 includes a communication
control section 101 for communicating with the main unit 2.
As shown in FIG. 31, the communication control section
101 is connected to various elements including the terminal
42 described above. In the present embodiment, the com-
munication control section 101 is capable of communicating
with the main unit 2 both in wired communication via the
terminal 42 and in wireless communication without using
the terminal 42. The communication control section 101
controls the communication method used by the left con-
troller 3 for communicating with the main unit 2. That is,
when the left controller 3 is attached to the main unit 2, the
communication control section 101 communicates with the
main unit 2 via the terminal 42. When the left controller 3
is detached from the main unit 2, the communication control
section 101 communicates with the main unit 2 (specifically,
with the controller communication section 83) in wireless
communication. The wireless communication between the
controller communication section 83 and the communica-
tion control section 101 is in accordance with the Bluetooth
(registered trademark) standard.

[0424] The left controller 3 includes a memory 102 such
as a flash memory, for example. The communication control
section 101 is a microcomputer (referred to also as a
microprocessor), for example, and executes various pro-
cesses by executing firmware stored in the memory 102.

[0425] (Elements Regarding Input)

[0426] The left controller 3 includes the buttons 103
(specifically, the buttons 33 to 39, 43 and 44). The left
controller 3 includes the analog stick (labeled “stick” in FIG.
31) 32 described above. The buttons 103 and the analog stick
32 repeatedly output, with appropriate timing, information
regarding operations performed thereon to the communica-
tion control section 101.

[0427] The left controller 3 includes an acceleration sensor
104. In the present embodiment, the acceleration sensor 104
detects the magnitude of the linear acceleration along direc-
tions of three predetermined axes (e.g., the xyz axes shown
in FIG. 1). Note that the acceleration sensor 104 may detect
acceleration in one axis direction or two axis directions.

(Elements Regarding Communication)
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[0428] The left controller 3 includes an angular velocity
sensor 105. In the present embodiment, the angular velocity
sensor 105 detects the angular velocity about three prede-
termined axes (e.g., the xyz axes shown in FIG. 1). Note that
the angular velocity sensor 105 may detect the angular
velocity about one axis or two axes.

[0429] The acceleration sensor 104 and the angular veloc-
ity sensor 105 are connected to the communication control
section 101. The detection results of the acceleration sensor
104 and the angular velocity sensor 105 are repeatedly
output, with appropriate timing, to the communication con-
trol section 101.

[0430] The communication control section 101 obtains
input-related information (specifically, information regard-
ing operations or detection results of sensors) from the input
sections (specifically, the buttons 103, the analog stick 32
and the sensors 104 and 105). The communication control
section 101 transmits operation data including the obtained
information (or information obtained by performing a pre-
determined process on the obtained information) to the main
unit 2. Note that operation data is transmitted repeatedly
once per a predetermined period of time. Note that the
interval at which the input-related information is transmitted
to the main unit 2 may or may not be the same among
different input sections.

[0431] As the operation data is transmitted to the main unit
2, the main unit 2 can know the input that has been
performed on the left controller 3. That is, the main unit 2
can determine operations performed on the buttons 103 and
the analog stick 32 based on the operation data. The main
unit 2 can calculate information regarding movement and/or
attitude of the left controller 3 based on the operation data
(specifically, the detection results of the sensors 104 and
105).

[0432] (Elements Regarding Output)

[0433] The indicator LED 45 described above is con-
nected to the communication control section 101. In the
present embodiment, the indicator LED 45 is controlled by
an instruction from the main unit 2. That is, when the
instruction is received from the main unit 2, the communi-
cation control section 101 outputs, to the indicator LED 45,
a control signal for controlling the lighting of the indicator
LED 45 in accordance with the instruction.

[0434] Note that the communication control section 101
may determine whether or not to cause the indicator LED 45
to emit light based on whether the left controller 3 is
attached to the main unit 2. That is, the indicator LED 45
may be controlled not to emit light when the left controller
3 is attached to the main unit 2 and controlled to emit light
on the condition that the left controller 3 is not attached to
the main unit 2. This is because, for example, when the left
controller 3 is attached to the main unit 2, there is little need
to emit light since the indicator LED 45 cannot be seen.
[0435] The left controller 3 includes a vibrator 107 for
indications to the user through vibration. In the present
embodiment, the vibrator 107 is controlled by an instruction
from the main unit 2. That is, when the instruction is
received from the main unit 2, the communication control
section 101 drives the vibrator 107 in accordance with the
instruction. The left controller 3 includes an amplifier 106.
When the instruction is received, the communication control
section 101 outputs a control signal in accordance with the
instruction to the amplifier 106. The amplifier 106 amplifies
the control signal from the communication control section
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101 and generates a driving signal for driving the vibrator
107 to give the driving signal to the vibrator 107. This
actuates the vibrator 107.

[0436] (Elements Regarding Power)

[0437] The left controller 3 includes a power supply
section 108. In the present embodiment, the power supply
section 108 includes a battery and a power control circuit.
Although not shown in the figure, the power control circuit
is connected to the battery and is connected to the various
sections of the left controller 3 (specifically, various sections
receiving power supply from the battery). The power control
circuit controls the power supply from the battery to the
various sections.

[0438] The battery is also connected to the terminal 42. In
the present embodiment, when the left controller 3 is
attached to the main unit 2, the battery is charged with the
power supply from the main unit 2 via the terminal 42 under
a predetermined condition, the details of which will be
described later.

[0439] [2-3. Internal Configuration of Right Controller 4]
[0440] (Elements Regarding Communication)
[0441] As shown in FIG. 31, the right controller 4 includes

a communication control section 111 for communicating
with the main unit 2. The right controller 4 includes a
memory 112 connected to the communication control sec-
tion 111. The communication control section 111 is con-
nected to various elements including the terminal 64
described above. The communication control section 111
and the memory 112 have similar functions to the commu-
nication control section 101 and the memory 102 of the left
controller 3. Therefore, the communication control section
111 is capable of communicating with the main unit 2 both
in wired communication via the terminal 64 and in wireless
communication without using the terminal 64 (specifically,
communication in accordance with the Bluetooth (registered
trademark) standard), and controls the communication
method by which the right controller 4 communicates with
the main unit 2.

[0442] (Elements Regarding Input)

[0443] The right controller 4 includes similar input sec-
tions (specifically, the buttons 113, the analog stick 52, an
acceleration sensor 114 and an angular velocity sensor 115)
to those of the left controller 3. These input sections have
similar functions and operate in a similar fashion to the input
sections of the left controller 3.

[0444] (Elements Regarding Output)

[0445] The indicator LED 67 of the right controller 4
operates in a similar fashion to the indicator LED 45 of the
left controller 3. That is, when the instruction from the main
unit 2 is received, the communication control section 111
outputs, to the indicator LED 67, a control signal for
controlling the lighting of the indicator LED 67 in accor-
dance with the instruction.

[0446] The right controller 4 includes a vibrator 117 and
an amplifier 116. The vibrator 117 and the amplifier 116
operate in a similar fashion to the vibrator 107 and the
amplifier 106 of the left controller 3. That is, the commu-
nication control section 111 actuates the vibrator 117 using
the amplifier 116 in accordance with an instruction from the
main unit 2. As discussed above, various implementations
for vibrator 117 are possible.

[0447] (Elements Regarding Power)

[0448] The right controller 4 includes a power supply
section 118. The power supply section 118 has a similar
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function and operates in a similar fashion to the power
supply section 108 of the left controller 3. That is, the power
supply section 118 controls the power supply to the various
sections receiving power supply from the battery. When the
right controller 4 is attached to the main unit 2, the battery
is charged with the power supply from the main unit 2 via
the terminal 64 under a predetermined condition.

[0449] (Other Elements)

[0450] The right controller 4 includes an NFC communi-
cation section 122. The NFC communication section 122
implements near-field wireless communication in accor-
dance with a conventional NFC (Near Field Communica-
tion) standard. The NFC communication section 122 has the
function of a so-called NFC reader/writer. For example, the
NFC communication section 122 includes an antenna used
for the near-field wireless communication, and a circuit
(e.g., an NFC chip) for generating a signal (radio wave) to
be transmitted from the antenna. Note that the near-field
wireless communication is not limited to those based on the
NFC standard, but may also be any proximity communica-
tion (referred to also as non-contact communication). The
proximity communication for example includes communi-
cation schemes in which one device generates an electro-
motive force on the other device by radio waves therefrom
(e.g., through electromagnetic induction).

[0451] The right controller 4 includes the infrared image-
capturing section 123. The infrared image-capturing section
123 includes an infrared camera for capturing an image in a
region around the right controller 4. In the present embodi-
ment, the infrared image-capturing section 123 is used to
capture an image of a hand of a user. The information
processing device 1 identifies an input made with the hand
(e.g., a gesture input, etc.) based on information (e.g., the
position, the size, the shape, etc.) of the hand of which the
image has been captured. The infrared image-capturing
section 123 can rely on ambient infrared illumination, or in
one example includes an illuminating section for outputting
infrared light. The illuminating section outputs infrared light
in synchronism with the timing at which the infrared camera
captures an image, for example. The infrared light output
from the illuminating section is reflected by an object (e.g.,
a hand of a user), and the reflected infrared light is received
by the infrared camera, thus obtaining an image of the
infrared light. Thus, it is possible to obtain a clearer infrared
light image. Note that while the infrared image-capturing
section 123 including an infrared camera is used in the
present embodiment, a visible light camera (a camera using
a visible light image sensor) or other image sensor may be
used, instead of an infrared camera, as an image-capturing
device, in other embodiments.

[0452] The right controller 4 includes a processing section
121. The processing section 121 is connected to the com-
munication control section 111 and also connected to the
NFC communication section 122. The processing section
121 includes, for example, processing circuitry and executes
a management process for the NFC communication section
122 in response to an instruction from the main unit 2. For
example, the processing section 121 controls the action of
the NFC communication section 122 in response to an
instruction from the main unit 2. The processing section 121
also controls the activation of the NFC communication
section 122, and controls the action (specifically, reading
and writing, etc.) of the NFC communication section 122 on
a communication partner (e.g., an NFC tag). The processing
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section 121 also receives information to be transmitted to the
communication partner from the main unit 2 via the com-
munication control section 111 to pass this information to
the NFC communication section 122, and obtains from the
NFC communication section 122 information received from
the communication partner to transmit this information to
the main unit 2 via the communication control section 111.

[0453] The processing section 121 executes a manage-
ment process for the infrared image-capturing section 123 in
response to an instruction from the main unit 2. For example,
the processing section 121 causes the infrared image-cap-
turing section 123 to perform an image-capturing operation,
and obtains information based on the image-capturing result
(information of the captured image or information calculated
from such information, etc.) to transmit this information to
the main unit 2 via the communication control section 111.

[0454] [2-4. Internal Configuration of Cradle 5]

[0455] FIG. 32 is a block diagram showing an example
internal configuration of the cradle 5. Note that the details of
the internal configuration regarding the main unit 2 are
shown in FIG. 30 and are therefore not shown in FIG. 32.

[0456] (Elements Regarding Image Conversion)

[0457] As shown in FIG. 32, the cradle 5 includes a
conversion section 131 and the monitor terminal 132. The
conversion section 131 includes, for example, circuitry
configured for performing video and sound conversion and
is connected to the main body terminal 73 and the monitor
terminal 132. The conversion section 131 converts a signal
format regarding images (referred to also as video) and
sound received from the main unit 2 into a format to be
output to the TV 6. In the present embodiment, the main unit
2 outputs image and sound signals to the cradle 5 as a display
port signal (i.e., a signal in accordance with the DisplayPort
standard). In the present embodiment, communication based
on the HDMI (registered trademark) standard is used for
communication between the cradle 5 and the TV 6. That is,
the monitor terminal 132 is an HDMI terminal, and the
cradle 5 and the TV 6 are connected together by an HDMI
cable. Thus, the conversion section 131 converts the display
port signal (specifically, a signal representing video and
sound) received from the main unit 2 via the main body
terminal 73 into an HDMI signal. The converted HDMI
signal is output to the TV 6 via the monitor terminal 132.

[0458] The cradle 5 includes a processing section 135 for
executing various information processes on the cradle 5. The
processing section 135 includes, for example, processing
circuitry and is connected to the sleep button 74 described
above, and is connected to the main body terminal 73 via a
connection processing section 136 (the details of which will
be described later). The processing section 135 detects an
operation performed on the sleep button 74, and notifies the
main unit 2 of the operation. When receiving such a noti-
fication, the main unit 2 switches between the ON mode and
the sleep mode thereof. Thus, in the present embodiment,
when the main unit 2 is attached to the cradle 5, the ON
mode and the sleep mode of the information processing
device 1 are switched from one to another in response to the
sleep button 74 being pressed down.

[0459]

[0460] The cradle 5 includes a power control section 133
and the power terminal 134. The power terminal 134 is a
terminal for connecting a charging device (not shown) (e.g.,
an AC adaptor, etc.). In the present embodiment, it is

(Elements Regarding Charging)
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assumed that an AC adaptor is connected to the power
terminal 134, and the cradle 5 is receiving commercial
power supply.

[0461] When the main unit 2 is attached to the cradle 5, the
power control section 133 supplies power from the power
terminal 134 to the main unit 2 via the main body terminal
73. Thus, the battery 98 of the main unit 2 is charged as
described above.

[0462] Note that in the present embodiment, the power
terminal 134 is a connector (i.e., a female-side USB termi-
nal) of the same shape as the lower terminal 27 of the
information processing device 1. Therefore, in the present
embodiment, the charging device may be connected to the
cradle 5 to charge the information processing device 1 via
the cradle 5, or the charging device may be connected
directly to the main unit 2 to charge the information pro-
cessing device 1.

[0463] (Other Elements)

[0464] The cradle 5 includes the connection processing
section 136 and the extension terminals 137. The extension
terminals 137 are terminals for connecting other devices. In
the present embodiment, the cradle 5 includes a plurality
(more specifically, three) of USB terminals as the extension
terminals 137. The connection processing section 136
includes, for example, processing circuitry and is connected
to the main body terminal 73 and the extension terminals
137. The connection processing section 136 has a function
of a USB hub, and manages the communication between
devices connected to the extension terminals 137 and the
main unit 2 connected to the main body terminal 73, for
example, (i.e., a signal from one device is appropriately
distributed among other devices). As described above, in the
present embodiment, the information processing device 1 is
capable of communicating with other devices via the cradle
5. Note that the connection processing section 136 may be
capable of converting the communication speed or supply
power to devices connected to the extension terminals 137.

[0465] [3. Outline of Operation of Information Processing
System]
[0466] As described above, in the present embodiment, the

left and right controllers 3 and 4 can be attached to and
detached from the information processing device 1. By
being attached to the cradle 5, the information processing
device 1 is capable of outputting images (and sound) to the
TV 6. Therefore, the information processing device 1 can be
used in various modes of use as will be described below. The
operation of the information processing system in primary
modes of use will now be described.

[0467] [3-1. Mode in which Controller is Used Attached to
Main Unit]
[0468] FIG. 33 is a diagram showing an example of how

the information processing device 1 is used with the con-
trollers 3 and 4 attached to the main unit 2 (referred to as the
“attached state™). As shown in FIG. 33, when the controllers
3 and 4 are attached to the main unit 2, the information
processing device 1 can be used as a portable device (e.g.,
a portable game device).

[0469] In the attached state, the main unit 2 and the
controllers 3 and 4 communicate with each other in wired
communication (i.e., communication between devices con-
nected together via terminals). That is, the main unit 2
receives operation data from the controllers 3 and 4 attached
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thereto, and executes an information process based on the
received operation data (specifically, by using operation data
as an input).

[0470] Note that in other embodiments, the main unit 2
and the controllers may communicate with each other in
wireless communication in the attached state. In the attached
state, wireless communication may not work properly
because the main unit 2 and the controllers are too close to
each other. In contrast, in the present embodiment, the main
unit 2 and the controllers communicate with each other in
wired communication in the attached state, thereby improv-
ing the reliability of communication.

[0471] Note that in the attached state, the four operation
buttons 33 to 36 of the left controller 3 may be used to give
a directional input (in other words, a directional instruction).
Then, a user can make a directional input by using the analog
stick 32 or can make a directional input by using the
operation buttons 33 to 36. A user is allowed to make a
directional input by using a preferred operation mechanism,
thereby improving the controllability. Note however that the
instruction each operation button is assigned can be freely
determined by the program executed on the main unit 2.
[0472] In the present embodiment, the arrangement of the
analog stick and the four operation buttons (i.e., A, B, X and
Y buttons) is reversed between the left controller 3 and the
right controller 4. That is, in the attached state, the analog
stick 32 is arranged above the four operation buttons 33 to
36 on the left controller 3, whereas the four operation
buttons 53 to 56 are arranged above the analog stick 52 on
the right controller 4. Therefore, as shown in FIG. 33, when
the information processing device 1 is held with the left hand
and the right hand at the same height (in other words, at the
same position with respect to the up-down direction), it will
be easier for one hand to operate the analog stick and for the
other hand to operate the four operation buttons. That is, in
the present embodiment, it is possible to provide an infor-
mation processing device, with which it is easy to operate an
analog stick and four operation buttons.

[0473] Note that controllers of different configurations
(e.g., configurations having different functions, configura-
tions where operation sections are arranged differently, etc.)
from the present embodiment may be provided as the left
controller and/or the right controller (see “[5-1. Other types
of controllers]), the details of which will be described later.
Then, it is possible to provide an information processing
device that can be operated in a different fashion from the
present embodiment (i.e., the information processing device
1 shown in FIG. 33) by attaching the left controller and/or
the right controller having a different configuration to the
main unit 2, instead of the left controller 3 and/or the right
controller 4 of the present embodiment.

[0474] [3-2. Mode in which a Pair of Controllers are Used
Detached]
[0475] As described above, in the present embodiment, the

information processing device 1 can be used with the left
and right controllers 3 and 4 detached from the main unit 2
(referred to as the “detached state). Possible modes in which
the information processing device 1 is used in the detached
state include at least two modes, one in which a single user
uses two controllers 3 and 4, and another in which two users
each use one controller.

[0476] (Mode in which Single User Uses Two Controllers)
[0477] FIG. 34 is a diagram showing an example of a
single user holding two controllers 3 and 4 to use the
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information processing device 1 in the detached state. As
shown in FIG. 34, in the detached state, a user can operate
one set of two controllers 3 and 4 by holding them respec-
tively in the left hand and the right hand.

[0478] Note that in the present embodiment, it is possible
to calculate information regarding the movement and/or the
attitude of a controller based on the detection results of the
acceleration sensor and/or the angular velocity sensor pro-
vided in the controller. Therefore, the information process-
ing device 1 can accept, as an input, the operation of moving
the controller. A user is allowed to not only perform an
operation on the operation sections (the operation buttons
and the analog stick) of the controller but also perform an
operation of moving the controller. That is, in the present
embodiment, the information processing device 1, being a
portable device, can allow a user to perform an operation of
moving the controller (without moving the display). Also,
the information processing device 1, being a portable device,
can allow a user to perform an operation away from the
display 12.

[0479] Note that the information processing device 1 can
calculate information regarding movement and/or attitude of
the information processing device 1 based on the detection
results of the acceleration sensor 89 and/or the angular
velocity sensor 90 provided in the main unit 2 not only in the
detached state but also in the attached state.

[0480] In the detached state, the main unit 2 and the
controllers 3 and 4 communicate with each other using
wireless communication. That is, the main unit 2 receives
operation data from the controllers 3 and 4 with which a
wireless connection has been established (i.e., which have
been paired with the main unit 2), and executes an infor-
mation process based on the received operation data (spe-
cifically, using the operation data as an input).

[0481] In the present embodiment, for wireless commu-
nication, the main unit 2 distinguishes between multiple
controllers which it is in communication with. For example,
the main unit 2 identifies whether the received operation
data is from the left controller 3 or from the right controller
4. The method for distinguishing between controllers will be
described later.

[0482] (Mode in which Two Users Each Use One Con-
troller)
[0483] FIG. 35 is a diagram showing an example of two

users each holding one controller to use the information
processing device 1 in the detached state. As shown in FIG.
35, in the detached state, two users can each perform
operations by providing inputs via the controller they are
holding in their respective hands. Specifically, one user
(referred to as the “first user”) can perform an operation by
using and operating the left controller 3 while the other user
(referred to as the “second user”) can perform an operation
by using and operating the right controller 4. For example,
the information processing device 1 executes an information
process of controlling the action of a first object (e.g., the
player character) in a virtual space based on an operation
performed on the left controller 3, and controlling the action
of'a second object in the virtual space based on an operation
performed on the right controller 4. Note that as in the mode
shown in FIG. 34, also in the mode shown in FIG. 35, a user
can operate the operation sections provided on the controller
and/or perform an operation of moving the controller itself.
[0484] In the present embodiment, the positional relation-
ship between the analog stick 52 and the operation buttons
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53 to 56 on the right controller 4 is opposite from the
positional relationship between these two types of operation
sections on the left controller 3. Therefore, if two users hold
the left controller 3 and the right controller 4 in the same
orientation, as shown in FIG. 35, for example, the positional
relationship between the two types of operation sections on
one of the two controllers will be the same as that on the
other controller. That is, in the present embodiment, users
can use the left controller 3 and the right controller 4
detached from the main unit 2 in the same fashion with
respect to the two types of operation sections. Thus, it is
possible to improve the controllability of the controller.
[0485] In the detached state, the four operation buttons 33
to 36 of the left controller 3 may be used for the same
function as the four operation buttons 53 to 56 of the right
controller 4 (in other words, they may be used for giving the
same instructions). Specifically, the right direction button 33
may be used for the same function as the Y button 56, the
lower direction button 34 for the same function as the X
button 55, the upper direction button 35 for the same
function as the B button 54, and the left direction button 36
for the same function as the A button 53. Thus, in the present
embodiment, the function of the operation buttons 33 to 36
may vary between the attached state and the detached state.
Note however that the instruction each operation button is
assigned can be freely determined by the program executed
on the main unit 2.

[0486] Note that in FIG. 35, the information processing
device 1 divides the display area of the display 12 into two
display areas to display an image for the first user (e.g., an
image including the first object) in one of the display areas
and an image for the second user (e.g., an image including
the second object) in the other display area. Note however
that depending on the application running on the information
processing device 1, the information processing device 1
may display an image for two users (e.g., an image including
both the first object and the second object) without dividing
the display area of the display 12.

[0487] As in the mode shown in FIG. 34, also in the mode
shown in FIG. 35, the main unit 2 and the controllers 3 and
4 communicate with each other in wireless communication.
Then, the main unit 2 distinguishes between controllers each
being a communication partner.

[0488] (Other Modes)

[0489] In the present embodiment, the right controller 4
includes the infrared image-capturing section 123. There-
fore, with the right controller 4 detached from the main unit
2, the information processing device 1 may execute an
information process based on the image-capturing results
(referred to also as detection results) from the infrared
image-capturing section 123. Examples of the information
process include the following processes.

[0490] For example, when an attachment including an
operation section (hereinafter referred to as an “extension
controller”) is attached to the right controller 4, the main unit
2 can detect an operation performed on the operation section
based on the image-capturing results from the infrared
image-capturing section 123. Therefore, the main unit 2 can
execute an information process in accordance with an opera-
tion performed on the operation section by using the image-
capturing results.

[0491] Specifically, the extension controller can be
attached to and detached from the right controller 4, and
include buttons and a movable operation section such as a
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stick, for example. The extension controller includes, inside
the housing, a movable portion that moves (herein, the
movement includes rotation) in response to an operation
performed on an operation section. For example, the mov-
able portion is a member configured to move in response to
a button, which is an operation section, being pressed down.
Here, the extension controller is attached to the right con-
troller 4 so that the infrared image-capturing section 123 can
capture an image of the movable portion inside the housing.
For example, the housing of the extension controller is
provided with a window portion, and the infrared image-
capturing section 123 can capture an image of the movable
portion via the window portion, with the extension control-
ler attached to the right controller 4. Then, the main unit 2
can identify an operation performed on an operation section
of the extension controller based on the position and/or the
attitude of the movable portion in the image captured by the
infrared image-capturing section 123. Thus, by using cap-
tured images, the main unit 2 may execute an information
process in response to an operation performed on the opera-
tion section.

[0492] The main unit 2 may detect a gesture input by using
a hand of a user based on the image-capturing results from
the infrared image-capturing section 123 so as to execute an
information process in accordance with the gesture input.
For example, a user holds the right controller 4 in one hand,
and an image is captured of the other hand of the user using
the infrared camera of the infrared image-capturing section
123. Note that in the present embodiment, the infrared
camera is arranged so as to capture an image of an area under
the right controller 4. Therefore, a user makes a gesture input
by placing the other hand under the right controller 4. The
main unit 2 obtains information based on the image-captur-
ing results from the right controller 4 so as to identify a
gesture input made by a user. Then, the main unit 2 executes
an information process based on the gesture input.

[0493] A gesture input may be any input made by using an
operation object to be operated (moved) by a user. An
operation object may be a body of a user (which may be a
part of the body, such as a hand or the face, or may be the
whole body), may be an object held by a user, or may
include both. The information processing device 1 may
recognize the shape of the operation object as a gesture
input, may recognize the position, the orientation and/or the
movement of the operation object as a gesture input, or may
recognize a combination thereof as a gesture input. For
example, a user can make a gesture input by using the shape
of a hand, the movement of a hand, the position of a hand
(with respect to the right controller 4), the orientation
(attitude) of a hand, etc.

[0494] In addition to (or instead of) identifying a gesture
input, the infrared image-capturing section 123 may be used
to calculate the position and/or the orientation of the right
controller 4 with respect to a predetermined marker. For
example, a user may place a marker at an intended position
(e.g., around the display 12 or around the TV 6), and perform
an operation of moving the right controller 4 within such a
range that the infrared camera can capture an image of the
marker. Note that the marker may be made of a material that
reflects infrared light, for example. Then, the information
processing device 1 can calculate the position and/or the
orientation of the right controller 4 with respect to the
marker based on the image-capturing results from the infra-
red image-capturing section 123. Moreover, the information
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processing device 1 can execute an information process by
using the calculated information as a user’s operation input.
[0495] The main unit 2 can also capture an image of a
hand of a user (specifically, the vein pattern of the hand) by
means of the infrared image-capturing section 123, to
thereby authenticate (specifically, by vein authentication) a
user based on the captured image. Moreover, the main unit
2 can also measure the pulse of a user by capturing an image
of a hand of the user by means of the infrared image-
capturing section 123. That is, where infrared light output
onto and reflected by a hand of a user is detected by the
infrared image-capturing section 123, the main unit 2 can
calculate the pulse of the user based on changes in the
reflected waves.

[0496] Note that the above description has been directed to
an example where the infrared image-capturing section 123
is used when the right controller 4 is detached from the main
unit 2. Now, the information processing device 1 can also
execute an information process based on the image-captur-
ing results from the infrared image-capturing section 123
with the right controller 4 attached to the main unit 2.
[0497] In the present embodiment, the main unit 2 is
provided with input sections (specifically, the touch panel
13, the acceleration sensor 89, the angular velocity sensor
90, etc.). Therefore, a user can use only the main unit 2 with
the controllers 3 and 4 detached therefrom. Then, a user can
use the information processing device 1 while the weight
thereof is reduced.

[0498] In the present embodiment, the information pro-
cessing device 1 may be used with one of the left controller
3 and the right controller 4 detached from the main unit 2
and with the other controller attached to the main unit 2.
Then, the main unit 2 may communicate with the first
controller in wireless communication and communicate with
the second controller in wired communication.

[0499] Note that when controllers are removed from the
main unit 2, a user can hold one controller with both hands
(see for example FIG. 35), or a user can hold one controller
in one hand (see for example FIG. 34). While a user can hold
a controller in one hand in any manner, a user can hold a
controller in such a manner that the operation sections
provided on the primary surface (in other words, on the front
surface, i.e., the surface on the front side) of the controller
can be operated using the thumb, as shown in FIG. 34, for
example. For example, as shown in FIG. 33, controllers can
be held in such a manner that operation sections provided on
the primary surface of the controllers are operated using the
thumb while operation sections provided on the side surface
of the controllers (e.g., the first L. button 38, the ZL button
39, the first R button 60 and the ZR button 61) are operated
using the index finger and/or the middle finger. Note that
while FIG. 33 shows controllers attached to the main unit 2,
it is understood that the controllers can be held in the same
manner as FIG. 33 even when the controllers are removed
from the main unit 2.

[0500] Moreover, when a user holds a controller in one
hand, the controller can be held in such a manner that
operation sections provided on the side surface of the
controller are operated using the thumb. FIG. 36 is a diagram
showing an example of how the right controller 4 is held in
one hand. As shown in FIG. 36, a user can hold the right
controller 4 by holding the housing 51 in the palm in such
a manner that the first R button 60 and the ZR button 61 can
be operated using the thumb. That is, it can be said that the
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first R button 60 and the ZR button 61 are provided at such
positions that they can be operated using the thumb when the
housing 51 is held in the palm of the user. In such a manner,
a user can use the controller as if it were the control stick of
an airplane, for example.

[0501] In the present embodiment, the first R button 60
and the ZR button 61 are arranged at different positions from
each other with respect to the front-rear direction (in other
words, the direction perpendicular to the primary surface,
i.e., the z-axis direction). In other words, the first R button
60 and the ZR button 61 are shifted from each other in the
front-rear direction. This allows a user to operate these two
buttons while easily distinguishing them from each other.
[0502] Moreover, in the present embodiment, the first R
button 60 is provided on the side surface of the right
controller 4, and the ZR button 61 is provided in an area
extending over the side surface and the reverse surface of the
right controller 4. The length of the ZR button 61 in the
front-rear direction is greater than that of the first R button
60. Thus, in the present embodiment, the ZR button 61,
which is arranged at a position slightly shifted from the side
surface of the right controller 4, is so shaped that a user can
easily press the ZR button 61 when the right controller 4 is
held as shown in FIG. 36.

[0503] While FIG. 36 shows an example in which the right
controller 4 is held, this similarly applies also to the left
controller 3, and the left controller 3 can be held in such a
manner that the operation sections provided on the side
surface of the left controller 3 (i.e., the first L button 38 and
the ZL button 39) are operated using the thumb.

[0504] When a user holds the controller in one hand as
shown in FIG. 36, the user can operate another controller
using the other hand. Then, the controller can be held in the
other hand in the same manner as shown in FIG. 36 or in
another manner.

[0505] Note that with the manner of holding shown in
FIG. 36, the operation sections (e.g., the second L button 65
and the second R button 66), which are provided on a side
surface different from the side surface where the operation
sections operated using the thumb are provided, can be
operated using fingers other than the thumb (e.g., the index
finger, the middle finger and the ring finger). With the
manner of holding shown in FIG. 36, a user can also perform
an operation of moving the controller and/or an operation
using a gesture input. With these operations, combined with
operations using the thumb, somewhat complicated opera-
tions can be performed with the manner of holding shown in
FIG. 36.

[0506] [3-3. Mode in which Three or More Controllers are
Used]
[0507] As described above, in the present embodiment, the

main unit 2 can communicate with a plurality of left con-
trollers. The main unit 2 can also communicate with a
plurality of right controllers. Therefore, in the present
embodiment, three or more controllers can be used simul-
taneously.

[0508] FIGS. 37(a) and 37(b) are diagrams showing
example modes of use where three or more controllers are
used. FIGS. 37(a) and 37(b) show cases in which a total of
four controllers, i.e., two left controllers 3a and 35 and two
right controllers 4a and 45, are used. Note that it is assumed
here that the controllers are detached from the main unit 2.
When four controllers are used, one can possibly conceive
at least a mode in which four users each use one controller
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(FIG. 37(a)), and a mode in which two users each use two
controllers (specifically, a pair of left and right controllers)
(FIG. 37(b)).

[0509] (Mode in which Each User Uses One Controller)
[0510] In FIG. 37(a), each user uses one of the four
controllers 3a, 3b, 4a and 4b. That is, in the present
embodiment, where four controllers are provided, four
users, User A to User D, are allowed to perform operations
each using a respective controller. For example, based on an
operation performed on a controller, the information pro-
cessing device 1 executes an information process of con-
trolling the action of an object associated with that control-
ler. Note that also in the modes of use shown in FIGS. 37(a)
and 37(b), as in the modes of use shown in FIG. 34 and FIG.
35, each user is enabled to perform an operation on an
operation section provided on the controller and/or to per-
form an operation of moving the controller itself.

[0511] In FIG. 37(a), the main unit 2 communicates, in
wireless communication, with each of the four controllers
3a, 3b, 4a and 4b. In the present embodiment, the main unit
2 distinguishes the four controllers 3a, 3b, 4a and 4b from
one another. That is, the main unit 2 identifies from which
of the four controllers the operation data has been received.
Note that in the case of FIG. 37(a), the main unit 2
distinguishes between the left controller 3¢ and the left
controller 36, and distinguishes between the right controller
4a and the right controller 45. Note that the method for
distinguishing each controller will be described later.

[0512] (Mode in which Each User Uses a Pair of Control-
lers)
[0513] In FIG. 37(b), each user uses a pair of controllers

from the four controllers 3a, 3b, 4a and 4b. That is, User A
uses a pair of the left controller 3a and the right controller
4a, and User B uses a pair of the left controller 356 and the
right controller 4b. Thus, in the present embodiment, where
four controllers are provided, two users can each operate a
pair of controllers (which can also be referred to as a set of
controllers).

[0514] The information processing device 1 executes an
information process using, as a set of data, two pieces of
operation data received from a pair of controllers. For
example, based on operations performed on a pair of con-
trollers, the information processing device 1 executes an
information process of controlling the action of an object
associated with the pair of controllers. Specifically, the
action of the first object is controlled based on operations
performed on the left controller 3a and the right controller
4a, and the action of the second object is controlled based on
operations performed on the left controller 35 and the right
controller 45.

[0515] Now, in the present embodiment, in the mode of
use shown in FIG. 37(b), the main unit 2 registers each pair
of a left controller and a right controller used by a single
user. The main unit 2 executes an information process by
using operation data from the two controllers included in the
registered pair as a set of data (e.g., as operation data for
controlling one control object).

[0516] While there is no particular limitation on the
method for registering a pair of controllers, a left controller
and a right controller can be attached to the main unit 2 so
as to register the controllers as a pair, in the present
embodiment. That is, the main unit 2 registers, as a pair of
controllers, a left controller and a right controller that are
attached thereto at the same time. For example, when

Dec. 15,2016

registering pairs of controllers shown in FIG. 37(5), a user
first attaches the left controller 3a and the right controller 4a
to the main unit 2 and detaches these two controllers, i.e., the
left controller 3a and the right controller 4a from the main
unit 2, after which the other controllers, i.e., the left con-
troller 35 and the right controller 45, are attached to the main
unit 2. Then, a pair of the left controller 3@ and the right
controller 4a and a pair of the left controller 35 and the right
controller 45 can be registered with the main unit 2. Note
that the details of the pairing process will be described later.

[0517] Note that where three or more controllers are used,
the information processing system can be used in various
other modes, other than the modes of use shown in FIGS.
37(a) and 37(b). For example, the information processing
system can be used in a mode in which a user uses a pair of
left and right controllers while another user uses one con-
troller. For example, a user can use a controller or controllers
attached to the main unit 2 while another user uses a
controller or controllers detached from the main unit 2.

[0518] [3-4. Mode in which Image is Displayed on TV]

[0519] As described above, in the present embodiment,
when the information processing device 1 is attached to the
cradle 5, the information processing device 1 can output
images (and sound) to the TV 6 via the cradle 5. FIG. 38 is
a diagram showing an example mode of use in which images
are displayed on a TV. As shown in FIG. 38, the information
processing system in the present embodiment can use the TV
6 as a display device (and a sound output device).

[0520] [3-4-1. Operation when Image is Displayed on TV]

[0521] FIGS. 39(a)-39(d) are diagrams showing an
example operation flow in which images are displayed on a
TV. The operation of switching from a mode in which the
information processing device 1 is used as a portable device
to a mode in which it is used as a console device (i.e., using
the TV 6 as a display device) will be described. Note that it
is assumed here that the cradle 5 is connected to the TV 6
in advance. It is also assumed that a charging device (not
shown) (e.g., an AC adaptor) is connected to the power
terminal 134 of the cradle 5, and the cradle 5 is receiving
commercial power supply.

[0522] First, a user uses the information processing device
1 as a portable device, i.e., in a state in which it is not
attached to the cradle ((1) shown in FIG. 39(a)). In this state,
when switching to a mode in which the information pro-
cessing device 1 is used as a console device, the user
attaches the information processing device 1 to the cradle 5
((2) shown in FIG. 39(4)). Thus, the lower terminal 27 of the
information processing device 1 and the main body terminal
73 of the cradle 5 are connected together. In this process, the
information processing device 1 with the controllers 3 and 4
attached thereto may be attached to the cradle 5, or the
information processing device 1 with the controllers 3 and 4
detached therefrom (i.e., the main unit 2) may be attached to
the cradle 5.

[0523] Note that in the present embodiment, upon detect-
ing the attachment of the information processing device 1 to
the cradle 5, the information processing device 1 turns off
the display 12, the details of which will be described later.
Thus, in the present embodiment, the display 12 of the main
unit 2 is not used when attached to the cradle 5. Note that in
other embodiments, the main unit 2 may still display images
on the display 12 when attached to the cradle 5. In the
present embodiment, upon detecting the detachment of the
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information processing device 1 from the cradle 5, the
information processing device 1 turns on the display 12.
[0524] As described above, in the present embodiment, the
information processing device 1 can be attached to the
cradle 5 either in the front-facing orientation or in the
back-facing orientation. This allows a user to place the
information processing device 1 in any orientation, thereby
facilitating the attachment to the cradle 5.

[0525] Note that in other embodiments, the cradle 5 may
be capable of supporting the information processing device
1 in the back-facing orientation (i.e., in an orientation in
which the display 12 is hidden facing the second support 72)
and not capable of supporting the information processing
device 1 in the front-facing orientation (i.e., in an orientation
in which the display 12 is not hidden). In the present
embodiment, the display 12 is turned off when the informa-
tion processing device 1 is placed in the cradle 5. Although
turning off the display 12 is the intended operation by the
information processing device 1, a user may possibly mis-
take the display 12 being turned off for a breakdown or a
malfunction. This can be avoided by not allowing the
information processing device 1 to be placed in the cradle 5
in the front-facing orientation.

[0526] In the present embodiment, upon detecting the
attachment of the information processing device 1 to the
cradle 5, the cradle 5 starts charging the information pro-
cessing device 1. That is, upon detecting the attachment of
the information processing device 1 to the cradle 5, the
processing section 135 instructs the power control section
133 to perform an operation of supplying power from the
power terminal 134 to the main unit 2. As the power control
section 133 starts this operation, the cradle 5 starts charging
the main unit 2. That is, the battery 98 in the main unit 2 is
charged by the power supplied from the cradle 5 via the
lower terminal 27.

[0527] If a controller (specifically, the left controller 3
and/or the right controller 4) is attached to the main unit 2
while the main unit 2 is charged by the cradle 5, the main
unit 2 charges the controller attached thereto. That is, in such
a case, the power control section 97 of the main unit 2
supplies the power from the cradle 5 via the lower terminal
27 to the controller via a terminal corresponding to the
controller attached to the main unit 2 (specifically, the
left-side terminal 17 and/or the right-side terminal 21). Thus,
the controller is charged. That is, when the left controller 3
is charged, the battery of the power supply section 108 is
charged by the power supplied via the terminal 42. When the
right controller 4 is charged, the battery of the power supply
section 118 is charged by the power supplied via the terminal
64.

[0528] Note that in other embodiments, the cradle 5 may
charge the main unit 2 under a predetermined condition. For
example, the power control section 133 of the cradle 5 may
perform charging on the condition that the remaining charge
of the battery 98 of the main unit 2 attached to the cradle 5
is less than or equal to a predetermined level. Similarly, the
main unit 2 may charge a controller under a predetermined
condition. For example, the power control section 97 of the
main unit 2 may perform charging on the condition that the
remaining charge of the battery of a controller attached to
the main unit 2 is less than or equal to a predetermined level.
[0529] The above operation regarding charging may be
executed even when the power of the information processing
device 1 is off. That is, even when the information process-
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ing device 1 is attached to the cradle 5 when the power of
the information processing device 1 is off, the cradle 5 may
charge the information processing device 1 (i.e., charge the
main unit 2 and/or controllers).

[0530] Moreover, in other embodiments, the main unit 2
may charge controllers when the main unit 2 is not attached
to the cradle 5. This reduces the possibility that a user can
no longer play because the battery of the controller has run
out even though the battery 98 of the main unit 2 is still
charged sufficiently. As described above, in the present
embodiment, the battery 98 of the main unit 2 has a greater
charging capacity than the battery of a controller. Thus, it is
possible to further reduce such a possibility described above.
[0531] When the information processing device 1 is
attached to the cradle 5, under a predetermined condition,
the information processing device 1 outputs images (and
sound) to the TV 6 and causes the TV 6 to output the images
(and the sound) ((3) shown in FIG. 39(c)). That is, the
information processing device 1 transmits data of the images
and the sound to be output to the cradle 5 under a prede-
termined condition. Note that “the images and the sound to
be output” in the present embodiment, refer to the images
and the sound that are produced or obtained by a program
(e.g., an OS program or an application program) running at
a point in time when the information processing device 1 is
attached to the cradle 5. For example, if a game application
is running at such a point in time, the information processing
device 1 outputs, to the cradle 5, data of the images and the
sound that are produced by the game application. For
example, if an application for obtaining and reproducing
video images from the Internet is running at such a point in
time, the information processing device 1 transmits, to the
cradle 5, data of the images and sound that are obtained by
the application.

[0532] Note that there is no particular limitation on the
condition for images and sound to be output to be transmit-
ted to the cradle 5 (referred to as the “image output condi-
tion”), but the image output condition in the present embodi-
ment is the satisfaction of Conditions 1 to 3 below.

[0533] Condition 1: the cradle 5 is connected to the TV 6.
[0534] Condition 2: the cradle 5 is receiving power supply.
[0535] Condition 3: the cradle 5 is an authorized product

(or a genuine product) (in other words, the cradle 5 is a
product that is authorized by the manufacturer of the infor-
mation processing device 1).

[0536] When these three conditions are satisfied, the infor-
mation processing device 1 determines that the image output
condition is satisfied. In this case, the information process-
ing device 1 transmits, to the cradle 5, images and sound to
be output. Note that in other embodiments, the information
processing device 1 may use, as the image output condition,
one or two conditions of Conditions 1 to 3 above, or may use
other conditions, as the image output condition, in addition
to (or instead of) Conditions 1 to 3 above.

[0537] Upon receiving data of the images and the sound
from the information processing device 1, the cradle 5
transmits data of the images and the sound to the TV 6. Thus,
“the images and the sound to be output™ are output from the
TV 6 ((3) shown in FIG. 39(c)). When the TV 6 is ready to
output the images and the sound, a user is allowed to
perform operations using controllers ((4) shown in FIG.
39(d)).

[0538] Note that when no image is displayed on the
display 12 of the information processing device 1 (i.e., when



US 2016/0361640 Al

the power is off, or when in the sleep mode), no image is
displayed on the TV 6 even if the information processing
device 1 is attached to the cradle 5.

[0539] In the present embodiment, even if the image
output condition is not satisfied, the information processing
device 1 turns off the image display on the display 12 while
attached to the cradle 5. Note however that in other embodi-
ments, if the image output condition is not satisfied, the
information processing device 1 may resume the image
display on the display 12.

[0540] As described above, in the present embodiment, the
image display output can be switched from the display 12 to
the TV 6 by attaching the information processing device 1
to the cradle 5 while images are displayed on the display 12
of the information processing device 1. That is, in the
present embodiment, a user can easily (and seamlessly)
switch the image display output only by placing the infor-
mation processing device 1 on the cradle 5.

[0541] Note that as described above, in the present
embodiment, the information processing device 1 can be
used in a mode of use in which the images are displayed on
the display 12 and a mode of use in which the images are
displayed on the TV 6. Now, in the present embodiment, the
information processing device 1 changes its operation mode
depending on these two modes of use. That is, the informa-
tion processing device 1 can operate at least in two different
modes of the portable mode and the console mode. In the
portable mode, some of the functions of the information
processing device 1 are limited, the details of which will be
described later. Note that the switching of the operation
mode will be described later (see “[3-5. Changing operation
mode]” and “[4-3. Mode setting process]”).

[0542] Note that in other embodiments, the information
processing device 1 may be allowed to communicate
directly with the TV 6 (i.e., with no cradle 5 interposed
therebetween). Then, the information processing device 1
can transmit images and/or sound directly to the TV 6. Note
that there is no particular limitation on the communication
method used between the information processing device 1
and the TV 6, and it may be, for example, wired commu-
nication using a cable (e.g., an HDMI cable) or wireless
communication. If the information processing device 1
communicates directly with the TV 6, the cradle 5 may be
used for the purpose of charging the information processing
device 1, for example. Also in such a case, as in the case of
the embodiment described above, the information process-
ing device 1 may transmit the images and/or the sound to the
TV 6 at least on the condition that the information process-
ing device 1 is attached to the cradle 5.

[0543] [3-4-2. Mode of Use in which Image is Displayed
on TV]
[0544] When images and sound are output from the TV 6,

a user can perform operations by using a controller or
controllers ((4) shown in FIG. 39). In the case described
above, since the main unit 2 is attached to the cradle 5, it is
difficult to use the controllers 3 and 4 while the controllers
3 and 4 are attached to the main unit 2. Therefore, in the case
described above, a user may perform operations by using a
controller or controllers detached from the main unit 2. For
example, a user detaches the left controller 3 and/or the right
controller 4 from the main unit 2 as necessary, and performs
operations. Now, in the present embodiment, the controllers
3 and 4 can be detached from the main unit 2 by sliding them
upward against the main unit 2. Therefore, a user can
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conveniently detach the controllers 3 and 4 from the main
unit 2 while the main unit 2 remains attached to the cradle
5.

[0545] Note that if controllers other than the controllers 3
and 4 attached to the main unit 2 can communicate with the
main unit 2 in wireless communication, such other control-
lers may be used.

[0546] Ifacontroller detached from the main unit 2 is used
in a mode of use in which images are displayed on the TV
6, the controller and the main unit 2 communicate with each
other in wireless communication.

[0547] The mode of use in which the TV 6 is used as a
display device is similar to the modes of use described above
in “[3-2. Mode in which a pair of controllers are used
detached]” and “[3-3. Mode in which three or more con-
trollers are used]”, except that the TV 6 is used instead of the
display 12. That is, in the present embodiment, also in the
case in which the TV 6 is used as a display device, as in the
case in which the display 12 is used, one user may perform
operations using a pair of controllers (see FIG. 38), or two
users may perform operations each using one controller.
When controllers other than the left controller 3 and the right
controller 4 are provided, three or more users may perform
operations each using one controller, or two or more users
may perform operations each using a pair of controllers.
[0548] [3-5. Changing Operation Mode]

[0549] As described above, in the present embodiment, the
information processing device 1 can be used in a mode of
use in which images are displayed on the display 12 and a
mode of use in which images are displayed on the TV 6. In
the present embodiment, the information processing device
1 changes its operation mode depending on these two modes
of use. That is, the information processing device 1 can
operate at least in two different modes of the portable mode
and the console mode.

[0550] The portable mode is a mode in which the infor-
mation processing device 1 is used as a portable device. In
the portable mode, images obtained or produced by the
information processing device 1 are displayed on the display
12. Sound obtained or produced by the information process-
ing device 1 is output from the speaker 88. In the portable
mode, settings of the information processing device 1 are
changed as shown in (a) and (b) below.

[0551] (a) Setting for Limiting Processing Power of Main
Unit 2
[0552] In the present embodiment, in the portable mode,

the clock frequency range over which the CPU 81 is allowed
to operate is limited. In the present embodiment, the clock
frequency at which the CPU 81 is allowed to operate can be
specified within a predetermined range by the program
executed on the main unit 2. In the portable mode, the range
over which a clock frequency can be specified by the
program is limited as compared with that in the console
mode. For example, the range over which a clock frequency
can be specified in the console mode is X1 [Hz] or less,
whereas it is limited to X2 (<X1) [Hz] in the portable mode.
Note that if the main unit 2 includes a GPU (Graphics
Processing Unit) in addition to a CPU, the range of pro-
cessing power (i.e., clock frequency) may be limited for the
CPU and/or for the GPU.

[0553] In the present embodiment, in the portable mode,
the image rendering capacity (which can also be referred to
as the image generating capacity) is limited. Specifically, in
the portable mode, the resolution (in other words, the
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number of pixels) of images generated by the main unit 2 is
lower than that in the console mode.

[0554] With the limitation (a) above, the amount of com-
putation to be executed on the main unit 2 is limited in
portable mode, and it is therefore possible to reduce the heat
generation and the power consumption of the main unit 2.

[0555] (b) Setting for Limiting Operation of Cooling Fan
96
[0556] In the present embodiment, in the portable mode,

the operation of the cooling fan 96 is limited. Specifically, in
the portable mode, the rotations per minute (rpm) at which
the cooling fan 96 is allowed to operate (in other words, the
fan speed) is limited to be lower than the highest rpm at
which the cooling fan 96 is allowed to operate in the console
mode. For example, in the portable mode, the cooling fan 96
is controlled to operate at a predetermined rpm or less,
which is lower than the maximum rpm.

[0557] With the limitation (b) above, it is possible to
reduce the operation noise of the cooling fan 96. In the
portable mode, it is assumed that a user uses the main unit
2 close to the user. In view of this, in the present embodi-
ment, since the operation noise of the cooling fan 96 can be
reduced in the portable mode, it is possible to reduce the
possibility that the user may feel the operation noise is too
loud.

[0558] On the other hand, the console mode is a mode in
which the information processing device 1 is used as a
console-type device. In the console mode, images obtained
or produced by the information processing device 1 are
displayed on the TV 6. The sound obtained or produced by
the information processing device 1 is output from the
speaker of the TV 6. In the console mode, the function
suppressions in the portable mode are lifted. That is, in the
console mode, the limitations (a) and (b) described above are
lifted. Therefore, in the console mode, a program running on
the information processing device 1 can make better use of
the processing power of the CPU 81. The information
processing device 1 can display, on the TV 6, images of a
higher resolution than in the portable mode. The information
processing device 1 can be cooled by the cooling fan 96
more effectively than in the portable mode.

[0559] In the present embodiment, the switching between
the portable mode and the console mode is done as follows.
That is, when the information processing device 1 is
attached to the cradle 5 and the image output condition
described above is satisfied, the information processing
device 1 switches the operation mode to the console mode.
On the other hand, when the information processing device
1 is detached from the cradle 5, the information processing
device 1 switches the operation mode to the portable mode.
Note that the switching of the operation mode will be
described later (see FIG. 44).

[0560] Note that differences between settings in the por-
table mode and those in the console mode are not limited to
those described above. For example, in other embodiments,
the information processing device 1 may impose only one of
the limitations (a) and (b) described above in the portable
mode. For example, in other embodiments, the information
processing system may use different communication meth-
ods for the communication with external devices via a
network (e.g., the Internet) (in other words, may switch
between different communication methods) in the portable
mode and in the console mode. For example, consider a case
in which a predetermined network connection device is
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connected to the cradle 5, the predetermined network con-
nection device having a function of connecting to and
communicating with the network. In such a case, in the
portable mode, the information processing device 1 may
communicate with the network using the network commu-
nication section 82. On the other hand, in the console mode,
the information processing device 1 may communicate with
the network via the cradle 5 and the network connection
device.

[0561] For example, in an application executed by the
information processing device 1, settings in the application
may be changed between the portable mode and the console
mode. For example, in a game application, particulars of the
game (e.g., the rules, the operation method, etc., of the
game) may be changed between the portable mode and the
console mode (see FIG. 45).

[0562] Note that the operation mode (the portable mode
and the console mode) is of a different level from the ON
mode and the sleep mode. That is, the main unit 2 may be
either in the ON mode or in the sleep mode when the
operation mode is the portable mode. Or, the main unit 2
may be either in the ON mode or in the sleep mode when the
operation mode is the console mode.

[0563] [4. Specific Example of Process of Information
Processing System]

[0564] Next, some processes to be executed when the
information processing system operates as described above
will be described by way of more specific examples.
[0565] [4-1. Registration Process]

[0566] As described above, in the present embodiment, the
main unit 2 and the controllers 3 and 4 communicate with
each other. Thus, the main unit 2 executes a registration
process for registering controllers so that the main unit 2 can
identify controllers to communicate with the main unit 2.
Note that those controllers offered (specifically, sold)
together with the main unit 2 may be pre-registered with the
main unit 2 at the time of offering.

[0567] FIG. 40 is a flow chart showing an example flow of
a registration process executed on the main unit 2. In the
present embodiment, the registration process is executed in
response to a controller being attached to the main unit 2.
That is, the main unit 2 detects the attachment of the left
controller 3 or the right controller 4, and starts executing the
registration process shown in FIG. 40 in response to detect-
ing the attachment.

[0568] There is no particular limitation on the method for
detecting a controller being attached to the main unit 2. For
example, the sensing method may be a method based on a
signal state (e.g., a voltage state) at a predetermined pin
included in the terminal of the main unit 2 and/or controller.
For example, the sensing method may be a method in which
the subject device mechanically senses the connection of a
terminal of another device thereto. The main unit 2 and a
controller may both have the sensing function described
above, or either one of them may have the sensing function.
When only one of the devices has the sensing function, that
device may indicate, to the other device, that the connection
has been sensed, as necessary.

[0569] Note that the processes of the steps of the flow
chart shown in FIG. 40 (this similarly applies to the flow
charts in FIG. 43 to FIG. 47 to be discussed later) are merely
illustrative, and the order of steps may be switched around
as long as similar results are obtained, and other processes
may be executed in addition to (or instead of) the process of
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any step. While the present embodiment is described assum-
ing that the processes of the steps of the flow chart are
executed by the CPU 81 of the main unit 2, processes of
some of the steps of the flow chart may be executed by a
processor or a dedicated circuit other than the CPU 81. Some
of the processes executed by the main unit 2 may be
executed by another information processing device capable
of communicating with the main unit 2 (e.g., a server
capable of communicating with the main unit 2 via a
network). That is, the processes shown in FIG. 40, FIG. 43
to FIG. 47 may be executed through a cooperation of a
plurality of information processing devices including the
main unit 2.

[0570] In the registration process shown in FIG. 40, first,
in step S1, the CPU 81 determines whether or not the
controller sensed to have been attached to the main unit 2
has been registered. Now, in the present embodiment, the
main unit 2 stores, in a storage section thereof (e.g., the flash
memory 84), registration information representing control-
lers that have been registered. The determination of step S1
is based on this registration information.

[0571] FIG. 41 is a diagram showing an example regis-
tration information. In the present embodiment, the regis-
tration information is information in which number infor-
mation, identification  information and  wireless
communication information are associated together, as
shown in FIG. 41. The number information is a number
assigned to a registered controller. The indicator LED
described above on the controller may be controlled to
represent a value based on this number.

[0572] The identification information is information rep-
resenting a value (e.g., an ID) that is uniquely assigned to a
controller. With this identification information, it is possible
to uniquely identify a controller. In the present embodiment,
identification information includes information representing
whether a controller is a left controller or a right controller.
That is, the main unit 2 can determine whether a controller
is a left controller or a right controller based on the identi-
fication information assigned to the controller. Note that in
other embodiments, the identification information does not
need to include information representing whether a control-
ler is a left controller or a right controller. In such a case, the
registration information may include information represent-
ing whether a controller is a left controller or a right
controller (separately from the identification information).
Note that the CPU 81 can determine whether a controller is
a left controller or a right controller based on whether the
identification information of the controller has been obtained
through the left-side terminal 17 or through the right-side
terminal 21.

[0573] The wireless communication information indicates
whether or not the connection setting (i.e., pairing) of the
device for wireless communication with the main unit 2 has
been done. That is, if the pairing between the main unit 2 and
the controller has been done, information representing “reg-
istered” is stored as the wireless communication information
of the controller. On the other hand, if the pairing between
the main unit 2 and the controller has not been done,
information representing “unregistered” is stored as the
wireless communication information of the controller. Note
that the main unit 2 may store information regarding the
connection setting for wireless communication (separately
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from the registration information) so as to eliminate the need
to perform pairing again for a controller for which pairing
has been done.

[0574] Note that a part of the registration information may
be deleted or changed in response to an instruction from a
user. For example, the main unit 2 may delete information
regarding a specified controller or change a number assigned
to the controller, in response to an instruction from a user.
[0575] Referring back to FIG. 40, in step S1 described
above, the CPU 81 first obtains identification information
from a controller sensed to have been attached. Note that it
is assumed that a memory of a controller (e.g., the memories
102 and 112) stores, in advance, identification information
assigned to the controller. A controller transmits the identi-
fication information thereof to the main unit 2 in response to
the controller being connected to the main unit 2 or in
response to a request from the CPU 81. The CPU 81
determines whether or not a controller sensed to have been
attached has been registered based on whether or not the
obtained identification information is included in the regis-
tration information. If the determination result of step S1 is
negative, the process of step S2 is executed. On the other
hand, if the determination result of step S1 is affirmative, the
process of step S3 is executed, skipping the process of step
S2.

[0576] Instep S2, the CPU 81 registers a controller sensed
to have been attached. That is, the CPU 81 updates the
registration information stored in the storage section so that
the number information, the identification information and
the wireless communication information of the controller are
associated together and added to the registration informa-
tion. The number information may be, for example, infor-
mation representing a number that has not been used for any
other registered controller. The identification information
may be identification information obtained from the con-
troller in step S1 described above. The wireless communi-
cation information is set to “unregistered” since pairing has
not been done at this point in time. Following step S2, the
process of step S3 is executed.

[0577] In step S3, the CPU 81 determines whether or not
both a left controller and a right controller are attached to the
main unit 2. That is, it is determined whether or not the
attachment of the left controller 3 and the right controller 4
to the main unit 2 can be sensed at the present point in time.
If the determination result of step S3 is affirmative, the
process of step S4 is executed. On the other hand, if the
determination result of step S3 is negative, the CPU 81 ends
the registration process, skipping the process of step S4.
[0578] In step S4, the CPU 81 registers the left controller
3 and the right controller 4 attached to the main unit 2 as a
pair. Now, in the present embodiment, the main unit 2 stores
pairing information representing a pair of a left controller
and a right controller in the storage section (e.g., the flash
memory 84).

[0579] FIG. 42 is a diagram showing an example of
pairing information. In the present embodiment, as shown in
FIG. 42, the pairing information is information in which left
identification information and right identification informa-
tion are associated together. The left identification informa-
tion is identification information of a left controller regis-
tered as a pair, from among registered controllers (in other
words, controllers represented by identification information
included in the registration information). The right identifi-
cation information is identification information of a right
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controller registered as a pair, from among registered con-
trollers (in other words, controllers represented by identifi-
cation information included in the registration information).
Left identification information and right identification infor-
mation that are associated together in the pairing informa-
tion represent a pair of a left controller and a right controller.
[0580] In step S4 described above, the CPU 81 first
obtains identification information of the left controller and
the right controller attached to the main unit 2. Note that for
a controller whose identification information has been
obtained in step S1 described above, the identification
information does not need to be obtained again. Next, the
CPU 81 adds, to the pairing information, the obtained
identification information of the left controller and that of
the right controller, while they are associated together. That
is, the CPU 81 updates pairing information so as to add the
pair of two identification information obtained to the pairing
information (strictly speaking, unupdated pairing informa-
tion). Then, the updated pairing information is stored in the
storage section. Note that if information representing the
pair of two identification information is already included in
the pairing information, the CPU 81 does not need to update
the pairing information. If information representing a pair
including one of the two identification information is already
included in the pairing information, the CPU 81 deletes such
a pair from the pairing information. Thus, any pair including
one of two controllers that are included in a pair to be
registered is unregistered (i.e., deleted from the pairing
information). After step S4, the CPU 81 ends the registration
process.

[0581] As described above, in the present embodiment, in
response to a controller being attached to the main unit 2, the
controller is registered with the main unit 2. Thus, a user can
easily register controllers. In the present embodiment, since
the registration process is executed when the main unit 2 and
the controllers communicate with each other in wired com-
munication, it is possible to reduce the possibility that the
main unit 2 cannot obtain information (specifically, identi-
fication information) from controllers, and to reduce the
possibility that registration fails.

[0582] In the present embodiment, in response to a left
controller and a right controller being both attached to the
main unit 2, these two controllers are registered as a pair. A
user can attach any two controllers that the user wishes to
use as a pair to the main unit 2, and the user can therefore
register a pair through an easy and straightforward opera-
tion.

[0583] Note that in the present embodiment, an accessory
(see FIG. 52) may be provided to which a left controller and
a right controller can be attached at the same time, the details
of which will be described later. Then, when a left controller
and a right controller are both attached to the accessory, the
main unit 2 registers these two controllers as a pair, as when
a left controller and a right controller are both attached to the
main unit 2. The details of such a pairing process will be
described in “[5-2. Accessory for controllers]” below.
[0584] Note that the main unit 2 may register, as a pair,
two controllers attached to the main unit 2 at the same time
as in the embodiment described above, or may register, as a
pair, two controllers that are not attached to the main unit 2
at the same time, unlike in the embodiment described above.
For example, the main unit 2 may register, as a pair, a left
controller last attached thereto and a right controller last
attached thereto.
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[0585] Note that in other embodiments, any other pairing
method may be used for registering pairs of controllers. For
example, the main unit 2 may register, as a pair, tWo
controllers on which a predetermined operation is performed
within a predetermined period of time. Specifically, the main
unit 2 prompts a user to perform a predetermined operation
in response to satisfaction of a predetermined condition
(e.g., a pairing instruction has been received from a user).
Then, the main unit 2 registers, as a pair, two controllers on
which the predetermined operation is performed within a
predetermined period of time from the prompting, from
among two or more controllers being in communication with
the main unit 2. Note that the “predetermined operation”
may be, for example, an operation of pressing A button, or
may be an operation of bumping two controllers against
each other (this operation can be determined, for example,
based on detection results of an acceleration sensor).
[0586] [4-2. Wireless Setting Process]

[0587] As described above, in the present embodiment, the
main unit 2 and the controllers 3 and 4 may communicate
with each other in wireless communication. Therefore, in the
present embodiment, the information processing device 1
performs a registration (referred to also as pairing) for
enabling wireless communication between the main unit 2
and the controllers. Note that those controllers offered
(specifically, sold) together with the main unit 2 may be
pre-registered with the main unit 2 for wireless communi-
cation at the time of offering.

[0588] In the present embodiment, the main unit 2
executes a wireless setting process for enabling wireless
communication with controllers. FIG. 43 is a flow chart
showing an example flow of a wireless setting process
executed on the main unit 2. In the present embodiment, the
wireless setting process is executed in response to a con-
troller being removed from the main unit 2. That is, the main
unit 2 senses the removal of the left controller 3 or the right
controller 4, and starts executing the wireless setting process
shown in FIG. 43 in response to the removal (referred to as
“detachment™). Note that although there is no particular
limitation on the method for sensing the detachment of a
controller from the main unit 2, a similar method to the
method for sensing the attachment of a controller to the main
unit 2 may be used, for example.

[0589] Inthe wireless setting process, first, in step S11, the
CPU 81 determines whether or not the controller sensed to
have been detached from the main unit 2 has been paired for
wireless communication. This determination can be done by
using the registration information described above. That is,
if wireless communication information included in the reg-
istration information indicates “registered” for the controller
sensed to have been detached, the CPU 81 determines that
the controller has been paired for wireless communication.
On the other hand, if wireless communication information
included in the registration information indicates “unregis-
tered” for the controller sensed to have been detached, the
CPU 81 determines that the controller has not been paired
for wireless communication. If the determination result of
step S11 is negative, the process of step S12 is executed. On
the other hand, if the determination result of step S11 is
affirmative, the CPU 81 ends the wireless setting process,
skipping the process of step S12.

[0590] Instep S12, the CPU 81 executes a pairing process
for enabling wireless communication with a controller
sensed to have been detached. The pairing process in the
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present embodiment may be similar to a pairing process of
a conventional communication technique in accordance with
the Bluetooth (registered trademark) standard. Note that in
the present embodiment, a controller executes the pairing
process in response to being removed from the main unit 2,
the details of which will be described later. Thus, the main
unit 2 and the controller are paired together, establishing a
wireless connection therebetween. Following step S12, step
S13 is executed.

[0591] In step S13, the CPU 81 determines whether or not
the pairing with the controller sensed to have been detached
has succeeded. Note that the process of step S13 is executed
after lapse of a predetermined period of time from the
execution of step S12. If the determination result of step S13
is affirmative, the process of step S14 is executed. On the
other hand, if the determination result of step S13 is nega-
tive, the CPU 81 ends the wireless setting process, skipping
the process of step S14.

[0592] In step S14, the CPU 81 updates the registration
information. That is, the CPU 81 changes the wireless
communication information included in the registration
information to “registered” for the controller sensed to have
been detached. Following step S14, the CPU 81 ends the
wireless setting process.

[0593] In the present embodiment, for the wireless setting
process, the controllers 3 and 4 execute a similar process
(referred to as a “controller-side wireless setting process”) to
that of the main unit 2. Specifically, a controller stores
registration information in a storage section (e.g., the memo-
ries 102 and/or 112), wherein identification information of
the main unit to which the controller is attached and wireless
communication information indicating that whether or not
the controller has been paired with the main unit are asso-
ciated together in the registration information. A controller
(specifically, the communication control section 101 or 111)
determines whether or not it has been paired with the main
unit 2 in response to the removal from the main unit 2. If it
has not been paired, the controller executes the pairing
process. Moreover, the controller determines whether or not
the pairing has succeeded, and updates the registration
information if the pairing has succeeded. Thus, in the present
embodiment, when a controller is removed from the main
unit 2, the main unit 2 and the controller each perform the
pairing process, and a wireless connection is established
upon successful pairing.

[0594] As described above, in the present embodiment, in
response to the removal of a controller from the main unit 2,
a setting process for wireless communication between the
main unit 2 and the controller is executed to establish a
wireless connection. In the present embodiment, a controller
communicates in wired communication while it is attached
to the main unit 2, and in wireless communication while it
is removed from the main unit 2. Therefore, by executing the
setting process when the controller is removed from the
main unit 2, it is possible to establish a wireless connection
with appropriate timing. Note that in the present embodi-
ment, since a controller is registered when the controller is
attached to the main unit 2 for the first time, the setting
process is executed when the controller is removed from the
main unit 2 for the first time. Then, it is possible to reduce
the possibility that “the wireless connection is not estab-
lished when a registered controller is removed from the main
unit 2, thus providing the information processing device 1
that is easy to use for a user. Moreover, according to the
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present embodiment, a user can easily cause the information
processing device 1 to execute the setting process described
above by removing a controller from the main unit 2.
[0595] Note that the condition on which the setting pro-
cess for wireless communication is executed on the infor-
mation processing device 1 may be any condition, and it not
limited to the removal of a controller from the main unit 2.
For example, in other embodiments, the setting process may
be executed in response to a controller being attached to the
main unit 2. For example, in other embodiments, the setting
process may be executed in response to an instruction from
a user. Specifically, the main unit 2 may execute the wireless
setting process (FIG. 43) in response to a predetermined
instruction from a user. The predetermined instruction may
be given by a user selecting a predetermined item displayed
on a menu screen, or may be given by a user pressing a
predetermined button provided on the main unit 2. More-
over, in response to a predetermined instruction from a user,
a controller may execute the “controller-side wireless setting
process” described above. This predetermined instruction
may be given by pressing down a predetermined button
provided on the controller.

[0596] In the present embodiment, when a controller is
removed from the main unit 2, the main unit 2 and the
controller each determine whether or not the controller and
the main unit 2 have been paired together, so that the pairing
process is executed if they have not been paired together. In
other embodiments, the main unit 2 and the controller may
execute the pairing process, upon removal of the controller
from the main unit 2, without performing the determination
process.

[0597] (Operation on Controller)

[0598] In the present embodiment, if a controller is
attached to the main unit 2, the controller regards the main
unit 2 as its communication partner. That is, the controller
transmits operation data in wired communication to the main
unit 2, to which the controller is attached. On the other hand,
if a controller is not attached to the main unit 2 but the
controller has been paired with another main unit 2, the
controller regards the other main unit 2 as its communication
partner. That is, the controller transmits operation data in
wireless communication to the other main unit 2, with which
the controller has been paired. Thus, in the present embodi-
ment, the controller transmits operation data to the main unit
2, irrespective of whether it is attached to the main unit 2.
Note that in the present embodiment, if a controller has been
paired with a plurality of main units 2, the controller regards
one main unit that satisfies a predetermined condition as its
communication partner. Although there is no particular
limitation on the predetermined condition, it may be, for
example, “being the main unit with which the controller has
last been paired”. Note that if a controller is not attached to
the main unit 2 and there is no main unit 2 with which the
controller has been paired, the controller does not transmit
operation data.

[0599] If a controller is able to communicate with a main
unit 2, the controller repeatedly transmits operation data to
the main unit 2, as its communication partner, at a rate of
once per a predetermined period of time. If there is no main
unit 2 with which a controller is able to communicate (i.e.,
when the main unit 2 as its communication partner has been
turned OFF or set in the sleep mode), the controller stops
transmitting operation data to a main unit 2. If there is newly
a main unit 2 with which a controller is able to communicate



US 2016/0361640 Al

(i.e., when the main unit 2 as its communication partner has
been turned ON or set in the ON mode), the controller
resumes transmitting operation data to the main unit 2.
[0600] [4-3. Mode Setting Process]

[0601] As described above, in the present embodiment, the
information processing device 1 operates in the portable
mode and in the console mode. Therefore, the information
processing device 1 executes a process (referred to as the
“mode setting process”) of switching the operation mode
between the portable mode and the console mode.

[0602] FIG. 44 is a flow chart showing an example flow of
a mode setting process executed on the main unit 2. In the
present embodiment, while the power of the main unit 2 is
ON, a series of processes of steps S21 to S29 shown in FIG.
44 is executed repeatedly. Note that in the present embodi-
ment, it is assumed that at the start of the process (i.e., when
the power is turned ON), the operation mode of the main unit
2 is set to the portable mode.

[0603] In the mode setting process, first, in step S21, the
CPU 81 determines whether or not the main unit 2 is
attached to the cradle 5. Note that there is no particular
limitation on the method for sensing the attachment of the
main unit 2 to the cradle 5. For example, the CPU 81 may
perform the sensing based on a signal state (e.g., a voltage
state) at a predetermined pin included in the terminal of the
main unit 2 and/or the cradle 5. If the determination result
of step S21 is affirmative, the process of step S22 is
executed. On the other hand, if the determination result of
step S21 is negative, the process of step S21 is executed
again. That is, while the operation mode is the portable mode
and the main unit 2 is not attached to the cradle 5, the CPU
81 repeatedly executes the process of step S21. The process
of step S21 is executed at a rate of once per a predetermined
period of time, for example.

[0604] In step S22, the CPU 81 turns off the display 12.
Specifically, the CPU 81 stops supplying power to the
display 12. The CPU 81 also stops outputting image data to
the display 12. Following step S22, the process of step S23
is executed.

[0605] As described above, the main unit 2 turns OFF the
display 12 at a point when the main unit 2 is attached to the
cradle 5. Note that in other embodiments, the main unit 2
may turn OFF the display 12 at a point when the image is
output from the main unit 2 to the TV 6, rather than turning
OFF the display 12 (i.e., the display 12 is left ON) at the
point when the main unit 2 is attached to the cradle 5. In
other embodiments, the main unit 2 may not turn OFF the
display 12 even when the image is output from the main unit
2 to the TV 6 so that the image is displayed both on the
display 12 and on the TV 6. Then, the cradle 5 may be
configured so that the display 12 can be viewed while the
main unit 2 is attached to the cradle 5. The main unit 2 may
generate two different images so that different images are
displayed on the TV 6 and on the display 12.

[0606] In step S23, the CPU 81 determines whether or not
the image output condition is satisfied. That is, the CPU 81
determines whether or not Conditions 1 to 3 described above
are satisfied. Note that Conditions 1 to 3 can be determined
based on information obtained from the cradle 5. Specifi-
cally, for “Condition 1: the cradle 5 is connected to the TV
6”, the CPU 81 may obtain information from the cradle 5
that indicates whether or not the cradle 5 is connected to the
TV 6, and make the determination based on the obtained
information. For “Condition 2: the cradle 5 is receiving
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power supply”, the CPU 81 may obtain information from the
cradle 5 that indicates whether or not power is supplied from
the power terminal 134 to the cradle 5, and make the
determination based on the obtained information. For “Con-
dition 3: the cradle 5 is an authorized product™, the CPU 81
may obtain predetermined information with which it is
possible to identify an authorized product, and make the
determination based on the obtained information. Note that
the predetermined information may for example be identi-
fication information assigned to the cradle or information
that shows predetermined content if the product is an
authorized product (in other words, information that shows
different content if the product is not an authorized product).
The CPU 81 obtains the information at a predetermined
timing from the cradle 5, and determines whether or not the
image output condition is satisfied based on the obtained
information. There is no particular limitation on the prede-
termined timing, but it may be, for example, when the main
unit 2 is attached to the cradle 5 or when step S23 is
executed.

[0607] If the determination result of step S23 is affirma-
tive, the process of step S25 to be described later is executed.
On the other hand, if the determination result of step S23 is
negative, the process of step S24 is executed. Note that in
this case, no image will be displayed on the TV 6 even
though a user has attached the information processing device
1 to the cradle 5. Therefore, the information processing
device 1 may indicate to the user that no image will be
displayed on the TV 6. For example, the information pro-
cessing device 1 may indicate by outputting sound from the
speaker 88 or by displaying an image on the display 12. For
example, if the cradle 5 includes an indicator light-emitting
portion (e.g., an LED provided on the sleep button 74), the
information processing device 1 may indicate by controlling
the light-emitting portion. If an indicator light-emitting
portion is provided on the cradle 5, the information process-
ing device 1 may control the light-emitting portion so as to
indicate whether the operation mode is the portable mode or
the console mode.

[0608] In step S24, the CPU 81 determines whether or not
the main unit 2 has been removed from the cradle 5. If the
determination result of step S24 is affirmative, the process of
step S29 to be described later is executed. On the other hand,
if the determination result of step S24 is negative, the
process of step S23 described above is executed again. That
is, while the main unit 2 is attached to the cradle 5 and the
image output condition is not satisfied, the CPU 81 repeat-
edly executes a series of processes of steps S23 and S24. The
series of processes is repeatedly executed at a rate of once
per a predetermined period of time.

[0609] In step S25, the CPU 81 outputs images to the TV
6. That is, the CPU 81 outputs data of “the images and the
sound to be output” to the cradle 5 via the lower terminal 27.
The cradle 5 transfers the data to the TV 6. That is, the
format of the data is converted through the conversion
section 131 of the cradle 5, and the data is output to the TV
6 via the monitor terminal 132. Thus, the images and the
sound are output from the TV 6. After the process of step
S25, the CPU 81 repeatedly executes the process of output-
ting the images to the TV 6. This process is continued until
the information processing device 1 ends the image display
(e.g., the power of the information processing device 1 is
turned OFF, or the information processing device 1 is set in
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the sleep mode), or until the operation mode is changed to
the portable mode. Following step S25, the process of step
S26 is executed.

[0610] In step S26, the CPU 81 changes the operation
mode to the console mode. That is, the CPU 81 changes the
settings of the main unit 2 so as to lift the functional
limitations of the main unit 2 in the portable mode as
described in “[3-5. Changing operation mode]” above. Fol-
lowing step S26, the process of step S27 is executed.
[0611] In step S27, the CPU 81 determines whether or not
the main unit 2 has been removed from the cradle 5. If the
determination result of step S27 is affirmative, the process of
step S28 is executed. On the other hand, if the determination
result of step S27 is negative, the process of step S27 is
executed again. That is, while the operation mode is the
console mode, the CPU 81 repeatedly executes the process
of step S27. The process of step S27 is executed at a rate of
once per a predetermined period of time, for example.
[0612] In step S28, the CPU 81 changes the operation
mode to the portable mode. That is, the CPU 81 changes the
settings of the main unit 2 so as to impose functional
limitations on the main unit 2 as described in “[3-5. Chang-
ing operation mode]” above. The CPU 81 also stops the
image output to the TV 6. Following step S28, the process
of step S29 is executed.

[0613] In step S29, the CPU 81 outputs images to the
display 12. That is, the CPU 81 displays the “images to be
output” on the display 12. The CPU 81 also outputs the
“sound to be output” from the speaker 88 (or the sound
input/output terminal 25). After the process of step S29, the
CPU 81 repeatedly executes the process of outputting
images to the display 12. Following step S29, the process of
step S21 is executed again.

[0614] As described above, in the present embodiment, the
information processing device 1 can switch between the
portable mode, in which images are displayed on the display
12, and the console mode, in which images are displayed on
the TV 6. Now, the condition for changing the operation
mode to the console mode (in other words, the image output
condition) may be any condition. For example, the condition
may be as follows.

[0615] In other embodiments, the image output condition
may include a condition that “there has been a user instruc-
tion to output images to the TV 6”. For example, the cradle
5 may include an output instruction button for giving an
instruction to output the images obtained or produced by the
information processing device 1 to the TV 6. Then, the
information processing device 1 may use, as one of the
image output conditions, a condition that “the output
instruction button has been pressed while the information
processing device 1 is attached to the cradle 5.

[0616] In other embodiments, the image output condition
may include a condition that “the TV 6 is capable of
displaying the images from the cradle 5. Specifically, this
condition is that the power of the TV 6 is ON and the input
select setting thereof is such that input images from the
cradle 5 are displayed. By using image output conditions
including the condition described above, it is possible to
avoid a situation in which no image is displayed on the TV
6 even though images are output from the information
processing device 1 via the cradle 5.

[0617] In addition, the information processing device 1
may further perform a control, over the TV 6, to turn ON the
power of the TV 6, and/or to switch the input select so as to
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display an input from the cradle 5. Then, a user does not
need to operate the TV 6 so as to satisty the condition
described above (i.e., that the TV 6 is able to display the
images from the cradle 5), and it is possible to easily display
the image on the TV 6. Note that the information processing
device 1 can perform a control as described above by
causing the cradle 5 to transmit a control signal (e.g., a CEC
command of the HDMI standard) to the TV 6.

[0618] The information processing device 1 may change
the image output condition in response to an instruction
from a user. For example, the information processing device
1 may present a plurality of different conditions, as the
image output conditions, on a predetermined setting chang-
ing screen, and allow a user to select one of the conditions.
This is convenient for a user because the user can choose a
condition that suits the user’s way of using the device.

[0619] For example, when the cradle 5 is provided with an
output instruction button as described above, information
processing system may use a switching-type button as the
output instruction button so as to allow a user to change the
condition. That is, a first state and a second state can be
switched from one to another by pressing the output instruc-
tion button of the cradle 5. Then, if the output instruction
button is in the first state, the information processing device
1 interprets this to mean that there is a user instruction to
output the images on the TV 6, whereas if the output
instruction button is in the second state, the information
processing device 1 interprets this to mean that there is no
user instruction to output the images on the TV 6. Thus, a
user can cause the images to be output on the TV 6 (under
a certain condition) in response to the attachment of the main
unit 2 to the cradle, by leaving the output instruction button
in the first state.

[0620] In the description above, it can be said that based
on the presence/absence of the user instruction described
above, the information processing device 1 determines
whether a user has attached the information processing
device 1 to the cradle 5 merely for charging, or has attached
the information processing device 1 to the cradle 5 to display
the images on the TV 6. Now, in other embodiments, the
information processing device 1 may make the determina-
tion above by any other method.

[0621] For example, the information processing device 1
may make the determination described above based on the
state of the information processing device 1 regarding the
execution of an application. Now, “the state of the informa-
tion processing device 1 regarding the execution of an
application” is, for example, a state regarding whether an
application is running on the information processing device
1 or a state regarding whether the images produced or
obtained by a running application are displayed on the
display 12. Specifically, if an application is running or if the
images produced or obtained by a running application are
displayed on the display 12, the information processing
device 1 may determine that a user has attached the infor-
mation processing device 1 to the cradle 5 in order to display
the images on the TV 6. Therefore, in such a case, the
information processing device 1 may output the images to
the TV 6 on the condition that the image output condition is
satisfied. That is, the images output condition may include a
condition that “an application is running or the image
produced or obtained by a running application are displayed
on the display 12”.
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[0622] In other embodiments, the information processing
device 1 may store, in a storage section (e.g., the flash
memory 84), the operation mode at the point in time when
the power of the information processing device 1 is turned
OFF. Then, when the power of the information processing
device 1 is turned ON, if the operation mode stored in the
storage section indicates the portable mode, the information
processing device 1 may execute the mode setting process
from step S21, whereas if the operation mode stored in the
storage section indicates the console mode, the information
processing device 1 may execute the mode setting process
from step S27. Thus, the operation mode of the information
processing device 1 at the time of power-off can be carried
on when the power is next turned ON.

[0623] [4-4. Example of Executing Information Process
Depending on Operation Mode]

[0624] As described above, in the present embodiment, the
information processing device 1 operates one of operation
modes including the portable mode and the console mode.
Therefore, in the information processing device 1, informa-
tion processes executed by various programs executed on
the main unit 2 (e.g., the OS program and application
programs) may be of different content between the portable
mode and the console mode. An example information pro-
cess, in which a different process is executed depending on
the operation mode, will now be described.

[0625] FIG. 45 is a flow chart showing an example flow of
an information process executed on the main unit 2. A series
of information processes shown in FIG. 45 is performed as
the CPU 81 executes a program (e.g., an application pro-
gram or an OS program) that is executable by the informa-
tion processing device 1, for example. For example, if a
program to be executed is an application program, the series
of information processes shown in FIG. 45 is started in
response to a user instruction to launch the application
program. For example, if a program to be executed is an OS
program, the series of information processes shown in FIG.
45 is started in response to the power of the main unit 2
being turned ON.

[0626] In the series of information processes shown in
FIG. 45, first, in step S31, the CPU 81 obtains operation data
from each controller. For example, the CPU 81 may obtain
operation data from any controller with which the CPU 81
can communicate whether in wired communication or wire-
less communication. Note that the main unit 2 may obtain
operation data with substantially the same frequency from
controllers it is communicating in wired communication and
from controllers it is communicating in wireless communi-
cation. Then, since there is no difference between controllers
depending on their communication method, it is possible to
improve the controllability of controllers. Following step
S31 described above, the process of step S32 is executed.
[0627] Depending on the program related to the series of
information processes, the CPU 81 may obtain operation
data from controllers that satisfy a predetermined condition
and not obtain operation data from controllers that do not
satisfy the condition. For example, the predetermined con-
dition may be a communication-related condition. That is,
the CPU 81 may obtain operation data from controllers that
communicate with the main unit 2 in wired communication
and not obtain operation data from controllers that commu-
nicate with the main unit 2 in wireless communication. For
example, the predetermined condition may be a condition
regarding the function of a controller. That is, the CPU 81
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may obtain operation data from controllers having a prede-
termined function (e.g., controllers having an analog stick,
controllers having the NFC communication function, con-
trollers having an acceleration sensor, etc.) and not obtain
operation data from controllers not having these predeter-
mined functions. If there is a controller that is capable of
communication but that does not obtain operation data, the
main unit 2 may indicate to the user that the controller is not
available for use on the running program.

[0628] Note that in other embodiments, instead of the
CPU 81 not obtaining operation data from controllers that do
not satisfy a predetermined condition, the CPU 81 may not
use the operation data obtained from the controllers that do
not satisfy the predetermined condition in the process or step
S33 or S34 to be described later.

[0629] Instep S32, the CPU 81 determines whether or not
the operation mode of the information processing device 1
is the portable mode (i.e., whether it is the portable mode or
the console mode). The information processing device 1 has
information indicating the current operation mode stored in
a predetermined storage section (e.g., the flash memory 84).
The determination of step S32 is made based on this
information. If the determination result of step S32 is
affirmative (i.e., if the operation mode is the portable mode),
the process of step S33 is executed. On the other hand, if the
determination result of step S32 is negative (i.e., if the
operation mode is the console mode), the process of step S34
is executed again.

[0630] In step S33, the CPU 81 executes an information
process based on operation data in accordance with settings
in the portable mode. As described above, in the portable
mode, the processing power of the main unit 2 is limited.
That is, the CPU 81 executes the information process under
such a limitation. For example, the CPU 81 executes a
predetermined process (e.g., a game process) using, as an
input, the operation data obtained in step S31, and produces
images representing the process results, which are displayed
on the display 12. Following step S33, the process of step
S35 to be described later is executed.

[0631] On the other hand, in step S34, the CPU 81
executes an information process based on operation data in
accordance with settings in the console mode. As described
above, in the console mode, the limitation on the processing
power of the main unit 2 is lifted. For example, the CPU 81
may execute a predetermined process (e.g., a game process)
using, as an input, the operation data obtained in step S31,
and produces images representing the process results, which
are displayed on the TV 6. Following step S33, the process
of step S35 to be described later is executed.

[0632] Depending on the program related to the series of
information processes, the CPU 81 may use different content
of'the predetermined process to be executed in steps S33 and
S34 described above depending on the operation mode. For
example, if the program is a game program (i.e., if a game
application is executed), the information processing device
1 may use different game content depending on the operation
mode. Specifically, levels that can be played may differ
between the portable mode and the console mode, and there
may be levels that can only be played in the portable mode
or there may be levels that can only be played in the console
mode. Also, the game mode may differ in the portable mode
and in the console mode.

[0633] For example, if the screen display settings can be
changed, the information processing device 1 may use
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different screen display settings for each operation mode.
Note that the “screen display settings” refer, for example, to
those settings that are directed to the size of icons on the
menu screen and various information to be displayed
together with images representing the game space (e.g.,
images representing the status of the player character, the
map image, etc.). Therefore, in the portable mode, for
example, since the images are displayed on the display 12
whose screen size is assumed to be small, graphical symbols
such as icons are displayed to be larger with respect to the
displayed images (in other words, the display screen),
whereas in the console mode, since the images are displayed
on the TV 6 whose screen size is assumed to be large, those
graphical symbols may be displayed to be smaller with
respect to the displayed images.

[0634] In step S35, the CPU 81 determines whether or not
to end the series of information processes shown in FIG. 45.
This determination is made based on whether or not there
has been a user instruction to end, for example. If the
determination result of step S35 is negative, the process of
step S31 is executed again. Thereafter, the series of pro-
cesses of steps S31 to S35 is repeatedly executed until it is
determined in step S35 that the series of information pro-
cesses is to be ended. On the other hand, if the determination
result of step S35 is affirmative, the CPU 81 ends the series
of information processes shown in FIG. 45.

[0635] As described above, in the present embodiment, the
information processing device 1 may be configured so that
the OS or an application may execute a different process
depending on the operation mode. Then, for example, it is
possible to give the user a different kind of entertainment
(e.g., a different game level or a different game mode) for
each operation mode. For example, it is possible to save the
trouble for the user to change settings by automatically
changing settings (e.g., the screen display settings) depend-
ing on the operation mode.

[0636] [4-5. Example of Executing Information Process
Depending on Attached State of Controller]

[0637] As described above, in the present embodiment, the
information processing device 1 can be used both in a state
in which a controller is removed from the main unit 2 and
a state in which they are attached to the main unit 2.
Therefore, the information processing device 1 may be
configured so that the content of information processes to be
executed by various programs executed on the main unit 2
(e.g., the OS program and application programs) may be
different from each other depending on the attached state of
a controller to the main unit 2 (i.e., whether the controller is
attached to or removed from the main unit 2). Examples of
information processes depending on the attached state of a
controller will now be described below.

[0638] FIG. 46 is a flow chart showing an example flow of
an information process executed on the main unit 2. As is the
series of processes shown in FIG. 45, the series of informa-
tion processes shown in FIG. 46 is executed by an applica-
tion program or an OS program executable on the informa-
tion processing device 1, for example. As is the series of
processes shown in FIG. 45, the series of information
processes shown in FIG. 46 is also started in response to a
user instruction to launch an application program or in
response to the power of the main unit 2 being turned ON.
[0639] In the series of information processes shown in
FIG. 46, first, in step S41, the CPU 81 determines whether
or not a controller is attached to the main unit 2. In the
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present embodiment, the CPU 81 determines whether or not
a controller is attached to the main unit 2 for each of the left
and right controllers 3 and 4. If it is determined that at least
one of the left and right controllers 3 and 4 is attached to the
main unit 2, the determination result of step S41 is affirma-
tive. If the left and right controllers 3 and 4 are both removed
from the main unit 2, the determination result of step S41 is
negative. If the determination result of step S41 is affirma-
tive, the process of step S42 is executed. On the other hand,
if the determination result of step S41 is negative, the
process of step S43 to be described later is executed.
[0640] In step S42, the CPU 81 obtains operation data
from a controller attached to the main unit 2 via a wired
connection. That is, the CPU 81 obtains operation data
received via the left-side terminal 17 and the right-side
terminal 21. Note that when only one of the left and right
controllers 3 and 4 is attached, the CPU 81 obtains operation
data only from the terminal corresponding to that controller.
Note that the obtained operation data is stored in a prede-
termined storage section (e.g., the DRAM 85). Following
step S42, the process of step S43 is executed.

[0641] In step S43, the CPU 81 obtains operation data
from a controller removed from the main unit 2 via a
wireless connection. That is, the CPU 81 obtains operation
data received via the controller communication section 83.
Note that if there are no controllers that are capable of
wireless communication (in other words, controllers that are
transmitting operation data to the main unit 2) at the point of
step S43, the CPU 81 may skip the process of step S43 since
no operation data is received by the controller communica-
tion section 83. Following step S43, the process of step S44
is executed.

[0642] In step S44, the CPU 81 executes a predetermined
information process based on the operation data obtained in
steps S42 and S43. Note that there is no particular limitation
on the content of the information process. For example, if
the running program is an OS program, the CPU 81 may
move a cursor across the menu screen based on the operation
data, or identify an application selected by a user based on
the operation data to launch the identified application. If the
running program is an application program, the CPU 81 may
execute a process according to the application by using the
operation data as an input to the application. Following step
S44, the process of step S45 is executed.

[0643] In step S45, the CPU 81 outputs an image repre-
senting the result of the information process of step S44 to
a display device (the display 12 or the TV 6). For example,
if the running program is an OS program, the menu screen
described above is displayed on the display device. For
example, if the running program is an application program,
an image of the application (e.g., a game image in the game
application) is displayed on the display device. Following
step S45, the process of step S46 is executed.

[0644] In step S46, the CPU 81 determines whether or not
to end the series of information processes shown in FIG. 46.
This determination is made based on whether or not there
has been a user instruction to end, for example. If the
determination result of step S46 is negative, the process of
step S41 executed again. Thereafter, the series of processes
of steps S41 to S46 is repeatedly executed until it is
determined in step S46 that the series of information pro-
cesses is to be ended. On the other hand, if the determination
result of step S46 is affirmative, the CPU 81 ends the series
of information processes shown in FIG. 46.
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[0645] As described above, in the present embodiment, the
main unit 2 varies the content of the process to be executed
depending on the attached state of the controller. That is, if
no controller is attached to the main unit 2, the main unit 2
skips the process of obtaining operation data via wired
communication. Thus, it is possible to simplify the process
to be executed on the main unit 2.

[0646] Note that in the series of processes shown in FIG.
46, the main unit 2 executes the process of obtaining
operation data via wireless communication (step S43), irre-
spective of the attached state of the controller. Now, depend-
ing on the application executed on the main unit 2, if the
determination result of step S41 is affirmative (i.e., if a
controller is attached to the main unit 2), the process of step
S43 does not need to be executed. That is, depending on the
running application, if a controller is attached, the main unit
2 may receive operation data only from the controller
attached thereto while not accepting operation data from the
other, un-attached controller (via wireless communication).
[0647] FIG. 47 is a flow chart showing an example flow of
an information process executed on the main unit 2. As is the
series of processes shown in FIG. 45, the series of informa-
tion processes shown in FIG. 47 is executed by an applica-
tion program or an OS program executable on the informa-
tion processing device 1, for example. As is the series of
processes shown in FIG. 45, the series of information
processes shown in FIG. 47 is also started in response to a
user instruction to launch an application program or in
response to the power of the main unit 2 being turned ON.
[0648] In the series of information processes shown in
FIG. 47, first, in step S51, the CPU 81 determines whether
or not whether or not a controller is attached to the main unit
2. In the present embodiment, the CPU 81 determines
whether the left and right controllers 3 and 4 are both
attached to the main unit 2 or at least one of the left and right
controllers 3 and 4 is removed from the main unit 2. Note
however that in other embodiments, the CPU 81 may
determine whether at least one of the left and right control-
lers 3 and 4 is attached to the main unit 2 or the left and right
controllers 3 and 4 are both removed from the main unit 2.
If the determination result of step S51 is affirmative, the
process of step S52 is executed. On the other hand, if the
determination result of step S51 is negative, the process of
step S54 is executed.

[0649] In step S52, the CPU 81 sets the control mode of
the information process to the single-player control mode.
That is, if step S52 is executed, since a controller is attached
to the main unit 2, it is assumed that a single user performs
operations by using the attached controller. The single-
player control mode is a mode in which there is one control
object, for example. For example, in the game program, the
CPU 81 starts a game in which there is one player character.
In an application in which operations are performed by using
a cursor displayed on the screen, the CPU 81 displays a
cursor. Following step S52, the process of step S53 is
executed.

[0650] In step S53, the CPU 81 executes a predetermined
process in the single-player control mode. That is, the CPU
81 obtains operation data from the left and right controllers
3 and 4, and executes a predetermined process based on the
operation data. Note that there is no particular limitation on
the content of the predetermined process. Now, in the
single-player control mode, one control object (e.g., one
player character or one cursor) is controlled based on
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operation data obtained from two controllers 3 and 4. Note
that in step S53, the predetermined process described above
is repeatedly executed. When a condition for ending the
predetermined process is satisfied (e.g., when there is a user
instruction to end the application), the CPU 81 ends the
process of step S53, thereby ending the series of information
processes shown in FIG. 47.

[0651] On the other hand, in step S54, the CPU 81 sets the
control mode of the information process to the two-player
control mode. That is, if step S54 is executed, it means that
(at least one) controller is removed from the main unit 2, and
it is therefore assumed that a total of two users are perform-
ing operations, wherein one user uses the removed controller
while the other user uses the other controller. The two-player
control mode is a mode in which there are two control
objects, for example. For example, in the game program, the
CPU 81 starts a game in which there are two player
characters. In an application in which operations are per-
formed by using a cursor displayed on the screen, the CPU
81 displays two cursors. Following step S54, the process of
step S55 is executed.

[0652] In step S55, the CPU 81 executes a predetermined
process in the two-player control mode. That is, the CPU 81
obtains operation data from the left and right controllers 3
and 4, and executes a predetermined process based on the
operation data. Note that there is no particular limitation on
the content of the predetermined process. In the two-player
control mode, a first control object (e.g., one player char-
acter or one cursor) is controlled based on operation data
obtained from the left controller 3, and a second control
object, different from the first control object, is controlled
based on operation data obtained from the right controller 4.
Note that in step S55, as in step S53, the predetermined
process is repeatedly executed. When a condition for ending
the predetermined process is satisfied (e.g., when there is a
user instruction to end the application), the CPU 81 ends the
process of step S55, thereby ending the series of information
processes shown in FIG. 47.

[0653] As described above, in the present embodiment,
when a program is launched, the attached state of controllers
is sensed, and a control mode is set depending on the
attached state (step S52, S54). Thus, an appropriate control
mode is selected automatically without the user selecting the
control mode, and it is therefore possible to save the trouble
for the user.

[0654] Note that in FIG. 47, the main unit 2 determines the
attached state of controllers at the start of the execution of
a program (step S51). Now, in other embodiments, the main
unit 2 may determine the attached state of controllers at a
predetermined timing during the execution of a program.
Then, in response to the attached state of controllers being
changed, the main unit 2 may change the control mode. Note
that there is no particular limitation on the predetermined
timing. For example, when a game application is executed,
the main unit 2 may determine the attached state of con-
trollers at the point in time when one play of the game is
complete, or may determine the attached state of controllers
at the point in time when a predetermined instruction is
given by a user.

[0655] In FIG. 47, the main unit 2 changes the number of
users to perform operations depending on the attached state
of controllers. There is no particular limitation on the
content of the process to be changed depending on the
attached state of controllers. For example, in other embodi-
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ments, the interpretation (specifically, the interpretation by
the main unit 2) of an operation on a controller may be
changed depending on the attached state of controllers.
Specifically, when the left controller 3 is attached to the
main unit 2, the CPU 81 may interpret the operation of tilting
the analog stick 32 in the upper direction (i.e., in the y-axis
direction shown in FIG. 1) as being an input of the upper
direction. On the other hand, when the left controller 3 is
removed from the main unit 2, the CPU 81 may interpret the
operation of tilting the analog stick 32 in the upper direction
as being an input of the left direction (assuming that the
controller is held in a landscape position as shown in FIG.
35).

[0656] Note that each of the three series of processes
shown in FIG. 45 to FIG. 47 may be executed in any phase
on the main unit 2. That is, these three series of processes
may each be executed in a different phase (i.e., in the
execution of a different program). Two or three of these
series of processes may be executed simultaneously (e.g.,
within a single program). For example, the main unit 2 may
execute a process that combines together processes of FIG.
46 and FIG. 47 when a certain application is executed.
Specifically, in steps S53 and S55 shown in FIG. 47, the
CPU 81 may execute the predetermined process described
above based on operation data obtained from the processes
of steps S41 to S43 shown in FIG. 46.

[0657] [5. Other Devices Included in Information Process-
ing System |

[0658] [5-1. Other Types of Controllers]

[0659] As described above, in the present embodiment, the

controllers 3 and 4 can be attached and detached to and from
the main unit 2. Therefore, there may be provided a left
controller different from the left controller 3 shown in FIG.
5, and the other left controller may be attached to the main
unit 2. Moreover, there may be provided a right controller
different from the right controller 4 shown in FIG. 6, and the
other right controller may be attached to the main unit 2.
That is, in the present embodiment, controllers attached to
the main unit 2 may be detached therefrom and other
controllers may be attached thereto.

[0660] FIG. 48 and FIG. 49 are diagrams each showing
another example left controller. A left controller 201 shown
in FIG. 48, as compared with the left controller 3 shown in
FIG. 5, includes a cross-shaped key 202, instead of the
operation buttons 33 to 36. A left controller 203 shown in
FIG. 49, as compared with the left controller 3 shown in
FIG. 5, includes a cross-shaped key 204, instead of the
analog stick 32. Thus, another controller may have a differ-
ent function from the controllers 3 and 4 shown in FIG. 5§
and FIG. 6. Thus, the information processing system may
include other controllers having different functions from the
controllers 3 and 4, in addition to (or instead of) the
controllers 3 and 4.

[0661] FIG. 50 is a diagram showing an example infor-
mation processing device with a right controller that is
different from that of FIG. 1. In FIG. 50, another right
controller 205, instead of the right controller 4 shown in
FIG. 6, is attached to the main unit 2. On the right controller
205, as compared with the right controller 4 shown in FIG.
6, the arrangement of the analog stick 52 and the four
operation buttons 53 to 56 is reversed. Thus, for an infor-
mation processing device 1' shown in FIG. 50, the arrange-
ment of the analog stick and the four operation buttons is
symmetric between the left controller and the right control-
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ler. That is, in the present embodiment, the arrangement of
the operation section on the information processing device 1
can be changed by changing the controller to be attached to
the main unit 2. Thus, the information processing system
may include other controllers having different arrangements
from the controllers 3 and 4, in addition to (or instead of) the
controllers 3 and 4.

[0662] FIG. 51 is a diagram showing another example left
controller. A left controller 340 shown in FIG. 51 is different
from the left controller 3 of the first configuration example
and that of the second configuration example in terms of the
positions of the operation sections provided on the slider 311
(specifically, the second L button 43 and the second R button
44). Specifically, on the left controller 340, the second L
button 43 and the second R button 44 are asymmetrically
disposed toward the upper side (i.e., the y-axis positive
direction side). According to the first configuration example
and the second configuration example, the second L. button
43 and the second R button 44 are arranged substantially in
symmetry with respect to the center of the left controller 3
in the up-down direction. On the other hand, on the left
controller 340, the second L button 43 is arranged on the
upper side of the center of the left controller 340 in the
up-down direction, and the second R button 44 is arranged
on the lower side of the center. The distance from the center
to the second L button 43 is longer than the distance from the
center to the second R button 44.

[0663] On the left controller 340, the operation sections
provided on the primary surface (specifically, the analog
stick 32 and the operation buttons 33 to 36) are also disposed
toward the upper side (this similarly applies also to the left
controller 3). Thus, when the left controller 340, removed
from the main unit 2, is held by both hands in a landscape
position (see FIG. 35), a user operates the operation buttons
33 to 36 arranged near the center of the left controller 340
(in the up-down direction) using the right hand, and the
analog stick 32 arranged near the upper end of the left
controller 340 using the left hand (see FIG. 35). That is, a
user operates the operation sections of the left controller
340, which are disposed toward the upper side (disposed
toward the left side as seen from the user). Therefore, if the
second L button 43 and the second R button 44 are disposed
toward the upper side, as are the operation section on the
primary surface, as shown in FIG. 51, the second L button
43 and the second R button 44 can be operated more easily.
Thus, by arranging the second L button 43 and the second R
button 44 as they are on the left controller 340, it is possible
to improve the controllability when the controller is
removed and used in a landscape position.

[0664] Note that although FIG. 51 shows the left control-
ler 340 as an example, the second L button 65 and the second
R button 66 of the right controller may also be disposed
toward the upper side, as with the left controller 340.

[0665] As described above, in the present embodiment,
there may be provided different types of controllers having
different functions and/or arrangements. Then, a user can use
any of the different kinds of controllers by attaching the
controller to the main unit 2. Thus, it is possible to provide
a portable device with which it is possible to change the
controller device (i.e., the controller) in accordance with, for
example, user preference or the content of the application to
be executed on the information processing device 1.
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[0666] [5-2. Accessory for Controllers]

[0667] The information processing device 1 may include
an accessory configured so that the controllers 3 and 4,
having been removed from the main unit 2, can be attached
to the accessory. FIG. 52 is a diagram showing an example
accessory to which controllers can be attached. As shown in
FIG. 52, an extension grip 210, which is an example
accessory, is an accessory to be used by a user for perform-
ing operations. The extension grip 210 includes a housing
211. The left controller 3 can be attached to the housing 211,
and the right controller 4 can be attached thereto. Therefore,
the extension grip 210 allows a user to perform operations
while holding two controllers 3 and 4, having been removed
from the main unit 2, as an integral unit.

[0668] Note that as mechanisms for allowing controllers to
be attached thereto, the extension grip 210 includes mecha-
nisms similar to those of the main unit 2 (specifically, the left
rail member 15, the engagement hole 16, the stopper 18, the
right rail member 19, the engagement hole 20 and the
stopper 22). Thus, the controllers 3 and 4 can be attached to
the extension grip 210, as they are attached to the main unit
2.

[0669] As shown in FIG. 52, the extension grip 210
includes grip portions to be held by a user. Specifically, the
extension grip 210 accommodates the left controller 3
attached thereto on the left side of the center of the extension
grip 210 in the left-right direction (the x-axis direction
shown in FIG. 52). The extension grip 210 includes a left
grip portion 212 provided on the left side (in other words, on
the outer side in the left-right direction) of the area where the
left controller 3 is attached. The extension grip 210 accom-
modates the right controller 4 attached thereto on the right
side of the extension grip 210 in the left-right direction. The
extension grip 210 includes a right grip portion 213 provided
on the right side (in other words, on the outer side in the
left-right direction) of the area where the right controller 4
is attached. Therefore, by holding the grip portions 212 and
213, a user can easily operate the controllers 3 and 4 attached
to the extension grip 210.

[0670] Although not shown in the figure, the extension
grip 210 includes a left-side terminal similar to the left-side
terminal 17 of the main unit 2 at such a location that allows
the left-side terminal to be connected to the terminal 42 of
the left controller 3 attached to the extension grip 210. The
extension grip 210 also includes a right-side terminal similar
to the right-side terminal 21 of the main unit 2 at such a
location that allows the right-side terminal to be connected
to the terminal 64 of the right controller 4 attached to the
extension grip 210. Therefore, when the controllers 3 and 4
are attached to the extension grip 210, the extension grip 210
and the controllers 3 and 4 are electrically connected to each
other. Therefore, when the controllers and the extension grip
210 are connected to each other, they can communicate with
each other and can supply power to each other.

[0671] Moreover, although not shown in the figure, the
extension grip 210 includes a power terminal similar to the
power terminal 134 of the cradle 5. Therefore, by connecting
to a charging device (not shown) (e.g., an AC adaptor) to the
power terminal, the extension grip 210 can receive power
supply from the charging device via the power terminal.
Then, the power supplied from the power terminal is sup-
plied by the extension grip 210 to the left controller 3 and the
right controller 4 via the left-side terminal and the right-side
terminal. Therefore, by connecting the extension grip 210 to
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a charging device, it is possible to charge the left controller
3 and the right controller 4 attached to the extension grip
210.

[0672] As described above, the extension grip 210 has the
function of charging controllers attached thereto. That is, the
extension grip 210 includes a charging control section (i.e.,
the power terminal, and the left-side terminal or the right-
side terminal), which uses power supplied to the extension
grip 210 to charge controllers attached to the extension grip
210. Then, controllers can be charged while being attached
to the extension grip. This improves the usability of the
controllers.

[0673] Note however that in other embodiments, the
extension grip 210 does not have the charging function.
Then, the extension grip 210 does not need to include
electronic members such as terminals. By using no elec-
tronic members, it is possible to simplify the configuration
of the extension grip 210.

[0674] When the controllers 3 and 4 are attached to the
extension grip 210, the controllers 3 and 4 and the main unit
2 communicate with each other in wireless communication
(as when the controllers 3 and 4 are removed from the main
unit 2). That is, even when attached to the extension grip
210, the controllers 3 and 4 can communicate with the main
unit 2.

[0675] Specifically, in the present embodiment, a control-
ler transmits, to the main unit 2, attachment information
regarding its attachment to another device. For example,
when a controller is attached to another device, the attach-
ment information indicates the device (and/or the type of the
device) to which the controller is attached, and when a
controller is not attached to another device, the attachment
information indicates that the controller is not attached to
another device. The attachment information may be trans-
mitted together with the operation data (or while being
included in the operation data), for example.

[0676] Thus, when a controller senses the attachment of
the controller to the extension grip 210, the controller
transmits, to the main unit 2 via wireless communication, a
notification indicating that the controller has been attached
to the extension grip 210. Specifically, the controller trans-
mits, to the main unit 2, the attachment information indi-
cating that the controller is attached to the extension grip
210.

[0677] Note that there is no particular limitation on the
method for a controller to identify the device to which the
controller is attached. In the present embodiment, in
response to a controller being attached to another device, the
controller obtains identification information identifying the
other device from the other device (herein, the extension
grip 210). The identification information is, for example,
identification information assigned to each device (more
specifically, identification information unique to the device).
Note that in the present embodiment, the identification
information includes information indicating the type of the
device so that it is possible to identify the type of the device
from the identification information. Based on the identifi-
cation information, a controller determines (or senses) that
the device to which the controller has been attached is the
extension grip 210, i.e., that the device has been attached to
the extension grip 210. Note that when a controller is
removed from the extension grip 210, the controller trans-
mits, to the main unit 2 via wireless communication, a
notification indicating that the controller has been removed
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from the extension grip 210. That is, the controller transmits,
to the main unit 2, the attachment information indicating that
the controller is not attached to another device.

[0678] Now, the main unit 2 may change the interpretation
of operations performed on a controller depending on the
device to which the controller is attached. That is, the main
unit 2 may change the method of identifying the content of
input (in other words, the content of a user instruction) based
on the operation data from a controller depending on the
device to which the controller is attached. For example, in
the example shown in FIG. 52, the left and right controllers
3 and 4 are attached to the extension grip 210 while being
slightly inclined with respect to the up-down direction.
Therefore, when the analog stick is tilted in the directly
upward direction with respect to the extension grip 210 (the
y-axis positive direction shown in FIG. 52), the tilt is not in
the directly upward direction with respect to the controller.
Therefore, when a controller is attached to the extension grip
210, the main unit 2 preferably changes the interpretation of
directional inputs on the analog stick, as compared with a
case in which the controller is not attached to the extension
grip 210 (e.g., when the controller is attached to the main
unit 2). For example, the main unit 2 may change the
direction of tilt of the analog stick that is interpreted as being
an input in the directly upward direction.

[0679] Thus, when a controller is attached to the extension
grip 210, the main unit 2 changes the interpretation of a
directional input on the analog stick, as compared with a
case in which the controller is attached to the main unit 2.
Specifically, when a controller is attached to the extension
grip 210, the main unit 2 modifies the tilt direction of the
analog stick represented by the operation data by rotating the
tilt direction by a predetermined angle. Note that the pre-
determined angle is, for example, the angle of inclination of
the controller attached to the extension grip 210 with respect
to the attitude of the controller when attached to the main
unit 2. The predetermined angle may be preset based on the
structure of the extension grip 210. The main unit 2 uses the
modified tilt direction as the direction input by a user. That
is, the main unit 2 executes an information process using the
modified tilt direction as an input. Thus, when an analog
stick is tilted in the directly upward direction with respect to
the extension grip 210, the input direction is regarded as
being the directly upward direction, thus allowing an infor-
mation process to be executed appropriately.

[0680] When a controller is attached to the extension grip
210, the main unit 2 modifies the values of the detection
results of the acceleration sensor and the angular velocity
sensor of the controller. That is, the main unit 2 modifies the
detection result of the acceleration sensor by rotating the
direction of acceleration (i.e., the detection result of the
acceleration sensor) by the above predetermined angle in a
rotational direction about an axis extending in the front-rear
direction of the controller (the z-axis direction shown in
FIG. 1). The main unit 2 modifies the detection result of the
angular velocity sensor by rotating the axis of rotation of the
angular velocity (i.e., the detection result of the angular
velocity sensor) by the above predetermined angle in a
rotational direction about an axis extending in the front-rear
direction of the controller (the z-axis direction shown in
FIG. 1). Then, the main unit 2 calculates the movement
and/or the attitude of the controller (in other words, the
extension grip 210) based on the modified values of the
acceleration and/or the angular velocity.
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[0681] Note that the main unit 2 may calculate the move-
ment and/or the attitude of the controller without modifying
the values of the detection results of the acceleration sensor
and the angular velocity sensor, and modify the calculated
movement and/or the calculated attitude. That is, when the
main unit 2 calculates the movement based on the detection
results of the acceleration sensor and/or the angular velocity
sensor, the main unit 2 modifies the calculated movement by
rotating the calculated movement direction by the above
predetermined angle in a rotational direction about an axis
extending in the front-rear direction of the controller. When
the main unit 2 calculates the attitude based on the detection
results of the acceleration sensor and/or the angular velocity
sensor, the main unit 2 modifies the calculated attitude by
rotating the calculated attitude by a predetermined angle in
a rotational direction about an axis extending in the front-
rear direction of the controller.

[0682] As described above, in the present embodiment, the
left controller 3 is attached to the extension grip 210 while
being inclined in the first direction from a predetermined
reference attitude (i.e., the attitude in which the up-down
direction of the left controller 3 coincides with the up-down
direction of the extension grip 210; or the attitude when the
left controller 3 is attached to the main unit 2) (see FIG. 52).
The right controller 4 is attached to the extension grip 210
while being inclined in a direction opposite to the first
direction from a predetermined reference attitude (i.e., the
attitude in which the up-down direction of the right control-
ler 4 coincides with the up-down direction of the extension
grip 210). Thus, controllers can be attached to the accessory
with an easy-to-operate inclination.

[0683] Inthe present embodiment, when at least one of the
left controller 3 and the right controller 4 is attached to the
extension grip 210, the main unit 2 executes a predetermined
information process by modifying the operation data from
the attached controller and/or information obtained from the
operation data. For example, the main unit 2 performs a
modifying process for modifying the inclination of the
controller with respect to the predetermined reference atti-
tude. More specifically, the main unit 2 performs a modi-
fying process so that the result of the information process
when a predetermined operation is performed on a controller
attached to the extension grip 210 is generally equal to that
when the predetermined operation is performed on the
controller being in the predetermined reference attitude.
Thus, since a user can similarly operate a controller whether
the controller is attached to an accessory while being
inclined from the predetermined reference attitude or the
controller is not attached to the accessory (or attached to the
main unit 2), thereby improving the controllability of a
controller attached to an accessory.

[0684] Moreover, in the present embodiment, the main
unit 2 modifies a part of the operation data representing an
operation performed on a directional input section (i.e., an
analog stick). Thus, the analog stick can be operated in a
similar fashion whether the controller is attached to the
accessory while being inclined from the predetermined
reference attitude or the controller is not attached to the
accessory (or attached to the main unit 2).

[0685] In the present embodiment, also when the left and
right controllers 3 and 4 are both attached to the extension
grip 210, as when the left and right controllers 3 and 4 are
both attached to the main unit 2, these two controllers are
registered as a pair. Specifically, if one of the left and right
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controllers has been attached to the extension grip 210, when
an indication that the other controller is attached to the
extension grip 210 is received, the main unit 2 registers these
two controllers as a pair. Then, a user can register two
controllers as a pair by attaching them to the extension grip
210, as well as by attaching them to the main unit 2.
[0686] Note that in other embodiments, the extension grip
210 may include a communication section capable of com-
municating with the main unit 2 in wireless communication.
Then, the extension grip 210 may obtain operation data from
the controllers 3 and 4 attached to the extension grip 210,
and transmit the obtained operation data to the main unit 2
via the communication section.

[0687] Note that the main unit 2 may communicate with
devices that cannot be attached to the main unit 2 (e.g., the
extension grip 210) in wireless communication, as well as
communicating with controllers that can be attached to the
main unit 2 in wireless communication. For example, the
main unit 2 may receive via wireless communication opera-
tion data from a controller device that cannot be attached to
the main unit 2, and execute an information process based on
the operation data. Then, operations can be performed on the
main unit 2 by using a wider variety of controller devices.
[0688] The extension grip 210 may include an operation
section (e.g., buttons and an analog stick, etc.). Then, the
extension grip 210 allows for a wider variety of operations
using controllers. Note that information representing an
operation performed on the operation section may be
obtained by a controller attached to the extension grip 210
(if there are a plurality of controllers attached to the exten-
sion grip 210, one of the controllers), and transmitted from
the controller to the main unit 2. Such information may be
transmitted together with (or being included in) operation
data of the controller. If the extension grip 210 includes a
communication section capable of communicating with the
main unit 2 in wireless communication, information repre-
senting an operation performed on the operation section may
be transmitted directly from the extension grip 210 to the
main unit 2 (i.e., without passing through a controller).
[0689] Note that an accessory controller device such as the
extension grip described above may be configured without
grip portions. Then, the accessory controller device may be
configured so that the housings of the controllers are used as
grip portions. FIG. 53 is a diagram showing another example
accessory controller device. In FIG. 53, an attachment 220
includes a housing 221 to which the left controller 3 and the
right controller 4 can be attached, as with the extension grip
210 shown in FIG. 52. Note that the attachment 220 has
similar mechanisms to those of the extension grip 210 for
allowing controllers to be attached thereto.

[0690] The attachment 220 shown in FIG. 53 includes no
grip portion. Therefore, a user holds the left controller 3 and
the right controller 4 attached to the attachment 220. This
also enables the user to hold the two controllers 3 and 4
removed from the main unit 2 as an integral unit.

[0691] FIG. 54 is a six-sided view showing another
example extension grip. FIG. 55 is a perspective view
showing an example of the extension grip shown in FIG. 54.
As is the extension grip 210 shown in FIG. 52, an extension
grip 350 shown in FIG. 54 is an extension device that allows
the controllers 3 and 4, removed from the main unit 2, to be
operated while being attached thereto. Note that the exten-
sion grip 350 can be said to be a supporting device for
supporting controllers. Referring now to FIG. 54 to FIG. 59,
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the extension grip 350 will be described, focusing on what
was not discussed in conjunction with the extension grip
210.

[0692] (General Configuration of Extension Grip 350)
[0693] As shown in FIG. 54, the extension grip 350
includes a main section 351 and a support section 352. The
main section 351 includes a left grip portion 353 to be held
by a user using the left hand, and a right grip portion 354 to
be held by the user using the right hand. Therefore, the main
section 351 can be said to be a holding portion. The main
section 351 includes a connection portion 355.

[0694] The connection portion 355 connects between the
left grip portion 353 and the right grip portion 354. The
connection portion 355 is a member extending in the hori-
zontal direction (i.e., the x-axis direction shown in FIG. 54),
for example, with the left grip portion 353 provided at the
left end portion of the connection portion 355 and the right
grip portion 354 provided at the right end portion of the
connection portion 355. The left grip portion 353 has a shape
extending in the up-down direction (i.e., the y-axis direction
shown in FIG. 54). As does the left grip portion 353, the
right grip portion 354 has a shape extending in the up-down
direction. Note that strictly speaking, the left grip portion
353 and the right grip portion 354 are slightly inclined from
the up-down direction. Specifically, the left grip portion 353
and the right grip portion 354 each extend downward from
the connection portion 355 while gradually moving away
from the connection portion 355. By shaping the grip
portions 353 and 354 as described above, a user can com-
fortably hold the grip portions 353 and 354 and comfortably
operate the controllers 3 and 4 attached to the extension grip
350.

[0695] As shown in FIG. 55, the left grip portion 353 and
the right grip portion 354 each extend downward from
where they are connected to the connection portion 355. The
lower end (i.e., the end on the y-axis negative direction side)
of the connection portion 355 is located on the upper side of
the lower end of the left grip portion 353 and the right grip
portion 354. More specifically, the lower end of the con-
nection portion 355 is located on the upper side of the center
of the grip portions 353 and 354 in the up-down direction.
Then, a user can securely hold the grip portions 353 and 354
while wrapping fingers around the grip portions 353 and 354
beneath the connection portion 355. Therefore, it is possible
to improve the controllability of the extension grip 350.
[0696] In the present embodiment, the main section 351 is
formed by one housing (in other words, a housing formed as
an integral unit). In the present embodiment, the housing of
the main section 351 is formed by a resin. Note that in other
embodiments, the main section 351 may include a plurality
of housings (e.g., one housing for each of the portions 353
to 355) that are connected together.

[0697] The support section 352 is a member for supporting
the controllers 3 and 4. As shown in FIG. 54 and FIG. 55,
the support section 352 is connected to the main section 351
(specifically, the connection portion 355 of the main section
351). The support section 352 (in other words, the housing
of the support section 352) has a generally rectangular
parallelepiped outer shape, and the reverse surface (i.e., the
surface on the z-axis positive direction side) thereof is
connected to the front surface of the connection portion 355
(i.e., the surface on the z-axis negative direction side). Note
that in the present embodiment, the housing of the support
section 352 is formed by a resin.
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[0698] As described above, the extension grip 350
includes the main section 351 and the support section 352
connected together. That is, in the extension grip 350, the
housing of the main section 351 and the housing of the
support section 352 are formed separately, and these hous-
ings are connected together. Note that the support section
352 may be movably connected to the main section 351
(FIG. 58), the details of which will be described later. In
other embodiments, the main section 351 and the support
section 352 may be formed as an integral unit. For example,
the main section 351 and the support section 352 may be
formed by a single housing.

[0699] As shown in the lower side view of FIG. 54 ((e) of
FIG. 54) and FIG. 55, the lower end portion of the main
section 351 and the lower end portions of the grip portions
353 and 354 are provided at different positions in the
front-rear direction (i.e., the z-axis direction) in the present
embodiment. These lower end portions a provided at sub-
stantially the same position in the up-down direction (i.e.,
the y-axis direction). Therefore, the extension grip 350 can
stand by itself while the lower end portion of the main
section 351 and the lower end portions of the grip portions
353 and 354 are in contact with the floor surface. Thus, a
user can place the extension grip 350 (and the controllers
attached to the extension grip 350) upright, and can therefore
place the extension grip 350 without taking up a large space.
[0700] As shown in the back view of FIG. 54 ((f) of FIG.
54), a hole 3554 is formed in the connection portion 355 of
the main section 351. The hole 3554 is formed for a thread,
such as a strap, or the like, to pass therethrough. There is no
particular limitation on the position of the hole 3554. In the
present embodiment, it is formed at a position on the back
side (i.e., the z-axis positive direction side) of the support
section 352.

[0701] (Elements Regarding Attachment of Controller)
[0702] Next, elements allowing controllers to be attached
to the extension grip 350 will be described. The extension
grip 350 can allow the left controller 3 and the right
controller 4 of the second configuration example described
above to be attached thereto at the same time. Specifically,
the extension grip 350 includes a left rail member 356 and
a right rail member 357.

[0703] As shown in the left side view of FIG. 54 ((b) of
FIG. 54), the left rail member 356 is provided so as to extend
in the up-down direction (i.e., the y-axis direction) on the
left side surface (i.e., the surface on the x-axis positive
direction side) of the support section 352. As a mechanism
for the attachment of the left controller 3, the left rail
member 356 includes the same mechanism as the left rail
member 300 of the main unit 2 of the second configuration
example described above. That is, the left rail member 356
includes the same components as the bottom surface portion
301, the side surface portion 302, the top surface portion 303
and the facing portion 304 of the left rail member 300 of the
main unit 2. Therefore, the left rail member 356 can slidably
engage with the slider 311 of the left controller 3. With the
facing portion of the left rail member 356, it is possible to
limit the slide movement of the slider 311 of the left
controller 3. Therefore, a user can attach the left controller
3 to the extension grip 350 in a similar manner to that when
the left controller 3 is attached to the main unit 2.

[0704] As with the left rail member 300 of the main unit
2, the left rail member 356 includes a stop-receiving portion
(in other words, the cut-out portion C1 shown in FIG. 9), and
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when the left controller 3 is attached to the extension grip
350, the stop member 319 of the slider 311 of the left
controller 3 engages with the stop-receiving portion of the
left rail member 356. That is, the stop member 319 resists the
slide movement of the slider 311 in the removal direction.
Thus, the left controller 3 can be engaged with (in other
words, locked to) the extension grip 350.

[0705] As does the left rail member 300 of the main unit
2, the left rail member 356 includes terminals (left-side
terminals 367 to be described later). Although not shown in
the figure, as with the left rail member 300 of the main unit
2, the left-side terminals 367 are provided on the facing
surface of the facing portion. Therefore, when the left
controller 3 is attached to the extension grip 350, the
left-side terminals 367 are electrically connected to the
terminals 42 of the left controller 3. Thus, the left controller
3 can be charged by the extension grip 350, the details of
which will be described later.

[0706] Note that the left rail member 356 of the extension
grip 350 is different from the left rail member 300 of the
main unit 2 in terms of the following two points. First, a leaf
spring, like the leaf spring 305 on the left rail member 300
of the main unit 2, is absent on the bottom surface portion
of' the left rail member 356 of the extension grip 350 (for the
reason to be described later). Second, as shown in FIG. 55,
a hole 356a is formed on the bottom surface portion of the
left rail member 356 of the extension grip 350 at a position
where light-receiving surfaces 358a of lightguide members
358 are provided on the left side surface of the housing of
the support section 352. The hole 3564 is formed so that the
light-receiving surfaces 358a of the lightguide members 358
are exposed on the left side surface of the support section
352, the details of which will be described later.

[0707] As shown in the right side view of FIG. 54 ((c) of
FIG. 54), the right rail member 357 is provided so as to
extend in the up-down direction (i.e., the y-axis direction) on
the right side surface (i.e., the surface on the x-axis negative
direction side) of the support section 352. As a mechanism
for the attachment of the right controller 4, the right rail
member 357 includes the same mechanism as the right rail
member of the main unit 2 of the second configuration
example described above. Therefore, the right rail member
357 can slidably engage with the slider 331 of the right
controller 4. With the facing portion of the right rail member
357, it is possible to limit the slide movement of the slider
331 of the right controller 4. Moreover, with the stop-
receiving portion of the right rail member 357, the right
controller 4 can be engaged with (in other words, locked to)
the extension grip 350. Moreover, as does the right rail
member of the main unit 2, the right rail member 357
includes terminals (right-side terminals 368 to be described
later), and when the right controller 4 is attached to the
extension grip 350, the right-side terminals 368 are electri-
cally connected to terminals 64 of the right controller 4.
[0708] The configuration of the right rail member 357 is
the same as the configuration of the left rail member 356.
Each of the rail members 356 and 357 has a shape that is in
symmetry with respect to an axis extending parallel to the
up-down direction (i.e., the y axis). Therefore, with the
extension grip 350, the same member can be used for the left
rail member 356 and for the right rail member 357, thereby
improving the efficiency of the production. Note that in other
embodiments, the right rail member 357 does not need to
have the same configuration as that of the left rail member
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356. For example, the stop-receiving portion may be pro-
vided only on one of the two top surface portions for the left
rail member 356 and the right rail member 357, and the
stop-receiving portions may be provided at different posi-
tions for the left rail member 356 and for the right rail
member 357 (specifically, positions opposite to each other).

[0709] As shown in FIG. 54, the slide direction of the left
rail member 356 and the slide direction of the right rail
member 357 are substantially parallel to each other. FIG. 56
is a diagram showing an example in which two controllers
are attached to the extension grip 350. Since the slide
directions of the two rail members 356 and 357 are parallel
to each other, the controllers 3 and 4 attached to the
extension grip 350 are supported by the extension grip 350
in the same direction, as shown in FIG. 56.

[0710] The left rail member 356 and the right rail member
357 are both configured so that the slider of the controller
can be inserted from the upper side (i.e., the y-axis direction
side). That is, in the support section 352, the facing portion
of'the left rail member 356 and the facing portion of the right
rail member 357 are provided at the same lower end (see the
left side view and the right side view of FIG. 54). Therefore,
a user can attach the left controller 3 and the right controller
4 in the same direction, and it is therefore possible to
improve the usability of the extension grip 350.

[0711] Note that the left rail member 356 and the right rail
member 357 are formed by a metal, as the rail member of the
main unit 2. On the other hand, the housing of the support
section 352 is formed by a resin. That is, a resin is used for
members that define the outer shape (in other words, the
surface) of the support section 352, except for rail members.

[0712] As shown in FIG. 54, the main section 351 (more
specifically, the connection portion 355) has a left support
surface on the left side of the support section 352. The left
support surface includes a first surface 353a, a second
surface 3535, a third surface 353¢ and a fourth surface 3534.
The first surface 353a is provided on the right side of the left
end of the left grip portion 353. The first surface 353aq is
formed to be continuous with the second surface 3535, and
the second surface 3535 is formed to be continuous with the
third surface 353c. Note that the second surface 35354
extends rightward from the first surface 353, and the third
surface 353¢ extends rightward from the second surface
353b. The left support surface is a surface provided in
conformity with the side surface and the reverse surface of
the left controller 3 attached to the extension grip 350. Note
that the left support surface does not need to support the left
controller 3 attached to the extension grip 350 in the strict
sense. That is, the left support surface may only extend along
the main section 310 of the left controller 3 without being in
contact with the left controller 3 attached to the extension
grip 350.

[0713] The first surface 353a of the left support surface is
provided so as to face the bottom surface of the left rail
member 356 (in other words, the left side surface of the
support section 352). In other words, the first surface 353a
is formed substantially parallel to the bottom surface of the
left rail member 356. The first surface 353a is provided
along the left side surface of the left controller 3 attached to
the extension grip 350. The first surface 353a is provided on
the left side (i.e., the x-axis positive direction side) of the left
side surface of the left controller 3 attached to the extension
grip 350.
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[0714] The controllers 3 and 4 in the second configuration
example are rounded in an area over a side surface (that is
opposite from the side surface where the slider is provided)
and the reverse surface (FIG. 14 and FIG. 25). That is, the
side surface on the opposite side and the reverse surface are
connected together by a connecting surface that is a curved
surface. The second surface 3536 of the left support surface
is provided along the connecting surface of the left control-
ler 3 attached to the extension grip 350. The second surface
3535 is provided on the left side (this can be said to be the
rear side (i.e., the z-axis positive direction side) or the
rear-left side) of the connecting surface of the left controller
3 attached to the extension grip 350. The third surface 353¢
of the left support surface is provided along the reverse
surface of the left controller 3 attached to the extension grip
350. The third surface 353c¢ is provided on the rear side of
the reverse surface of the left controller 3 attached to the
extension grip 350.

[0715] By providing the left support surface as described
above, there is no large gap between the left controller 3 and
the left grip portion 353 when the left controller 3 is attached
to the extension grip 350 (see FIG. 56). Then, a user can hold
the extension grip 350 and the controllers attached thereto as
if they were a single controller. In other words, a user can
hold the controllers as if the user were holding grip portions
directly connected to the controllers. Then, it is possible to
provide an extension grip allowing controllers to be used
with a good controllability.

[0716] As shown in FIG. 55, a cut-out portion C2 is
formed at the upper end portion of the left support surface
of the main section 351. In other words, the cut-out portion
C2 is formed at the upper end portion of a surface that is
defined by the first surface 3534 to the third surface 353c¢.
The cut-out portion C2 is formed so as to avoid the projec-
tion portion 314 provided on the reverse surface of the left
controller 3 attached to the extension grip 350 (in other
words, the ZL button 39 provided on the projection portion
314). Specifically, the upper end portion of the surface that
is defined by the first surface 3534 to the third surface 353¢
is formed so as to avoid the projection portion 314 provided
on the reverse surface of the left controller 3 attached to the
extension grip 350. The first surface 353a to the third surface
353¢ of the left support surface are formed so that the
position of the projection portion 314 of the left controller 3
attached to the extension grip 350 is the position of the upper
side of these surfaces.

[0717] By forming the cut-out portion C2 in the main
section 351 as described above, the left controller 3 with
operation sections provided on the reverse surface can be
attached to the extension grip 350. With the left controller 3
attached to the extension grip 350, a user can operate
operation sections (e.g., the ZL button 39) provided on the
reverse surface of the left controller 3. Moreover, if the
boundary portion between the cut-out portion C2 and the
third surface 353¢ (in other words, the connecting portion
between the fourth surface 3534 and the third surface 353¢)
is in contact with the projection portion 314, the projection
portion 314 of the left controller 3 can be supported by the
boundary portion. That is, when the left controller 3 is
attached to the extension grip 350, the boundary portion can
support the projection portion 314 from below. Thus, it is
possible to more firmly connect together the left controller
3 and the extension grip 350.
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[0718] The fourth surface 3534 of the left support surface
is provided so as to extend toward the distal end (i.e., the
z-axis positive direction side) from the upper side of the
surface that is defined by the first surface 353« to the third
surface 353c¢. In other words, the fourth surface 3534 of the
left support surface is connected to the upper side of the
surface that is defined by the first surface 353« to the third
surface 353¢, and is provided to be sunken from the surface.
Thus, the fourth surface 3534 is provided along the projec-
tion portion 314 of the left controller 3 attached to the
extension grip 350. Then, with the left controller 3 attached
to the extension grip 350, there is no large gap between the
projection portion 314 of the left controller 3 and the left
grip portion 353. Then, it is possible to reduce the awk-
wardness to be felt by a user when operating the ZL button
39 provided on the projection portion 314, and it is possible
to further improve the controllability of the controller 3
attached to the extension grip 350.

[0719] As shown in FIG. 54, an elastic member 362 is
provided on the first surface 353a of the left support surface.
The elastic member 362 is provided so as to protrude from
the first surface 353a. The elastic member 362 is formed by
a rubber, for example. With the left controller 3 attached to
the extension grip 350, the left controller 3 is pressed (in
other words, biased) by the elastic member 362 toward the
support section 352 (in other words, toward the inside of the
extension grip 350). Then, it is possible to reduce the
looseness between the extension grip 350 and the left
controller 3, and it is possible to more firmly connect the left
controller 3 to the extension grip 350. It is also possible to
reduce the chattering produced when the left controller 3 is
vibrated by the vibrator 107.

[0720] As shown in the front view of FIG. 54 ((a) of FIG.
54), the elastic member 362 is provided on the lower side
(i.e., the y-axis negative direction side) of the center of the
left rail member 356 in the up-down direction. Then, it is
possible to shorten the period over which the slider 311 of
the left controller 3, which is inserted into and slid along the
left rail member 356, is in contact with the elastic member
362 when the left controller 3 is attached to the extension
grip 350. Then, it is possible to reduce the wear of the elastic
member 362. Moreover, the left controller 3 can be smoothly
attached to the extension grip 350.

[0721] In other embodiments, there may be any number of
elastic members provided on the left support surface (spe-
cifically, the first surface 353a), and there may be a plurality
of elastic members. Note that also when a plurality of elastic
members are provided, the elastic members can be provided
on the lower side of the center of the left rail member 356
in the up-down direction, as in the present embodiment.
Then, it is possible to shorten the period of time over which
the slider 311 of the left controller 3 is in contact with the
elastic members. In other embodiments, there is no particu-
lar limitation on the position at which the elastic member is
provided. For example, the elastic member may be provided
on the second surface 3535 and/or the third surface 353¢ in
addition to the first surface 353a (or instead of the first
surface 353a).

[0722] Note that since the elastic member 362 is provided,
the left rail member 356 of the extension grip 350 does not
need to include a member equivalent to the leaf spring 305
of the main unit 2. Note that in other embodiments, an elastic
member similar to the leaf spring 305 may be provided on
the bottom surface of the left rail member 356.
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[0723] As shown in FIG. 54 and FIG. 55, the main section
351 includes a right support surface on the right side of the
support section 352. The right support surface is configured
to have a similar function to that of the left support surface
described above. Specifically, it is formed in left-right
symmetry with the left support surface described above
(with respect to the center of the extension grip 350). That
is, the right support surface includes a first surface 354q, a
second surface 3545, a third surface 354¢ and a fourth
surface 3544d. The shape of the first surface 3544 of the right
support surface is in left-right symmetry with that of the first
surface 353a of the left support surface, the shape of the
second surface 3545 of the right support surface is in
left-right symmetry with that of the second surface 35356 of
the left support surface, the shape of the third surface 354¢
of the right support surface is left-right symmetry with that
of the third surface 353c¢ of the left support surface, and the
shape of the fourth surface 3544 of the right support surface
is in left-right symmetry with that of the fourth surface 3534
of the left support surface. Thus, also with the right con-
troller 4, as with the left controller 3, a user can hold the
extension grip 350 and the right controller 4 attached thereto
as if they were a single controller.

[0724] With the right support surface having such a shape
as described above, a cut-out portion C3 is formed in the
main section 351, as shown in FIG. 55. Then, the right
controller 4 with operation sections provided on the reverse
surface thereof can be attached to the extension grip 350,
and a user can operate operation sections (e.g., the ZR button
61) provided on the reverse surface of the right controller 4
attached to the extension grip 350.

[0725] An elastic member 363 similar to the elastic mem-
ber 362 of the left support surface is provided on the first
surface 354a of the right support surface. Therefore, with the
right controller 4 attached to the extension grip 350, the right
controller 4 is pressed by the elastic member 363 toward the
support section 352 (in other words, toward the inside of the
extension grip 350). Then, it is possible to reduce the
looseness between the extension grip 350 and the right
controller 4. Moreover, it is possible to more firmly connect
the right controller 4 to the extension grip 350, and it is
possible to reduce the chattering produced when the right
controller 4 is vibrated by the vibrator 107.

[0726] As shown in FIG. 54 and FIG. 55, a plurality
(herein, four) of screw holes are formed on the left support
surface and the right support surface (specifically, the third
surfaces 353¢ and 354c¢), and screws 364 are screwed into
the screw holes. Note that the housing of the main section
351 is formed by a front-side housing member and a
rear-side housing member. The screws 364 are for connect-
ing together the front-side housing member and the rear-side
housing member. As shown in FIG. 55, the screws 364 are
provided so as not to protrude from the left support surface
or the right support surface. In other words, the screws 364
are provided at positions sunken from the left support
surface and the right support surface. Then, when the slider
of the controller is inserted into the rail member of the
extension grip 350, it is possible to reduce the possibility
that the screws 364 come into contact with the controller,
and it is possible to smoothly attach the controller to the
extension grip 350.

[0727] A supporting device such as the extension grip 350
may have no grip portion. For example, the extension grip
350 may only include the support section 352, and not
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include the main section 351. Then, a user can perform
operations by holding the controllers 3 and 4 attached to the
support section 352. Also in this way, a user can hold, as an
integral unit, two controllers 3 and 4 removed from the main
unit 2, and can perform operations while fixing the posi-
tional relationship between the two controllers 3 and 4.
Therefore, it is possible to improve the controllability when
the two controllers 3 and 4 are used removed from the main
unit 2. Note that a supporting device having no grip portion
may have a configuration in which the first surface of the left
support surface and the right support surface described
above is absent, and therefore the elastic member on the first
surface is also absent. With such a configuration, the sup-
porting device may include an elastic member similar to the
leaf spring 305 described above provided on the bottom
surface of the rail member. Then, controllers can be firmly
connected to the extension grip 350.

[0728] (Elements Regarding Charging)

[0729] Next, elements for allowing controllers to be
charged by the extension grip 350 will be described. The
extension grip 350 is capable of charging controllers
attached thereto by providing power supply to the control-
lers.

[0730] FIG. 57 is a block diagram showing an example
internal configuration of the extension grip 350. In the
present embodiment, the elements shown in FIG. 57 are
provided on the support section 352. Note that in other
embodiments, some of the elements shown in FIG. 57 may
be provided on the main section 351.

[0731] As shown in FIG. 57, the extension grip 350
includes a power terminal 360. The power terminal 360 is
similar to the power terminal 134 of the cradle 5. Therefore,
by connecting a charging device (e.g., an AC adaptor, etc.)
(not shown) to the power terminal 360, the extension grip
350 can receive power supply from the charging device via
the power terminal 360. Note that there is no particular
limitation on the position at which the connector of the
power terminal 360 (in other words, the connector including
the power terminal 360) is provided. In the present embodi-
ment, as shown in the top view of FIG. 54 ((d) of FIG. 54),
the connector of the power terminal 360 is provided on the
upper surface (i.e., the surface on the y-axis positive direc-
tion side) of the support section 352. Then, even if the
charging device is connected to the power terminal 360
while the extension grip 350 is in use, it does not interfere
with operations and it is possible to maintain the controlla-
bility of the extension grip 350.

[0732] The extension grip 350 includes a power supply
control section 366. The power supply control section 366 is
electrically connected to the power terminal 360, an indi-
cator LED 361, the left-side terminals 367 and the right-side
terminals 368. The power supply control section 366 is a
power control circuit formed by an electronic circuit, for
example. The power supply control section 366 controls the
power supply to the controllers connected to the extension
grip 350 (more specifically, the charging for the controllers).
That is, the power supply control section 366 supplies power
from the power terminal 360 to the left controller 3 and the
right controller 4 via the left-side terminals 367 and the
right-side terminals 368, thereby charging the left controller
3 and the right controller 4. The power supply control
section 366 also controls the indicator LED 361 in order to
indicate, to the user, the charging status for the controllers 3
and 4.
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[0733] The left-side terminals 367 are terminals provided
on the left rail member 356 described above. The right-side
terminals 368 are terminals provided on the right rail mem-
ber 357 described above. Note that the number of terminals
of the left-side terminals 367 and the right-side terminals
368 may be different from that of the left-side terminals 17
and the right-side terminals 21 of the main unit 2. For
example, the left-side terminals 367 and the right-side
terminals 368 may only include those that are used for
charging, of all the ten left-side terminals 17 of the main unit

[0734] The indicator LED 361 is an indicator section for
indicating predetermined information (specifically, informa-
tion regarding charging) to the user. As shown in the top
view of FIG. 54 ((d) of FIG. 54), the indicator LED 361 is
provided on the surface (i.e., the upper surface) of the
support section 352 on which the power terminal 360 is
provided. Note that there is no particular limitation on the
position at which the indicator LED 361 is provided, and the
indicator LED 361 may be provided on a different surface
from the surface on which the power terminal 360 is
provided in other embodiments.

[0735] Next, the operation in which the extension grip 350
charges the controllers attached thereto will be described. In
order to charge the controllers 3 and 4 attached to the
extension grip 350, a user further connects the charging
device (e.g., an AC adaptor, etc.) to the power terminal 360.
Thus, the extension grip 350 can receive power supply from
the charging device via the connector of the power terminal
360.

[0736] When the power supply via the power terminal 360
is available, the power supply control section 366 deter-
mines whether or not to charge. In the present embodiment,
the determination is made based on information regarding
charging (referred to as the charging information) received
from the controllers attached to the extension grip 350.

[0737] In the present embodiment, when attached to the
extension grip 350, the controllers 3 and 4 each transmit, to
the extension grip 350, charging information representing
whether the controller needs to be charged. Specifically,
when its battery level is not sufficiently high, the controller
3 or 4 transmits, to the extension grip 350, charging infor-
mation indicating that charging is needed. On the other hand,
when its battery level is sufficiently high (e.g., after charging
is finished), the controller 3 or 4 transmits to the extension
grip 350, charging information indicating that charging is
not needed. Note that there is no particular limitation on the
timing with which controllers transmit the charging infor-
mation. For example, charging information may be trans-
mitted periodically (specifically, at a rate of once per a
predetermined period of time), or may be transmitted when
a predetermined condition is satisfied (specifically, when the
controller is connected to another device and/or when charg-
ing is finished).

[0738] The power supply control section 366 determines
to charge when it receives charging information indicating
that charging is needed from at least one controller. On the
other hand, when charging information indicating that
charging is needed is not received from any of the control-
lers (i.e., when charging information indicating that charging
is not needed is received or when no charging information
is received because no controller is attached), the power
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supply control section 366 determines not to charge. In this
case, the power supply control section 366 does not start
charging.

[0739] When the power supply control section 366 deter-
mines to charge, the power supplied from the power terminal
360 is supplied to the left controller 3 and/or the right
controller 4 via the left-side terminals 367 and/or the right-
side terminals 368. The battery of the left controller 3 is
charged with the power supplied from the extension grip 350
via the terminals 42. The battery of the right controller 4 is
charged with the power supplied from the extension grip 350
via the terminals 64. Thus, the left controller 3 and/or the
right controller 4 are charged.

[0740] Note that the power supply control section 366
supplies power to the controller that has transmitted the
charging information indicating that charging is needed.
That is, if charging information indicating that charging is
needed has been received from the controllers 3 and 4, the
power supply control section 366 supplies power to both the
controllers 3 and 4, and if charging information indicating
that charging is needed has been received from one of the
controllers 3 and 4, the power supply control section 366
supplies power to the one of the controllers.

[0741] There is no particular limitation on the condition
for the extension grip 350 to charge controllers. For
example, in other embodiments, the power supply control
section 366 may charge controllers not based on information
from the controllers (e.g., unconditionally charge the con-
trollers attached).

[0742] When at least one controller is being charged, the
power supply control section 366 controls the indicator LED
361 to be lit in a predetermined manner (e.g., to be lit
steadily or to blink). That is, the indicator LED 361 indicates
that a controller or controllers are being charged until
charging of both of the two game controllers is finished.
Then, the indicator LED 361 is turned OFF when charging
of both of the two game controllers is finished.

[0743] Thus, in the present embodiment, when at least one
of two controllers that can be attached to the extension grip
350 is being charged, it is indicated to a user by means of the
indicator LED 361 that the controller or controllers are being
charged. When charging has started for two controllers,
charging of one of the controllers may finish first while the
other controller is still being charged. According to the
present embodiment, in such a case, it is continuously
indicated to a user by means of the indicator LED 361 that
the controller or controllers are being charged. Therefore, it
is possible to reduce the possibility that a user discontinues
charging (specifically, by removing the controller or the
charging device from the extension grip 350) even though
charging has not been finished for the other controller. In the
present embodiment, since the charging status for two game
controllers can be indicated by means of one indicator LED,
it is possible to simplify the configuration of the extension
grip 350 and reduce the production cost.

[0744] Note that in other embodiments, when charging is
finished for all of the controllers attached, the power supply
control section 366 may control the indicator LED 361 to be
lit in a different manner from that during charging (e.g., to
blink with a different blinking interval or to be lit in a
different color). For example, the indicator LED 361 may be
controlled to blink during charging, and to be lit steadily
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when charging is finished for all of the controllers attached.
Then, it is possible to indicate to a user that charging is
finished.

[0745] In other embodiments, the extension grip 350 may
include a plurality of indicator LEDs. For example, the
extension grip 350 may include a first indicator LED cor-
responding to the left controller 3 and a second indicator
LED corresponding to the right controller 4. Then, the power
supply control section 366 uses the first indicator LED to
indicate that the left controller 3 is being charged, and the
second indicator LED to indicate that the right controller 4
is being charged. Then, it is possible to separately indicate
to a user the charging status of each controller. The first
indicator LED may be provided on the left side of the center
of the extension grip 350 (more specifically, the support
section 352) and the second indicator LED may be provided
on the right side of the extension grip 350 (more specifically,
the support section 352). Thus, it is possible to indicate to
the user how the controllers and the indicator LEDs are
associated with each other.

[0746] In other embodiments, the extension grip 350 may
not have the charging function. Then, the extension grip 350
does not need to have electronic members such as terminals.
Employing the configuration with no electronic member, it
is possible to simplify the configuration of the extension grip
350.

[0747]

[0748] The extension grip 350 includes elements for
allowing a user to see the light from the indicator LEDs of
the controllers attached thereto. The indicator LED of each
of the controllers 3 and 4 may be lit to indicate the number
assigned to the controller, or may be lit to indicate the
remaining battery level of the controller. In such a case, with
the configuration described above, a user can see the light
from the indicator LED of each controller even if the
controller is attached to the extension grip 350. This will be
described below in detail.

[0749] As shown in FIG. 55, the hole 356a is formed on
the bottom surface of the left rail member 356. Light-
receiving ports (i.e., holes in which the light-receiving
surfaces 358a of the lightguide member 358 shown in FIG.
55 are provided) are formed in an area of the left side surface
of the housing of the support section 352 that is exposed
through the hole 356a. The number of the light-receiving
ports is equal to the number (herein, four) of the indicator
LEDs 45 of the left controller 3. The light-receiving ports are
formed at positions that are substantially opposing the
indicator LEDs 45 of the left controller 3 attached to the
extension grip 350.

[0750] On the other hand, light-exiting ports (i.e., holes in
which light-exiting surfaces 3585 of the lightguide member
358 shown in FIG. 55 are provided) are formed on the front
surface of the support section 352. The light-exiting ports
correspond to four light-receiving ports, and the number of
the light-exiting ports is equal to the number (herein, four)
of the light-receiving ports. Inside the support section 352,
each light-exiting port is connected to a light-receiving port
associated with the light-exiting port. Note that there is no
particular limitation on the positions at which the light-
exiting ports are formed, and the positions may be on any
surface that is different from the surface on which the rail
member is provided. For example, in other embodiments,

(Elements Regarding Lightguide)
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the light-exiting ports may be formed on the upper surface,
the lower surface or the reverse surface of the support
section 352.

[0751] As shown in FIG. 55, each light-receiving port and
a light-exiting port associated with the light-receiving port
are connected together via the lightguide member 358.
Specifically, the lightguide member 358 is provided in a
space (specifically, a tunnel-shaped space) connecting
between the light-receiving port and the light-exiting port,
with the light-receiving surfaces 358a of the lightguide
member 358 being provided near the light-receiving ports
and the light-exiting surfaces 3586 of the lightguide member
358 being provided near the light-exiting ports (see FIG. 55.
Note that a dotted line in FIG. 55 represents where the
lightguide member 358 is placed for one of the four light-
receiving ports). The lightguide member 358 is a transparent
member formed by a resin, for example. The lightguide
member 358 guides light incident upon the light-receiving
surfaces 358a to the light-exiting surfaces 3585 by virtue of
internal reflection, and the light exits the light-exiting sur-
faces 3585b. Note that the lightguide member 358 may be any
member capable of guiding the light incident upon the
light-receiving surfaces 358a to the light-exiting surfaces
358b. For example, in other embodiments, the lightguide
member 358 may be a mirror provided on the wall of the
holes connecting between the light-receiving ports and the
light-exiting ports.

[0752] When the indicator LEDs 45 of the left controller
3 attached to the extension grip 350 are lit, the light from an
indicator LED 45 is incident upon the light-receiving surface
358a facing the indicator LED 45, and is output from the
light-exiting surface 3586 through the lightguide member
358. Thus, a user can see the light from the indicator LEDs
45 of the left controller 3, and can receive information that
is indicated by the indicator LEDs 45.

[0753] The description above is directed to a configuration
by which light from the indicator LEDs 45 of the left
controller 3 is presented to a user. The extension grip 350
includes a similar configuration to that described above for
presenting, to a user, light from the indicator LEDs 67 of the
right controller 4 attached thereto. That is, although not
shown in the figure, a hole similar to the hole 3564 of the left
rail member 356 is formed on the bottom surface of the right
rail member 357, and four light-receiving ports are formed
in an area on the housing of the support section 352 that is
exposed through the hole. The light-receiving ports are
connected to the light-exiting ports (i.e., holes in which
light-exiting surfaces 3595 of the lightguide member shown
in FIG. 55 are provided) formed on the front surface of the
support section 352. Then, a lightguide member is provided
in a space connecting between the light-receiving port and
the light-exiting port. With the configuration described
above, when the indicator LED 67 of the right controller 4
attached to the extension grip 350 emits light, the light from
the indicator LED 67 is output from the light-exiting surface
3595 through the lightguide member.

[0754] Note that in the present embodiment, the light-
receiving surface of the lightguide member is provided at a
position sunken from the bottom surface of the rail member
(in other words, at a position closer to the center of the
support section 352 in the left-right direction). Then, it is
possible to reduce the possibility that the lightguide member
comes into contact with the controller when inserting the
slider of the controller into the rail member of the extension
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grip 350, thereby allowing the controller to be smoothly
attached to the extension grip 350.

[0755] As described above, with the extension grip 350,
when an indicator LED of the controller attached to the
extension grip 350 emits light, the light is output from the
light-exiting surface corresponding to the indicator LED.
Then, even when the controller is attached to the extension
grip 350, it is possible to present, to a user, information
indicated by indicator LEDs. For example, when indicator
LEDs represent information such as the number assigned to
the controller or the charging status of the controller, it is
possible to indicate this information to a user even when the
controller is attached to the extension grip 350. According to
the present embodiment, by the provision of the lightguide
member, it is possible to present, to a user, information
indicated by indicator LEDs of the controller attached to the
extension grip 350 using a simple configuration (e.g., as
compared with an embodiment in which information regard-
ing indicator LEDs is received from the controller so as to
control indicator LEDs of the extension grip based on the
received information).

[0756] Note that in other embodiments, partitions may be
provided between a plurality of light-receiving ports (in
other words, a plurality of light-receiving surfaces) arranged
next to each other. Then, it is possible to reduce the
possibility that light from one indicator LED is incident
upon another light-receiving surface that is different from
the corresponding light-receiving surface, and it is possible
to reduce the possibility that light is output from a light-
exiting surface that does not correspond to the indicator
LED that is emitting light.

[0757] In other embodiments, the extension grip 350 may
only include one set of a light-receiving surface and a
light-exiting surface for one controller even if the controller
includes a plurality of indicator LEDs. Then, when any of a
plurality of indicator LEDs of the controller emits light, the
light is output from the light-exiting surface of the extension
grip 350. Although it is not possible to indicate which one
of the indicator LEDs of the controller is emitting light, it is
possible to indicate to a user that at least one of the indicator
LEDs is emitting light. Depending on the content of infor-
mation to be indicated by indicator LEDs to a user, the
configuration described above may suffice.

[0758] In other embodiments, the extension grip 350 may
receive information regarding the light emission of the
indicator LEDs of the controller (in other words, the infor-
mation indicated by the indicator LEDs) from the controller
via the terminals 367 or 368. Then, the extension grip 350
may include an indicator section (e.g., indicator LEDs), and
may use the indicator section to give the indication based on
the received information.

[0759] (Elements Regarding Communication with Main
Unit 2)
[0760] Note that when the controllers 3 and 4 are attached

to the extension grip 350, the controllers 3 and 4 and the
main unit 2 communicate with each other using wireless
communication, as when the controllers 3 and 4 are attached
to the extension grip 210 shown in FIG. 52. That is, even
when attached to the extension grip 350, the controllers 3
and 4 can communicate with the main unit 2.

[0761] Note that in other embodiments, the extension grip
350 may include a communication section for allowing the
extension grip 350 to communicate with the main unit 2
using wireless communication. Then, the extension grip 350
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may obtain operation data from the controllers 3 and 4
attached to the extension grip 350, and transmit the obtained
operation data to the main unit 2 via the communication
section.

[0762] The extension grip 350 may include operation
sections (e.g., buttons, an analog stick, etc.). Then, the
extension grip 350 can give a wider variety to the operation
using the controller. Note that as in the case in which the
extension grip 210 includes operation sections shown in
FIG. 52, information representing operations performing
using the operation sections may be transmitted to the main
unit 2 via the controller attached to the extension grip 350 or
may be transmitted from the extension grip 350 directly to
the main unit 2 if the extension grip 350 includes the
communication section described above.

[0763] (Elements Allowing Support Section to be Mov-
able with Respect to Main Section)

[0764] Note that in other embodiments, in the extension
grip 350 shown in FIG. 54, the main section 351 may be
movable with respect to the support section 352 (or, it can
be said that the support section 352 may be movable with
respect to the main section 351). FIG. 58 is a diagram
showing an example configuration of an extension grip of
which the main section is movable. As shown in FIG. 58, the
main section 351 may be movable with respect to the
support section 352 in the up-down direction (i.e., the y-axis
direction). For example, the position at which the main
section 351 is connected to the support section 352 may be
variable.

[0765] Specifically, the main section 351 and the support
section 352 may be connected to each other via a slide
mechanism that can slide in the up-down direction. Then, the
extension grip 350 includes a mechanism for limiting (in
other words, locking) the slide movement of the support
section 352 at a plurality of positions (which may be any
positions) within the range of slide movement. For example,
the extension grip 350 may include a mechanism for allow-
ing the main section 351 to slide with respect to the support
section 352 by loosening a screw, while locking the slide
movement of the main section 351 with respect to the
support section 352 by tightening the screw. For example,
one of the main section 351 and the support section 352 may
include a stop member capable of engaging with the other
one of the main section 351 and the support section 352 at
a plurality of positions within the range of slide movement.
[0766] In other embodiments, the extension grip 350 may
be configured so that the main section 351 can be attached
to the support section 352 at a plurality of different positions
with respect to the up-down direction. For example, screw
holes may be provided on the reverse surface of the support
section 352 at a plurality of different positions in the
up-down direction, so that the main section 351 can be
attached to the support section 352 by screwing a screw in
one of the screw holes.

[0767] As described above, the extension grip 350 may be
configured so that the distance in the up-down direction
between a grip portion of the main section 351 and a
controller attached to the support section 352 is variable.
Then, it is possible to adjust the distance to an appropriate
distance for each user (e.g., to a distance suitable for the size
of the hands of the user, etc.), thus improving the control-
lability of the extension grip 350.

[0768] In other embodiments, with the extension grip 350
shown in FIG. 55, the distance between a grip portion and
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a controller attached to the extension grip 350 (in other
words, the rail member of the extension grip 350) may be
variable. FIG. 59 is a diagram showing an example con-
figuration of an extension grip in which the distance between
a grip portion and a controller is variable. As shown in FIG.
59, the grip portions 353 and 354 may be movable in the
left-right direction (i.e., the x-axis direction) in the main
section 351. That is, the connection portion 355 may be
connected to the grip portions 353 and 354 so as to be
movable in the left-right direction. Note that it can be said
that with the configuration shown in FIG. 59, the distance
between the left and right grip portions 353 and 354 is
variable.

[0769] There is no particular limitation on the mechanism
that allows the grip portions 353 and 354 to be movable. For
example, the connection portion 355 and the grip portions
may be connected to each other by a slide mechanism that
can slide in the left-right direction (in other words, the
direction in which the interval between the connection
portion and the grip portions is varied).

[0770] Specifically, as shown in FIG. 59, the left grip
portion 353 may include an arm 353/ and the right grip
portion 354 may include an arm 354f The arms 353/ and
3541 are inserted into holes (not shown) provided on the left
and right side surfaces of the connection portion 355, and are
connected so as to be slidable in the left-right direction with
respect to the connection portion 355. Then, the connection
portion 355 includes a mechanism for limiting (in other
words, locking) the slide movement of the grip portions 353
and 354 at a plurality of positions (which may be any
positions) within the range of slide movement of the grip
portions 353 and 354. Although not shown in the figure, for
example, the connection portion 355 may include a mecha-
nism for allowing the grip portions to slide with respect to
the connection portion 355 by loosening a screw, while
preventing the grip portions from sliding with respect to the
connection portion 355 by tightening the screw. For
example, one of the connection portion 355 and the grip
portions may include a stop member capable of engaging
with the other one of the connection portion 355 and the grip
portions at a plurality of positions within the range of slide
movement.

[0771] In other embodiments, the connection portion 355
may be configured to be stretchable in the left-right direc-
tion. That is, the connection portion 355 may include a
mechanism that makes variable the length of the connection
portion 355 in the left-right direction.

[0772] As described above, the extension grip 350 may
include a mechanism capable of varying the distance
between controllers attached thereto and the grip portions (in
other words, the interval between the two grip portions 353
and 354). Then, it is possible to adjust the distance between
controllers attached to the extension grip 350 and the grip
portions to an appropriate distance for each user (e.g., to a
distance suitable for the size of the hands of the user, etc.),
thus improving the controllability of the extension grip 350.

[0773] With the extension grip 350, as with the extension
grip 210 shown in FIG. 52, the controllers 3 and 4 can be
used while they are attached to the extension grip 350. Then,
it is possible to perform operations while fixing the posi-
tional relationship between the two controllers 3 and 4, and
it is therefore possible to improve the controllability of the
two controllers 3 and 4 when removed from the main unit 2.
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[0774] The extension grip 350 described above can be
used as a charging device for the controllers. For example,
when the battery of a controller has run out when the
controller is used while removed from the main unit 2, a user
can attach the controller to the extension grip 350 with an
AC adaptor, etc., connected to the power terminal 360
thereof to charge the controller.

[0775] Note that a slide member similar to the rail member
described above (i.e., the left rail member 300, etc.) may be
provided on a charging device used for the purpose of
charging controllers connected thereto, as well as the exten-
sion grip 350 used for the purpose of operating controllers
connected thereto. Then, the charging device may include
one rail member or may include a plurality of rail members
so as to simultaneously charge a plurality of controllers.
With charging devices, as opposed to the main unit 2 and
extension grips, the rail members do not need to be provided
at positions in left-right symmetry.

[0776] [5-3. Accessory for Main Unit]

[0777] The information processing system may include an
accessory to which the main unit 2 can be attached. An HMD
accessory to be described below as an example accessory
can be used as a so-called HMD (head mounted display)
with the main unit 2 attached thereto.

[0778] FIG. 60 is a diagram showing an example HMD
accessory to which the main unit 2 can be attached. An HMD
accessory 230 shown in FIG. 60 includes a housing 231 and
belts 2324 and 23254. One end of the belt 2324 is attached to
one end of the housing 231, and one end of the belt 2325 is
attached to the other end of the housing 231. Although not
shown in the figure, the other end of the belt 2324 can be
removably connected to the other end of the belt 2325. Thus,
the housing 231 can be mounted on the head of the user by
connecting together the two belts 232a and 2325 around the
head of the user. Note that there is no particular limitation on
the mechanism for allowing the HMD accessory 230 to be
mounted on the head of the user.

[0779] As shown in FIG. 60, the housing 231 includes two
openings 231a. The openings 231a are located so as to face
the eyes of the user with the housing 231 mounted on the
head of the user. Although not shown in the figure, the HMD
accessory 230 includes a lens provided in each of the
openings 231a.

[0780] Moreover, as shown in FIG. 60, the housing 231
includes an insertion slot 2315 for receiving the main unit 2
attached thereto (or inserted thereinto). That is, the main unit
2 can be attached to the HMD accessory 230 by inserting the
main unit 2 into the insertion slot 2315. If the main unit 2 is
attached so that the display 12 is facing the openings 231a,
the display 12 can be viewed through the lenses through the
openings 231a. That is, the housing 231 supports the display
12 so that the user can view the display 12 of the main unit
2

[0781] With such a configuration, a user can view images
on the display 12 when the HMD accessory 230 with the
main unit 2 attached thereto is mounted on the head of the
user. That is, the HMD accessory 230 with the main unit 2
attached thereto functions as a so-called HMD. Note that the
HMD accessory 230 may present images of a wide viewing
angle to a user by enlarging the viewing angle of the images
on the display 12 through the lenses. This can enhance the
sense of immersion for a user looking at the images. Note
that the main unit 2 may perform a predetermined conver-
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sion process on the images displayed on the display 12 so
that appropriate images are viewed through the lenses.
[0782] Note that in the present embodiment, the main unit
2 includes the acceleration sensor 89 and the angular veloc-
ity sensor 90, and can calculate the movement and/or the
attitude of the main unit 2 based on the detection results of
these sensors. Therefore, the main unit 2 can calculate the
movement and/or the attitude of the HMD accessory 230 to
which the main unit 2 is attached, and perform a predeter-
mined process in accordance with the movement and/or the
attitude. Note that the predetermined process, for example,
is a process of controlling a virtual camera for producing
images to be displayed on the display 12 based on the
movement and/or the attitude of the HMD accessory 230,
and more specifically is a process of changing the line-of-
sight direction of the virtual camera depending on the
attitude, for example.

[0783] In other embodiments, if the main unit 2 does not
have sensors for sensing the movement and/or the attitude of
the main unit 2 (e.g., an acceleration sensor and/or an
angular velocity sensor), the HMD accessory 230 may
include the sensors. Then, the HMD accessory 230 may
transmit the detection results of the sensors (or information
obtained by performing a predetermined process on the
detection results) to the main unit 2. The main unit 2 may
calculate the movement and/or the attitude of the HMD
accessory 230 based on the information transmitted from the
HMD accessory 230.

[0784] In the present embodiment, the controllers 3 and 4
may be used while they are removed from the main unit 2.
Therefore, even with the main unit 2 attached to the HMD
accessory 230, the controllers 3 and 4 can be used as
controller devices. That is, a user can operate the controllers
using the hands while the HMD accessory 230 with the main
unit 2 attached thereto is mounted on the head of the user.
[0785] As described above, the information processing
device 1 of the present embodiment, with the use of the
HMD accessory 230 described above, can be used in a mode
in which it is used as an HMD. In the present embodiment,
since the controllers can be removed from the main unit 2,
it is possible to reduce the weight of the device or devices
to be mounted on the head of the user. A user can perform
operations using removed controllers.

[0786] [6. Functions/Effects and Variations of Present
Embodiment]
[0787] In the present embodiment described above, the

information processing device 1 includes the main unit 2, the
left controller (referred to also as the first controller device)
3, and the right controller (referred to also as the second
controller device) 4. Since the information processing
device 1 includes a plurality of devices, it can be referred to
also as an information processing system. The main unit
includes a display (i.e., the display 12). The left controller 3
can be attached to and detached from the main unit 2, and
the right controller 4 can be attached to and detached from
the main unit 2 (FIG. 2). The left controller 3 transmits first
operation data representing an operation performed on the
left controller 3 to the main unit 2, whether it is attached to
the main unit 2 or not. The right controller 4 transmits
second operation data representing an operation performed
on the right controller 4 to the main unit 2, whether it is
attached to the main unit 2 or not. The main unit displays,
on the display, the execution result of a predetermined
information process (step S44) based on the first operation
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data transmitted from the left controller 3 and the second
operation data transmitted from the right controller 4 (step
S45). Thus, with the left controller 3 and the right controller
4 attached to the main unit 2, the main unit 2 is capable of
displaying, on the display, images based on operations
performed on the left controller 3 and the right controller 4
(FIG. 33). The main unit 2 is also capable of displaying, on
the display, images based on operations performed on the
left controller 3 and the right controller 4 when the left
controller 3 and the right controller 4 are removed from the
main unit 2 (FIG. 34).

[0788] As described above, the information processing
device 1 can be used both in the mode in which the
controllers 3 and 4 are attached to the main unit 2 and in the
mode in which the controllers 3 and 4 are removed from the
main unit. Thus, since a plurality of modes of use are
realized with a single information processing device 1, the
information processing device 1 can be used in a wider
variety of manners.

[0789] The “image based on operations” may be images
obtained by an information process that is performed based
on an operation (e.g., images obtained by an operation
performed on an application used for obtaining and viewing
information from the Internet) or images produced by an
information process that is performed based on an operation
(e.g., game images produced in accordance with a game
operation performed on a game application).

[0790] In the above description, the main unit 2 may be
used in the mode in which the left controller 3 and the right
controller 4 are attached to the main unit 2 and in the mode
in which the left controller 3 and the right controller 4 are
removed from the main unit 2, and it is not necessary that
both of these modes be available under certain conditions.
For example, only one of the two modes may be available
in a predetermined application running on the main unit 2.
That is, the main unit 2 may run an application that is
available only in the mode in which the left controller 3 and
the right controller 4 are attached to the main unit 2, and may
run another application that is available only in the mode in
which the left controller 3 and the right controller 4 are
removed from the main unit 2.

[0791] In the above description, the main unit 2 may
include an information processing unit (e.g., the CPU 81)
instead of a display.

[0792] The left controller 3 includes a first input section
(e.g., the analog stick 32) and a second input section (e.g.,
the operation buttons 33 to 36). The right controller 4
includes a third input section (e.g., the analog stick 52) of the
same type as the first input section and a fourth input section
(e.g., the operation buttons 53 to 56) of the same type as the
second input section.

[0793] Note that an “input section” is any means that
outputs information representing a user input and/or infor-
mation with which it is possible to calculate (or estimate) a
user input. For example, an input section may be a button,
a directional input section such as an analog stick, a touch
panel, a microphone, a camera, a sensor capable of calcu-
lating the movement of the controller, for example, (e.g., an
acceleration sensor and an angular velocity sensor), and the
like.

[0794] As described above, the left controller 3 and the
right controller 4 include two sets of input sections of the
same type. Therefore, using the input sections described
above, a user can use two controllers in a similar manner.
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For example, if a single user uses a controller, it is conve-
nient because the user can perform operations in a similar
manner using either one of two controllers. Also conve-
niently, two users can each use one controller, for example.
[0795] In the above description, “input sections being of
the same type” is not limited to cases in which the two input
sections are the same input sections, but may also include
cases in which two input sections have functions and/or
applications of the same type. For example, if the first input
section is an analog stick that can be tilted up, down, left and
right, the third input section may be a slide stick that can be
slid up, down, left and right or a cross-shaped key capable
of making an input of up, down, left and right.

[0796] In the embodiment described above, the input
mechanism of the first input section and the input mecha-
nism of the third input section (e.g., the operation button 33
and the operation button 53 or the analog stick 32 and the
analog stick 52) are substantially the same. The input
mechanism of the second input section and the input mecha-
nism of the fourth input section are substantially the same.
Thus, the two controllers will have two types of input
sections that can be operated in a similar fashion. Therefore,
a user can use two controllers in a similar fashion, thereby
improving the controllability of the controllers.

[0797] In the embodiment described above, the first input
section has substantially the same shape as the third input
section. Also, the second input section has substantially the
same shape as the fourth input section. Thus, the two
controllers will have two types of input sections that can be
operated in a similar fashion. Therefore, a user can use two
controllers in a similar fashion, thereby improving the
controllability of the controllers.

[0798] If the left controller 3 and the right controller 4 are
removed from the main unit 2, the positional relationship
between the first input section and the second input section
of the left controller 3 placed in a certain orientation is the
same as the positional relationship between the third input
section and the fourth input section of the right controller 4
placed in a certain orientation. For example, consider a case
in which the left side surface the left controller 3 is facing
a user and the right side surface of the right controller 4 is
facing another user, as shown in FIG. 35 and FIG. 37. Then,
the positional relationship between the first input section
(i.e., the analog stick 32) and the second input section (i.e.,
the operation buttons 33 to 36) is the same as the positional
relationship between the third input section (i.e., the analog
stick 52) and the fourth input section (i.e., the operation
buttons 53 to 56).

[0799] Then, users can use the left controller 3 and the
right controller 4 in a similar fashion. Thus, it is possible to
improve the controllability of the controllers. For example,
in the example shown in FIG. 35, with either one of the two
controllers, a user can operate the analog stick with the left
hand and the operation buttons with the right hand.

[0800] With the left controller 3 and the right controller 4
attached to the main unit 2, the positional relationship
between the first input section (i.e., the analog stick 32) and
the second input section (i.e., the operation buttons 33 to 36)
is opposite from the positional relationship between the third
input section (i.e., the analog stick 52) and the fourth input
section (i.e., the operation buttons 53 to 56) (see FIG. 1).
[0801] Thus, if the controllers 3 and 4 are attached to the
main unit 2, if a user holds the controllers 3 and 4 respec-
tively with the left hand and the right hand, the user is
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allowed to easily operate different input sections with the left
hand and with the right hand. Thus, it is possible to improve
the controllability of the information processing device 1
with controllers attached thereto.

[0802] Now, assume a configuration in which the posi-
tional relationship between the first input section and the
second input section is the same as the positional relation-
ship between the third input section and the fourth input
section. Even with such a configuration, a user may tend to
operate the left and right controllers in a similar fashion
(e.g., operating the analog stick with the left hand and the
operation buttons with the right hand). Then, if the control-
lers have a similar shape to that of the present embodiment
(i.e., one side surface is rounded), one controller will be held
with the rounded side surface facing away from the user
while the other controller will be held with the rounded side
surface facing toward the user. That is, this configuration has
a problem in that when users hold controllers removed from
the main unit 2, the direction of the rounded side surface of
one controller will be opposite to that of the other controller,
which makes it less easy for a user to understand the
appropriate orientation in which to hold a controller.
[0803] Moreover, with such a configuration, if sub-buttons
(the second L button and/or the second R button in the
embodiment described above) are provided on each control-
ler, the sub-buttons will be provided on the rounded side
surface (as in the present embodiment) for one controller,
whereas the sub-buttons will be provided on the opposite
side surface from the rounded side surface for the other
controller. With such a configuration, however, the sub-
buttons of one controller will be exposed even when the
controller is attached to the main unit 2, and the sub-buttons
may possibly be operated in error in the attached state.
[0804] In contrast, according to the present embodiment
employing a configuration in which the positional relation-
ship between the first input section and the second input
section is opposite from the positional relationship between
the third input section and the fourth input section, it is
possible to prevent the two problems described above.
[0805] In the embodiment described above, the first input
section and the third input section are each a directional
input section for receiving a directional input. More specifi-
cally, the directional input section may include an operation
member (e.g., a stick member) that can be tilted or slid in a
predetermined direction. Then, a user can make directional
inputs by using the left controller 3 or the right controller 4.
[0806] In the embodiment described above, the second
input section and the fourth input section are each a button
that can be pressed. Thus, a user can make button inputs by
using the left controller 3 or the right controller 4.

[0807] In the embodiment described above, a controller is
attached integrally to the main unit 2 with a surface of the
housing of the controller (e.g., the right side surface for the
left controller 3) facing a surface of the main unit 2 (see FIG.
2). Thus, with the controller attached to the main unit 2, a
user can handle the controller and the main unit as an
integral unit, thereby improving the controllability.

[0808] In the embodiment described above, the left con-
troller 3 is attached to the main unit 2 so as to be facing one
of a left side surface and a right side surface of the main unit
2 (specifically, the left side surface). The right controller 4
is attached to the main unit 2 so as to be facing the other one
of the left side surface and the right side surface of the main
unit 2 (i.e., the right side surface). Then, a user can operate
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the two controllers attached to the main unit 2 respectively
with the left hand and the right hand, thereby providing the
information processing device 1 with a good controllability.
[0809] The controller includes a light-emitting portion
(e.g., the indicator LED 45 for the left controller 3) provided
on a surface of the slider 311 for notifying a user of
predetermined information. Then, predetermined informa-
tion (e.g., the status of the information processing device 1)
can be indicated to the user using the controller.

[0810] Note that the light-emitting portion may indicate
the communication status between the main unit 2 and the
controller. For example, in the embodiment described above,
the indicator LED indicates a number that is assigned to the
controller as a result of communication (more specifically,
the number represented by the number information
described above). For example, the indicator LED may
indicate the status of wireless communication between the
information processing device 1 and the controller. Specifi-
cally, the indicator LED may indicate whether or not wire-
less communication is available at that point in time or may
indicate whether or not pairing has been done.

[0811] The controller includes operation sections provided
on a surface of the slider 311 (e.g., the second L button 43
and the second R button 44 for the left controller 3). Note
that the “operation section” for example means any input
section operated by a user, such as buttons, a stick, etc. Thus,
more operation sections are available when the controller is
removed from the main unit 2 than when the controller is
attached to the main unit 2. Therefore, a user is allowed to
perform a variety of operations even when the controller is
removed from the main unit 2, and it is possible to improve
the controllability of the controller.

[0812] Note that in other embodiments, the main unit 2
may include operation sections (e.g., buttons) provided on
the engaged surface (i.e., the left side surface or the right
side surface of the main unit 2) to which the left controller
3 or the right controller 4 is attached. Note that the operation
section may be a button having a particular function, which
may specifically be a power button, a home button or a sleep
button. For example, in the embodiment described above,
the power button 28 may be provided on the left side surface
or the right side surface of the main unit 2. Then, the power
button 28 cannot be operated when the left controller 3 or the
right controller 4 is attached, thereby preventing an errone-
ous operation by a user. Note that when an operation section
is provided on a side surface of the main unit 2, the operation
section may be provided on the rail member or on another
portion of the housing other than the rail member.

[0813] Note that an operation section having the same
function as the operation section described above may be
provided on the left controller 3 and/or the right controller
4. For example, in other embodiments, a power button
having the same function as the power button 28 may be
provided on the left controller 3 and/or the right controller
4. Then, the function of the input section is available to the
user even when the left controller 3 and the right controller
4 are in the attached state.

[0814] In other embodiments, the main unit 2 may include
a terminal for connecting other devices provided on the
engaged surface (i.e., the left side surface or the right side
surface of the main unit 2) to which the left controller 3 or
the right controller 4 is attached. For example, in the
embodiment described above, the first slot 23 and/or the
second slot 24 (in other words, terminals provided in the
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slots) may be provided on the left side surface or the right
side surface of the main unit 2. Then, with the controller
attached to the main unit 2, the terminals can be protected by
the controller. If a slot is provided on the left side surface or
the right side surface of the main unit 2, it is possible to
prevent a device inserted in the slot (e.g., a card storage
medium) from coming off of the main unit 2, when the
controller is attached to the main unit 2.

[0815] In the embodiment described above, connecting
portions (i.e., the upper left portion and the lower left
portion) between the first side surface (i.e., the left side
surface) of the four side surfaces of the left controller 3 and
side surfaces adjacent thereto (i.e., the upper side surface
and the lower side surface) have a more rounded shape than
connecting portions (i.e., the upper right portion and the
lower right portion) between the second side surface (i.e.,
the right side surface) opposite from the first side surface and
side surfaces adjacent thereto (i.e., the upper side surface
and the lower side surface) (see FIG. 5). Moreover, con-
necting portions between the third side surface (i.e., the right
side surface) of the four side surfaces of the right controller
4 and side surfaces adjacent thereto (i.e., the upper side
surface and the lower side surface) have a more rounded
shape than connecting portions (i.e., the upper side surface
and the lower side surface) between the fourth side surface
(i.e., the left side surface) opposite from the third side
surface and side surfaces adjacent thereto (see FIG. 6). Thus,
the controller has a rounded shape on one side thereof, and
it is therefore easy for a user to understand the orientation in
which to hold the controller removed from the main unit 2.
This also makes it easier for a user to hold the controller
removed from the main unit 2.

[0816] Moreover, in the embodiment described above, the
left controller 3 is attached to the main unit 2 with the second
side surface of the left controller 3 facing the fifth side
surface (i.e., the left side surface) of the four side surfaces
of the main unit 2 (see FIG. 2). Moreover, the right con-
troller 4 is attached to the main unit 2 with the fourth side
surface of the right controller 4 facing the sixth side surface
(i.e., the right side surface) opposite from the fifth side
surface of the main unit 2 (see FIG. 2).

[0817] Then, with the controllers 3 and 4 attached to the
main unit 2 (see FIG. 1), the information processing device
1 will have an overall shape such that the left side and the
right side thereof are rounded, making it easier for a user to
hold. The left side of the left controller 3 is more rounded
than the right side thereof, whereas the right side of the right
controller 4 is more rounded than the left side thereof (FIG.
5 and FIG. 6). Thus, since the left controller 3 has a different
overall shape than that of the right controller 4, it is possible
to reduce the possibility that a user mistakes the left and
right controllers for each other when attaching them to the
main unit 2.

[0818] In the embodiment described above, the right con-
troller 4 includes an input section having a first function that
the left controller 3 does not have (in the embodiment
described above, the plus button 57, the home button 58 and
the infrared image-capturing section 123). In other words, in
the embodiment described above, the left controller 3
includes one or more input sections having a predetermined
number of types of functions (13 in the embodiment
described above, including nine buttons, the analog stick 32,
the acceleration sensor 104 and the angular velocity sensor
105). In contrast, the right controller 4 includes one or more
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input sections having a number (different from the prede-
termined number) of types of functions (15 in the embodi-
ment described above, including 11 buttons, the analog stick
52, the acceleration sensor 114, the angular velocity sensor
115 and the infrared image-capturing section 123). Thus,
when each controller has some functions that the other
controller does not have (as compared with a case in which
the controllers both have the same functions), it is possible
to simplify the configuration of the controllers.

[0819] Note that the “input section having the first func-
tion” may be an image-capturing device (e.g., the infrared
image-capturing section 123) or a button. The button may be
a button having a particular function (e.g., a power button or
a home button), for example.

[0820] In the embodiment described above, the left con-
troller 3 includes input sections having the second function
different from the first function (e.g., the analog stick 32 and
the buttons 33 to 38 in the embodiment described above),
and the right controller 4 includes input sections having the
second function (e.g., the analog stick 52 and the buttons 53
t0 56, 60 and 61 in the embodiment described above). Then,
a user can use the second function on either controller,
thereby improving the controllability, whereas the first func-
tion is omitted for one of the controllers, thereby simplifying
the configuration of the controller.

[0821] In the embodiment described above, communica-
tion between the main unit 2 and a controller when the
controller is attached to the main unit 2 uses a first com-
munication scheme (specifically, wired communication),
and communication between the main unit 2 and a controller
when the controller is removed from the main unit 2 uses a
second communication scheme (specifically, wireless com-
munication) different from the first communication scheme.
Then, by changing the communication scheme between
when the controller is attached to the main unit 2 and when
the controller is removed from the main unit 2, the controller
can communicate in either case. The controller can easily
communicate with the main unit 2 in wired communication
when it is attached to the main unit 2, and the controller can
communicate with the main unit 2 in wireless communica-
tion when it is removed from the main unit 2.

[0822] In the embodiment described above, the wired
communication between the main unit and the controller is
a communication connection via a wired communication
channel formed by electrically connecting the first terminal
of the main unit 2 (specifically, the left-side terminal 17 or
the right-side terminal 21) and the second terminal of the
controller (specifically, the terminal 42 or 64). The wired
communication as used herein means communication via a
cable connection between devices, and also means commu-
nication via a connection between a terminal (e.g., a con-
nector) of one device and a terminal (e.g., a connector) of the
other device.

[0823] In the embodiment described above, when the
controller is attached to the main unit 2, the first terminal of
the main unit 2 (i.e., the left-side terminal 17 or the right-side
terminal 21) and the second terminal of the controller (i.e.,
the terminal 42 or 64) are electrically connected to each
other by being in contact with each other. Then, when the
controller is attached to the main unit 2, wired communi-
cation and/or power supply are implemented via the termi-
nals connected together.

[0824] In the embodiment described above, when the
controller is attached to the main unit 2, the first terminal of



US 2016/0361640 Al

the main unit 2 and the second terminal of the controller are
electrically connected together, and the communication
between the main unit 2 and the controller and the power
supply from the main unit 2 to the controller are imple-
mented via the first terminal and the second terminal. Then,
it is possible to increase the opportunity to charge the
controller and thus to reduce the possibility of the controller
running out of battery. When a user attaches controllers to
the main unit 2 so as to use the information processing
device 1 as an integral portable device, the controllers can be
charged without the user knowing. Therefore, the user does
not need to perform a separate operation for charging the
controller, thus saving the trouble for the user.

[0825] In the embodiment described above, the informa-
tion processing device 1 includes a first sensing section (e.g.,
the CPU 81 executing step S3) for sensing the attachment of
the left controller 3 to the main unit 2, and a second sensing
section (e.g., the CPU 81 executing step S3) for sensing the
attachment of the right controller 4 to the main unit 2. The
main unit 2 registers a pair of a left controller and a right
controller based on the sensing results from the first sensing
section and the second sensing section (see step S4). There-
fore, a user can register a pair through a straightforward,
easy operation of attaching two controllers, to be used as a
pair, to the main unit 2.

[0826] In the embodiment described above, when the left
controller 3 and the right controller 4 are attached to the
main unit 2, the main unit 2 registers the left controller 3 and
the right controller 4 attached thereto as a pair (see step S3,
S4). Thus, a user can register a pair of controllers through a
straightforward operation.

[0827] Note that the first sensing section and the second
sensing section may or may not simultaneously sense the
attachment of the controllers to the main unit 2. That is, two
controllers that are not at the same time attached to the main
unit 2 may be registered as a pair.

[0828] The main unit 2 may execute a predetermined
information process based on operation data received from
two pairs of controllers. For example, the main unit 2
receives operation data from each of a left controller and a
right controller that are registered as a first pair, and receives
operation data from each of a left controller and a right
controller that are registered as a second pair. The main unit
2 may execute a predetermined information process using,
as a set of data, operation data received from controllers that
are registered as a first pair, and using, as another set of data,
operation data received from controllers that are registered
as a second pair. Then, the information processing device
can use operation data from a plurality of controllers while
distinguishing between operation data from different regis-
tered pairs.

[0829] In the embodiment described above, when receiv-
ing operation data from each of the left controller 3 and the
right controller 4 that are removed from the main unit 2 and
registered as a pair, the main unit 2 executes a predetermined
information process using the two pieces of operation data
received as a set of data (see FIG. 37(b)). Thus, a user can
perform operations using controllers registered as a pair. For
example, a user can control one object by using a pair of
controllers.

[0830] In the embodiment described above, the main unit
2 includes the housing 11 provided with a first engagement
portion (which can also be referred to as the attachment and
detachment mechanism; specifically, the left rail member
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15) to be engaged with the housing (specifically, the slider
40 provided on the housing 31) of the left controller 3, and
a second engagement portion (specifically, the right rail
member 19) to be engaged with the housing (specifically, the
slider 62 provided on the housing 51) of the right controller
4

[0831] In the above description, the first engagement
portion and the second engagement portion are to be
engaged with controller housings (including members pro-
vided on the housings), and are not to be engaged with
connectors of the controllers. That is, in the present embodi-
ment, the main unit 2 is configured so that controllers can be
attached to and detached from the main unit 2 by the method
of engaging the engagement portions with the controllers,
which is different from the method of connecting the con-
nectors of the main unit 2 with those of the controllers (the
engagement method and the method of connecting the
connectors may be both used at the same time). Then, the
main unit 2 and the controllers can be firmly connected
together.

[0832] Note that in other embodiments, the main unit 2
may include only one engagement portion to be engaged
with the housing of the controller or may include three or
more engagement portions.

[0833] In the embodiment described above, the left con-
troller 3 includes the housing 31 provided with a third
engagement portion (specifically, the slider 40) to be
engaged with the first engagement portion of the main unit
2. The right controller 4 includes the housing 51 provided
with a fourth engagement portion (specifically, the slider 62)
to be engaged with the second engagement portion of the
main unit 2. Thus, members are provided also on the
controller side, which members are to be engaged with the
engagement portions on the main unit 2 side are provided,
and it is therefore possible to more firmly connect the main
unit 2 and the controllers together.

[0834] In the embodiment described above, the main unit
2 selectively outputs the execution result of the information
process to either the display (the display 12) or a display
device (the TV 6) separate from the main unit 2 (see FIG.
44). This enables two different modes of use, including a
mode in which images are displayed on the display of the
main unit 2, and another mode in which images are dis-
played on a display device separate from the main unit 2.

[0835] In the embodiment described above, the engage-
ment portion of the main unit 2 is a rail member (referred to
also as the first slide member) provided on a surface of the
housing 11 of the main unit 2. The controller includes a
slider (referred to also as the second slide member) which
slidably and detachably engages with the rail member. In the
embodiment described above, the rail member and the slider
together form a slide mechanism (see FIG. 7). Thus, the slide
mechanism allows for firm locking between the main unit 2
and the controllers and allows for easy attachment and
detachment of the controllers.

[0836] In the embodiment described above, the rail mem-
ber is formed so that the slider can slidably engage with the
rail member in a predetermined direction (specifically, the
y-axis direction shown in FIG. 1), and so that the slider can
be inserted and detached into and from the rail member via
one end thereof in the predetermined direction (see FIG. 2).
Thus, it is possible to easily attach and detach controllers to
and from the main unit 2 via the end.
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[0837] Moreover, in the embodiment described above, the
rail member is provided so as to extend in the up-down
direction of the main unit 2 so that the slider can be inserted
and detached into and from the rail member via the upper
end thereof (see FIG. 2). Thus, controllers can be conve-
niently attached and detached to and from the main unit 2
while the main unit 2 is placed upright. For example, in the
present embodiment, controllers can be attached and
detached to and from the main unit 2 while the main unit 2
is attached to the cradle 5.

[0838] In the embodiment described above, the slide
member of the main unit 2 is provided so as to extend
generally over the entirety (e.g., so that the length of the
slide member is at least one 80% or more of the length of the
housing 11 of the main unit 2) of a surface of the housing 11
of the main unit 2 in a predetermined direction (specifically,
the up-down direction) (see FIG. 3). Thus, when a controller
is attached to the main unit 2, the controller is connected
generally over the entirety of the aforementioned surface of
the main unit 2, thereby allowing the controller to be firmly
connected to the main unit 2.

[0839] In the embodiment described above, the first slide
member of the main unit 2 (i.e., the rail member) has a
C-shaped cross section, and the second slide member of the
controller (i.e., the slider) has a T-shaped cross section. Note
that in other embodiments, the first slide member of the main
unit 2 may have a T-shaped cross section, and the second
slide member of the controller may have a C-shaped cross
section.

[0840] In the embodiment described above, the controller
includes a terminal (e.g., the terminal 42 or 64) for com-
munication with the main unit 2. The main unit 2 includes
a terminal (i.e., the left-side terminal 17 or the right-side
terminal 21) provided on the housing 11 at such a location
that allows the terminal to be connected to a terminal of a
controller when the controller is attached to the main unit 2.
Thus, when the controller is attached to the main unit 2, the
terminals are connected together, enabling wired communi-
cation.

[0841] In the embodiment described above, the informa-
tion processing device 1 can be said to be a game system
capable of executing game applications. When at least the
left controller 3 and the right controller 4 are removed from
the main unit 2 (in other words, when the two controllers are
both removed from the main unit 2), the left controller 3 and
the right controller 4 each transmit operation data represent-
ing operations performed on the left controller 3 and the
right controller 4 to the main unit 2 via wireless communi-
cation. Thus, in the embodiment described above, it is
possible to provide a novel game system that can be used
with two controllers removed.

[0842] In the embodiment described above, the informa-
tion processing device 1 can be said to be a hand-held
information processing device including a main section (i.e.,
the main unit 2) having a display (i.e., the display 12), a first
controller section (i.e., the left controller 3) and a second
controller section (i.e., the right controller 4) for performing
a predetermined information process in response to an
operation performed on either the first controller section or
the second controller section. When the first controller
section and the second controller section are removed from
the main section, the main unit 2 performs a predetermined
information process based on operation data representing an
operation performed on either the first controller section or
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the second controller section, and displays the results of the
information process on the display. Thus, in the embodiment
described above, it is possible to provide a novel information
processing device that can be used in a mode in which two
controller sections are removed.

[0843] In the above description, the first controller section
and the second controller section are arranged so that when
the first controller section is attached to the main section, a
user (i.e., the user holding the information processing
device) can operate the first controller section with one hand
and operate the second controller section with the other hand
(see FIG. 33). Thus, it is possible to provide a novel
information processing device that can be used both in a
mode in which the controller sections are attached to the
main section and in a mode in which the controller sections
are removed from the main section.

[0844] The information processing system of the present
embodiment includes the main unit 2, and controllers (spe-
cifically, the left controller 3 and the right controller 4;
referred to also as controller devices) that can be attached to
and detached from the main unit 2. The main unit 2 includes
the display 12 (referred to also as the display). When
controllers are attached to the main unit 2, the main unit 2
can display, on the display 12, images that are obtained
based on operations performed on the controllers. When the
controllers are removed from the main unit 2, the main unit
2 can display, on an external display device (specifically, the
TV 6) separate from the main unit 2, images that are
obtained based on operations performed on the controllers.
Note that in the above description, there may be one
controller that can be attached to the main unit or there may
be a plurality of controllers that can be attached to the main
unit.

[0845] As described above, the information processing
device 1 can be used both in a mode in which controllers are
attached to the main unit 2 and in a mode in which the
controllers are removed from the main unit. Thus, since a
plurality of modes of use are realized with a single infor-
mation processing device 1, the information processing
device 1 can be used in a wider variety of manners. As
described above, when the controllers are removed from the
main unit 2, an external display device can be used as the
display device. Thus, a user can provide, as the external
display device, a display device having a larger screen size
than the display 12, so that it is possible to display the
images on a larger screen.

[0846] In the embodiment described above, the informa-
tion processing system can communicate with the TV 6, and
further includes the cradle 5 (referred to also as an add-on
device) to and from which the main unit 2 can be attached
and detached. The main unit 2 detects the attachment of the
main unit 2 to the cradle 5, and determines whether the
images obtained based on operations performed on the
controllers is displayed on the display 12 or displayed on the
TV 6 based at least on the detection results (step S21, S25,
S29). Thus, the main unit 2 can determine the image display
output based on whether or not the main unit 2 is attached
to the cradle 5.

[0847] Note that in the above description, there is no
particular limitation on the method for determining the
image display output. As in the embodiment described
above, the main unit 2 may select the TV 6 as the image
display output at least on the condition that the main unit 2
is attached to the cradle 5. In other embodiments, the main
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unit 2 may select the TV 6 as the image display output when
the main unit 2 is attached to the cradle 5. That is, the main
unit 2 may output the images to the TV 6 via the cradle 5 in
response to the attachment of the main unit 2 to the cradle
5

[0848] In other embodiments, the main unit 2 may be
capable of communicating directly with the TV 6. For
example, the main unit 2 and the TV 6 may be capable of
communicating with each other in wireless communication.
Also in such a case, as in the embodiment described above,
the main unit 2 may determine the image display output
based on the attached state of the main unit 2 to the cradle
5.

[0849] The add-on device (e.g., the cradle) may be any
add-on device to and from which the main unit 2 can be
attached and detached. The add-on device may or may not
have the function of charging the main unit 2, as in the
present embodiment.

[0850] In the embodiment described above, the cradle 5 is
enabled to communicate with the main unit 2 at least on the
condition that the main unit 2 is attached thereto. If the main
unit 2 has determined to display the images based on
operations performed on the controllers on the TV 6, the
main unit 2 outputs the images to the TV 6 via the cradle 5.
Thus, the main unit 2 can display the images on the TV 6 by
outputting the images to the TV 6 via the cradle 5. Therefore,
the main unit 2 does not need to communicate with the TV
6, thereby simplifying the configuration of the main unit 2.

[0851] The information processing system of the embodi-
ment described above includes the main unit 2, the left
controller 3 (referred to also as the first controller device),
the right controller 4 (referred to also as the second con-
troller device), and an accessory (e.g., the extension grip 210
or the attachment 220). The left controller 3 can be attached
to and detached from the main unit 2 or the accessory. The
right controller 4 can be attached to and detached from the
main unit 2 or the accessory. The main unit 2 includes the
display 12 (referred to also as the display), and displays, on
the display 12, the execution result of a predetermined
information process based on operations performed on the
left controller 3 and the right controller 4. The left controller
3 and the right controller 4 can be attached to the accessory
at the same time (see FIG. 52). Thus, by using the accessory,
a user can hold the two controllers 3 and 4, removed from
the main unit 2, as an integral unit. That is, it is possible to
improve the controllability of the controllers when removed
from the main unit 2.

[0852] In the embodiment described above, the left con-
troller 3 is attached to the accessory on the left side of the
center of the accessory, and the right controller 4 is attached
to the accessory on the right side of the center of the
accessory (see FIG. 52, FIG. 53). Thus, a user can operate
the left controller 3 attached to the accessory with the left
hand, and operate the right controller 4 attached to the
accessory with the right hand. That is, a user can operate the
controllers in a similar fashion to that when the controllers
are not attached to the accessory, thereby providing an
accessory having a good controllability.

[0853] In the embodiment described above, the accessory
includes a first grip portion (i.e., the left grip portion 212)
provided on the left side and a second grip portion (i.e., the
right grip portion 213) provided on the right side. Then, a
user can operate the controllers while holding the grip
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portions respectively with the left hand and the right hand,
thereby providing an accessory having a good controllabil-
ity.

[0854] In the embodiment described above, the first grip
portion is provided on the left side of the area where the left
controller 3 is attached. The second grip portion is provided
on the right side of the area where the right controller 4 is
attached (see FIG. 52). Therefore, by holding the grip
portions, a user can easily operate the controllers 3 and 4
attached to the accessory.

[0855] (Functions/Effects Regarding Controller Termi-
nals, Ftc.)
[0856] In the embodiment described above, a game con-

troller (e.g., the left controller 3 or the right controller 4) is
removably attachable to a main unit (e.g., the main unit 2)
having a main unit-side slide member (e.g., the left rail
member 300) and configured to execute a game process.
[0857] The game controller includes:
[0858] an operation section (e.g., the analog stick 32,
52, the operation buttons 33 to 39, 43, 44, 46, 47, 53 to
61, 65, 66, 69); and
[0859] a controller-side slide member (e.g., the slider
311, 331) protruding from a first surface of the game
controller and configured to slidably engage with the
main unit-side slide member in a slide direction (e.g.,
the up-down direction shown in FIG. 14, i.e., the y-axis
direction).
[0860] The controller-side slide member has a first end
and a second end in the slide direction, and the game
controller is configured to be attached to the main unit by
inserting the controller-side slide member into the main
unit-side slide member from the first end (e.g., the lower end
of' the slider 331 shown in FIG. 14, i.e., the end on the y-axis
negative direction side).
[0861] The controller-side slide member includes:
[0862] a protruding portion (e.g., the protruding portion
321) protruding from the first end side of the controller-
side slide member in the slide direction and having a
facing surface (e.g., the facing surface 321a) that faces
the first surface (e.g., the right side surface of the left
controller 3 or the left side surface of the right con-
troller 4) of the game controller; and
[0863] at least one terminal (e.g., the terminal 42, 64)
between the facing surface and the first surface,
wherein the terminal is configured to be electrically
connected to the main unit.
[0864] Thus, the game controller can be easily attached to
the main unit by means of the slide mechanism, and it is
therefore possible to provide a game controller having a high
usability. Then, a user can also connect terminals together
through the operation of inserting and sliding the controller-
side slide member against the main unit-side slide member.
Therefore, a user can easily perform the attachment opera-
tion, which includes the operation of connecting terminals
together. With the provision of the protruding portion on the
controller-side slide member, it is possible to reduce the
possibility that the terminals come into contact with a hand
of a user or other objects, thereby always protecting the
terminals.
[0865] The term “slide member” may refer to the rail
member or the slider as used in the embodiment described
above. Note that in the embodiment described above, a slide
member provided on the main unit 2 side and a slide member
provided on the controller side are referred to as a “rail
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member” and a “slider”, respectively, so that these members
can easily be distinguished from each other. The shape of the
rail member and that of the slider are not limited to those of
the embodiment described above. For example, a slide
member having a cross section shaped as shown in FIG. 11
may be referred to as a “slider”, and a slide member having
a T-shaped cross section as shown in FIG. 22 may be
referred to as a “rail member”.

[0866] Moreover, a slide member is not limited to those
that have a shape elongated in the slide direction, as does the
rail member or the slider of the embodiment described
above. FIG. 61 is a diagram showing another example slide
member provided on the main unit. The main unit 2 may
include a slide member 371 shown in FIG. 61, instead of the
rail member of the embodiment described above.

[0867] As shown in FIG. 61, the slide member 371
includes an upper slide member 371a provided on an upper
portion of the left side surface of the main unit 2, and a lower
slide member 3715 provided on a lower portion of the left
side surface of the main unit 2. Each of the slide members
371a and 3715 includes a bottom surface portion, a side
surface portion and a top surface portion, as does the left rail
member 300 described above. Therefore, each of the slide
members 371a and 3715 slidably engages with the slider 311
as the slider 311 of the left controller 3 is inserted into the
groove formed by the bottom surface portion and the side
surface portion. With the slider 311 inserted in the groove of
the slide members 371a and 37154, the slider 311 is securely
locked by the top surface portion so as not to come off in the
direction perpendicular to the slide direction. The lower
slide member 3715 includes a facing portion similar to that
of the left rail member 300 described above. Therefore,
when the slider 311 is inserted into the groove of the slide
members 371a and 3715, the slider 311 can be slid to a
position at which the slider 311 is in contact with the facing
portion, and the slide movement is limited to this position.
Thus, the slide member 371 shown in FIG. 61 can also
slidably engage with the slider 311 of the left controller 3,
as does the left rail member 300.

[0868] FIG. 62 is a diagram showing another example
slide member provided on the right controller 4. The right
controller 4 may include a slide member 373 shown in FIG.
62, instead of the slider 331 of the embodiment described
above.

[0869] As shown in FIG. 62, the slide member 373
includes an upper slide member 373a provided on an upper
portion of the left side surface of the right controller 4, and
a lower slide member 3735 provided on a lower portion of
the left side surface of the right controller 4. Each of the slide
members 373a and 3735 includes a shaft and a top surface
portion similar to those of the slider 331 described above.
Therefore, the slide members 373a and 3734 slidably
engage with the left rail member 300 by being inserted into
the left rail member 300 of the main unit 2. With the slide
members 373a and 3735 inserted in the groove of the left rail
member 300, the slide members 373a and 3735 is securely
locked by the top surface portion so as not to come off in the
direction perpendicular to the slide direction. Thus, the slide
member 373 shown in FIG. 62 can also slidably engage with
the left rail member 300 of the main unit 2, as does the slider
331.

[0870] As described above, a slide member does not need
to be formed by a single member extending in the slide
direction, but may be formed by a plurality of members
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arranged with each other in the slide direction. Note that
when a slide member is formed by a plurality of members,
the upper end of the slide member refers to the upper end of
one of the plurality of members that is located uppermost,
and the lower end of the slide member refers to the lower end
of another one of the plurality of members that is located
lowermost. In this case, the center of a slide member in a
predetermined direction refers to the central position ther-
ebetween the opposite ends in the predetermined direction of
the slide member including a plurality of members. For
example, the center of the slide member in the up-down
direction refers to the central position between the upper end
position of the uppermost one of the plurality of members
and the lower end position of the lowermost one of the
plurality of members.

[0871] A slide member may be formed as an integral unit
with the housing of a device (e.g., the main unit 2 or the
controller) on which the slide member is provided. For
example, although the bottom surface of the slide member is
separate from the housing of the device on which the slide
member is provided in the embodiment described above, the
housing of the device on which the slide member is provided
may be the bottom surface of the slide member in other
embodiments. For example, for the main unit 2, the side
surface portion 302 of the rail member described above may
be provided directly on the side surface of the housing 11 of
the main unit 2. Moreover, the side surface portion may be
formed as an integral unit with the housing 11. In other
embodiments, the side surface of the housing and the bottom
surface portion of the rail member may together form the
bottom surface of the slide member. For example, with the
extension grip 350 (FIG. 54) of the embodiment described
above, the bottom surface of the slide member is formed by
the bottom surface portion of the left rail member 356 and
the housing (of the support section 352) exposed through the
hole 3564 formed in the bottom surface portion together (see
FIG. 55).

[0872] The terminal may be provided so that at least a
portion thereof lies between the facing surface and the first
surface, and it is not limited to the embodiment in which it
is provided on the facing surface as in the embodiment
described above. FIG. 63 is a diagram showing an example
terminal arrangement in other embodiments. In other
embodiments, the terminal 42 may be arranged as shown in
FIG. 63, instead of the arrangement of the terminal 42 shown
in FIG. 15. In FIG. 63, the terminal 42 is provided at a
position away from the facing surface in the left-right
direction (i.e., the x-axis direction). In FIG. 63, a surface of
the terminal 42 that is facing toward the first surface is in
contact with the left-side terminal 17 (as in the embodiment
described above). The position of the left-side terminal 17 of
the main unit 2 is adjusted in accordance with the arrange-
ment of the terminal 42 shown in FIG. 63. That is, since the
terminal 42 in FIG. 63 is shifted in the x-axis negative
direction as compared with the terminal 42 shown in FIG.
15, the left-side terminal 17 of the main unit 2 is accordingly
shifted in the x-axis negative direction from the position
shown in FIG. 12. Note that in other embodiments, a surface
of the terminal 42 that is facing toward the facing surface
321a may be in contact with the left-side terminal 17. In
FIG. 63, the facing surface 3214 may or may not include the
slots 3215b.

[0873] As in the embodiment described above and the
example shown in FIG. 63, the terminal may be provided so
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that at least a portion of a surface (of the terminal) that is
facing toward the first surface of the controller lies between
the facing surface and the first surface (in this case, the
surface of the terminal facing toward the facing surface may
be arranged between the facing surface and the first surface
or may be arranged on the inner side of the protruding
portion). Then, with the provision of the protruding portion,
it is possible to reduce the possibility that a surface of the
terminal to be in contact with another terminal comes into
contact with a hand of a user or other objects, thereby
efficiently protecting the terminal.

[0874] In the embodiment described above, the terminal
extends along the facing surface. Then, since the terminal is
arranged closer to the facing surface, it is possible to more
efficiently protect the terminal.

[0875] Inthe embodiment described above, the terminal is
on the facing surface. Then, since the terminal is arranged
closer to the opposing surface, it is possible to more effi-
ciently protect the terminal.

[0876] Inthe embodiment described above, the terminal is
configured to flex into a slot in the facing surface. Then, it
is possible to reduce the force to act upon a terminal when
the terminal comes into contact with another terminal.
[0877] In the embodiment described above, a side of the
terminal that faces the first surface is exposed. Then, the
terminal can come into contact with another terminal (e.g.,
the left-side terminal 17 of the main unit 2 or the right-side
terminal 21), using a surface of the terminal that faces the
first surface.

[0878] Inthe embodiment described above, the protruding
portion includes a wall (e.g., the wall portion 322) on the
facing surface that protrudes from the facing surface, the
wall being on one side or on both sides of the terminal with
respect to a direction substantially perpendicular to the slide
direction (e.g., the z-axis direction shown in FIG. 15). Then,
it is possible with the wall to reduce the possibility that the
terminal comes into contact with a hand of a user or other
objects, thereby more reliably protecting the terminal.
[0879] In the embodiment described above, an inner wall
of the wall facing the terminal flares away from the terminal
in a direction that is toward a distal end of the protruding
portion (FIG. 16). Then, the inner wall provides alignment
between the main unit and the game controller, making it
easier for the terminal of the main unit and the terminal of
the game controller to properly come into contact with each
other.

[0880] In the embodiment described above, a distal end of
the terminal is between a center of the controller-side slide
member and a distal end (e.g., the distal end of the distal end
portion 323 shown in FIG. 15) of the protruding portion
(FIG. 15, FIG. 16). Then, since there is a gap between the
distal end of the protruding portion and the distal end of the
terminal, it is possible to further reduce the possibility that
the terminal comes into contact with a hand of a user or other
objects, thereby more reliably protecting the terminal.
[0881] Inthe embodiment described above, the protruding
portion is tapered toward the distal end (FIG. 15). Then, the
end portion provides alignment between the main unit and
the game controller, making it easier for the terminal of the
main unit and the terminal of the game controller to properly
come into contact with each other.

[0882] Inthe embodiment described above, an end portion
of'the protruding portion has a second surface (e.g., the slope
323a shown in FIG. 15) that is sloped away from the first
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surface toward the distal end of the protruding portion. Then,
the end portion provides alignment between the main unit
and the game controller, making it easier for the terminal of
the main unit and the terminal of the game controller to
properly come into contact with each other.

[0883] Inthe embodiment described above, an intersection
between the facing surface and a second surface at the distal
end may be a chamfer. Then, the intersection provides
smooth alignment between the main unit and the game
controller.

[0884] Inthe embodiment described above, the terminal is
one of a plurality (e.g., ten) of terminals between the facing
surface and the first surface. The plurality of terminals are
arranged next to each other in a direction that is substantially
parallel to the facing surface and substantially perpendicular
to the slide direction (e.g., the z-axis direction shown in FI1G.
16), the terminals being exposed on one side (e.g., the y-axis
negative direction side shown in FIG. 16) that corresponds
to the first end side of the controller-side slide member. This
makes it easier for the terminals of the game controller to
come into contact with the terminals of the main unit which
come from the first end side.

[0885] The operation section is on a front surface (e.g., the
surface on the z-axis negative direction side shown in FIG.
14) of the game controller. The first surface is a side surface
(e.g., the right side surface of the left controller 3 or the left
side surface of the right controller 4) relative to the front
surface. Then, with the game controller attached to the main
unit, a user can easily operate the operation section provided
on the front surface of the game controller.

[0886] In the embodiment described above, the controller-
side slide member is a rail extending substantially parallel to
the slide direction (e.g., the slider 311 shown in FIG. 14 or
the slider 331 shown in FIG. 25). Then, the game controller
can be easily attached to the main unit by inserting the rail
into the main unit-side slide member.

[0887] In the embodiment described above, the rail
extends from near a first end (e.g., the upper end of the left
controller 3 shown in FIG. 14) to near a second end (e.g., the
lower end of the left controller 3 shown in FIG. 14) of the
first surface in the slide direction. Then, the game controller
can be connected firmly to the main unit, and it is possible
to reduce the possibility that the game controller comes off
the main unit.

[0888] Inthe embodiment described above, a cross section
of the controller-side slide member taken perpendicular to
the slide direction has a shape where a width of a first portion
adjacent to the first surface (e.g., the length of the shaft 325
in the z-axis direction shown in FIG. 21) is narrower than a
width of a second portion that is farther away from the first
surface than the first portion (e.g., the length of the top
surface portion 326 in the z-axis direction shown in FIG.
21). Then, it is possible to reduce the possibility that the
controller-side slide member comes off the main unit-side
slide member in the direction perpendicular to the slide
direction.

[0889] In the embodiment described above, a protruding
portion protruding in the slide direction is absent at the
second end of the controller-side slide member (e.g., the
upper end of the slider 331 shown in FIG. 14, i.e., the end
on the y-axis positive direction side). Then, even if the
controller-side slide member is inserted into the main unit-
side slide member from the second end, it is possible to
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reduce the possibility that the controller-side slide member
contacts and damages members (e.g., terminals, etc.) of the
main unit.

[0890] In the embodiment described above, an end surface
ofthe controller-side slide member at the second end is a flat
surface extending from the first surface. Then, even if the
controller-side slide member is inserted into the main unit-
side slide member from the second end, it is possible to
reduce the possibility that the controller-side slide member
contacts and damages members (e.g., terminals, etc.) of the
main unit.

[0891] In the embodiment described above, the game
controller further includes a stop member (e.g., the stop
member 319 or 339) that resists a slide movement of the
controller-side slide member against the main unit-side slide
member in a direction opposite to a direction in which the
controller-side slide member is inserted into the main unit-
side slide member when the controller-side slide member
has been inserted up to a predetermined position into the
main unit-side slide member (e.g., in the attached state
described above). Then, it is possible with the stop member
to reduce the possibility that the controller-side slide mem-
ber comes off the main unit-side slide member.

[0892] In the embodiment described above, the game
controller further includes a stop member (e.g., the stop
member 319 or 339) configured to stop the main unit-side
slide member when the controller-side slide member has
been inserted up to a predetermined position into the main
unit-side slide member (e.g., in the attached state described
above), wherein the stop member protrudes from the con-
troller-side slide member in a direction that is perpendicular
to the slide direction and parallel to the first surface (e.g., the
z-axis direction shown in FIG. 21). Then, it is possible with
the stop member to reduce the possibility that the controller-
side slide member comes off the main unit-side slide mem-
ber.

[0893] Inthe embodiment described above, the stop mem-
ber is on the second end side (e.g., the upper end side shown
in FIG. 14, i.e., the y-axis positive direction side) of a center
of the controller-side slide member in the slide direction.
Then, the stop member does not come into contact with the
main unit unless the controller-side slide member is inserted
to a certain degree into the main unit-side slide member,
thereby making it less easy for the stop member to come into
contact with the main unit. That is, it is possible to make it
easier for the controller-side slide member to be moved
smoothly into the main unit-side slide member.

[0894] In the embodiment described above, the stop mem-
ber protrudes from the first surface of the game controller
(see FIG. 22) or from a side surface of the controller-side
slide member substantially perpendicular to the first surface
(see FIG. 21). Then, it is possible to reduce the possibility
that the stop member is damaged by being in contact with
other objects.

[0895] Inthe embodiment described above, the terminal is
on the facing surface (see FIG. 15, FIG. 16). A surface on a
reverse side of the protruding portion of the facing surface
comprises a metal member (e.g., the reinforcement member
312 or 332) over at least a part of an area where the terminal
is on the facing surface, and a remaining portion of the
protruding portion comprises a resin member. Then, it is
possible to increase the mechanical strength of the protrud-
ing portion (specifically, a portion where the terminal is
provided).
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[0896] In the embodiment described above, the game
controller further includes an insulator (e.g., the insulation
sheet 316) between the terminal and the metal member.
Then, it is possible to reduce the possibility that the terminal
is electrically affected by the metal member, and it is
therefore possible to improve the accuracy of communica-
tion between the game controller and the main unit.

[0897] In the embodiment described above, the game
controller further includes a water-resisting member (e.g.,
the insulation sheet 316) between the terminal and the metal
member. Then, it is possible to reduce the possibility that
water touches the terminal to deteriorate (i.e., rust) the
terminal.

[0898] In the embodiment described above, the game
controller further includes an electronic circuit (e.g., the
electronic circuit 318) including a ground portion (e.g., the
ground land portion 3185). The terminal is a ground terminal
electrically connected to the ground portion. The metal
member further includes a ground connecting portion (e.g.,
the ground connection portion 312d) electrically connected
to the ground portion. Then, it is possible to reduce the
possibility of the metal member being electrically charged,
and it is therefore possible to reduce the possibility that the
terminal is electrically affected by the metal member. It is
therefore possible to improve the accuracy of communica-
tion between the game controller and the main unit.

[0899] In the embodiment described above, the game
controller has side surfaces. The first surface is one of the
side surfaces (e.g., the right side surface of the left controller
3 or the left side surface of the right controller 4). The
operation section includes a first input section (e.g., the first
L button 38, the ZL button 39, the first R button 60 or the ZR
button 61) on one of the side surfaces that corresponds to the
second end side in the slide direction (e.g., the upper end
side shown in FIG. 14, i.e., the y-axis positive direction
side). Then, the game controller can easily be attached to the
main unit in a case in which a user holds a game controller
in such a manner (e.g., the manner shown in FIG. 33) that
the first input section is operated using the index finger.

[0900] Inthe embodiment described above, the controller-
side slide member is configured to be inserted into the main
unit-side member on at least one of left and right side
surfaces relative to a surface of the main unit (e.g., the front
surface of the main unit 2) that includes a display (e.g., the
display 12) (see FIG. 3) and from an upper side of the main
unit-side slide member (see FIG. 2). Then, the game con-
troller can be attached to and detached from the main unit
while the main unit is put down, and it is possible to improve
the usability of the information processing device including
the main unit and the game controller.

[0901] In the embodiment described above, the operation
section includes a directional input section (e.g., the analog
stick 32 or 52) enabling inputs of at least four directions of
up, down, left and right. Thus, the game controller includes
a directional input section with which it is possible to easily
make directional inputs, thereby improving the input func-
tion of the information processing device.

[0902] Inthe embodiment described above, the directional
input section outputs a two-dimensional value representing
a direction and a quantity that have been input (e.g., the
direction and the magnitude corresponding to the tilt direc-
tion and the tilt amount of the stick member of the analog
stick). Thus, the game controller includes a directional input
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section with which it is possible to make detailed directional
inputs, thereby improving the input function of the infor-
mation processing device.

[0903] Inthe embodiment described above, the directional
input section is an input device including an input member
(e.g., the stick member of the analog stick) that is configured
to be tilted or slid, from a reference position, in at least four
directions of up, down, left and right. Thus, the game
controller includes a directional input section with which it
is possible to more easily make directional inputs, thereby
improving the input function of the information processing
device.

[0904] In the embodiment described above, the operation
section includes a save-an-image input section (e.g., the
record button 37) for giving an instruction to save an image
being displayed on the display (e.g., the display 12) of the
main unit. Thus, the game controller has a function of
accepting an input instruction to save an image, thereby
improving the usability of the information processing
device.

[0905] In the embodiment described above, the game
controller further includes an infrared image-capturing
device (e.g., the infrared image-capturing section 123).
Thus, the game controller has the image-capturing function,
thereby improving the usability of the information process-
ing device.

[0906] In the embodiment described above, the operation
section includes a second input section (e.g., the second L.
button 43 or 65, the second R button 44 or 66) on a surface
of the controller-side slide member that faces the same
direction as the first surface. Then, when the game controller
is removed from the main unit, the second input section can
be operated, and it is therefore possible to improve the
usability of the information processing device. Moreover, an
input section that is not used when the game controller is
attached to the main unit is provided at such a position that
the input section cannot be operated when the game con-
troller is attached to main unit, thereby efficiently using the
area of a game controller and efficiently arranging input
sections on a game controller.

[0907] (Functions/Effects Regarding Stop Member of
Controller)
[0908] In the embodiment described above, a game con-

troller (e.g., the left controller 3 or the right controller 4) is
removabley attachable to a main unit (e.g., the main unit 2)
having a main unit-side slide member (e.g., the left rail
member 300) and configured to execute a game process.
[0909] The game controller includes:
[0910] an operation section (e.g., the analog stick 32,
52, the operation buttons 33 to 39, 43, 44, 46, 47,53 to
61, 65, 66, 69); and
[0911] a controller-side slide member (e.g., the slider
311, 331) protruding from a first surface of the game
controller and configured to slidably engage with the
main unit-side slide member in a slide direction (e.g.,
the up-down direction shown in FIG. 14, i.e., the y-axis
direction).
[0912] The controller-side slide member has a first end
and a second end in the slide direction, and the game
controller is configured to be attached to the main unit by
inserting the controller-side slide member into the main
unit-side slide member from the first end (e.g., the lower end
of' the slider 331 shown in FIG. 14, i.e., the end on the y-axis
negative direction side).
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[0913] The game controller includes a stop member (e.g.,
the stop member 319 or 339) configured to resist a slide
movement, in an opposite direction, of the controller-side
slide member against the main unit-side slide member, the
opposite direction being a direction opposite to a direction in
which the controller-side slide member is inserted into main
unit-side slide member.

[0914] The stop member is configured to protrude from
the first surface of the game controller (see FIG. 22) or from
a side surface of the controller-side slide member, which
side surface is substantially perpendicular to the first surface
(see FI1G. 21), and the stop member is on the second end side
of a center of the controller-side slide member in the slide
direction (e.g., on the upper side of the slider 311 shown in
FIG. 14).

[0915] Then, it is possible with the stop member to reduce
the possibility that the controller-side slide member comes
off the main unit-side slide member. Since the stop member
is allowed to protrude from the first surface or the side
surface of the controller-side slide member, it is possible to
reduce the possibility that the stop member is damaged by
being in contact with other objects. Moreover, since the stop
member is provided on the second end side of the center of
the controller-side slide member in the slide direction, it is
possible to make it less easy for the stop member to come
into contact with the main unit. That is, it is possible to make
it easier for the controller-side slide member to be moved
smoothly into the main unit-side slide member.

[0916] Note that “the stop member being allowed to
protrude from a surface” means to include both the first
embodiment in which the stop member may be protruding
from a surface (specifically, the protruding state described
above) or not protruding from a surface (specifically, the
accommodated state described above), and the second
embodiment in which the stop member is always protruding
from a surface. The second embodiment is for example an
embodiment in which the stop member can move between
(a) the protruding state described above, and (b) a state in
which it is protruding from the surface but is closer to the
surface than in the protruding state (in other words, a state
in which the stop member is not completely accommo-
dated).

[0917] Inthe embodiment described above, the stop mem-
ber is movable between a first position (e.g., the position
shown in FIG. 21(a)) and a second position (e.g., the
position shown in FIG. 21(4)). The stop member in the first
position is more protruding from at least one of the first
surface of the game controller and the side surface of the
controller-side slide member as compared with the stop
member in the second position. The stop member is biased
toward a protruding state in the first position. Then, when
inserting the controller-side slide member into the main
unit-side slide member, the stop member moves into the
second position depending on the situation, thereby allowing
the controller-side slide member to be inserted smoothly.
With the stop member being movable, it is possible to reduce
the possibility that the stop member is damaged by being in
contact with other objects.

[0918] Inthe embodiment described above, the stop mem-
ber is configured to move to a position, as the second
position, at which the stop member is in an accommodated
state in which the stop member is accommodated inside the
game controller (FIG. 21(5)). Then, with the stop member in
the accommodated state, the controller-side slide member
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can be more smoothly inserted into the main unit-side slide
member. With the stop member in the accommodated state,
it is possible to further reduce the possibility that the stop
member is damaged by being in contact with other objects.
[0919] In the embodiment described above, the game
controller further includes a movable member (e.g., the
release button 313 or 333) that is configured to be moved by
an operation by a user, wherein the stop member is moved
at least from the first position to the second position in
response to the movable member being operated by a user.
Then, it is possible, by a user operation, to weaken or release
the engagement of the stop member. Thus, a user can easily
perform the operation of removing the game controller from
the main unit.

[0920] In the embodiment described above, the movable
member is biased to be placed at a reference position (e.g.,
the state shown in FIG. 27(a)), and is configured to move at
least from the reference position in response to an operation
by a user. The stop member is coupled to the movable
member, and the stop member is in the first position when
the movable member is placed at the reference position and
the stop member comes into the second position in response
to the movable member moving from the reference position.
Then, since the position of the movable member changes
depending on whether the stop member is in the first position
or in the second position, a user can recognize the state of
the stop member (i.e., whether it is in the first position or in
the second position) depending on the position of the
movable member.

[0921] Inthe embodiment described above, the stop mem-
ber is formed so that at least a portion of an end portion
thereof on the first end side in the slide direction (e.g., the
end portion having the slope 3194 shown in FIG. 23), a
thickness of the stop member in a moving direction from the
first position to the second position decreases toward a distal
end thereof. Then, when inserting the controller-side slide
member into the main unit-side slide member, the stop
member 319 is unlikely to be interfered by the main unit.
Thus, the controller-side slide member can be smoothly
inserted into the main unit-side slide member.

[0922] In the embodiment described above, the movable
member is on a surface on a reverse side of the front surface
(of the game controller) (see FIG. 14). Then, when a user
holds the information processing device with the game
controller attached to the main unit, the user can easily
operate the movable member. Thus, it is possible to provide
an information processing device having a high usability and
having a movable member that is easy to operate.

[0923] Note that in other embodiments, the movable mem-
ber may be on the front surface (of the game controller).
Then, when a user holds the information processing device
with the game controller attached to the main unit, the user
can see the movable member. Thus, it is possible to provide
an information processing device having a high usability and
having a movable member that is easy to operate.

[0924] Note that in other embodiments, the movable mem-
ber is on both the front surface (of the game controller) and
on a surface on a reverse side of the front surface.

[0925] In the embodiment described above, the game
controller further includes a projection in the vicinity of the
movable member of the game controller, wherein the pro-
jection (e.g., the projection portion 314 or 334 and/or the ZL
button 39 or the ZR button 61) projects past a surface that
the movable member is on. Then, it is possible with the
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projection to reduce the possibility that the movable member
is operated in error. Thus, it is possible to reduce the
possibility that the erroneous operation of the movable
member releases the engagement of the stop member, result-
ing in the game controller being removed from the main
unit.

[0926] The embodiment described above the projection is
a button (i.e., the ZL button 39 or the ZR button 61).

[0927] In the embodiment described above, the game
controller includes a depressed portion (e.g., the depressed
portion H shown in FIG. 21) defined by the first surface and
the controller-side slide member so as to have a C-shaped
cross section along a direction perpendicular to the slide
direction. The stop member, in the protruding state, pro-
trudes from at least one of surfaces defining the depressed
portion (FIG. 21 or FIG. 22). Then, it is possible to reduce
the possibility that the stop member is damaged by being in
contact with other objects.

[0928] Inthe embodiment described above, the stop mem-
ber does not protrude out of a space in the depressed portion
into a space outside the game controller in the protruding
state (FIG. 21 or FIG. 22). Then, it is possible to further
reduce the possibility that the stop member is damaged by
being in contact with other objects.

[0929] In the embodiment described above, the stop mem-
ber is configured to protrude, in a protruded state, from the
controller-side slide member in a direction perpendicular to
the slide direction and parallel to the first surface (e.g., the
z-axis direction shown in FIG. 21). Then, it is possible to
reduce the possibility that the stop member is damaged by
being in contact with other objects.

[0930] Inthe embodiment described above, the stop mem-
ber is at an end portion on the second end side of a center
of the controller-side slide member in the slide direction
(e.g., the upper end of the slider 311 shown in FIG. 14). This
allows the controller-side slide member to be moved more
smoothly against the main unit-side slide member.

[0931] In the embodiment described above, the game
controller further includes at least one terminal (e.g., the
terminal 42 or 46) that is on the first end side (e.g., the lower
end side) of the stop member in the slide direction and that
is electrically connectable to the main unit. Then, it is
possible to reduce the possibility that the stop member
comes into contact with the main unit, and it is possible to
reduce the possibility that the terminal of the main unit is
damaged.

[0932] Inthe embodiment described above, the terminal is
at an end portion on the first end side of the controller-side
slide member. Then, it is possible to reduce the possibility
that the controller-side slide member comes into contact
with the main unit, and it is possible to reduce the possibility
that the terminal of the main unit is damaged.

[0933] (Functions/Effects Regarding Operation Sections
Provided on Slide Member of Controller)

[0934] In the embodiment described above, a game con-
troller (e.g., the left controller 3 or the right controller 4) is
is removably attachable to a main unit (e.g., the main unit 2)
having a main unit-side slide member (e.g., the left rail
member 300) and configured to execute a game process.

[0935] The game controller includes a controller-side slide
member (e.g., the slider 311, 331) protruding from a first
surface of the game controller and being configured for
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slidably engaging with the main unit-side slide member in a
slide direction (e.g., the up-down direction shown in FIG.
14, i.e., the y-axis direction).

[0936] The controller-side slide member has first and
second ends and includes, as surfaces facing substantially in
the same direction as the first surface, a lower surface (e.g.,
the lower-tier surface 311f'shown in FIG. 24) and an upper
surface (e.g., the upper-tier surface 3114 shown in FIG. 24),
a first distance between the lower surface and the first
surface being less than a second distance between the upper
surface and the first surface, the lower surface extending
from the first end to the second end of the controller-side
slide member in a direction substantially perpendicular to
the slide direction.

[0937] The game controller includes a first operation con-
trol (e.g., the second L button 43 or 65 or the second R
button 44 and 66 shown in FIG. 14 or FIG. 25) provided on
the lower surface, the first operation control being config-
ured so as not to project past the upper-tier surface.

[0938] According to the above description, an input sec-
tion that is not used when the game controller is attached to
the main unit is provided at such a position (i.e., the
lower-tier surface) that the input section cannot be operated
when the game controller is attached to the main unit. This
makes it possible to efficiently use the area of a game
controller and efficiently arrange input sections on a game
controller. According to the above description, since the first
operation control is provided on the lower-tier surface, the
controller-side slide member can be slid smoothly against
the main unit-side slide member. Moreover, since the lower-
tier surface is provided to extend from one end to the other
end in the direction substantially perpendicular to the slide
direction, it is easier for a user to operate the first operation
control.

[0939] Inthe embodiment described above, the first opera-
tion control is configured so as not to protrude past the upper
surface. This allows the controller-side slide member to be
slid more smoothly against the main unit-side slide member.
[0940] Inthe embodiment described above, the first opera-
tion control extends away from the first surface by a distance
greater than the first distance and less than or equal to the
second distance. This allows the controller-side slide mem-
ber to be slid more smoothly against the main unit-side slide
member.

[0941] Inthe embodiment described above, the controller-
side slide member has a first end and a second end in the
slide direction, and the controller-side slide member
includes a first lower surface on the first end side of a center
of the controller-side slide member in the slide direction, and
a second lower surface on the second end side of the center
of the controller-side slide member in the slide direction
(FIG. 14, FIG. 25). The first operation control includes a first
input section (e.g., the second L button 43 or 65) on the first
lower surface, and a second input section (e.g., the second R
button 44 and 66) on the second lower surface. Then, when
the game controller is removed from the main unit, a user
can operate the first input section using one hand, and the
second input section using the other hand (FIG. 35). Thus,
it is possible to improve the controllability of the game
controller.

[0942] In the embodiment described above, the game
controller further includes a light-emitter (e.g., the indicator
LED 45 or 67) on the upper surface between the first input
section and the second input section configured for notifying
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auser of information. Then, even when the first input section
and the second input section are operated by a user, the
light-emitting portion is unlikely to be hidden by a hand of
the user. That is, it is possible to reduce the possibility that
the visibility of the light-emitting portion is reduced when
input sections are provided.
[0943] Inthe embodiment described above, the controller-
side slide member defines a sloped surface (e.g., the slope
311e shown in FIG. 24) connecting the lower surface and the
upper surface. Then, it is possible to reduce the awkward-
ness to be felt by a user when operating the first operation
control.
[0944] In the embodiment described above, the game
controller is configured to be attached to the main unit by
engaging the controller-side slide member with the main
unit-side slide member.
[0945] The game controller includes:
[0946] a light-emitter on the upper surface configured
for notifying a user of information; and
[0947] alight emission control (e.g., the communication

control section 101 or 111) configured for controlling

the light-emitter to emit light at least on a condition that

the game controller is not attached to the main unit, and

for controlling the light-emitter not to emit light when

the game controller is attached to the main unit.
[0948] Thus, it is possible to reduce the power consump-
tion of the game controller by controlling the light-emitting
portion so that the light-emitting portion does not emit light
when there is little need to emit light.
[0949] In the embodiment described above, the game
controller further includes a second operation control (e.g.,
the analog stick 32, 52, the operation buttons 33 to 39, 47,
53 to 61) on a surface (e.g., the front surface or the upper
side surface) of the game controller that is different from the
first surface. Then, the second operation control can be
operated when the game controller is attached to the main
unit and when it is removed from the main unit, and it is
possible to improve the controllability of the game controller
with the provision of such a second operation control on the
game controller.
[0950] In the embodiment described above, the second
operation control is on a front surface of the game controller.
The first surface is a side surface relative to the front surface.
Then, a user can operate the first operation control provided
on the side surface (e.g., using the index finger) while
operating the second operation control provided on the front
surface (e.g., using the thumb). Thus, it is possible to provide
a game controller having a good controllability when the
game controller is removed from the main unit.
[0951] (Functions/Effects Regarding Supporting Device
to which Controller can be Attached)
[0952] In the embodiment described above, a supporting
device (e.g., the extension grip 350 shown in FIG. 54) is a
device for supporting a first game controller (e.g., the left
controller 3) and a second game controller (e.g., the right
controller 4).
[0953] The first game controller includes a first rail mem-
ber (e.g., the slider 311) configured for allowing the first
game controller to be attached to the supporting device.
[0954] The second game controller includes a second rail
member (e.g., the slider 331) configured for allowing the
second game controller to be attached to the supporting
device.
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[0955] The supporting device includes:

[0956] a support section (e.g., the support section 352
shown in FIG. 54); and

[0957] a main section (e.g., the main section 351 shown
in FIG. 54) connected to the support section.

[0958] The support section includes:

[0959] a first slide member (e.g., the left rail member
356) in an area of the support section toward a first side
in a predetermined direction (e.g., the x-axis positive
direction side shown in FIG. 54), the first slide member
being configured to slidably engage with the first rail
member of the first game controller in a first slide
direction; and

[0960] a second slide member (e.g., the right rail mem-
ber 357) in an area of the support section toward a
second side in the predetermined direction (e.g., the
x-axis negative direction side shown in FIG. 54), the
second slide member being configured to slidably
engage with the second rail member of the second
game controller in a second slide direction.

[0961] The first slide member includes:

[0962] a first facing portion (e.g., the opposing portion
of the left rail member 356) in the area of the support
section toward the first side or on the first slide member,
the first facing portion having a first facing surface
facing the second side; and

[0963] a first terminal (e.g., the left-side terminal 367
provided on the left rail member 356) on the first facing
surface, which first terminal is configured to be elec-
trically connected to the first game controller.

[0964] The second slide member includes:

[0965] a second facing portion (e.g., the opposing por-
tion of the right rail member 357) in the area of the
support section toward the second side or on the second
slide member, the second facing portion having a
second facing surface facing the first side; and

[0966] a second terminal (e.g., the right-side terminal
368 provided on the right rail member 357) on the
second facing surface, which second terminal is con-
figured to be electrically connected to the second game
controller.

[0967] The main section includes:

[0968] afirst grip portion (e.g., the left grip portion 353)
on a first side of the support section in the predeter-
mined direction configured for being gripped by a user;
and

[0969] a second grip portion (e.g., the right grip portion
354) on a second side of the support section in the
predetermined direction configured for being gripped
by the user.

[0970] As described above, two game controllers are
attached to the supporting device by engaging the rail
members of the two game controllers with the first slide
member and the second slide member, respectively, and it is
therefore possible to reduce the possibility that the game
controllers come off the supporting device. Since the sup-
porting device includes two grip portions, a user can hold the
grip portions when operating the controllers, thereby
improving the controllability. Moreover, terminals are on the
facing surfaces facing toward the support section, it is
therefore possible to reduce the possibility that the terminals
come into contact with objects other than the game control-
lers.
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[0971] In the embodiment described above, a supporting
device (e.g., the extension grip 350 shown in FIG. 54) is
device for supporting a first game controller (e.g., the left
controller 3) and a second game controller (e.g., the right
controller 4).

[0972] The first game controller includes a first rail mem-
ber (e.g., the slider 311) configured for allowing the first
game controller to be attached to the supporting device.
[0973] The second game controller includes a second rail
member (e.g., the slider 331) configured for allowing the
second game controller to be attached to the supporting
device.

[0974] The supporting device includes a support section
(e.g., the support section 352 shown in FIG. 54).

[0975] The support section includes:

[0976] a first slide member (e.g., the left rail member
356) in an area of the support section toward a first side
in a predetermined direction (e.g., the x-axis positive
direction side shown in FIG. 54), the first slide member
being configured to slidably engage with the first rail
member of the first game controller in a first slide
direction; and

[0977] asecond slide member (e.g., the right rail mem-
ber 357) in an area of the support section toward a
second side in the predetermined direction (e.g., the
x-axis negative direction side shown in FIG. 54), the
second slide member being configured to slidably
engage with the second rail member of the second
game controller in a second slide direction.

[0978]

[0979] a first facing portion (e.g., the opposing portion of
the left rail member 356) in the area of the support section
toward the first side or on the first slide member, the first
facing portion having a first facing surface facing the second
side; and
[0980] a first terminal (e.g., the left-side terminal 367
provided on the left rail member 356) on the first facing
surface, which first terminal is configured to be elec-
trically connected to the first game controller.

[0981]

[0982] a second facing portion (e.g., the opposing por-
tion of the right rail member 357) in the area of the
support section toward the second side or on the second
slide member, the second facing portion having a
second facing surface facing the first side; and

[0983] a second terminal (e.g., the right-side terminal
368 provided on the right rail member 357) on the
second facing surface, which second terminal is con-
figured to be electrically connected to the second game
controller.

[0984] As described above, two game controllers are
attached to the supporting device by engaging the rail
members of the two game controllers with the first slide
member and the second slide member, respectively, and it is
therefore possible to reduce the possibility that the game
controllers come off the supporting device. Moreover, ter-
minals are on the facing surfaces facing toward the support
section, it is therefore possible to reduce the possibility that
the terminals come into contact with objects other than the
game controllers.

[0985] In the embodiment described above, a supporting
device (e.g., the extension grip 350 shown in FIG. 54) is a

The first slide member includes:

The second slide member includes:
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device for supporting a first game controller (e.g., the left
controller 3) and a second game controller (e.g., the right
controller 4).

[0986] The first game controller includes a first rail mem-
ber (e.g., the slider 311) configured for allowing the first
game controller to be attached to the supporting device.
[0987] The second game controller includes a second rail
member (e.g., the slider 331) configured for allowing the
second game controller to be attached to the supporting
device.

[0988] The supporting device includes:

[0989] a support section (e.g., the support section 352
shown in FIG. 54); and

[0990] a main section (e.g., the main section 351 shown
in FIG. 54) connected to the support section.

[0991] The support section includes:

[0992] a first slide member (e.g., the left rail member
356) in an area of the support section toward a first side
in a predetermined direction (e.g., the x-axis positive
direction side shown in FIG. 54), the first slide member
being configured to slidably engage with the first rail
member of the first game controller in a first slide
direction; and

[0993] a second slide member (e.g., the right rail mem-
ber 357) in an area of the support section toward a
second side in the predetermined direction (e.g., the
x-axis negative direction side shown in FIG. 54), the
second slide member being configured to slidably
engaging with the second rail member of the second
game controller in a second slide direction.

[0994] The first slide member includes a first facing por-
tion (e.g., the opposing portion of the left rail member 356)
at one end portion of the first slide member in the first slide
direction, the first facing portion having a first facing surface
facing the second side in the predetermined direction.
[0995] The second slide member includes a second facing
portion (e.g., the opposing portion of the right rail member
357) at the other end portion of the second slide member in
the second slide direction, the second facing portion having
a second facing portion having a second facing surface
facing the first side in the predetermined direction.

[0996] The main section includes:

[0997] afirst grip portion (e.g., the left grip portion 353)
on a first side of the support section in the predeter-
mined direction configured for being gripped by a user;
and

[0998] a second grip portion (e.g., the right grip portion
354) on a second side of the support section in the
predetermined direction configured for being gripped
by the user.

[0999] As described above, two game controllers are
attached to the supporting device by engaging the rail
members of the two game controllers with the first slide
member and the second slide member, respectively, and it is
therefore possible to reduce the possibility that the game
controllers come off the supporting device. Since the sup-
porting device includes two grip portions, a user can hold the
grip portions when operating the controllers, thereby
improving the controllability.

[1000] In the embodiment described above, the support
section includes:

[1001] a connector (e.g., the power terminal 360); and

[1002] a power supply (e.g., the power supply control
section 366 shown in FIG. 57) configured to supply
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power, via the connector, to the first game controller via

the first terminal, and to the second game controller via

the second terminal.
[1003] As described above, the supporting device can
supply power to the game controllers.
[1004] In the embodiment described above, the support
section further includes a light-emitter (e.g., the indicator
LED 361) for emitting light to indicate that the power supply
is supplying power to at least one of the first game controller
and the second game controller. Then, it is possible to
indicate to the user that game controllers are being charged.
[1005] In the embodiment described above, the light-
emitter indicates that the first game controller and the second
game controller are being charged, until the charging of both
of the first game controller and the second game controller
is finished. It is possible to reduce the possibility that a user
erroneously discontinues charging when charging has not
been finished for one of the two controllers.
[1006] In the embodiment described above, the main
section includes a third facing surface (e.g., the first surface
353a or 354a) facing the bottom surface of the first slide
member and extend along a portion of one of surfaces of the
first game controller (e.g., the left side surface of the left
controller 3 or the right side surface of the right controller 4)
of which the first rail member is in engagement with the first
slide member, the one surface being on an opposite side
from the surface on which the first rail member is disposed.
Then, the supporting device is provided with no large gap on
both sides of the game controllers attached to the supporting
device. Therefore, a user can hold the supporting device and
the game controllers attached thereto as if they were an
integral unit, thereby improving the controllability of the
game controllers.
[1007] Inthe embodiment described above, the supporting
device further includes a first elastic member (e.g., the
elastic member 362 or 363) on the third facing surface
configured for applying a force in a direction of the support
section upon the first game controller of which the first rail
member is in engagement with the first slide member. Then,
it is possible to reduce the looseness between the supporting
device and the first game controller.
[1008] In the embodiment described above, the main
section includes a connecting portion (e.g., the connection
portion 355) connecting between the first grip portion and
the second grip portion. Then, the two grip portions are
connected together by the connection portion, and it is
therefore possible to reduce the shaking due to variations in
the positional relationship between the two grip portions.
[1009] In the embodiment described above, the first game
controller includes a front surface (e.g., the surface on the
z-axis negative direction side shown in FIG. 14), a side
surface relative to the front surface, wherein the first rail
member is on the side surface, and a reverse surface opposite
from the front surface.
[1010] The main section includes a surface (e.g., the third
surface 353¢ or 354¢) configured to extend along at least a
portion of the reverse surface of the first game controller of
which the first rail member is in engagement with the first
slide member. Then, the supporting device and the game
controllers attached thereto can be held as if they were an
integral game controller, thereby improving the controlla-
bility of the game controllers.
[1011] In the embodiment described above, the first game
controller includes a front surface, a side surface relative to
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the front surface, wherein the first rail member is on the side
surface, a reverse surface opposite from the front surface,
and an operation section (e.g., the ZL button 39 or the ZR
button 61) protruding past the reverse surface.

[1012] The main section includes a cut-out (e.g., the
cut-out portion C2 or C3 shown in FIG. 55) for avoiding the
operation section of the first game controller of which the
first rail member has been inserted up to the first position
into the first slide member, wherein the cut-out is in an end
portion of the main section on the side from which the first
game controller is inserted in the slide direction of the first
slide member.

[1013] As described above, game controllers with opera-
tion sections on the reverse surface thereof can be attached
to the supporting device, and a user can operate the opera-
tion sections provided on the reverse surface of the game
controllers attached to the supporting device.

[1014] In the embodiment described above, the first game
controller includes a front surface, a first side surface which
is a side surface relative to the front surface, wherein the first
rail member is on the first side surface, and a reverse surface
opposite from the front surface.

[1015] The main section includes:

[1016] a third surface (e.g., the third surface 353¢ or
354¢ shown in FIG. 54) configured to extend along the
reverse surface of the first game controller of which the
first rail member is in engagement with the first slide
member; and

[1017] a surface (e.g., the fourth surface 3534 or 3544
shown in FIG. 54) sunken from the third surface,
wherein the surface is provided in an end portion of the
third surface on the side from which the first game
controller is inserted in the slide direction.

[1018] As described above, as the third surface is sunken,
game controllers with operation sections on the reverse
surface thereof can be attached to the supporting device, and
a user can operate the operation sections on the reverse
surface of the game controllers attached to the supporting
device.

[1019] In the embodiment described above, the first game
controller includes a front surface, a first side surface which
is a side surface relative to the front surface, wherein the first
rail member is on the first side surface, a second side surface
opposite from the first side surface, and a reverse surface
opposite from the front surface. A connecting portion
between the second side surface and the reverse surface is
formed by a rounded curved surface (FIG. 14 and FIG. 25).
[1020] The main section includes:

[1021] afirst surface (e.g., the first surface 353a or 354a
shown in FIG. 54) configured to extend along the
second side surface of the first game controller of
which the first rail member is in engagement with the
first slide member;

[1022] a second surface (e.g., the second surface 3536
or 3545 shown in FIG. 54) continuous with the first
surface configured to extend along the curved surface
of the connecting portion of the first game controller of
which the first rail member is in engagement with the
first slide member; and

[1023] a third surface (e.g., the third surface 353¢ or
354¢ shown in FIG. 54) continuous with the second
surface configured to extend along the reverse surface
of the first game controller of which the first rail
member is in engagement with the first slide member.
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[1024] Then, the supporting device and the game control-
lers attached thereto can be held as if they were an integral
game controller, thereby improving the controllability of the
game controllers.
[1025] Inthe embodiment described above, the first facing
portion is in an end portion on a first side in the first slide
direction (e.g., the lower side, i.e., the y-axis negative
direction side shown in FIG. 54), wherein the first facing
portion limits a slide movement of the first rail member by
being in contact with the first rail member inserted from a
second side in the first slide direction.
[1026] The second facing portion is in an end portion on
a first side in the second slide direction (e.g., the lower side,
i.e., the y-axis negative direction side shown in FIG. 54),
wherein the second facing portion limits a slide movement
of the second rail member by being in contact with the
second rail member inserted from a second side in the
second slide direction.
[1027] Thus, it is possible with the facing portion to limit
the slide movement of the game controller. When terminals
are provided on the facing portion, the facing portion can be
used both as a member on which the terminals are provided
and as a member for limiting the slide movement of the
game controller.
[1028] In the embodiment described above, the first slide
member includes:
[1029] a groove formed by a bottom surface of the first
slide member (e.g., the bottom surface portion of the left rail
member 356) and side surfaces (e.g., the side surface portion
of the left rail member 356) that are connected respectively
to opposite sides of the bottom surface; and
[1030] two protruding portions (e.g., the top surface
portion of the left rail member 356) configured to
protrude from the respective side surfaces and each
having a surface facing the bottom surface of the first
slide member.
[1031] Then, with the protruding portion, it is possible to
reduce the possibility that the first rail member comes off the
first slide member in the direction perpendicular to the slide
direction.
[1032] In the embodiment described above, the first game
controller includes a stop member (e.g., the stop member
319 or 339) configured so that when the first rail member has
been inserted up to a predetermined position into the first
slide member (e.g., in the attached state described above),
the stop member resists a slide movement, in an opposite
direction, of the first rail member against the first slide
member, the opposite direction being a direction opposite to
a direction in which the first slide member is inserted into the
first rail member.
[1033] The first slide member includes a stop-receiving
portion (e.g., stop-receiving portion of the left rail member
356) configured so that when the first rail member of the first
game controller has been inserted up to the predetermined
position into the first slide member, the stop-receiving
portion engages with the stop member.
[1034] Then, it is possible to reduce the possibility that the
first rail member comes off the first slide member.
[1035] In the embodiment described above, the first slide
member has an end portion on a first side and an end portion
on a second side opposite to the first side in the slide
direction. The first terminal is in an area on the first side
(e.g., the lower side) of a center of the first slide member in
the slide direction of the first slide member. The stop-
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receiving portion is in an area on the second side (e.g., the
upper side) of the center of the first slide member in the slide
direction of the first slide member. Then, the stop member of
the first game controller is in an area on the second side of
the center of the first rail member in the slide direction.
Then, the stop member does not come into contact with the
supporting device unless the first rail member is inserted to
a certain degree into the first slide member, thereby making
it less easy for the stop member to come into contact with the
supporting device. Then, it is possible to make it easier for
the first rail member to be moved smoothly into the first slide
member.

[1036] In the embodiment described above, the first slide
member has an end portion on a first side and an end portion
on a second side opposite to the first side in the slide
direction. The first game controller is removably attachable
to the supporting device by inserting the first rail member
through the end portion on the second side in the first slide
direction. The stop-receiving portion is in an area on the
second side of the center of the first slide member. Then, the
stop member of the first game controller is in an area on the
second side of the center of the first rail member in the slide
direction. Then, it is possible to make it less easy for the stop
member to come into contact with the supporting device,
thereby making it easier for the first rail member to be
moved smoothly into the first slide member.

[1037] In the embodiment described above, the first slide
member includes:

[1038] a groove formed by a bottom surface of the first
slide member (e.g., the bottom surface portion of the
left rail member 356) and side surfaces (e.g., the side
surface portion of the left rail member 356) that are
connected respectively to opposite sides of the bottom
surface; and

[1039] two protruding portions (e.g., the top surface
portion of the left raill member 356) configured to
protrude from the respective side surfaces and each
having a surface facing the bottom surface of the first
slide member.

[1040] The stop-receiving portion is on each of the two
protruding portions.

[1041] Then, it is possible to reduce the possibility that the
first rail member comes off the first slide member in the
direction perpendicular to the slide direction. Since the
stop-receiving portion is on each of the two protruding
portions, it is possible to reduce the possibility that the first
rail member comes off the first slide member when the game
controller, with the stop member provided on either side, is
attached to the supporting device.

[1042] Inthe embodiment described above, a light-receiv-
ing port is on the bottom surface of the first slide member
(e.g., the side surface of the housing exposed through the
hole 356a provided in the bottom surface portion of the left
rail member 356) (see FIG. 55).

[1043] A light-exiting port is on another surface (e.g., the
front surface) of the support section that is different from the
bottom surface of the first slide member.

[1044] The support section further includes a light guide
(e.g., the lightguide member 358) configured for guiding
light incident on the light-receiving port to the light-exiting
port.

[1045] As described above, when the first game controller,
with the light-emitter (e.g., an indicator LED) provided on
the first rail member, is attached to the supporting device, the
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supporting device can allow the light from the light-emitter
to be output from the light-exiting port. Then, it is possible,
with a simple configuration, to present to the user informa-
tion indicated by the indicator LED of the controller
attached to the extension grip.

[1046] In the embodiment described above, the first game
controller includes a front surface and a side surface relative
to the front surface, wherein the first rail member is on the
side surface.

[1047] The light-exiting port is on a surface of the support
section that faces the same direction as the front surface of
the first game controller of which the first rail member is in
engagement with the first slide member.

[1048] As described above, the light-exiting port is at a
position such that it is easy to see the light-exiting port for
a user who performs operations while looking at the front
surface of the first game controller. Thus, it is possible to
indicate, to the user, information by means of the light-
emitter in an easy-to-understand manner.

[1049] Inthe embodiment described above, the light guide
includes a light-receiving surface at a position sunken from
the bottom surface of the first slide member. Then, when the
first rail member of the first game controller is inserted into
the first slide member, it is possible to reduce the possibility
that the light guide comes into contact with the first game
controller. Thus, the first game controller can be smoothly
attached to the supporting device.

[1050] In the embodiment described above, in the first
slide member, at least a portion of a member to be engaged
with the first rail member and the first facing portion are
formed as an integral unit (e.g., the top surface portion and
the opposing portion of the left rail member 356 are formed
as an integral unit). Then, it is possible to simplify the shape
of the first slide member, and to facilitate the production of
the slide member.

[1051] In the embodiment described above, the first slide
member and the second slide member comprise metal. Then,
it is possible to improve the mechanical strength of the slide
members.

[1052] In the embodiment described above, the second
slide member is oriented so that the second slide direction is
substantially parallel to the first slide direction (FIG. 54).
Then, the game controllers attached to the supporting device
are supported by the supporting device in the same direction
(FIG. 56). Therefore, a user can operate the two game
controllers in the same fashion (e.g., the direction of an UP
input on the first game controller is the same as that of an UP
input on the second game controller), thereby improving the
controllability of the two game controllers attached to the
supporting device. Moreover, the modifying process
described above does not need to be performed, and it is
therefore possible to reduce the process load on the infor-
mation processing device.

[1053] Inthe embodiment described above, the first facing
portion and the second facing portion are in end portions on
the same side (e.g., the lower end) in the first slide direction
and the second slide direction. Then, for the first slide
member and the second slide member, the game controller
can be inserted from the same side. Thus, it is possible to
improve the usability of the supporting device.

[1054] In other embodiments, the supporting device may
further include a second elastic member (e.g., the leaf spring
305) on the bottom surface of the first slide member con-
figured for applying a force in a direction away from the
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support section upon the first rail member in engagement
with the first slide member. Then, it is possible to reduce the
looseness between the supporting device and the first game
controller.

[1055] In the embodiment described above, a charging
device (e.g., the extension grip 350 shown in FIG. 54) is a
device for charging a first game controller (e.g., the left
controller 3).

[1056] The first game controller includes a first rail mem-
ber (e.g., the slider 311) configured for allowing the first
game controller to be attached to the charging device.
[1057] The charging device includes:

[1058] a support section (e.g., the support section 352
shown in FIG. 54); and

[1059] a first slide member (e.g., the left rail member
356) in an area of the support section toward a first side
in a predetermined direction, the first slide member
being configured to slidably engage with the first rail
member in a first slide direction.

[1060] The first slide member includes:

[1061] a first facing portion (e.g., the opposing portion
of the left rail member 356) on the support section or
on the first slide member, the first facing portion having
a first facing surface facing the second side in the
predetermined direction; and

[1062] a first terminal (e.g., the left-side terminal 367
provided on the left rail member 356) on the first facing
surface, which first terminal is configured to be elec-
trically connected to the first game controller.

[1063] The charging device includes:

[1064] a connector (e.g., the power terminal 360) on the
support section; and

[1065] a power supply (e.g., the power supply control
section 366 shown in FIG. 57) configured to supply
power, via the connector, to the first game controller via
the first terminal.

[1066] As described above, terminals are provided on the
facing surfaces facing toward the support section, it is
therefore possible to reduce the possibility that the terminals
come into contact with objects other than the game control-
lers.

[1067] In the embodiment described above, the support
section includes a light-emitter (e.g., the indicator LED 361)
for emitting light to indicate that the power supply is
charging the first game controller. Then, it is possible to
indicate to the user that game controllers are being charged.
[1068] In the embodiment described above, the charging
device is configured to charge a second game controller
(e.g., the right controller 4) separate from the first game
controller.

[1069] The second game controller includes a second rail
member (e.g., the slider 331) configured for allowing the
second game controller to be attached to the charging
device.

[1070] The first slide member is in an area of the support
section toward the first side in the predetermined direction
(e.g., the x-axis positive direction side shown in FIG. 54).
[1071] The charging device includes:

[1072] a second slide member (e.g., the right rail mem-
ber 357) in an area of the support section toward the
second side in the predetermined direction (e.g., the
x-axis negative direction side shown in FIG. 54), the
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second slide member being capable of slidably engag-
ing with the second rail member in a second slide
direction.

[1073] The second slide member includes:

[1074] a second facing portion (e.g., the opposing por-
tion of the right rail member 357) on the support section
or on the second slide member, the second facing
portion having a second facing surface facing the first
side; and

[1075] a second terminal (e.g., the right-side terminal
368 provided on the right rail member 357) on the
second facing surface, which second terminal is con-
figured to be electrically connected to the second game
controller.

[1076] The power supply supplies power, via the connec-
tor, to the first game controller via the first terminal and to
the second game controller via the second terminal.
[1077] As described above, the supporting device can
supply power to two game controllers.
[1078] The light-emitter may indicate that the first game
controller and the second game controller are being charged,
until the charging of both of the first game controller and the
second game controller is finished.
[1079] The first facing portion may be in an end portion on
a first side in the first slide direction, wherein the first facing
portion limits a slide movement of the first rail member by
being in contact with the first rail member inserted from a
second side in the first slide direction.
[1080] The first slide member may include:
[1081] a groove formed by a bottom surface of the first
slide member and side surfaces that are connected respec-
tively to opposite sides of the bottom surface; and
[1082] two protruding portions configured to protrude
from the respective side surfaces and each having a surface
facing the bottom surface of the first slide member.
[1083] In the first slide member, at least a portion of a
member to be engaged with the first rail member and the first
facing portion may be formed as an integral unit.
[1084] The first slide member may comprise metal.
[1085] According to the embodiment described above and
variations thereof, there is provided a controller system
comprising a first game controller, a second game controller
and a supporting device, wherein:
[1086] the first game controller includes a first rail mem-
ber configured for allowing the first game controller to be
attached to the supporting device;
[1087] the second game controller includes a second rail
member configured for allowing the second game controller
to be attached to the supporting device;
[1088] the supporting device includes:

[1089] a support section; and

[1090] a main section connected to the support section;
[1091] the support section includes:

[1092] a first slide member in an area of the support
section toward a first side in a predetermined direction,
the first slide member being configured to slidably
engage with the first rail member of the first game
controller in a first slide direction; and

[1093] a second slide member in an area of the support
section toward a second side in the predetermined
direction, the second slide member being configured to
slidably engage with the second rail member of the
second game controller in a second slide direction;
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[1094] the first slide member includes:

[1095] a first facing portion in the area of the support
section toward the first side or on the first slide member,
the first facing portion having a first facing surface
facing the second side; and

[1096] a first terminal on the first facing surface, which
first terminal is configured to be electrically connected
to the first game controller;

[1097] the second slide member includes:

[1098] a second facing portion in the area of the support
section toward the second side or on the second slide
member, the second facing portion having a second
facing surface facing the first side; and

[1099] a second terminal on the second facing surface,
which second terminal is configured to be electrically
connected to the second game controller; and

[1100] the main section includes:

[1101] a first grip portion on a first side of the support
section in the predetermined direction configured for
being gripped by a user; and

[1102] a second grip portion on a second side of the
support section in the predetermined direction config-
ured for being gripped by the user.

[1103] According to the embodiment described above and
variations thereof, there is provided a game controller sup-
port for use with at least one game controller of the type
including a rail member configured to allow the game
controller to be attached to the support, wherein the game
controller is of the type that includes a stop member, the
support comprising:

[1104] a handheld body including a grip portion config-
ured to be gripped by a user, and

a support structure connected to the body, the support
structure including:

[1105] a slide member being configured to slidably engage
with the game controller rail member in a slide direction,
wherein the slide member includes a stop-receiving portion
configured so that when the rail member is inserted up to a
predetermined position into the slide member, the stop-
receiving portion engages with the stop member to resist a
slide movement, in an opposite direction, of the rail member
against the slide member, the opposite direction being a
direction opposite to a direction in which the slide member
is insertable in the predetermined slide direction into the rail
member, the slide member including:

[1106] a groove having a bottom surface along the slide
direction;
[1107] an facing surface in an end portion of the slide

member groove to face a portion of the bottom surface
of the groove; and
[1108] an electrical terminal on the facing surface,
which electrical terminal is configured to be electrically
connected to the game controller;
[1109] the support structure further including:
[1110] a power connector configured to supply power to
the game controller via the electrical terminal; and
[1111] a light-emitter configured to emit light indicating
that power is being supplied to the game controller.
[1112] The embodiment described above is applicable to,
for example, a supporting device for supporting game con-
trollers, with the aim of reducing the possibility that the
supporting device comes off the information processing
device.
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[1113] While certain example systems, methods, devices
and apparatuses have been described herein, it is to be
understood that the appended claims are not to be limited to
the systems, methods, devices and apparatuses disclosed,
but on the contrary, are intended to cover various modifi-
cations and equivalent arrangements included within the
spirit and scope of the appended claims.

What is claimed is:
1. A game controller supporting device for supporting a
first game controller and a second game controller, wherein:

the first game controller includes a first rail member
configured for allowing the first game controller to be
attached to the supporting device;

the second game controller includes a second rail member
configured for allowing the second game controller to
be attached to the supporting device;

the supporting device includes:
a support section; and
a main section connected to the support section;

the support section includes:

a first slide member in an area of the support section
toward a first side in a predetermined direction, the
first slide member being configured to slidably
engage with the first rail member of the first game
controller in a first slide direction; and

a second slide member in an area of the support section
toward a second side in the predetermined direction,
the second slide member being configured to slid-
ably engage with the second rail member of the
second game controller in a second slide direction;

the first slide member includes:

a first groove having a bottom surface formed along the
first slide direction;

a first facing surface, wherein the first slide member has
a first side and a second side in the first slide
direction, and the first facing surface is in an end
portion on the first side of the first slide member so
as to face a portion of the bottom surface of the first
groove; and

a first terminal on the first facing surface, which first
terminal is configured to be electrically connected to
the first game controller;

the second slide member includes:

a second groove having a bottom surface formed along
the second slide direction;

a second facing surface, wherein the second slide
member has a first side and a second side in the
second slide direction, and the second facing surface
is in an end portion on the first side of the second
slide member so as to face a portion of the bottom
surface of the second groove; and

a second terminal on the second facing surface, which
second terminal is configured to be electrically con-
nected to the second game controller;

the main section includes:

a first grip portion on a first side of the main section in
the predetermined direction configured for being
gripped by a user; and

a second grip portion on a second side of the main
section in the predetermined direction configured for
being gripped by the user;
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the support section includes:
a connector;

a power supply configured to supply power, via the
connector, to the first game controller via the first
terminal, and to the second game controller via the
second terminal; and

a light-emitter configured for emitting light indicating
that the power supply is supplying power to at least
one of the first game controller and the second game
controller;

the first game controller includes a first stop member,
wherein the first stop member is configured so that
when the first rail member has been inserted up to a
predetermined first position into the first slide member,
the first stop member resists a slide movement, in an
opposite direction, of the first rail member against the
first slide member, the opposite direction being a direc-
tion opposite to a direction in which the first slide
member is insertable into the first rail member;

the first slide member includes a first stop-receiving
portion, wherein the first stop member is further con-
figured so that when the first rail member of the first
game controller has been inserted up to the first posi-
tion into the first slide member, the first stop member
engages with the first stop-receiving portion;

the second game controller includes a second stop mem-
ber, wherein the second stop member is configured so
that when the second rail member has been inserted up
to a predetermined second position into the second
slide member, the second stop member resists a slide
movement, in an opposite direction, of the second rail
member against the second slide member, the opposite
direction being a direction opposite to a direction in
which the second slide member is insertable into the
first rail member; and

the second slide member includes a second stop-receiving
portion, wherein the second stop member is further
configured so that when the second rail member of the
second game controller has been inserted up to the
second position into the second slide member, the
second stop member engages with the second stop-
receiving portion.

2.

the first slide member includes a first stop portion in an
end portion on the first side in the first slide direction,
wherein the first stop portion limits a slide movement
of'the first rail member by being in contact with the first
rail member inserted from the second side in the first
slide direction;

The supporting device according to claim 1, wherein:

the first facing surface is in the first stop portion;
the second slide member includes a second stop portion in
an end portion on the first side in the second slide
direction, wherein the second stop portion limits a slide
movement of the second rail member by being in
contact with the second rail member inserted from the
second side in the second slide direction; and
the second facing surface is in the second stop portion.
3. The supporting device according to claim 1, wherein
the main section includes a third facing surface to face the
bottom surface of the first slide member and extend along a
portion of one of surfaces of the first game controller of
which the first rail member has been inserted up to the first
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position into the first slide member, the one surface being on
an opposite side from the surface on which the first rail
member is disposed.

4. The supporting device according to claim 3, wherein
the main section includes a first elastic member on the third
facing surface configured for applying a force in a direction
of'the support section upon the first game controller of which
the first rail member has been inserted up to the first position
into the first slide member.

5. The supporting device according to claim 1, wherein:

the first terminal is in an area on the first side of a center
of the first slide member in the first slide direction; and

the first stop-receiving portion is in an area on the second
side of the center of the first slide member in the first
slide direction.

6. The supporting device according to claim 1, wherein:

the first game controller is removably attachable to the
supporting device by inserting the first rail member into
the first slide member through an end portion on the
second side in the first slide direction; and

the first stop-receiving portion is in an area on the second
side of the center of the first slide member.

7. The supporting device according to claim 1, wherein:

the first groove includes side surfaces that are connected
respectively to opposite sides of the bottom surface of
the first slide member in a direction perpendicular to
the first slide direction; and

the first slide member includes two protruding portions
configured to protrude from the respective side surfaces
and each having a surface facing the bottom surface of
the first slide member.

8. The supporting device according to claim 7, wherein
there is a stop-receiving portion on each of the two protrud-
ing portions.

9. The supporting device according to claim 1, further
including:

a light-receiving port on the bottom surface of the first

slide member;

a light-exiting port on another surface of the support
section that is different from the bottom surface of the
first slide member; and

wherein the support section includes a light guide con-
figured for guiding light incident on the light-receiving
port to the light-exiting port.

10. The supporting device according to claim 9, wherein:

the first game controller includes a front surface and a side
surface relative to the front surface, wherein the first
rail member is on the side surface;

the light-exiting port is on a surface of the support section
that faces the same direction as the front surface of the
first game controller of which the first rail member has
been inserted up to the first position into the first slide
member.

11. The supporting device according to claim 9, wherein
the light guide includes a light-receiving surface at a posi-
tion sunken from the bottom surface of the first slide
member.

12. The supporting device according to claim 1, wherein
the main section includes a connecting portion connecting
between the first grip portion and the second grip portion.

13. The supporting device according to claim 12, wherein:

the first game controller includes a front surface, a side
surface relative to the front surface, wherein the first
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rail member is on the side surface, and a reverse surface

opposite from the front surface; and

the main section includes a surface configured to extend
along at least a portion of the reverse surface of the first
game controller of which the first rail member has been
inserted up to the first position into the first slide
member.

14. The supporting device according to claim 1, wherein:

the first game controller includes a front surface, a side
surface relative to the front surface, wherein the first
rail member is on the side surface, a reverse surface
opposite from the front surface, and an operation sec-
tion protruding past the reverse surface; and

the main section includes a cut-out configured for avoid-
ing the operation section of the first game controller of
which the first rail member has been inserted up to the
first position into the first slide member, wherein the
cut-out is in an end portion of the main section on the
side from which the first game controller is inserted in
the first slide direction.

15. The supporting device according to claim 1, wherein
the light-emitter indicates that the first game controller and
the second game controller are being charged, until the
charging of both of the first game controller and the second
game controller is finished.

16. The supporting device according to claim 1, wherein:

the first game controller includes a front surface, a first
side surface which is a side surface relative to the front
surface, wherein the first rail member is on the first side
surface, a second side surface opposite from the first
side surface, and a reverse surface opposite from the
front surface;

a connecting portion between the second side surface and
the reverse surface is formed by a rounded curved
surface; and

the main section includes:

a first surface configured to extend along the second
side surface of the first game controller of which the
first rail member has been inserted up to the first
position into the first slide member;

a second surface continuous with the first surface
configured to extend along the curved surface of the
connecting portion of the first game controller of
which the first rail member has been inserted up to
the first position into the first slide member; and

a third surface continuous with the second surface
configured to extend along the reverse surface of the
first game controller of which the first rail member
has been inserted up to the first position into the first
slide member.

17. The supporting device according to claim 1, wherein
the first slide member and the second slide member com-
prise metal.

18. The supporting device according to claim 2, wherein
the second slide member is oriented so that the second slide
direction is substantially parallel to the first slide direction.

19. The supporting device according to claim 18, wherein
the first stop portion and the second stop portion are in end
portions on the same side in the first slide direction and the
second slide direction.

20. The supporting device according to claim 1, further
comprising a second elastic member on the bottom surface
of the first slide member configured for applying a force in
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a direction away from the support section upon the first rail
member in engagement with the first slide member.
21. A supporting device for supporting a first game
controller and a second game controller, wherein:
the first game controller includes a first rail member
configured for allowing the first game controller to be
attached to the supporting device;
the second game controller includes a second rail member
configured for allowing the second game controller to
be attached to the supporting device;
the supporting device includes:
a support section; and
a main section connected to the support section;
the support section includes:

a first slide member in an area of the support section
toward a first side in a predetermined direction, the
first slide member being configured to slidably
engage with the first rail member of the first game
controller in a first slide direction; and

a second slide member in an area of the support section
toward a second side in the predetermined direction,
the second slide member being configured to slid-
ably engage with the second rail member of the
second game controller in a second slide direction;

the first slide member includes:

a first facing portion in the area of the support section
toward the first side or on the first slide member, the
first facing portion having a first facing surface
facing the second side; and

a first terminal on the first facing surface, which first
terminal is configured to be electrically connected to
the first game controller;

the second slide member includes:

a second facing portion in the area of the support
section toward the second side or on the second slide
member, the second facing portion having a second
facing surface facing the first side; and

a second terminal on the second facing surface, which
second terminal is configured to be electrically con-
nected to the second game controller; and

the main section includes:

a first grip portion on a first side of the support section
in the predetermined direction configured for being
gripped by a user; and

a second grip portion on a second side of the support
section in the predetermined direction configured for
being gripped by the user.

22. A supporting device for supporting a first game

controller and a second game controller, wherein:

the first game controller includes a first rail member
configured for allowing the first game controller to be
attached to the supporting device;

the second game controller includes a second rail member
configured for allowing the second game controller to
be attached to the supporting device;

the supporting device includes a support section;

the support section includes:

a first slide member in an area of the support section
toward a first side in a predetermined direction, the
first slide member being configured to slidably
engage with the first rail member of the first game
controller in a first slide direction; and

a second slide member in an area of the support section
toward a second side in the predetermined direction,
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the second slide member being configured to slid-

ably engage with the second rail member of the

second game controller in a second slide direction;
the first slide member includes:

a first facing portion in the area of the support section
toward the first side or on the first slide member, the
first facing portion having a first facing surface
facing the second side; and

a first terminal on the first facing surface, which first
terminal is configured to be electrically connected to
the first game controller; and

the second slide member includes:

a second facing portion in the area of the support
section toward the second side or on the second slide
member, the second facing portion having a second
facing surface facing the first side; and

a second terminal on the second facing surface, which
second terminal is configured to be electrically con-
nected to the second game controller.

23. A supporting device for supporting a first game

controller and a second game controller, wherein:

the first game controller includes a first rail member
configured for allowing the first game controller to be
attached to the supporting device;

the second game controller includes a second rail member
configured for allowing the second game controller to
be attached to the supporting device;

the supporting device includes:
a support section; and
a main section connected to the support section;

the support section includes:

a first slide member in an area of the support section
toward a first side in a predetermined direction, the
first slide member being configured to slidably
engage with the first rail member of the first game
controller in a first slide direction; and

a second slide member in an area of the support section
toward a second side in the predetermined direction,
the second slide member being configured to slid-
ably engaging with the second rail member of the
second game controller in a second slide direction;

the first slide member includes a first facing portion at one
end portion of the first slide member in the first slide
direction, the first facing portion having a first facing
surface facing the second side in the predetermined
direction;

the second slide member includes a second facing portion
at the other end portion of the second slide member in
the second slide direction, the second facing portion
having a second facing portion having a second facing
surface facing the first side in the predetermined direc-
tion; and

the main section includes:

a first grip portion on a first side of the support section
in the predetermined direction configured for being
gripped by a user; and

a second grip portion on a second side of the support
section in the predetermined direction configured for
being gripped by the user.

24. The supporting device according to claim 21, wherein
the support section includes:
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a connector; and

a power supply configured to supply power, via the
connector, to the first game controller via the first
terminal, and to the second game controller via the
second terminal.

25. The supporting device according to claim 24, wherein
the support section further includes a light-emitter for emit-
ting light to indicate that the power supply is supplying
power to at least one of the first game controller and the
second game controller.

26. The supporting device according to claim 25, wherein
the light-emitter indicates that the first game controller and
the second game controller are being charged, until the
charging of both of the first game controller and the second
game controller is finished.

27. The supporting device according to claim 21, wherein
the main section includes a third facing surface facing the
bottom surface of the first slide member and extend along a
portion of one of surfaces of the first game controller of
which the first rail member is in engagement with the first
slide member, the one surface being on an opposite side
from the surface on which the first rail member is disposed.

28. The supporting device according to claim 27, further
comprising a first elastic member on the third facing surface
configured for applying a force in a direction of the support
section upon the first game controller of which the first rail
member is in engagement with the first slide member.

29. The supporting device according to claim 21, wherein
the main section includes a connecting portion connecting
between the first grip portion and the second grip portion.

30. The supporting device according to claim 29, wherein:

the first game controller includes a front surface, a side
surface relative to the front surface, wherein the first
rail member is on the side surface, and a reverse surface
opposite from the front surface; and

the main section includes a surface configured to extend
along at least a portion of the reverse surface of the first
game controller of which the first rail member is in
engagement with the first slide member.

31. The supporting device according to claim 29, wherein:

the first game controller includes a front surface, a side
surface relative to the front surface, wherein the first
rail member is on the side surface, a reverse surface
opposite from the front surface, and an operation sec-
tion protruding past the reverse surface; and

the main section includes a cut-out configured for avoid-
ing the operation section of the first game controller of
which the first rail member has been inserted up to the
first position into the first slide member, wherein the
cut-out is in an end portion of the main section on the
side from which the first game controller is inserted in
the slide direction of the first slide member.

32. The supporting device according to claim 21, wherein:

the first game controller includes a front surface, a first
side surface which is a side surface relative to the front
surface, wherein the first rail member is on the first side
surface, a second side surface opposite from the first
side surface, and a reverse surface opposite from the
front surface;

a connecting portion between the second side surface and
the reverse surface is formed by a rounded curved
surface; and
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the main section includes:

a first surface configured to extend along the second
side surface of the first game controller of which the
first rail member is in engagement with the first slide
member;

a second surface continuous with the first surface
configured to extend along the curved surface of the
connecting portion of the first game controller of
which the first rail member is in engagement with the
first slide member; and

a third surface continuous with the second surface
configured to extend along the reverse surface of the
first game controller of which the first rail member is
in engagement with the first slide member.

33. The supporting device according to claim 21, wherein:

the first facing portion is in an end portion on a first side
in the first slide direction, wherein the first facing
portion limits a slide movement of the first rail member
by being in contact with the first rail member inserted
from a second side in the first slide direction; and

the second facing portion is in an end portion on a first
side in the second slide direction, wherein the second
facing portion limits a slide movement of the second
rail member by being in contact with the second rail
member inserted from a second side in the second slide
direction.

34. The supporting device according to claim 21, wherein

the first slide member includes:

a groove formed by a bottom surface of the first slide
member and side surfaces that are connected respec-
tively to opposite sides of the bottom surface; and

two protruding portions configured to protrude from the
respective side surfaces and each having a surface
facing the bottom surface of the first slide member.

35. The supporting device according to claim 21, wherein:

the first game controller includes a stop member config-
ured so that when the first rail member has been
inserted up to a predetermined position into the first
slide member, the stop member resists a slide move-
ment, in an opposite direction, of the first rail member
against the first slide member, the opposite direction
being a direction opposite to a direction in which the
first slide member is inserted into the first rail member;
and

the first slide member includes a stop-receiving portion
configured so that when the first rail member of the first
game controller has been inserted up to the predeter-
mined position into the first slide member, the stop-
receiving portion engages with the stop member.

36. The supporting device according to claim 35, wherein:

the first slide member has an end portion on a first side and
an end portion on a second side opposite to the first side
in the slide direction;

the first terminal is in an area on the first side of a center
of the first slide member in the slide direction of the
first slide member; and

the stop-receiving portion is in an area on the second side
of the center of the first slide member in the slide
direction of the first slide member.

Dec. 15,2016

37. The supporting device according to claim 35, wherein:

the first slide member has an end portion on a first side and
an end portion on a second side opposite to the first side
in the slide direction;

the first game controller is removably attachable to the
supporting device by inserting the first rail member into
the first slide member through the end portion on the
second side in the first slide direction; and

the stop-receiving portion is in an area on the second side
of the center of the first slide member.

38. The supporting device according to claim 35, wherein:

the first slide member includes:

a groove formed by a bottom surface of the first slide
member and side surfaces that are connected respec-
tively to opposite sides of the bottom surface; and

two protruding portions configured to protrude from the
respective side surfaces and each having a surface
facing the bottom surface of the first slide member;
and

the stop-receiving portion is on each of the two protruding
portions.

39. The supporting device according to claim 21, wherein:

a light-receiving port is on the bottom surface of the first
slide member;

a light-exiting port is on another surface of the support
section that is different from the bottom surface of the
first slide member; and

the support section includes a light guide configured for
guiding light incident on the light-receiving port to the
light-exiting port.

40. The supporting device according to claim 39, wherein:

the first game controller includes a front surface and a side
surface relative to the front surface, wherein the first
rail member is on the side surface;

the light-exiting port is on a surface of the support section
that faces the same direction as the front surface of the
first game controller of which the first rail member is in
engagement with the first slide member.

41. The supporting device according to claim 39, wherein
the light guide includes a light-receiving surface at a posi-
tion sunken from the bottom surface of the first slide
member.

42. The supporting device according to claim 21, wherein
in the first slide member, at least a portion of a member to
be engaged with the first rail member and the first facing
portion are formed as an integral unit.

43. The supporting device according to claim 21, wherein
the first slide member and the second slide member com-
prise metal.

44. The supporting device according to claim 21, wherein
the second slide member is oriented so that the second slide
direction is substantially parallel to the first slide direction.

45. The supporting device according to claim 44, wherein
the first facing portion and the second facing portion are in
end portions on the same side in the first slide direction and
the second slide direction.

46. The supporting device according to claim 21, further
comprising a second elastic member on the bottom surface
of the first slide member configured for applying a force in
a direction away from the support section upon the first rail
member in engagement with the first slide member.
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